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Abstract— Low- and medium-voltage connectors are designed for a service life of more than 30 years, 
during which they have to withstand extreme conditions, so it is primordial ensuring their thermal 
performance. Mandatory standardized short-circuit tests are required to homologate electrical connectors 
which are conducted in singular and scarce laboratories, so it is essential to dispose of fast and accurate 
simulation tools to predict the thermal performance of the equipment during the design stage. This paper 
focuses on the application of a fast and accurate simulation method to reproduce the transient thermal 
behavior and to estimate the transient temperature rise and the subsequent cooling of power connectors 
during short-circuits. To minimize the computational burden, this paper proposes a fast FDM (finite 
difference method) approach, based on one-dimensional reduction of the analyzed geometry. To improve 
accuracy, key three-dimensional information is retained, such as the convective coefficients, the incremental 
resistance or the cross-section of each node. Results attained by means of the proposed method are validated 
against experimental results conducted in a high-current laboratory, thus corroborating the usefulness and 
accuracy of the proposed method. The methodology exposed in this paper can be applied to many other 
hardware for power lines and substations.   

1. INTRODUCTION 

Power transmission systems are expanding due to the increasing consumption of electrical power worldwide 

[1]. Short-circuit fault current levels in power systems are raising [2], which can produce severe faults due 

to both the unusual thermal and mechanical stress the components have to withstand, thus increasing the risk 

of power system failure [3]. Therefore, it is essential ensuring that fault currents do not compromise the 

safety limits of the involved electrical equipment. It is an accepted fact that the service life of the involved 

equipment can be improved by reducing the temperature achieved during the short-circuit phenomenon [4]. 

The development of accurate methods to predict the temperature rise during short-circuit conditions is of 

paramount importance  since it can significantly influence the optimum design process of the involved 

equipment [5]. Short-circuit analysis is important since it allows determining the rating of power apparatus 

[6]. Power connectors and many other power devices must be tested to pass the mandatory short-time 

withstand current and peak withstand current tests to ensure to withstand the thermal conditions due to 

short-circuits, which are defined in different international standards [7–9]. 

This paper analyses the thermal behaviour of medium voltage connectors during short-circuit faults. To 

this end a fast and accurate simulation model based on dimensional reduction and applying a FDM (finite 
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difference method) approach is presented to predict the transient thermal behaviour of low- and medium-

voltage connectors during the fault condition.  

Low-, medium- and high-voltage connectors must be tested according to the international standards, 

which comprise, among others, the short-time withstand current test and peak withstand current test. 

Experimental short-circuit tests must be carried out in singular laboratories, with huge electrical power 

requirements. Due to the singularity and scarcity of such laboratories, connectors manufacturers often have 

to face long waiting times before tests are made, thus resulting in cost increases and manufacturing delays. 

Due to the high costs associated to short-circuit tests [10] and to ensure that the analysed power connectors 

satisfy the thermal requirements settled by the international standards, the development of fast, accurate and 

reliable software tools for simulating such tests are thus highly appealing. Such simulations must be able to 

replicate the real thermal and electromagnetic behaviour of the device under test in a fast and economical 

way.  

The analysis of the thermal performance of electrical devices under harsh short circuit conditions is of 

great interest to ensure that such devices can withstand these harsh conditions without experiencing an 

irreversible damage or a perceptible lifespan reduction which can jeopardize the efficient and safe operation. 

To this end different FEM analysis for air circuit breakers [11], superconducting cables [1], electrical 

generators [5], bus bar systems [12], plug-in connectors [13] or power connectors [14] under short-circuit 

condition are found in the recent technical literature. However, most of the abovementioned references are 

based on three-dimensional FEM simulations, which present several weaknesses, including the use of costly 

software licenses, or an intensive dedication of a skilled engineer to conduct the time-consuming tasks 

associated for arranging the 3D geometry, generating the 3D meshes, or settling the boundary conditions 

among others as well as the high computational burden associated. Consequently, the use of accurate 

approaches based on model reduction [15, 16], model-order reduction [17] or approaches combining thermal 

lumped-element networks with electrical models [19] are appealing because they can overcome the 

aforementioned shortcomings of FEM simulations. 

This work proposes a fast one-dimensional simulation method based on nodal equations and the 

application of the finite difference method (FDM) for estimating the temperature rise in power conductors 

during short-circuit tests as well as the cooling phase once the short-circuit current has been cleared. 

Although the proposed model deals with the inherent singularities of short-circuit tests and bimetallic 

connectors for low- and medium-voltage applications, it is based on the approach presented in [18] which 

deals with bolted aluminum substation connectors for high-voltage applications. The analysis of the short-

circuit behavior presents different particularities and challenges with respect to the study of the temperature 



rise test presented in [18], such as the short duration in which the adiabatic approximation applies during the 

heating phase, the transient nature of the current waveform during the initial stage of the short-circuit, or the 

wider and sudden temperature rise because of the extreme thermal stress during the short-circuit condition. 

The one-dimensional model discretizes the analyzed geometry in several small elements or nodes. This 

approach allows increasing accuracy and a great reduction of the computational burden. Each nodal element 

retains some information about the three-dimensional geometry of the analyzed device, being this 

information applied to calculate the convective coefficient and the incremental resistance of each node at 

every time-step during the simulation.  

2. THE TESTED CONNECTORS 

This section describes the bimetallic copper-aluminum YAT120AM130CP compression connectors for 

low- and medium-voltage applications analyzed in this work, from the catalogue of SBI Connectors, which 

are shown in Fig. 1. Aluminum material is type EN AW-1050A as per the EN 573-3:2014 standard [20], 

whereas copper material is Cu-ETP as per the EN 13601:2014 standard [21]. To maximize the contact 

between the conductor and the barrel of the connector, the entire contact surface has been compressed by 

using a 69 MPa BURNDI EP-1HP crimping tool. 
Ø12mm

61 mm

Ø8mm

a) b) c) 
Fig. 1. YAT120AM130CP connectors. a) Before compression. b) After compression.  c) CAD drawing including the bolting 

elements. 

3. THE SHORT-CIRCUIT TEST 

Power connectors are often designed to meet the requirements of the IEC 61238-1 international standard 

[22], which is applicable for mechanical and compression connectors designed for aluminium or copper 

conductors of power cable with rated voltages up to 30 kV. The IEC 61238-1 standard requires a stable 

resistance of the connection, the temperature of the connector remaining below that of the reference 

conductor, and an adequate mechanical strength of the connector. According to this standard, due their 

nature, Class A connectors, that is, those intended for the majority of applications including industrial 

networks or electricity distribution, must be able to withstand short-circuits of relatively high intensity and 

duration. The short-circuit duration must be limited to the interval 0.9 – 1.5 s with a maximum current of 25 

kA, although when requiring a higher short-circuit current between 25 - 45 kA, the test can last up to 5 s. It 



is noted that according to this standard, the purpose of the short-circuit test is to reproduce only the thermal 

effects of the short-circuit current. 

However, the results of the standard tests do not necessarily apply to all possible operating conditions, 

and  specially to those conditions exceeding normal conditions of operations [22]. In this case the tests 

proposed in the standards are usually complemented by specific tests agreed between purchaser and 

supplier.  

The transient current during  the short-circuit test has a sinusoidal term with a superimposed DC 

component [10, 14, 23]. The target current to be achieved during the short-circuit test, also known as 

prospective short-circuit current, is as follows, [11] 
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ω  being the scalar angular frequency corresponding to the 50 Hz supply frequency, ϕ the phase angle of 

the impedance of the test loop which defines the power factor of the loop, and ψ the closing or initial phase 

angle of the voltage applied to the loop, measured at the precise instant of connection. It is worth noting that 

the exponential term (1) corresponds to the transient part, which can be modulated by a strict control of the 

ψ − ϕ  phase angle difference. For highly inductive circuits the phase angle of the loop impedance is φ ≈ π/2 

with R << L and thus, the DC component presents a very slow decay.  In the short-time withstand current 

test the initial phase of the voltage equals the phase angle of the loop impedance, that is, ψ = ϕ, so there is 

no DC component of the current since sin(ψ - ϕ) = 0. Contrarily, the transient part is maximized when ψ -

 ϕ = ± π/2. As a consequence, by controlling the initial phase angle ψ of the applied voltage at the precise 

instant of switching the circuit on, the transient part of the short-circuit current can be modulated. 

Many electrical devices including power connectors are designed to withstand their assigned rated peak 

and short-time withstand currents with safety, i.e. without damaging the performance of the device. The IEC 

62271-1 [8] defines the rated short-time withstand current Ik, as the root-mean-square value (RMS) of the 

current which the tested electrical equipment can carry during a specified time under recommended 

conditions. The rated peak withstand current Ip is defined as the peak or maximum value of the current 

waveform [10] which the electrical device to be tested can carry during a specified time under 

recommended conditions.   

The rated duration of the short circuit tk is defined as the time interval that the analyzed device can 

withstand the rated short-time withstand current, being its standard value 1 s, although other recommended 

values are 0.5 s, 2 s and 3 s [7]. Although the international standards do not prescribe a temperature limit to 

be reached during the short-time current withstand test [8, 24, 25], the temperature rise of the tested device 



must ensure that no significant damage occurs. 

The short circuit test has two main stages, that is, the heating and cooling phases. During the heating 

phase the short-time withstand current is typically applied for 1 s, and both the reference conductors and the 

connector suffer a sudden temperature rise. According to the IEC 61238-1 standard for mechanical 

connectors for power conductors [22], the short-circuit current must raise the temperature of reference 

conductors from an initial temperature below 35 °C to 250- 270 °C. Next, in the cooling phase, the test loop 

is disconnected from the mains, so the conductor tends to cool down. In this stage the connector is initially 

heated by the thermal influence of the reference conductors, which are much hotter, and after some time the 

connector slowly cools down to ambient temperature as shown in Fig. 2. 
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Fig. 2. Temperature evolution during the short-circuit test. a) Heating phase. b) Cooling phase. 

4. THE FDM APPROACH BASED ON A COUPLED ELECTROMAGNETIC-THERMAL MODEL  

In the analyzed problem, Joule heating is by far the most important heat source. Due to the transient nature 

of the peak withstand current test, both the resistance R and the inductance L of the test loop, which includes 

the connectors and the conductors, can influence the thermal behavior during the short-circuit since L/R is 

the time-constant of the transient part of the current during the short-circuit. To accurately reproduce the 

coupled electro-thermal physics of the problem, conductive, convective and radiative effects will be 

considered during both the heating and cooling phases, although during the heating phase the process can be 

assumed as adiabatic  [10] because the short-circuit is sufficiently short. This is a multiphysics problem, 

because electrical and thermal equations have to be solved simultaneously. 

The method proposed here reduces the analyzed three-dimensional domain to a one-dimensional geometry 

which is discretized in small elements or nodes of the same length ∆x. To determine the transient conditions 



during the short-circuit test, the electro-thermal energy balance is calculated in each node, similarly as done 

in a previous research of the authors of this work [18] to simulate temperature rise tests. To increase 

accuracy and reduce drastically the computational burden, the one-dimensional model retains key 

information of the three-dimensional geometry from the CAD of the test object to determine the temperature 

distribution along the conductor and the connector. By this way different parameters related to the three-

dimensional origin of each discrete node of the one-dimensional geometry are calculated. They include the 

outer perimeter and area, or the convective coefficient of each element.  

Fig. 3 displays the reduction from a three-dimensional domain to one-dimension. 
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Fig. 3. Conductor-connector discretization. 

The FDM approach calculates the temperature in each node based on the temperatures of the two adjacent 

right-side and left-side nodes. Since three nodal temperatures are involved at each calculation step, it results 

a three-term nodal temperature equation. The tri-diagonal matrix, defining the system of equations arising 

from the simultaneous solution of all nodes in the analyzed domain, can be solved by applying the tri-

diagonal matrix algorithm (TDMA) [26]. The FDM formulation approximates the partial derivatives by 

means of the Taylor expansions in the discretized points of the analyzed system. The nodal temperatures are 

calculated from the temperature of the neighboring right-side and left-side nodes. The tri-diagonal equations 

system arising from this approach can be written as [18], 
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where i and j are the indices of the spatial and temporal steps, respectively, with i = 1, 2, …, I and j = 1, 2, 

…, J. Therefore, )·,·( tjxiTT j
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id are calculated by applying the rate of energy balance equation in all nodes 

of the analyzed domain, 
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As depicted in Fig. 4, (3) can be rewritten as [10],  

)(-)( _rightconductionradiation convectiongeneration_ leftconductionchange Q+Q+QQQ=Q  +  (4) 

being 
changeQ [W] the rate of energy change in the studied node or element, leftconductionQ _

  the rate of energy 

flowing into the left side wall of the node, 
generationQ  the rate of energy generated in the node and 

rightconductionQ _
  

the rate of energy flowing away from the right wall of the node under analysis.  
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Fig. 4. Rate of energy balance in a general element of the studied domain.  

It is noted that parameters S, h and P are calculated in each element along the domain since they depend 

on the three-dimensional geometry of the problem. 

The generation term requires knowledge of the electrical resistance of each nodal element. The resistance 

of the conductor is obtained from the manufacturer datasheet, which is usually provided at 20 ºC in Ω/km. 

Due to its complex geometry, the resistance of the connector is calculated from its CAD model. The 

connector geometry is divided in several parts or slices of the same thickness, their parallel faces being 

perpendicular to the electrical current flow. The envelope of each part and the inner cross section within this 

envelope is determined by means of a convex-hull algorithm, from which the resistance of the connector is 

calculated as the addition of the incremental resistances of all slices. 

To set the initial conditions, it is assumed that the tested objects have been acclimated in the test room, so 

they have the same initial temperature than the temperature of the surrounding air 
∞,airT , 

I iTT air
j

i 1,...,    ,
1 == ∞

=       (6) 

Regarding the boundary conditions, the convective and radiative cooling effects have been considered in 

all nodes of the analyzed domain, respectively, as, 
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The h coefficient of both the conductors and the connector is computed from the dimensionless Nusselt 

number Nu, the thermal conductivity k [W/(m·K)] of atmospheric air and the characteristic length Lc [m], 

cLNukj
iTh /·)( =   (7) 

The characteristic length of the conductor is its diameter and the characteristic length of the connector is 

the cubic root its volume [27].  

The convective coefficient hconductor of the conductor was calculated from the Nusselt number from 

Churchill & Chu for horizontal cylinders with natural convection [28]. The convective coefficient of the 

connector hconnector was calculated from the Nusselt number of Qureshi and Ahmad [29, 30] for natural 

convection in horizontal cylinders. To this end, the 3D geometry of the connector is considered since the 

weighted average value hconnector was calculated by considering the angular orientation of each of the 

individual triangular faces of the surface mesh of the connector, which is directly generated by the CAD 

software. Since the Nusselt number depends on the temperature, it was reevaluated at each time-step. 

5. EXPERIMENTAL SETUP 

To validate the simulation method proposed in this work, experimental short-circuit tests were conducted 

in the AMBER laboratory of the Universitat Politècnica de Catalunya and performed based in the IEC 

61238-1/2003 standard [22]. 

The experimental setup includes a 120 kVA bi-phase variable autotransformer [0V-400V] connected to a 

120 kVA 400/10 V transformer whose rated output values are 0-10 V, 0-10 kA. The output of this 

transformer was connected to the test loop. The loop current was measured with a calibrated Fluke i6000s-

Flex Rogowski coil with an uncertainty of 2%.  

The test loop, which is shown in Fig. 5, was composed of three sections of AAC conductor (AL-XZ1 

1x120K from Prysmian) of 1.5 m each and outer diameter Dcd = 13.0 mm and six bimetallic 

YAT120AM130CP compression connectors for low- and medium-voltage applications. 

Connectors

Connectors

Terminals

Terminals  
Fig. 5. AL-XZ1 1x120K conductor loop used during the short-circuit test.  

Temperature measurements were performed by means of three T-type PFA-exposed welded-tip 

thermocouples (temperature range from -75ºC to +250ºC) with a diameter of 0.2 mm and TeflonTM PFA 



cover which were placed on the second layer of strands of the tested conductor. Thermocouples signals were 

acquired every 14 ms by means of an OMEGA DAQ USB-2400 acquisition card.  

Experimental tests were performed under atmospheric conditions (11 ºC, 982.7 hPa and 52.3% relative 

humidity). A short-circuit current of IRMS = 8650 ARMS that decreases until 7200 ARMS due to the increase of 

the test loop resistance caused by the temperature rise, was applied during 3 seconds.  

 

6. RESULTS AND MODEL VALIDATION 

This section summarized the results obtained with the FDM simulation approach which are compared 

against experimental results obtained by using the experimental setup described in Section V. In addition, 

results from 3D-FEM simulations were conducted to illustrate the accuracy of the FDM-based approach. 

Tables 1 and 2 summarize the values of the physical properties considered in the simulations.  

Table 1 Physical properties of the conductor at 20ºC 
Variable Value 

Conductor designation AL-XZ1 1x120K 
Conductor type AAC 

Conductor diameter 13.0 mm 
Aluminum alloy AA-6101 

Mass of the conductor 420 kg/km 
Thermal heat capacity of aluminum, CpAl 900 J/(m·K) 
Thermal conductivity of aluminum, kpAl 209 W/(m·K) 

Electrical resistance of the conductor, R,20ºC 0.238 Ω/km 
Temperature coefficient , αcd 0.004 1/K 

Emissivity of aluminum ε 0.5 
 

Table 2 Physical properties of the connector at 20ºC 
Variable Value 

Connector designation YAT120AM130CP 
Connector type Cu-Al compression 
Aluminum alloy EN AW-1050A 

Aluminum density 2700 kg/m3 
Electrical resistivity of aluminum alloy, ρAl 6.74·10-8 Ω·m 
Temperature coefficient of aluminum, αAl 0.004 1/K 
Thermal heat capacity of aluminum, CpAl 900 J/(kg·K) 
Thermal conductivity of aluminum, kpAl 209 W/(m·K) 

Copper alloy Cu-ETP 
Copper density 8960 kg/m3 

Electrical resistivity of copper, ρAl 1.71·10-8 Ω·m 
Thermal heat capacity of copper, CpCu 390 J/(kg·K) 
Thermal conductivity of copper, kpCu 400 W/(m·K) 

Temperature coefficient of copper, αCu 0.004 1/K 
Emissivity of the connector, ε 0.5 

Stainless steel (bolting elements) A304 
Electrical resistivity of steel, ρsteel 72·10-8 Ω·m 

Thermal heat capacity of steel, Cpsteel 490 J/(kg·K) 
Thermal conductivity of steel, kpsteel 15 W/(m·K) 

Temperature coefficient of steel, αsteel 0.0024 1/K 



Table 3 shows the time-step and the spatial-steps considered in the simulations performed as well as the 

duration of the simulations. 
Table 3 Calculation parameters of the simulation 

Variable Value 
Time-step during the short-circuit (Δt) 0.4 ms 
Time-step during the cooling stage (Δt) 1 s 

Short-circuit duration 3 s 
Simulation time 1000 s 
Spatial-step (Δx) 1 mm 

Fig. 6 shows the experimental profile of the short-circuit current, which is used as input of the simulation 

method proposed in this work. Note the negative peak during the first current cycle due to the transient. 
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Fig. 6. Experimental current during the short-circuit test.  

The amplitude reduction of the current shown in Fig. 6 is consequence of the resistance increase due to 

the heating effect of the short-circuit, since a constant voltage amplitude was applied. 

Fig. 7a shows the evolution of the temperature measured in the laboratory as well as the temperature 

evolution predicted by the simulation model proposed in this work and the curve obtained by means of 3D-

FEM simulations according to [14] using a variable time-step with an average value of 0.4 ms. It is shown 

that both FEM and the FDM-based approaches provide almost the same results during both the heating and 

cooling phases. 
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Fig. 7. Short-circuit test. a) Comparison between the experimental temperature (ºC) obtained during the test and the temperature 

obtained by means of the FDM and FEM approaches. b) Temperature profile of the YAT120AM130CP connector including the 

bolting elements, obtained by means of 3D-FEM just at the end of the short-circuit (t = 3 s).  

Table 4 summarizes the average differences between experimental data and simulation results.  
Table 4 Average difference with respect to measured data 

Element FDM FEM 
Conductor 3.11% 1.86% 
Connector 1.52% 1.80% 

 

Fig. 8a shows both the instantaneous and average heating (Joule) power in the conductor calculated by 

means of the simulation model. Fig. 8a also shows that the power generated by the Joule effect is zero 

during the cooling phase of the short-circuit test (t > 3 s). Fig. 8b displays the cooling power due to the 

radiative and convective effects. It is worth noting that one can assume an adiabatic behavior during the 

short-circuit test due to the large difference between the heat generated and evacuated by convection and 

radiation phenomena.  
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Fig. 8. a) Instantaneous power generated due to the Joule effect during the short-circuit interval. b) Convective and radiative 

cooling power evacuated through the surface of the connector.  



Fig. 8b also shows that the use of two different models of convection for the FDM simulation and the 

FEM simulation leads to small differences of the final result of cooling power. These are also caused by the 

differences in the final temperature reached at the end of the short-circuit and due to the heterogeneity of 

temperature values along the connector surface.  

The elapsed time to run a complete simulation with the FDM simulation tool, considering a time-step of 

0.4 ms, is less than 1 h using a 2x2.27 GHz Intel® Xeon® CPU with 24 GB RAM. The 3D-FEM simulation 

time by considering the same time-step is of about 48 h, and 2h with a time-step of 0.33 s.  

7. CONCLUSION 

Standard short-circuit tests are compulsory for many electrical hardware including power connectors. 

These tests must be performed in high-power laboratories with short-circuit capability, which due to the 

enormous power requirements, investment and maintenance costs are beyond the reach of many small and 

medium companies. Therefore these tests are often externalized to some scarce and singular high-power 

laboratories. This results in manufacturing delays and cost increases due the high price and the long waiting 

times of such tests. To ensure that the connectors fulfill the requirements of such tests and thus reducing 

them to the minimum, an improved thermal design is mandatory. Therefore it is essential to dispose of fast 

and accurate simulation tools to determine the temperature achieved by the connector and the reference 

conductors during both the heating and cooling phases of the short-circuit. This paper has proposed a fast 

and accurate FDM method, based on one-dimensional reduction, to simulate the thermal behavior of both 

the conductors and connectors during the short-circuit test.  It has been proved that the proposed approach 

can accurately predict in a fast manner the temperature rise of both the conductor and the connector during 

short-circuits as well as the cooling stage once the short-circuit current has been cleared. The contribution of 

the proposed model can be significant, since it can be applied to other components of power lines and 

substations, and it can assist the optimal design stage of connectors and other hardware in a fast and simple 

manner. By this way it can be ensured that the connectors will adequately satisfy the requirements of the 

international standards in force.  
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