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The pull-out test rig at Sterns Cottage Slip. Once the concrete soil nail has cured
they are tested by attempting to pull out the "nail”. If it fails then deeper "nails" will
be bored. Otherwise contractors can continue with boring and concreting the
remainder. http://www.svr-vio.org.uk/floodline _no60-69.htm
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MEASURE ANCHOR DEFLECTION
AT TOP OF LL—1ASB WTH
RESPECT TO A NON MOVING
REFERENCE POINTY
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PROOF TEST VALUE
z; HOLD CONTROL VALVE COMPLETELY OPEN
3) MEASURE DEFLECTION AT BEGINNING AND
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NOTE 1) FOR NON CRITICAL
ANCHOR APPLICATIONS PROOF TESTING USING
SOME INSTALLERS USE A TAPE MEASURE =

AND MONITOR THE MOTION OF THE GYLINDER LL—1 ANCHOR LOCKING KIT
TO INDICATE ANCHOR MOVEMENT. BE AWARE THAT SUP

BETWEEN THE JAWS AND THE LL—ASB OR SINKING OF THE BASE L
CAN BE A FALSE INDICATOR OF ANCHOR MOVEMENT, $20145 B
number rev

Manta Ray Test: http://www.earthanchor.com - http://www.youtube.com/watch?v=hxPKI5A95A4

TEST CONSULTANT

Mr.Faas Moonen, Technische Universiteit Eindhoven:

url: http://www.tue.nl/en/university/departments/electrical-engineering/research/experts-
expertise/detail/ep/e/d/ep-uid/19920339/ep-tab/

e-mail: s.p.g.moonen@bwek.tue.nl
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