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The speed of most parallel-aligned liquid-crystal-on-silicon (LCoS) spatial light modulators (SLMs) is
limited to the video rate of their drivers, which is a limitation for high-speed applications. However,
the LCoS SLM presented here has a driver allowing a frequency range of up to 1011Hz. Using the static
phase modulation characterization and the static lookup table (LUT), the phase modulation characteri-
zation versus frequency shows that the SLM can operate at around 130Hz or even higher for small phase
changes and at 32Hz for extreme phase changes. A dynamic calibration is carried out, and we propose a
method allowing an increase of the frame rate while maintaining a maximum phase modulation of 2π.
Experimental results of dynamic diffractive optical elements displayed on the SLM at a frame rate
of 205Hz show that the dynamic LUT improves the reconstruction quality. © 2009 Optical Society
of America

OCIS codes: 220.1000, 050.1970, 230.6120, 230.3720.

1. Introduction

Numerous papers on spatial light modulators
(SLMs) have been published in recent years as a
consequence of the large availability of high-
performance devices in terms of modulation capabil-
ity, resolution, and speed. Among the SLMs that
are commercially available, the reflective type of
pure phase SLMs, based on liquid-crystal-on-silicon
(LCoS) technology [1–3] are particularly interesting
for applications requiring a high optical efficiency,
such as dynamic diffractive optical elements (DOEs).
Recent papers have reported different applications

of LCoS SLMs, such as pulse shaping [4], hologram
reconstruction [5], computer generated holograms
[6], DOEs [7], optical tweezers [8], and optical metrol-
ogy [9]. A large number of contributions in the litera-
ture over the last decades account for the importance
of the characterization and the aberration compensa-

tion techniques of LCoS SLMs [10–20]. A good and
complete characterization is an essential step in
SLM initialization, particularly if the SLM is to be
used in applications that require high wavefront con-
trol. The quality of the obtained wavefront after pas-
sing through the SLM strongly depends on the
knowledge of the device response. Usually, the signal
must be modified before addressing it to the SLM to
compensate for the distortions internally introduced
by the device and, hence, to eventually reproduce the
desired wavefront. Among the published research
work, much more attention has been paid to the sta-
tic calibration of SLMs, and very few studies appear
in the literature dealing with their dynamic beha-
vior. Although the calibration of a SLM for steady sig-
nals is a necessary first step in device initialization,
it is also important to know the SLM performance for
a time-varying signal, particularly because many of
the interesting properties of SLMs are related to
their potential capability of being programmable
and dynamically adaptive.
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Since SLMs are mainly produced for video dis-
plays, their refresh rate up to video frequency is a
usual limit for their maximum frame rate. However,
speed is an important feature of LCoS SLMs for a
number of applications that require dynamic control
of the wavefront, such as in real-time wavefront
correction, adaptive aberration compensation, beam
steering, beam shaping, active diffractive optics,
dynamic holographic optical trapping systems,
turbulence-emulating systems, and optical signal
processing. For these applications, higher SLM oper-
ating speeds are desired.
Recently, Serati from Boulder Nonlinear Systems

(BNS) presented a high-resolution phase-only SLM
with submillisecond response [21] using dual-
frequency nematic liquid crystal (LC).
So far, to the best of the authors’ knowledge, tem-

poral calibration of the SLM response has not been
considered as widely as the static calibration. The
spatiotemporal transfer behavior of the device is
analyzed in Ref. [17] to control the laser radiation at
short pulse duration. They measured the dispersion
effects (pulse broadening or compression) introduced
by the SLM for impinging subfemtosecond laser
pulses. Some studies of the dynamic response of fer-
roelectric binary SLMs have been reported by BNS
[22,23]. A decade ago, Cho et al. [24] reported on the
temporal characteristics of a BNS zero-twist nematic
SLM operating in reflective mode, with eight equally
spaced phase levels between 0 and 2π. The reproduc-
tion of alternated phase images of uniform pixel va-
lues with increasing temporal frequency showed a
quality strongly dependent on the phase difference
existing between the alternated images, limiting ar-
bitrary phase modulation speed to approximately
4:5Hz. Regarding 8 bit phase modulation, BNS has
also analyzed the capabilities of new electrically con-
trolled birefringence (ECB) SLMs to overcome the
limit established by the video frame rate addressing
operation and to effectively form static phase pat-
terns with these devices [25]. Very recently, Lizana
et al. [26] have demonstrated that, for a twisted ne-
matic LCoS display, the fluctuations of the LC mole-
cular orientation due to the way the electric signal is
addressed to the display, produces fluctuations of the
state of polarization of the reflected beam, causing a
depolarization effect. In Ref. [27], the authors pro-
posed a phase-only diffraction grating method, tak-
ing time-resolved measurements of the intensity of
the generated diffraction orders, to experimentally
detect the time fluctuation of the phase modulation
of the twisted nematic LCoS SLM.
In this paper, a dynamic characterization of an

LCoS SLM is presented. From the experiments car-
ried out in this work, we aim to know the experimen-
tal constraints that influence the capacity of such a
device to dynamically generate a varying phase pat-
tern. We want to establish the best working condi-
tions to assure that the signal to be reproduced in the
SLM is not significantly distorted by the frame rate
used to display a dynamic phase distribution.

The remainder of this paper is organized as
follows. In Section 2, we briefly describe the static ca-
libration of the SLM. Speed characterization is
detailed in Section 3 and a dynamic calibration to
overcome the frequency limitation is proposed in
Section 4. Experimental results are provided in
Section 5, and finally, conclusions are summarized
in Section 6.

2. Principle of the Spatial Light Modulator
Characterization

A. Technical Characteristics

This paper is related to the P256 zero-twist nemat-
ic liquid-crystal (ZTN-LC) model manufactured by
BNS in 2003. This SLM is based on the zero-twist
or parallel-aligned LCoS technology and works as
a reflective display, in the pure phase-modulation
regime. The device is a 256 × 256 pixel array of
4:608mm× 4:608mm size, with 18 μm pixel pitch,
85% fill factor, 65% zero-order diffraction efficiency
and 8 bit electrically addressable levels. Other fea-
tures of this modulator are specified in Table 2 of
Ref. [19]. Regarding the dynamic characteristics of
the display, it has a frame rate frequency of up to
150Hz, according to technical specifications. How-
ever, the driver allows a frequency range of up to
1011Hz.

B. Phase Calibration

All experimental data presented in this paper were
obtained using a He–Ne laser at 633nm wavelength.

The principle of the phase calibration of the BNS
SLMwas presented in detail in a previous paper [19].
We used the method proposed by Zhang et al. [28] to
calibrate the SLM. It is based on displaying binary
phase (Ronchi) gratings and measuring the intensi-
ties in the diffraction pattern at the Fourier plane
(Fig. 1). A diffraction binary grating of square fringes
with gray-level values given by the reference gray
level Nref and the varying gray level Nv is ad-
dressed to be displayed on the SLM. Let us denote

Fig. 1. (Color online) Setup for the calibration of the BNS SLM
using the Ronchi gratingmethod proposed by Zhang [28]. The gray
level values of the grid are Nv and Nref .
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ΔϕðNÞ ¼ ϕðNvÞ − ϕðNref Þ the phase shift correspond-
ing to the gray levels Nv and Nref . It is assumed that
the coupled amplitude modulation is negligible as it
corresponds to a pure phase grating. The intensity at
the first diffraction order is proportional to

I1ðΔϕÞ ∝ ½1 − cosΔϕðNÞ�: ð1Þ

The intensity function of Eq. (1) shows a maximum
value for phase shifts that are multiples of π and a
minimum value for those phase shifts that is a multi-
ple of 2π. The reference gray level was set to Nref ¼
128, which was equivalent to the OFF state. The ex-
perimental results obtained for the intensity of the
first diffraction order I1ðΔϕÞ are plotted in Fig. 2(a).
This plot corresponds to the phase response of the
BNS SLM on average on the device aperture. The
maximum peak values can be associated with aver-

age phase shifts of ΔϕðNÞ ¼ π. However, it does not
imply that phase shifts of π are uniformly generated
by the Ronchi phase grating actually displayed on
the SLM aperture. It has been proved that this sort
of device can be spatially nonuniform [16,19] and,
consequently, although the phase grating addressed
to the device is binary, the phase grating actually dis-
played has different phase shifts depending on the
zone of the aperture. It can be seen that the LC de-
vice performs nearly symmetrically around the gray
level Nv ¼ 128. Since the nematic LC does not re-
spond to the polarity of the electric field, complemen-
tary pixel values Nv and 255�Nv result in the same
phase shift. On both sides of each maximum value,
we take two low values to fix the range limits
ΔϕðNÞ ¼ f0; 2πg [Fig. 2(a)]. From Fig. 2(a) and
Eq. (1) we plot the phase shift versus the BNS index
level in Fig. 2(b), where it can be seen that the phase-
modulation range slightly exceeds 2π. It should be
noted that these measurements were conducted 18
months after the measurements presented in our
previous paper [19], and that the phase-modulation
characteristics and the maximum phase shift chan-
ged during this period of time. This fact can explain
the differences in the experimental data.

In many applications, the phase is computed mod-
ulo-2π. For this reason, and taking into account the
calibration of Fig. 2(b), which correspond to the static
display regime, we tentatively limited the BNS index
level range to [0, 87]. To linearize the phase response,
we built a lookup table (LUT). For practical reasons,
this LUT extended the BNS index level range [0, 87]
into a more common 8bit range of mapped gray le-
vels [0, 255]. With this LUT, a phase shift of exactly
2π is achieved when the input pixel value varies be-
tween 0 and 255.

Following the method described in Ref. [19], we
used a Michelson interferometer to test the phase
shift for different regions of the device aperture. We
divided the SLM into different regions and, in each
region, we measured the value of the BNS index level
of the static LUT that corresponds to a 2π phase shift,
as shown in Fig. 3. From these values, we computed a
specific LUT for each region. The use of this multi-
LUT minimizes the phase discontinuities in the
phase pattern generated by the SLM [19].

According to BNS, the LCoS SLMs have an inher-
ent curvature causing a wavefront distortion of the
reflected wave [15]. The silicon backplane is one of
the largest contributors to the curvature of an SLM,
but the LC also contributes to the reflected wavefront
distortion. We used a Michelson interferometer to
measure the reflected wavefront distortion of the
SLM. The mirror is tilted and the resulting fringe
pattern is analyzed to compute the wavefront
[Figs. 4(a) and 4(b)]. Knowing the Zernike coeffi-
cients of the distorted wavefront, the wavefront that
must be added to the SLM to compensate the distor-
tions can be computed. In our experimental con-
ditions, the results obtained after applying the com-
pensation are represented in Figs. 4(c) and 4(d).

Fig. 2. (Color online) Experimental measurements of the phase
shift generated by the nematic LC SLM for different BNS index
levels when no LUT is applied. (a) Intensity of the first diffraction
order (Y axis) when a Ronchi grating with variable BNS index le-
vels from 0 to 255 (X axis) is displayed on the SLM. (b) Phase shift
computed from the data of curve (a). A phase modulation range of
2π is used to fix a BNS index level range of [0, 87] and from it, to
generate a LUT.
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Although the phase modulation range of the modu-
lator has decreased, the compensation shown in
Figs. 4(c) and 4(d) is still good (see Fig. 11 of Ref. [19]
for comparison).

3. Speed Characterization

The driver of the BNS SLM allows a frequency range
of up to 1011Hz and this is one of its advantages over
other phase LC SLMs that are limited to the video
rate. According to the technical specifications of the
LCoS SLM, the maximum usable frame rate ranges
from 25 to 150Hz, depending on phase stroke, wave-
length, and temperature.

In the first experiment, we studied the dynamic re-
sponse of the SLM for small phase increments. For
this, we considered again the SLM in the setup of
Fig. 1. To analyze the dynamic behavior of the SLM,
we used the LUT defined Section 2 and measured ex-
perimentally the first diffraction order I1ðΔϕÞ that
showed the sinusoidal appearance [Fig. 5(b)]. Two
phase Ronchi gratings that differ by a small phase
variation between them were alternately addressed,
for a time t each, to the SLM with increasing fre-
quency, from 1 to 1011Hz. The phase distributions
of the binary gratings were defined by ½Nref ¼ 128;
Nv ¼ n� and ½Nref ¼ 128;Nv ¼ nþ 1�, with the gray-
level value varying from n ¼ 0 to n ¼ 255 [Fig. 5(a)].
Figures 5(b) and 5(c) show the experimental results.
It can be seen that, even at 1011Hz, the maximum
phase shift reaches 2π, although, for frequencies
higher than 126Hz, the SLM does not stabilize be-
tween two consecutive levels.

In the second experiment, we analyzed the SLM
speed to the maximum transition between gray le-
vels, i.e., between the levels 0 and 255. To cover the
gap between the extreme levels 0 and 255, the mole-
cules of the LC have to cross all the intermediate le-
vels. In this experiment, the two Ronchi phase
gratings, addressed alternately for a time t each, cor-
respond to ½Nref ¼ 128;Nv ¼ 0� and ½Nref ¼ 128;Nv ¼
255�. Both gratings are theoretically equivalent and,
consequently, they should give the same result for
the intensity of the first diffraction order, which cor-
responds to a maximum peak value. But this is only
true at very low frame rates, for which a T-shaped
intensity plot is obtained (Fig. 6). In Fig. 6, the inten-
sity of the first diffraction order (in arbitrary units) is
presented versus time (in t units). The frame rate (in
hertz) is equal to 1=t, with t in seconds. As the frame
rate increases, the behavior of the SLM is more and
more distant from the expected response. From the
experimental results shown in Figs. 6(a)–6(f), we con-
clude that frame rates higher than 32Hz are not re-
liable for displaying time variant phase distributions
that involve the maximum 0–255 gray-level varia-
tion (0–2π phase transition) addressed to the same
pixel (LC molecules).

4. Dynamic Calibration

In this section, we present a method to overcome, in
certain limits, the previous frequency limitation. The
idea is to implement a dynamic LUT, taking into
account a range of BNS index level values more ex-
tended than the range fixed during the static calibra-
tion for increasing the frequency while maintaining a
maximum phase modulation of 2π.

We used again the setup of Fig. 1 and the method
based on displaying different binary phase gratings
alternately at increasing frequency. Figure 2(b)
shows the phase modulation used to generate the
static LUT for a BNS index level range of [0, 87].
In Fig. 5, the phase was only varying by a small in-
crement, but here the purpose is to evaluate the abil-
ity to achieve any phase modulation when the SLM

Fig. 3. Implementation of a multi-LUT. Gray-level value giving a
2π phase shift for the different regions of the SLM.

Fig. 4. Interferogram of the modulator: (a) parallel referencemir-
ror, without compensation of wavefront distortion; (b) tilted refer-
ence mirror, without compensation; (c) parallel mirror, with
compensation of wavefront distortion; and (d) tilted mirror, with
compensation.
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starts from a given reference. Thus, the two phase
gratings that are to be alternately addressed to
the display are generated according the static LUT
with the values ½Nref ¼ Nπ;Nv ¼ N0� and ½Nref ¼
Nπ;Nv ¼ n�withN0 ¼ 0 and n ¼ f0…255g [Fig. 7(a)].
In each period of time T, the reference phase grating
½Nref ¼ Nπ;Nv ¼ N0� was displayed for a time tr ¼
3T=4, while the other phase grating ½Nref ¼ Nπ;Nv ¼
n�was displayed just for a time t ¼ T=4. Operating in
this way, the molecules are forced to start from the
same reference position (defined by the reference
grating ½Nref ¼ Nπ;Nv ¼ N0�) when they are to dis-
play the varying grating ½Nref ¼ Nπ;Nv ¼ n�. The
sequence of alternated gratings is done for n ¼
f0…255g and for increasing frame rates. The result-
ing curves for the intensity of the first diffraction or-
der are plotted in Fig. 8(b). From these results, it can
be seen that a phase modulation range of 2π can only
be reached at frame rates lower than 63Hz. For
frame rates of 505Hz and higher, the maximum
phase modulation range does not even reach π. In be-
tween, for the frame rates from 63 to 505Hz, the
maximum phase modulation takes intermediate va-
lues between π and 2π [Fig. 7(b)].
To increase the phase modulation when the fre-

quency increases, a new global LUT is computed with
an extended BNS index level range of 128 gray levels
corresponding to [0, 127] [Fig. 8(a)] from the experi-
mental data obtained for the frame rate of 63Hz
(instead of the 88 gray levels used after the static ca-
libration). Thus, for instance, a phase shift of 1:6π
corresponds to the index value 87 in this extended

BNS index level range [Fig. 8(a)], whereas it corre-
sponded to 2π in the former range for the static
regime. A dynamic multi-LUT, based on the same
method utilized for the static case, was also com-
puted for a frequency of 63Hz and is shown Fig. 8(b).

The global dynamic LUT is used to display new dy-
namic Ronchi gratings. The results are shown in
Fig. 9, where it can be seen that, for all frequencies,
the maximum phase modulation has increased.

5. Experimental Results

We have used the dynamic global- and multi-LUTs
that were built for the frame rate of 63Hz in several
applications of dynamic DOE generation. Since the
static maximum phase shift is just a little larger than
2π, 63Hz is the limit in practice. At this frame rate,
all the 128 available BNS index levels are necessary
to reach 2π. We tested the SLM at 205Hz, using the
dynamic LUTs for a frame rate of 63Hz, to see if it
would be possible to get still-acceptable results at a
frame rate higher than 63Hz. We compared the ex-
perimental results obtained this way with those ob-
tained using a static LUT. As an example of the
dynamic phase modulation capabilities, we present
the generation of a time variant Fresnel hologram.
The holograms were computed using the iterative
Fourier transform algorithm [29]. In our experiment,
two holograms were alternately addressed to the
SLM, operated with a display frame rate of 205Hz:
the UPC logo and a plain background. The camera
was synchronized to capture the UPC logo, not the
plain background. If the SLM response and the

Fig. 5. (Color online) Intensity curves of the first diffraction order for a binary phase grating that changes a small increment with in-
creasing frame rate.
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dynamic LUT worked correctly, then the camera
would capture just the holographic image of the
UPC logo, not the plain background. Otherwise, if
some temporal disorder existed in the alternated dis-

play of the holograms, then a noisy mixture of both
reconstructed images would be registered, thus
revealing the insufficient response of the device at
the chosen frame rate. In Fig. 10(a) we have

Fig. 6. (Color online) Intensities of the first diffraction order when two phase gratings are alternately addressed to the SLM for a time t
each at increasing rates (in comparison with the ideal T-shaped plot). The frame rate (in hertz) is equal to 1=t, with t in seconds.
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reproduced the time variant hologram using either
the dynamic global-LUT or the multi-LUT of the
BNS modulator and compared with the static mul-
ti-LUT. When the static multi-LUT is used, the mod-
ulator cannot display the two holograms with enough
fidelity or correctly separated in time. As a conse-
quence, a mixture of superposed images of poor qual-
ity is recorded by the camera. The dynamic LUTs,
however, served to render sufficiently distinct the
two holographic images. The camera was able to cap-
ture an improved UPC logo image with reduced noise
caused by the presence of the other image (plain
background). From the results obtained in Fig. 10(a),
it is not possible to probe the advantages of using the
dynamic multi-LUT instead of the dynamic global-
LUT. The results obtained in both cases are similar.
Since holograms are redundant, they are not so sen-
sitive to the small encoding errors existing when a
global-LUT is used instead of a multi-LUT. This does
not happen, however, in the case of wavefront recon-
struction, for which the use of multi-LUT is advanta-
geous [19].
For the sake of comparison, the hologram of the

UPC logo alone was addressed to the SLM for a stea-
dy display. The same three LUTs (one static and two

Fig. 7. (Color online) (a) Scheme of the temporal display of phase
gratings for dynamic calibration, with T the period, and
n ¼ f0…255g. (b) Intensity curves for frame rates in the range
of ½33;1010�Hz when the variable gray level Nv is interlaced with
the reference gray level (Nref ) using a LUT in the range [0, 87]. Fig. 8. (Color online) (a) Phasemodulation used to generate a glo-

bal dynamic LUTat 63Hz and (b) dynamic multi-LUT value of the
gray level giving a 2π phase shift for the different regions of the
SLM.

Fig. 9. (Color online) Intensity curves for frame rates in the range
of ½33; 1010�Hz when the variable gray level Nv is interlaced with
reference gray level using an extended LUT [128, 255] (dynamic
LUT).
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dynamic) were separately used and the correspond-
ing reconstructed image was recorded. Figure 10(b)
shows the results, which are similar in terms of re-
construction quality.

6. Conclusion

For applications with high requirements of wave-
front control, it is very important to experimentally
characterize a reflective parallel-aligned LCoS SLM
in terms of phase modulation versus the addressed
gray level and inherent wavefront distortions. The
pure phase-modulation capability is the principal ad-
vantage of these types of SLM. Their speed, however,
which most of the time is limited to the video rate, is
a strong limitation for their use in applications of op-
tical processing. The BNS SLM we have used has a
specific driver allowing a frequency range of up to
1011Hz and, therefore, it was possible to complete
the phase modulation characterization with a full-
speed characterization. This speed characterization
showed that the SLM can operate at around 130Hz
and even faster for small phase changes. However,
this frame rate reduces drastically to 32Hz for ex-
treme phase changes. We have proposed a method
that allows an increase of the frame rate while main-
taining a maximum phase modulation of 2π. There-
fore, a new dynamic calibration has been carried out
and the potential range of frame rates with maxi-
mum phase modulation of 2π has been determined.
The dynamic global-LUT and multi-LUT have been
built for the frame rate of 63Hz, compatible with a 2π
phase stroke. We have displayed dynamic DOEs on
the SLM at a frame rate of 205Hz and the recon-
structed patterns show an improvement of the recon-

struction quality with the use of the dynamic LUT
compared to the use of the static LUT.

The proposed method has its maximum efficiency
if the maximum static phase modulation is really lar-
ger than 2π and, in such a case, frame rates higher
than 200Hz could be achieved by using appropriate
dynamic LUTs.
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