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Abstract— The presented study deals with hierarchical and
cooperative model predictive control (MPC) of electrical grids.
The aim of this study is minimizing electrical frequency
deviation while ensuring power levels do not rise too much.
The original system is a simply interconnected one divided in
several areas and, in order to control eventually disconnected
areas due to communication blackouts, an expansion of the
original system to a hierarchical version of itself by overlapping
original system’s areas is developed.

I. INTRODUCTION
Smart grids are seen as the solution to deal with future

challenges in the field of electrical generation, transport and
supply. As it is said in [1], environmental, economic and
social issues have encouraged distributed generation and new
control methods should be applied to ensure grid frequency
deviation to be low enough in order to prevent potential
damage to devices connected to the electrical grid. At the
same time, supply cost and power should be controlled to
avoid exceeding certain margins. Furthermore, the until now
classical generation structure based on large power plants as
the main supply sources for urban areas is changing to a
set of smaller generation distributed points. To adapt to this
change in terms of generation model, studies such as [2] and
have been presented [3], proposing model predictive control
methods (MPC) in its various versions.

A distributed control is proposed in this study, where
all areas have an influence on neighbour areas. From the
MPC versions enlisted in [4], the method presented is a
hierarchical cooperative model predictive control of electrical
grids (one of the MPC types from the ones presented in [5]),
based on [6] and [7], for controlling grid’s frequency. The
procedure consists in expanding the original system to its
hierarchical version, overlapping some subsystems, based on
the formulation in [8], [9] and [10]. Model predictive control
(MPC) is applied to the hierarchical system and after that the
inverse way is taken to recover the original non-hierarchical
system. This corresponds to the load frequency control
(LFC) and the reference values come from the economic
dispatch (ELD) optimization problem presented in [6]. The
hierarchical cooperative control structure of the new system
ensures the control of all areas in case of a hypothetical
communication blackout.
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II. PROBLEM FORMULATION

The system studied is an interconnected electrical grid
composed by several interconnected areas, which can be seen
in Fig. 1 and is referred as S. Each area has the structure
presented in diagram from Fig. 2.

A. State-space model for each area

This so called system S can be divided into several areas i
whose state-space representation can be expressed as follows.

xi(k + 1) =

n∑
j=1

Aijxj(k) + Biui(k) + Hiwi(k) (1)

zi(k) = Cixi(k) + Diui(k) (2)

System variables and matrices presented in equations (1) and
(2) are state variables xi(k) ∈ Rn1 , input variables ui(k) ∈
Rm1 , disturbance variables wi(k) ∈ Rq1 and output variables
zi(k) ∈ Rp1 . Aii ∈ Rn1×n1 , Bi ∈ Rn1×m1 , Ci ∈ Rp1×n1 ,
Di ∈ Rp1×m1 and Hi ∈ Rn1×q1 are matrices in equations
(1) and (2). Matrices Ci and Di are positive definite matrices.

B. State-space model for the overall system

Given the state-space representation for each area i the
global state-space representation can be defined. To do so
a new variable vi(k) =

∑n
j=2,j 6=i Aijxj(k) + Hiwi(k) is

defined (n is the number of areas) and the following state-
space representation is presented.

x(k + 1) = ADx(k) + Bu(k) + v(k) (3)
z(k) = Cx(k) + Du(k) (4)

Fig. 1: Electrical power network [9]

Fig. 2: Area i model



Where,

x(k) = [xT
1 (k)· · ·xT

i (k)· · ·xT
n (k)]T (5)

u(k) = [uT
1 (k)· · ·uT

i (k)· · ·uT
n (k)]T (6)

v(k) = [vT1 (k)· · ·vTi (k)· · ·vTn (k)]T (7)

AD =

n∑
i=1

Gi⊗Aii, B =

n∑
i=1

Gi⊗Bi (8)

C =

n∑
i=1

Gi⊗Ci, D =

n∑
i=1

Gi⊗Di (9)

Gi ∈ Rn×n, Gi(j, k) =

{
1 if j = k = i
0 elsewhere (10)

III. EXPANSION TO THE HIERARCHICAL
OVERLAPPED SYSTEM

A. Construction of the hierarchical system

In this first step the hierarchical system S̃ is constructed.
The procedure is the following:

1) Overlap initial areas to create bigger ones.
2) Continue with the same procedure after that to create

upper level areas until reaching the top layer.
3) Define matrices for expanding system’s matrices and

variables.

The resulting hierarchical system is presented in Fig. 3.
The state-space model of the hierarchical system is the

following (equations (11) and (12)).

x̃(k + 1) = Ãx̃(k) + B̃ũ(k) + ṽ(k) (11)

z̃(k) = C̃x̃(k) + D̃ũ(k) (12)

Ã ∈ ALñ, B̃ ∈ BLñ, C̃ ∈ CLñ, D̃ ∈ DLñ (13)

Variables from equations (11) and (12) are the expanded
version of the ones from equations (1) and (2). Matrices
ALñ,BLñ, CLñ and DLñ are defined according to [9]. Ma-
trices Ã, B̃, C̃ and D̃ can be calculated by means of matrices
F (i, ñ) ∈ Rnñ···n2×nñ···n2 as shown in equations (14) and
(15). F (i, ñ) are responsible of building the new layers
by overlapping the system vectors depending, that is, they
contain non-zero elements where the variables are defined
and zeros elsewhere, in a similar way to Gi(j, k) from

Fig. 3: Hierarchical System [9]

equation (10).

Ã =

n∑
i=1

F (i, ñ)⊗Aii, B̃ =

n∑
i=1

F (i, ñ)⊗Bi (14)

C̃ =

n∑
i=1

F (i, ñ)⊗ Ci, D̃ =

n∑
i=1

F (i, ñ)⊗Di (15)

B. System expansion

The aim of this second step is verifying the relationship
between S̃ and S. The conditions for the expansion of the
system S to the hierarchical system S̃ are defined on [9].
The expansion matrices are shown in equations (16) to (22).

GVi
∈ Rnñ···n2×n : GVi

Gj = 0 ∀i, j, i 6=j (16)
GUi
∈ Rn×nñ···n2 : GiGUj

= 0 ∀i, j, i6=j (17)
GWi

∈ Rn×nñ···n2 : GiGWj
= 0 ∀i, j, i 6=j (18)

V =

n∑
i=1

GVi
⊗ In1

: Rn·n1→Rnñ···n1 (19)

Ua =

n∑
i=1

GVi
⊗ Im1

: Rn·m1→Rnñ···n2m1 (20)

Ub =

n∑
i=1

GUi
⊗ Im1

: Rnñ···n2m1→Rn·m1 (21)

W =

n∑
i=1

GWi
⊗ Ip1

: Rnñ···n2p1→Rn·p1 (22)

Using matrices defined in equations (16) to (22) the pro-
cedure of obtaining the expanded system is defined. The
relationships between the expanded system S̃ and the system
S are defined as follows (equations (23) to (26)).

x̃(k) = V x(k) (23)
ũ(k) = Uau(k) (24)
u(k) = Ubũ(k) (25)
z(k) = Wz̃(k) (26)

IV. HIERARCHICAL COOPERATIVE MODEL
PREDICTIVE CONTROL

A. Hierarchical control structure

Once the original system S has been expanded to the
hierarchical overlapped system S̃ its control algorithm is
designed. The system controlled is the one presented in Fig.
4.

The control procedure steps are as follows:

Fig. 4: Hierarchical electrical grid structure



1) Expand the system from the original one to the hi-
erarchical multilayer one with overlapped subsystems
(section III).

2) Compute the economic load dispatch (ELD) for com-
puting the reference values provided by the indepen-
dent system operator (ISO, explained later in this
section).

3) Apply the cooperative model predictive control (LFC)
presented in this chapter in following sections to the
middle layer (layer 2). Obtain the control inputs to be
redirected to the lower layer (layer 3).

4) Apply the cooperative model predictive control (LFC)
to the lower layer using the information from the
previous layer, the middle layer. The result obtained is
the control input to be redirected to the original system.

The whole procedure can be seen as an scheme in diagram
from Fig. 5.

Both LFC blocks in Fig. 5 include the expansion of the
original system to the hierarchical one and the recovery of
the original variables after exiting each block.

B. Economic dispatch

The economic load dispatch (ELD), also known as eco-
nomic dispatch, is an optimization problem computed by
the ISO and generates the reference power values for the
electrical power network. The problem, based on the one
from [6], is stated in equations (27) to (28).

min
PGij

M∑
i=1

2∑
j=1

(ag,ijP
2
Gij

+ bg,ijPGij
+ cg,ij) (27)

Subject to
2∑

j=1

PGij + Ptiei + PWi − PLi + PBi = 0

M∑
j=1

Ptiei = 0

Pmin
Gij
≤ PGij

≤ Pmax
Gij

∆Pmin
Gij
≤ ∆PGij

≤ ∆Pmax
Gij

Pmin
tiei ≤ Ptiei ≤ Pmax

tiei (28)

C. Predictive model

To be able to apply load frequency control (LFC) based
on MPC, the corresponding predictive model for each area i

Fig. 5: System diagram

needs to be built. A prediction horizon N in order to define
future predicted values. The number of areas of the system
is M and the model is presented in equations (29) to (33).

x̄i = Āi(k) +

M∑
j=1,j 6=i

(Ā0
ijxj(k) + Āij x̄j) + B̄iūi + Ādid̄i

(29)
Providing that,

x̄i = [xT
i (k + 1)· · ·xT

i (k + N)]T (30)

x̄j = [xT
j (k + 1)· · ·xT

j (k + N)]T (31)

ūi = [uT
i (k)· · ·uT

i (k + N − 1)]T (32)

d̄i = [uT
i (k)· · ·uT

i (k + N − 1)]T (33)

Previous models for each area are assembled to obtain the
state-space representation for the whole system. The result
is the one in equations (34) to (42).

Ax̄ = Āx̄(k) + B̄ū + Ādd̄ (34)

Providing that,

A =


I −A12 . . . −A1M

−A21 I . . . −A2M

...
...

. . .
...

−AM1 AM2 . . . I

 (35)

Ā =


Ā1 Ā0

12 . . . Ā0
1M

Ā0
21 Ā0

2 . . . Ā0
2M

...
...

. . .
...

Ā0
M1 Ā0

M2 . . . Ā0
M

 (36)

B̄ =


B̄1 0 . . . 0
0 B̄2 . . . 0
...

...
. . .

...
0 0 . . . B̄M

 (37)

Ād =


Ād1 0 . . . 0

0 Ād2 . . . 0
...

...
. . .

...
0 0 . . . ĀdM

 (38)

x̄ = [x̄T
1 · · ·x̄T

i · · ·x̄T
i ]T (39)

x̄(k) = [x̄T
1 (k)· · ·x̄T

i (k)· · ·x̄T
i (k)]T (40)

ū = [ūT
1 · · ·ūT

i · · ·ūT
i ]T (41)

d̄ = [d̄T1 · · ·d̄Ti · · ·d̄Ti ]T (42)

Future disturbances are predicted as follows, where T is
the sampling time and Tref a reference time.

di(k) = di(k)

di(k + 1) = di(k)e
−1∗ T

Tref

...

di(k + N) = di(k)e
−N∗ T

Tref



A similar procedure is the one used for predicting future val-
ues of the systems’ reference states. The procedure continues
by multiplying both sides of equation (34) by the inverse of
the left-hand-side matrix. After doing so the resulting system
is the one presented in equation (43).

x̄ = Ā
′
x̄(k) + B̄

′
ū + Ā

′

dd̄ (43)

Ā
′

= A−1Ā, B̄
′

= A−1B̄, Ā
′

d = A−1Ād (44)

Manipulating matrices presented in equations (43) to (44)
a definitive state-space model for each area can be obtained.
The result is presented in equations (45) to (46).

x̄i = Ā
′

ixi(k) + B̄
′
i ūi + Ā

′

did̄i

+

M∑
j=1,j 6=i

(Ā
′

ij x̄j(k) + B̄
′

ij ūj + Ā
′

dij d̄j) (45)

Ā
′

i = A−1ii Āi, Ā
′

ij = Ā−1ij Ā0
ji

B̄
′

i = A−1ii B̄i, B̄
′

ij = Ā−1ij B̄j

Ā
′

di = A−1ii Ādi, Ā
′

dij = Ā−1ij Ādj (46)

Values of A−1ij are those of the (i,j) components of the
A−1 matrix. As it has been said, A−1ij is the inverse matrix
of Aij .

D. Cooperative model predictive control

The system presented is the lower level of the hierarchical
system, which is regulated by the load frequency control
(LFC) is implemented based on the procedure in [10], using
appropriate diagonal weighting matrices Qi and Ri. To be
able to implement the MPC for this level the follow opti-
mization problem must be solved for every system iteration
in order to compute the successive control inputs up∗

i .

up∗
i = argminui

Φi(u
p−1
1 up−1

2 · · ·up−1
i up−1

M : xi(k))

= argminui uT
i Rui + 2(ri(x) + hi(d)

+ Xi(x
ref )

M∑
j=1,j 6=i

Bijup−1
j )ui + const. (47)

Providing that,

R = Ri + B̄
′T
i QiB̄

′

i +

M∑
j=1,j 6=i

B̄
′T
ji QjB̄

′

ji

ri(x) = B̄
′T
i QiĀ

′

ixi(k) +

M∑
j=1,j 6=i

B̄
′T
ji QjĀ

′

ixi(k)

+

M∑
j=1,j 6=i

M∑
l=1,l 6=i

B̄
′T
ji QjĀ

′

ilxl(k)

hi(d) = B̄
′T
i QiĀ

′

didi +

M∑
j=1,j 6=i

B̄
′T
ji QjĀ

′

didi

+

M∑
j=1,j 6=i

M∑
l=1,l 6=i

B̄
′T
ji QjĀ

′

dildl

Xi(x
ref ) = x

ref(T )
i QiB̄i +

M∑
j=1,j 6=i

+x
ref(T )
j QjB̄ji

Bij = B̄
′T
i QiB̄

′

ij + B̄
′T
ji QjB̄

′

j +

M∑
l=1,l 6=i,j

B̄
′T
li QlB̄

′

lj

(48)

Subject to,

x̄min
i ≤ x̄i(k + j) ≤ x̄max

i

ūmin
i ≤ ūi(k + j) ≤ ūmax

i

ūi(k + j|k) = 0 (j≥Hu) (49)

In the previous optimization problem the variables are the
ones in equation (48).

di = d̄i = [dTi (k)· · ·dTi (k + N − 1)]T (50)

xref
i = x̄ref

i = [x
ref(T )
i (k + 1)· · ·xref(T )

i (k + N)]T (51)

• xi(k) are the state variables at sampling time k.
• di are the N predicted values of the disturbance vari-

ables.
• xref

i are the N predicted reference values of the state
variables.

V. SIMULATION

A. Simulation conditions

Once the control scheme has been described, simulations
have been designed using Matlab R©/Simulink R©. The simu-
lated number of areas is M = 3 while the prediction horizon
is N = 5 and the control horizon is Hu = 1. System matrices
for each area in its continuous form are as follows (equations
(52) to (62)).

x(t) = [xT
1 (t)xT

2 (t)xT
3 (t)]T (52)

xi(t) =



1
Mi

∆fi(t)
∆PGi(t)
∆xgi(t)
∆PBi

(t)
∆PHi

(t)
Ui(t)

∆Ptiei(t)


∈ R7·3 (53)

ui(t) = [uT
1 (t)uT

2 (t)uT
3 (t)]T ∈ R3·3 (54)

ui(t) = [∆ugi(t) ∆uBi
(t) ∆uHi

(t)]T (55)

w(t) = [wT
1 (t)wT

2 (t)wT
3 (t)]T ∈ R1·3 (56)

wi(t) = [∆PWi
(t)−∆PLi

(t)]T (57)

z(t) = [zT1 (t) zT2 (t) zT3 (t)]T ∈ R10·3 (58)



Acii =

−Di

Mi

1
Mi

0 1
Mi

− 1
Mi

0 1
Mi

0 − 1
TGi

1
TGi

0 0 0 0

− 1
TgiRgi

0 − 1
Tgi

0 0 0 0

0 0 0 − 1
TBi

0 0 0

0 0 0 0 − 1
THi

0 0

−ki 0 0 0 0 0 1
a71 0 0 0 0 0 0


a71 = −

∑
j∈Ni

Tij (59)

Acij = diag(Tij , 0, 0, 0, 0, 0, 0), Tij = 0 if (i, j) /∈ N (60)

Bci =



0 0 0
0 0 0
1

Tgi
0 0

0 1
TBi

0

0 0 1
THi

0 0 0
0 0 0


, Hci =



1
Mi

0
0
0
0
0
0


(61)

Cci =



10 0 0 0 0 0 0
0 1 0 0 0 0 0
0 0 1 0 0 0 0
0 0 0 1 0 0 0
0 0 0 0 1 0 0
0 0 0 0 0 1 0
0 0 0 0 0 0 1
0 0 0 0 0 0 0
0 0 0 0 0 0 0
0 0 0 0 0 0 0


, Dci =



0 0 0
0 0 0
0 0 0
0 0 0
0 0 0
0 0 0
0 0 0
1 0 0
0 10 0
0 0 10


(62)

The meaning of the state variables presented in equation (53)
is as follows:
• ∆fi, frequency deviation in area i.
• ∆PGi

, gas turbine output power deviation in area i.
• ∆xgi , governor input deviation in area i.
• ∆PBi

, battery system output power deviation in area i.
• ∆PHi

, heat pump output power deviation in area i.
• Ui =

∫
ARidt =

∫
(∆Ptiei − ki∆fi)dt

• ∆Ptiei , tie-line power deviation in area i.
Control input variables in equation (53) are:
• ∆ugi , gas turbine control input deviation in area i.
• ∆uBi , battery system control input deviation in area i.
• ∆uHi

, heat pump control input deviation in area i.
Finally, disturbances for each area i presented in equation
(57) are composed by the wind power deviation ∆PWi

and
the load power deviation ∆PLi

.
Regarding the cost optimization coefficients of the elec-

trical grid, these are the ones shown in Table I. Similarly,
electrical grid parameters and their meaning are presented in
Table II.

The total amount of economic load dispatch (ELD) itera-
tions has been set to 8 and, for the case of load frequency
control (LFC), to 24. Wind power and load disturbances are

TABLE I: ELD parameters

ag,ij 1× 105 1.2× 105 8× 104

bg,ij 3.3× 103 3.3× 103 3.33× 103

cg,ij 3.3× 10−4 3.3× 10−4 3.3× 10−4

TABLE II: System parameters

Sampling time [s] T 0.1
ISO Sampling time [s] TISO 150
Local Sampling time [s] TLocal 50
Reference frequency [Hz] f 50
System capacity [MW] Si 50 50 50
Inertia constant [puMWs/Hz] Mi 0.21 0.22 0.20
Damping constant [puMW/Hz] Di 0.25 0.24 0.26
Gas turbine time constant [s] TGi

5 5 5
Governor time constant [s] Tgi 0.2 0.2 0.2
Spin ratio [Hz/puMW] Rgi 2.5 2.5 2.5
Battery inverter time constant [s] TBi

1 1 1
Heat pump time constant [s] THi

1 1 1
Tie cable constant [puMW] Ttie 0.5

defined to be able to analyse the system behaviour under
several conditions. These disturbances are as follows (Fig. 6
and 7).

B. Simulation results

1) Grid frequency control: The main target of this study is
maintaining the frequency as constant as possible. Frequency
deviation for each area using the control algorithm proposed
are seen in Fig. 8 while the ones obtained in [9] are presented
in Fig. 9. The fact that the model used includes the same
parameters as [9] makes the analysis quite straightforward.

It can be seen that both areas 1 and 3 in Fig. 8 have a
resulting frequency deviation lower than the one obtained
in Fig. 9. Area 2 presents a singularity around second 1000,
when the disturbances from Fig. 7 evolve differently, but this

Fig. 6: Wind power distur-
bance Fig. 7: Load disturbance

Fig. 8: Frequency deviation for all areas (proposed)



Fig. 9: Frequency deviation for all areas (obtained in [9])

Fig. 10: Frequency deviation comparison with blackout until t=10s

singularity reaches a maximum value of 0.06 Hz (lower than
the maximum allowed deviation of ±0.2 Hz) and goes back
to average values around 0.05 Hz after 100 seconds.

2) Control during communication blackouts: The hierar-
chical cooperative Model Predictive Control presented makes
the system quite resistant to eventual communication black-
outs in certain areas. As an example, a blackout in area 1
during the first 10 seconds has been simulated. The frequency
deviation of the first area is compared in both cases, with or
without blackout. The results can be seen in Fig. 10.

It should be noted that the control input is generated even
during the communication blackout because of its relation-
ship with the other subsystems and the frequency deviation
remains low enough. It can be seen that both curves with and
without blackout the frequency deviation is quite similar. At
the beginning both signals are even indistinguishable.

VI. CONCLUSIONS

The study presented is based on using distributed coopera-
tive model predictive control applied to an electrical grid. The
first step has been defining the network system state-space
model and after that a hierarchical version of that model has
been constructed. The hierarchical version of the system is
layered in order to ensure control in case of hypothetical
blackouts in some areas.

Once the system model has been expanded, a multilevel
control has been applied. Reference values coming from the
upper layer have been computed by using an economic load
dispatch (ELD) consisting on a cost minimization. Lower
layers have been controlled using these reference values pro-
vided by the ELD on a load frequency control (LFC) for each

layer. The resulting control inputs computed by each layer
are used for lower layers in order to obtain a better result.
This combination of cooperative model predictive control
and multilayer hierarchical control with internal feedback
loops is what makes this study different from the references
consulted, such as [9] and [7]. Simulations for implementing
the system and related algorithms have been designed using
Matlab R©/Simulink R©.

According to the main objectives, frequency deviation is
kept, except for certain sudden peaks (caused by exceeding
values of the disturbances signals defined) which disappear
quite rapidly, to levels which are lower than the ones in
[9], as seen in the simulation results. It has also been seen
that the system reacts accordingly when a communication
blackout affects one area. The other areas are able to provide
a control signal to the disconnected area. Finally, the system
cost has been kept around reasonable values. Further research
in implementing other methods of Economic Dispatch such
as the one in [11] is an option to be done for the future.
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