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Abstract. Robotizing laparoscopic surgery not only allows achieving better ac-
curacy to operate when a scale factor is applied between master and slave or 
thanks to the use of tools with 3 DoF, which cannot be used in conventional man-
ual surgery, but also due to additional informatic support. Relying on computer 
assistance different strategies that facilitate the task of the surgeon can be incor-
porated, either in the form of autonomous navigation or cooperative guidance, 
providing sensory or visual feedback, or introducing certain limitations of move-
ments. This paper describes different ways of assistance aimed at improving the 
work capacity of the surgeon and achieving more safety for the patient, and the 
results obtained with the prototype developed at UPC. 

Keywords: Surgical robotics, laparoscopic surgical robotized, cooperative ro-
botics, virtual feedback, safety in robotics surgery. 

1 Introduction 

The introduction of robotics in laparoscopic surgery started in the early 2000s, initially 
with systems equipped with three robotic arms, two for operation and the third for the 
support and guidance of the laparoscope. Subsequently, a fourth arm was introduced so 
that the surgeon could manipulate an additional instrument for holding other auxiliary 
tasks without the need of an external cooperation. Since the introduction of robotic lap-
aroscopic surgery, with the Da Vinci system being so far the only robotic system with 
certification to be marketed since 2000, Fig. 1, about 5,000 systems have been installed, 
of which about 50 in Spain. In the coming years this figure will increase significantly, 
especially with the appearance of new systems, such as the CMR Versus now recently 
certified [1], Fig. 2. It is also expected that in the coming years the offer diversifies with 
the appearance of other systems that can become more competitive. The system devel-
oped at UPC [2], Fig. 3, is expected to be one of them in the time frame of two years, 
the minimum necessary to fulfil all legal requirements. 

The systems currently available have been incorporating new features, basically 
aimed at three objectives: facilitating the work of the surgeon, increasing the patient's 
safety, and making this type of surgery less and less invasive. In the first aspect, in order 
to provide a better assistance to the surgeon, new instruments have been developed. To 
put an example, by using staples the number of sutures to be performed can be reduced, 
with the advantage this entails in terms of required ability and operation time. On the 
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other hand, assistance systems have been developed to streamline the set-up, a process 
that still takes too long. This aspect is relevant, since the introduction of robots has been 
based on the high levels of surgical efficacy achieved, more than on efficiency, due to 
the high cost of current systems and the longer operation time still required in front of 
conventional surgery.  

In the second aspect, the increase of patient's safety, visualization systems are devel-
oped, which provide the surgeon with a better vision of the position of each instrument 
or with means of fixing protection boundaries, virtual fixtures. These systems tend to 
compensate the lack of tactile feedback in teleoperated systems, since despite being a 
demand of the surgeons, it has not been achieved due to the impossibility of developing 
sensory systems integrable in the instruments that measure interaction efforts and are 
compatible with the required miniaturization and the needed robustness in front of ster-
ilization processes. In the third aspect, to minimize trauma to the patient, suitable artic-
ulated instruments have been developed to be able to operate through a single hole, 
which has allowed to develop both, tools oriented to the manual SILS (Single-Incision 
Laparoscopic Surgery), and robotic systems oriented to this type of surgery, as the 
TSpot of Titan Medical, fig. 4. 

There is therefore a line of progress that aims to look for improvements based on the 
design of architectures, or new mechanical devices, such as new stapler tweezers or 
specific tools to operate on a single port, fig.4, and another that with the available ar-
chitectures and systems, enable the introduction of better control strategies or supervi-
sory algorithms that allow improving the medical practice or patient safety. And this is 
the focus of this work, surgical improvements using the resources provided by multi-
sensory perception, learning techniques and artificial intelligence or big data. 

 
                  
 
 
 
 
 
 
  
                  Fig. 1.  Da Vinci system                Fig. 2.  Versius system 

     

     

 

 

 

 

 Fig. 3. The Bitrack System (UPC)               Fig. 4.  TSpot System for SILS surgery 
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2 Robot based assistance systems for laparoscopic surgery  

 
In robotic laparoscopic surgery the typology of soft tissues, the object of the interven-
tion, does not allow a preprogramming of the tasks to be performed. Robotization here 
is implemented by means of teleoperation, which with the classical control structure 
can provide advantages over manual execution, despite not having a capacity for sen-
sory feedback. Apart from the assistance functions already developed, the fact of ro-
botizing allows introducing clear advantages since the trajectories of each arm can be 
provided with correction factors, either a gain factor or keeping the orientation of the 
working axes during a movement, which allows to increase precision and the work 
comfort.  

The lack of force feedback does not prevent providing the operator with an alterna-
tive visual information, for example on the status of the instruments when they are not 
in the visual field or when they reach extreme positions within their working space. 

 

2.1     Aids based on the geometric control of trajectories 
 
Due to the large computing capabilities available in teleoperation control systems, 
many aids based on geometric calculations can be introduced, surpassing the capacity 
of a human operator, and thus facilitate teleoperation. The ability to memorize trajec-
tories allows automatic and secure removing of an instrument and its automatic return 
to the point of origin. Considering this point as safe, which is reasonable if the removal 
has been carried out without incompatibilities with the environment, and if there have 
been no other changes in position in the surgical field, it is unlikely that the inserting 
and accessing movements change. The automatic execution of the removal and re-
entry movements to a specific working point is of especial interest to speed up the 
operation of cleaning the camera's objective when there is drowsiness that makes vi-
sion difficult, or to release an instrument of tissues that may have remained adhered 
during the intervention. 

To guarantee a safe automatic realization of trajectories, such as the return to a certain 
point previously visited, and in order to anticipate the presence of unforeseen obstacles, 
some assisted control is necessary. That is, the generation of trajectories that are modi-
fiable referring to both, execution speed and position, in which the position in each point 
of the trajectory is the vector sum of the planned or memorized trajectory, and the ges-
ture control orders made by the operator, either directly on the arm of the robot, or on 
the controls, Fig. 5.  

The geometric computing capacity provided by the control unit is also applicable to 
make the geometric measurements that help certain operations, such as the sizing of 
meshes or other tools, and to be able to automatically guide the camera, focusing the 
field of view on the tools working area, which position is known since these tools are 
governed by the own control unit. 
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Fig. 5.  Control structure with cooperative telecontrol 

2.2 Aids based on haptics  
 
All teleoperated robotic systems in laparoscopic surgery are operated from a work-
station with motorized controls, both to be able to do the initial positioning and to guide 
the operator in order to maintain the orientation of the instrument along a change of 
position, as well as to perceive limit situations. The perception of efforts in manual 
laparoscopic surgery, even being affected by the friction of the tool with the trocar, 
which appreciably distorts their values, is lost in robotized surgery due to the difficulties 
involved in the incorporation of force sensors in the different working tools. Thus, at 
present, the robotic systems of application in laparoscopic surgery do not have yet hap-
tic capacities, although they are common in other teleoperation fields.  

Direct force/torque measurement, F/T, is achieved placing a F/T sensor on the lapa-
roscopic tools to detect the interaction forces between tool and tissues. The placement 
of the F/T sensor is crucial to obtain the best measurements. Two are the feasible solu-
tions: interpose the sensor between the tool actuator and the shaft or between tool and 
robot. The first solution offers optimal results, but its implementation passes through 
complex mechanical solutions. The most successful approach was developed by DLR, 
[3], where a F/T sensor based on a Stewart platform was placed to obtain direct 
measures. More recently, in [4] a grasping force sensor placed on the wrist of a robotic 
laparoscopic grasper was proposed. The sensor is based on a double layered capacitance 
sensor attached to a deformable wrist and a torque sensor on the pulley. This approach 
requires high precision and miniaturization, resulting into high cost solutions with ster-
ilization and electromagnetic compatibility problems that are still pending to be solved. 

Placing the F/T sensor outside the patient relaxes the restrictions of sensor size ena-
bling the use of industrial force sensors. This solution suffers from measurement distor-
tions induced by the trocar and tool flexions [5]. The contribution of these two factors 
is difficult to be modelled. In [6] a force sensed robotic trocar is presented where the 
force sensor is out of the patient. The force sensor is placed between a double concentric 
access channel. Laparoscopic tool interacts with the internal channel while the external 
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one is passively guided. This difference is measured as the interaction force between 
the tool and the surgical environment.  

Unlike direct sensing, indirect F/T is estimated from sensors that directly measure 
deformations using other parameters. Most of the proposed solutions are based on meas-
uring the intensity of the current of the motors that control the end effector driving ca-
bles, [7]. Following a similar principle, it is possible to estimate F/T measuring the ten-
sion of the driving cables. In [8], authors guide the grasper actuators cables through 
rigid channels. Tension variations on that cables generate measurable deformation of 
the elastic bodies. Using this deformation, the contact forces of the gripper can be esti-
mated.  

The use of surgical environment visual information obtained from the laparoscopic 
camera allows estimating the force from images. Tissues deformation produced by the 
contact between laparoscopic tools and tissues can be used to estimate interaction 
forces. Visual force estimation methods present several benefits and are a promising 
research field. Unfortunately, they require from a correct surface reconstruction to de-
termine the depth and direction of the contact; tissue modelling of dynamic properties 
to estimate reaction forces against contacts and, finally, occlusions preclude correct 
penetration computation.  

Although not having haptic capacity, as a perception of the efforts, interaction forces, 
made during the execution of the task, these robotic systems are provided with the nec-
essary motorization at the joints of the master device to generate some haptic percep-
tion. This force feedback allows the human operator to perceive the mechanical limits 
of movements derived from the mechanical structure of the robotic arms, the virtual 
operation limits that may have been defined by the operator in advance or the security 
blockages that can be generated through the monitoring and supervision of the task.    

2.3 Aiding systems based on the supervision of the task 

Other support systems can be based on the autonomous or supervised execution of tasks, 
or part of tasks, which due to their predictability can be generated from a planner, based 
on predetermined procedures that can be executed with visual feedback. Many efforts 
are currently being done for their autonomous execution, or to guide the assisted manual 
execution of these procedures.  
 The study of an intervention workflow allows acquiring the knowledge of the phases 
of the procedure and find the way to automatize some of them. In [9] this information 
is used for autonomously guiding the camera and for the planning of minimal invasive 
port positions in combination with an initial setup. In [10] a series of simple tasks are 
studied aiming to be automated and thus releasing the surgeon from the need to execute 
systematic and repetitive operations, allowing him or her to focus on the most difficult 
aspects. The operations analyzed were puncturing, cutting and suturing.  A wider study 
for the modelling of surgical procedures is described in [11] aimed to be applied for the 
evaluation of surgeon skills, analyzing clinical team workload, optimizing the operating 
room management and predicting next surgical task or their duration. 
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3. Aiding Systems in the frame of the Bitrack project  

Bitrack is a teleoperated robotic system for laparoscopic surgery, a system that is ex-
pected to be able to reach the market after obtaining the certifications of the CE and the 
FDA. The prototype has been tested with in vivo, with pigs, with various surgeons in 
different surgical specialties with satisfactory results and with a short learning curve, 
which is less than two sessions, thanks to the friendly user interface. Apart from regu-
lations, further research is going on to provide new teleoperation aids, more than those 
conventional ones. The new aids developed that the surgeon can use when appropriate 
consist in haptic perception and guiding assistance for certain pre-established tasks. 

 3.1      Force estimation for the generation of haptic feedback  
 
To provide some feeling of the efforts exerted during the intervention, the interaction 
forces can be estimated from the visual perception of the deformation caused by the end 
effector in the working environment and its quantification generates the equivalent re-
active forces to be fed back to the master device. 
 The contact with the environment to be detected, which must generate the estimated 
force to perceive, can be either due to the contact between the instrument and the tissues, 
or between an element held by the tweezers and the environment too, being this element 
either a suture needle, a clip or so. The perception system developed should be able to 
segment the image distinguishing between the instrument handled by the robot arm, its 
grasped element and the detectable elements of the environment. With this aim, the 
perception system operates from a pair of contour images, obtained from the stereo en-
doscope used. To speed up the computing time for obtaining the perception of efforts 
in real time, these images are simplified. First, using working windows around each 
instrument and second extracting some singular points to reduce the amount of data to 
process. Fig. 6 shows the resulting segmentation. The instrument (labeled in red) has 
been identified from the window corresponding to the perimeter of each instrument and 
registered with the contour obtained by the projection of the CAD model of each instru-
ment, seen from the 3D point corresponding to the position of the optics within the work 
space. This position is known by the control unit of the robot arm that guides it.  
  
 
 
 
 
 
 
 
 
 
 

Fig. 6.  Detection and tracking of the tools and the tissues around them. 
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 When performing the growth of the points in contact with the instrument, it is also 
necessary to carry out the 3D points matching with the geometric model of the needle 
used, to detect its presence (in blue). Once isolated the singular points corresponding to 
the instrument, a growth of the rest of the singular points found identifies those consid-
ered as belonging to the background (in yellow).  

Once achieved the segmentation that allows to obtain the singular points of the in-
strument, or of any element transported by the instrument, which interact with the en-
vironment, the image processing system obtains the displacement vector P (t) of each 
singular point, and proceeds to subtract each vector from the average of all the vectors 
considered, in order to eliminate the movement of the scene, Fig.7. Once the movement 
is filtered, compensating in part the movement of the scene, the exerted forces are in-
ferred, those that better justify the displacement vectors obtained from the points in the 
environment. These calculated forces, which must emulate the F/T sensor that the tool 
should have had, generate the corresponding reaction forces on the control device, in-
formation that can be complemented with synthetic images on the screen. 
 
3.2      Guidance aids 
 
The developed system is also provided with guidance aids, if this function is activated 
by the user, which allows generating forces of attraction that facilitate the surgeon to 
carry out these tasks. These guiding aids functions can be geometric, or they can be for 
goals. The first ones are those that can generate geometrically trajectories from known 
passing points. The second ones are those needing a planner, able to generate a trajec-
tory that allows the execution of a concrete objective.  

 

Fig. 7.  Structure of the vision system that can generate forces to 
emulate haptic perception 
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Initially, the aiding functions introduced are of geometric type to be able to achieve 
the high reliability that surgical robotics requires. In this line, the developed aids which 
have given good and reliable results have been the guidance in operations of insertion 
and retrieval of the instruments, and in the realization of sutures. 

For the retrieval assistance the system generates the forces that maintain the trajec-
tory of the instrument axis along the entire path, since there are no other elements in the 
space occupied by the tool. The guided entry has two clearly differentiable variants by 
the own system: a first entry or a new entry towards the previous working point. In the 
first case, the guidance is oriented towards the center point of the field of view of the 
camera. This operation facilitates the advance when the instrument is still outside the 
camera field of view, and despite being blinded, the initial placement of the trocars 
guarantees that each instrument can be visible to the camera if the trajectory of the entry 
follows this direction. In the second case, the return to the working point is very useful 
both for cleaning the camera's optics, and for the cleaning or replacement of an instru-
ment. With respect to the suture assistance, the surgeon after the puncture must rotate 
the needle as much centered as possible on the geometric center of the needle used. 
Since the segmentation allows to perceive an object at the tip of the instrument, the 
aiding system can register it with the different needles that can be used and determine 
the position in space of its center with respect to the distal point of the instrument used, 
Fig. 8. The accuracy in the computation of the virtual center of rotation improves as the 
movements of the surgeon allows to get more points of view of the needle. The turning 
made along the suture can then be assisted at the surgeon’s will, with a guiding force 
that maintains the rotation without displacement, which facilitates the task accomplish-
ment with less stress of involuntary displacement of the tissue to suture. 

4 Future possibilities 

Since the beginning of laparoscopic surgery in the 2000, its progress has been more 
focused on the mechanics, passing from a robot with three arms to a new with four, and 
later on in modifying the robot architecture in order to increase accessibility and com-
patibility between the arms to avoid constraints and collisions. 

Fig. 8.  Detection of the needle geometric center in space for the 
 guidance of the isocentric rotation along a suture 
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 Currently, much work is oriented to introduce new aiding systems to more evolved 
robotic systems and to the robots that have appeared in the market recently or that will 
appear in the next years. 

In this sense, different research efforts have been done from different perspectives. 
One of them is the Horizon 2020 SARAS project, Smart Autonomous Robotic Assistant 
Surgeon, aimed to provide autonomous assistance to the main surgeon, that teleoperates 
the robotic arms, with two additional robot arms acting as auxiliary surgeons. We are 
contributing with the development of a vision-based force estimator to be able to pro-
vide haptic feedback, and with the system architecture. 

In what refers to the haptic feedback, all Robotic Assisted Minimal Invasive Surgery 
(RAMIS) include an endoscope to visualize the scene during a procedure. Therefore, 
this visual information from the endoscope can be used to relate the deformation in the 
tissue surface to estimate the applied force [12]. From the conservation principle of the 
continuum mechanics, the forces applied to an elastic object is directly proportional to 
its change of shape. Following this principle, we propose to reconstruct the surface of 
the tissue using the visual data from the endoscope and find the relationship between 
the deformation and the applied forces. 

Then, the force estimation is developed in a three steps process. First, a stereo re-
construction of the surface of the tissue that generates a dense point cloud. In the second 
step, a computation of the surface deformation of the tissue from the point cloud. Fi-
nally, in the third step, the computation of the force estimation using the relationship 
with the computed deformation and the type of tissue. 

Surface Reconstruction. In this part of the algorithm, we deal with the reconstruction 
of the workspace. Our approach is based on stereovision using the stereo endoscope of 
the system. This method uses the calibration of two different cameras, where the rela-
tive position of both is known, to search in one image all the pixels from the other via 
maximum correlation. These correspondences create a map of depths of the image pix-
els. Afterwards, this depths map is transformed in a 3D point cloud of the object. Fig. 
9 shows the reconstruction of the surface of a placenta. 

 Deformation Computation. From the previous recovered surface in this step the algo-
rithm computes the deformation in the surface as the changes produced in a set of lin-
early independent vectors (3D lattice). We use this lattice in order to obtain a compro-
mise between reducing computation cost and accuracy. So, in consequence, we use 
the lattice as our deformation model.  

Fig. 9.  Stereo reconstruction of a placenta surface 
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The 3D lattice can be parametrized by the following formula: 
 

𝛤 𝑥; 𝑃  𝑃 𝜉 𝑥  for 𝑘 1, … ,3 

 
where 𝜉  are a cubic basis spline and 𝑃  denotes the displacement of a control point 
with y1y2y3 number of points. So, the lattice is calculated from the reconstruction by 
minimizing the following equation: 
 

𝐸 𝑃 𝐸 𝛤 𝑥; 𝑃 , 𝑅  𝛾𝐸 𝛤 𝑥; 𝑃 𝐸 𝛤 𝑥; 𝑃  
 

where 𝐸  is the discrepancy measure term, 𝛾 is the regulation parameter, 𝐸  is the pe-
nalization term and 𝐸  is a term to preserve the lattice shape. 

Finally, the parameters 𝑃  of the lattice are the inputs to the neural network used 
to determine the relation function between the deformation and the applied force of the 
last part of our approach. 

Force Estimation. As previously mentioned, our strategy to compute force feedback 
relies on using a Recurrent Neural Network (RNN) to get the relationship between the 
deformation and the applied force. The input to this neural network will be the lattice 
parameters and the geometric information. Specifically, we propose the usage of a 
Long-Short Term Memory (LSTM) based architecture to compute the force feedback. 

Other approaches to calculate the force from the deformation are based on an exper-
imental relationship between the deformation and the force [13]. In [14], the force is 
estimated from a combination of the deformation from the images and the electrical 
current from the motor during the interaction of the tool with the tissues. 

Application to reconstruct surface by mosaicking. An application of the computer vi-
sion in surgery is its application in a robust real time tracking for Fetoscopic Photo-
coagulation (FLP) surgery for Twin-Twin Transfusion Syndrome (TTTS) [15].  TTTS 
is a syndrome where both twins share the same placenta and the blood flood has an 
unbalanced intertwin from the donor twin to the recipient twin throught some vessel 
connections called anastomoses. The treatment of the TTTS relies on a fetoscopic laser 
to photocoagulate these anastomoses.  

The system has been tested using videos from a real TTTS intervention. One of the 
principal problems of these videos is the low quality of images due to the dirty environ-
ment and liquid inside the amniotic sac jointly with the low quantity of light produced 
by the fetoscope. In consequence, the system must deal with images that are noisy, 
blurred and poor colour components. 

This method assists in the robotic system to track and stabilize the region of interests 
during the coagulation of the anastomoses by compensating the placenta’s movement 
by calculating the relative position of the fetoscope tool tip with respect to the placenta 
surface via local vascular structure registration. 
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Fig. 10 Placenta’s surface reconstruction mosaics from the image sequences used in tests. 

More precisely, the system works in the following three steps. First, the method bina-
rizes the images from the endoscope to segment the local superficial vascular structures 
of the placenta. Second, using these vascular structures, the algorithm searches for a 
sequence of relevant points of interest (POIs) that are distributed among the image. 
Third, the system uses these points to calculate the transformation between two consec-
utives images. Fig. 10 shows some placenta mosaics created using this method. 

5 Conclusions 

The aiding systems developed, based on geometric criteria, have shown that they facil-
itate the task of the surgeon after a relatively short learning time by performing a pyeo-
plasty and a clamp in the renal artery, after trying with different surgeons. These aids 
that robotization of laparoscopic surgery can provide, constitute just a first step that 
robotics can bring in the future in the field of surgery. In this first stage, only the aids 
for guidance were addressed since these control strategies can be justified rigorously in 
the necessary certification process. The trajectories that are taken as reference of a task 
can be geometrically defined from points provided by vision systems or from the cal-
culation of the kinematics chain robot-trocar-instrument. On the other hand, performing 
tasks in a more autonomous way, based on expert systems, experience acquired by 
learning or by databases are currently more difficult to certificate. However, the good 
results obtained and the acceptance it deserved by the professionals that have collabo-
rated, foresee great advances in this field in the coming years. Much can be done; how-
ever, the challenge is to achieve the required reliability that surgery requires. 

 
Acknowledgements. The authors thank the contribution of Dr Antonio Alcaraz and Lluís Peri 
of Hospital Clínic, Barcelona, for their assessment along the clinical evaluation process. The 
ongoing research is partly funded from the European Union’s Horizon 2020 research and inno-
vation programme under grant agreement No. 779813 (SARAS). 

 



12 

References  
 
1. Versius homepage: https://cmrsurgical.com/versius/Versius.html, last accessed 2019 
2.    RobSurgical Homepage: https://www.robsurgical.com/bitrack/, last accessed 2019 
3. Ortmaier, T., Deml, B., Kübler, B., Passig, G., Reintsema, D. and Seibold, U.: Robot Assisted 

Force Feedback Surgery. In: Advances in Telerobotics, vol. 31. Springer Berlin / Heidelberg, 
pp. 361–379 (2007). 

4. Choi, H.-R., Lee, D.-H., Kim, U., Gulrez, T., Yoon, W. J. and Hannaford, B.: A Laparoscopic 
Grasping Tool with Force Sensing Capability. In: IEEE/ASME Trans. Mechatronics, vol. 21, 
no. 1, pp. 1–1 (2015). 

5. Trejos, A. L., Patel, R. V. and Naish, M. D.: Force sensing and its application in minimally 
invasive surgery and therapy: A survey. In: Proc. Inst. Mech. Eng. Part C J. Mech. Eng. Sci., 
vol. 224, no. 7, pp. 1435–1454 (2010). 

6. Zemiti, N. et al.: Force Controlled Laparoscopic Surgical Robot without Distal Force 
Sensing. In HAL archives-ouvertes, fr (2015). 

7. Zhao, B. and Nelson, C. A.: A sensorless force-feedback system for robot-assisted 
laparoscopic surgery. In: Comput. Assist. Surg., vol. 0, no. 0, pp. 1–8 (2019). 

8. Xue, R., Ren, B., Huang, J., Yan, Z. and Du, Z.: Design and evaluation of FBG-based tension 
sensor in laparoscope surgical robots. In: Sensors (Switzerland), vol. 18, no. 7, pp. 1–18 
(2018). 

9.  Weede et al.: Towards cognitive medical robotics in minimal invasive surgery. In: ACM 
International Conference Proceeding Series (2013). 

10. Muradore, R. et al.: Development of a cognitive robotic system for simple surgical tasks. In: 
Int. Journal of Advanced robotic systems, DOI:10.5772/6013 (2015). 

11. Padoy, N.: Machine and deep learning for workflow recognition during surgery. In: Issue 2: 
Artificial intelligence in the operating room,  Vol.28 (2019). 

12. Aviles, A. I., et al.: Towards retrieving force feedback in robotic-assisted surgery: A supervi-
sed neuro-recurrent-vision approach. In: IEEE Transactions on haptics 10.3 (2016): 431-443. 

13. Giannarou, S., Ye, M., Gras, G. et al.: Vision based deformation recovery for intraoperative 
force estimation of tool-tissue interaction for neurosurgery. In: Int J CARS 11: 929. 
https://doi.org/10.1007/s11548-016-1361-z-(2016). 43 

14. Dong-Han, L., Hwang, W. and Lim S. C.: Interaction Force Estimation Using Camera and 
Electrical Current Without Force/Torque Sensor. In: IEEE Sensors (2018) 

15.  Sayols, N., Hernansanz, A., Parra, J., Eixarch, E., Gratacós, E., Amat J. and Casals, A.: Vi-
sion Based Robot Assistance in TTTS Fetal Surgery. In: IEEE-Engineering in Medicine and 
Biology Conference (2019). 

 
 
 
 
 
 
 
 
 

 




