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Abstract—Filterless optical networks (FON) have been proposed as a feasible solution for optical metro 
networks. In addition, as a result of the shorter distance compared to core optical networks, direct-detection 
optical transmission systems can be used in metro FONs, which reduces costs, as compared to coherent-detection 
systems. In this work, we present two optical signal tracking approaches for FONs that allow to detect small 
frequency laser drift problems and enable safely reducing channel spacing. Additionally, we study the most 
proper resolution for optical spectrum analyzers (OSA) continuously scanning the whole C-band. Proposed 
approaches are: i) feature-based tracking and ii) residual-based tracking. Experiments are carried out to compare 
the performance of the approaches for both direct-detection and coherent-detection systems, in the case of a 
single optical signal with no neighboring signals nearby in the spectrum, as well as in the case of a group of 
optical signals closely allocated in the spectrum. The results show that the residual-based approach enriched with 
contextual information enables to better track and correct the wavelength drifts before they reach their limits 
(e.g., ±2.5 GHz), leading to the guard band reduction for what concerns wavelength drifts. 
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1 INTRODUCTION 
The development of optical metro networks, where optical connections typically span few hundreds of kms, 

requires simpler and more cost-effective solutions compared to those used for long-haul networks [1]. In this 
regard, modulation formats based on the direct-detection technology, e.g., pulse amplitude modulation (PAM), 
are candidates for metro applications due to their inherent reduced complexity, power and cost, as compared to 
coherent-detection systems [2]. 

In parallel, filterless optical networks (FON), which were proposed as a way to interconnect nodes in a drop 
and waste network architecture [3], have recently attracted significant attention because of their suitability for 
metro network applications in combination with coherent transceivers [4]. Specifically, a FON architecture, 
called horseshoe, was evaluated in [5] to interconnect packet routers via 100 Gb/s optical connections 
(lightpaths). In contrast to spectrum switched optical networks (SSON), where the signals are dropped at their 
destination, in FON they continue to spread over the transmission line, leading to spectrum waste and efficiency 
penalties. On the other hand, since the operating lightpaths do not pass through filtering nodes, FONs can 
operate on grids of any size, e.g., 6.25 GHz. In fact, FONs could allow the channels to be placed very close to 
each other aiming to alleviate spectrum waste. The drawback is that (un)intentional frequency laser drift (fLD) of 
a transponder (TR), possibly due to failure or misconfiguration, might lead to overlap neighboring channels 
causing undesirable impact such as Bit Error Rate (BER) degradation. This contrasts with SSON, where overlap 
effects are limited to some specific cases, being in general much more moderate as intermediate nodes are 
equipped with Wavelength Selective Switches (WSS) that avoid such overlapping, although they might filter 
part of the optical spectrum of the current signal [6], [7]. In addition, fLD could have a detrimental impact on the 
optical signal due to detuning with respect to the receiver optical filter. While coherent receivers can easily track 
the central frequency (CF) of the transmitted signal by evaluating the offset with a local oscillator, direct-
detection systems detect only the intensity of the optical signal and can hardly fix fLD effects. 

Owing to these facts, cost-effective approaches to monitor FONs are needed to allow network operators to 
take prompt actions in the case of improper operation of a device in their domain. Some current surveillance 
systems rely on the capabilities of coherent receivers to collect measurements [8]. Regardless of their 
complexity, these approaches might limit the performance of surveillance systems, which are intended to 
monitor the whole domain in real-time with the minimum extra cost and complexity.  



With the development of cost-effective optical spectrum analyzers (OSA) with sub-GHz resolution 
deployable in the optical nodes [9], noticeable opportunities in the development of surveillance platforms based 
on optical spectra traces might arise. In this regard, optical spectrum monitoring, with the help of cost-effective 
OSAs was proposed as a novel solution in [10], as well as in [11], [12] together with machine learning (ML) 
algorithms [13] to monitor the proper operation of lightpaths in SSON; this approach was demonstrated to detect 
and identify several soft-failures, including fLD, filter-shift and filter tightening. One of the key parameters 
determining the cost of the OSAs is their resolution, which has a significant impact on the accuracy of optical 
signal spectrum-based detection and identification solutions; hence, a target OSA resolution should be 
determined. 

The amount of data generated by an OSA is large, e.g., a 100-MHz resolution OSA generates a vector of 
40,000 frequency-power pairs while scanning the whole C-band. To reduce the data to be sent to the network 
controller, data analytics algorithms can be deployed in the network nodes [14]. Such data analytics distribution 
simplifies network control by limiting the data exchanged to just a notification whenever some event occurs, and 
it enables the implementation of local and network-wide control loops (see e.g., [15]-[17]). 

Note that producing ML algorithms might require from ML models to be trained with large datasets. In the 
case of training such algorithms with a dataset that does not cover the whole features space, ML models 
inaccuracies can appear. The authors in [18] proposed a ML-based algorithm life-cycle to facilitate ML 
deployment, where the training dataset was initially populated based on the results from simulation and lab 
experiments and, once ML models are generated, ML re-training can be performed after inaccuracies are 
detected in the field to improve their precision. This was extended in [19], where the concept of Knowledge 
Management was presented. 

Considering the above-mentioned challenges of FONs and the benefits brought by monitoring optical 
spectrum using OSAs, it is of paramount importance to devise robust and reliable monitoring solutions that allow 
FONs to exploit both coherent and direct-detection transmission systems while reducing channel spacing. In this 
paper, we extend our previous work in [20], [21] and present a set of novel signal identification, classification 
and tracking algorithms for FONs, as well as study the most proper OSA resolutions for their efficient 
deployment in optical networks. Specifically, the contribution of this paper is three-fold: i) the signal 
identification and tracking procedures are generalized that now support both direct and coherent-detection; ii) the 
extended features-based tracking approach. This approach uses features extracted only from the monitored 
optical spectrum. Two different methods of the feature-based approach are proposed: the first one uses directly 
the features extracted from the optical signal, while the other one elaborates on the features and solves some of 
the issues of the direct approach; and iii) the new residual-based signal tracking approach, which uses a set of 
residual signals calculated by subtracting the measured signal by the OSA from an expected version of the 
signal. In this case, in addition to individual signal tracking analysis, the approach is enriched with the capability 
of using tracking information from neighboring signals to enhance tracking accuracy, in a sort of contextual 
analysis. 

The rest of the paper is organized as follows. The main ideas for optical signal identification, classification, 
and tracking spectrum based on continuously analyzing the optical spectrum are first introduced in Section 2. 
Next, two different optical signal tracking approaches are explored in Section 3: feature-based and residual-
based tracking. The discussion is supported by the results presented in Section 4, where the performance of our 
proposals is demonstrated for both PAM-4 and Quadrature Phase Shift Keying (QPSK) transmission systems. 
Finally, Section 5 draws the main conclusions. 

2 SPECTRUM SURVEILLANCE AND SIGNAL TRACKING IN FONS 
In contrast to SSONs, FONs eliminate or minimize the number of active switching elements in the optical line 

systems. An example of FON connecting packet nodes is presented in Fig. 1; FON nodes (FN) comprise only 
passive optical splitters and combiners and they can be exploited to create simple drop and waste network 
topologies like buses (or horseshoes). However, FONs can be combined with Optical Cross-connects (OXC) (as 
suggested in Fig. 1) and participate in extending mesh networks based on SSON [22]. 
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Fig. 1. Example of a horseshoe FON. 
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Fig. 2. Signal overlap (a) and misalignment (b). 

In FONs, traffic is broadcasted throughout the network; for instance, in Fig. 1 four lightpaths are created: R1-
>R4 (labeled 1), R2->R3 (2), R2->R5 (3), and R3->R5 (4). Let us imagine that TRs for lightpaths 2 in R2 and 4 
in R3 experience an fLD failure and the signals are shifted to the right in the spectrum. In this case, signal 3 
might be affected if the spectrum of signal 2 overlaps it (see Fig. 2a). Therefore, signal overlap is a critical issue 
for FONs regardless of the transmission technology (i.e., coherent or direct-detection) as it limits channel 
spacing reduction between neighboring signals. In addition, signals 2 and 4 themselves might be affected if the 
receivers are not capable of tracking their CFs and misalignment between signals and optical filters at the 
receivers occur. Therefore, misalignment between the signal and the receiver filter only might happen in direct-
detection systems. In fact, in PAM-4, a small detuning of the transmitter leads to a noticeable performance 
penalty at the receiver, as direct-detection receivers are not capable of tracking the laser wavelength of the 
transmitter; thus, any amount of fLD results in misalignment between the signal launched by the transmitter and 
the optical filter in the receiver (see Fig. 2b).  

An effective solution is to consider a reliable and robust spectrum surveillance and optical signal tracking 
procedure to detect fLDs accurately, so TRs can be adequately retuned if fLD is detected. Consequently, channel 
spacing can be reduced while assuring proper TR operation. 

The proposed spectrum monitoring approach has an advantage while exploited for FONs, which is the small 
number of OSAs required for real-time network spectrum monitoring. Specifically, one single OSA installed in 
the last node of a filterless segment can acquire the optical spectra of all signals in the FON due to the traffic 
broadcast nature, whereas in a similar SSON, one OSA per link (five in total in Fig. 1) would be required. 
Acquired spectrum needs to be analyzed real-time so active lightpaths in the FON are monitored and prompt 
actions are taken before a properly operating lightpath becomes affected by a failed TR. Note that the frequency 
range of a signal might not be exactly determined and slightly change along lightpaths’ lifetime. Therefore, an 
algorithm examining the captured optical spectrum cannot just select a frequency range in the whole C-band 
acquired by an OSA and focus on analyzing it in the hope that the whole spectrum of a target lightpath, and only 
of such lightpath, is confined within that frequency range. 

In view of that, we propose to deploy an algorithm in the OXC agents to periodically scan the whole C-band 
and compare the found signals against the list of lightpaths received from the network controller, which includes 
relaxed frequency ranges defined by left (LF) and right (RF) frequencies for each one (Fig. 3a). The scan process 
is intended to ensure that signals in the spectrum and lightpaths in the list match in terms of frequency ranges. 
Specifically, we aim at checking whether each signal is confined within the expected frequency range allocated 
to a lightpath (normal signals, like Pa-Sa in Fig. 3a); conversely, three anomalies can be identified, namely: i) a 
signal is partially out of the spectrum allocated to a lightpath (out of range, like Pb-Sb); ii) no signal has been 
detected in the spectrum allocated to a lightpath (missing, like Pc); and iii) a signal is in a spectrum range no 
allocated to any lightpath (unknown, like Sd). The detection of any of these anomalies triggers a notification with 
critical severity level to the controller. 

Normal signals are then continuously tracked to predict a potential anomaly, i.e., when a signal’s CF shifts 
and might end impacting neighboring signals. In the example in Fig. 3b, although some amount of fLD is 
detected for signal 2 at time t1, the prediction foresees no overlap in the near future with signal 3. However, at 
time t2, the prediction for signal 2 states that it will exceed its spectrum allocation and thus, a notification with 



warning severity level is triggered towards the controller before an out-of-range anomaly is detected (that 
actually happens at t3). 
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Fig. 3. Signal identification example (a) and signal tracking (b). 

3 OPTICAL SIGNAL TRACKING 
This section focuses on the optical signal tracking function and it proposes two different approaches. 

A. Feature-based Signal Tracking 
In this subsection, we propose an optical signal tracking approach that relies on extracting some meaningful 

features describing key characteristics of the optical spectrum. Here, we consider the Feature Extraction (FeX) 
module presented in [11] that receives the optical spectrum acquired by an OSA in the form of an ordered list of 
frequency-power pairs (<f, p>) and computes a set of features (or relevant points) to characterize it. The 
considered features include (see Fig. 4): i) the range of frequencies where the signal is confined; the left and 
right frequencies of that range (edges of the signal) are computed using the derivative and are denoted as ∂; and 
ii) a family of power levels computed with respect to the mean (μ) of the power around the central frequency (Δf) 
minus a number of dB, denoted as dB. Each of these features is represented by a couple of cut-off points denoted 
as <f1(·), p1(·)> and <f2(·), p2(·)> (note that for a given power level and a normal symmetrical signal, p1(·) ≈ p2(·) 
–slight differences can be caused by OSA’s resolution). 
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Fig. 4. Some features from a QPSK signal (adapted from [11]). 

Considering the above features, we can track an optical signal and measure the amount of fLD that it 
experiences. Two different methods are devised that exploit those features: i) Direct Features that relies on the 



features as extracted by the FeX module; and ii) Estimated Features that relies on modeling a fLD estimator 
using multiple linear regression [24].  

In the Direct Features method, the relevant points extracted by the FeX module are used to estimate the fLD 
and to track the evolution of the signals. fLD is defined as the difference between the expected CF of the signal 
and the one resulting from the extracted features. More specifically, fLDdirect = CFexp - CFfea, where CFfea = 1/2 
(f1(·) + f2(·)), e.g., CF-3dB = 1/2 (f1(-3dB) + f2(-3dB)). While this method can be used to estimate the amount of fLD, 
p1(·) and p2(·) are more relevant to detect signals overlap. In addition, these relevant points can be used to track 
the evolution of the signal with time and eventually to predict whether it is likely to exceed the spectrum 
allocation within a given future time window. Although the pre-processing phase of this method is simple, as it 
just requires the output of the FeX, its accuracy is intrinsically dependent on the OSA resolution. 

In the Estimated Features method, the outputs of the FeX module are manipulated to obtain an accurate 
estimation model for the amount of fLD experienced by a signal. This method requires a dataset with optical 
spectral samples including various levels of fLDs and the corresponding relative points of each spectrum 
returned by the FeX module to train a multiple linear regression model that can be later used to estimate the 
amount of fLD. Specifically, the power levels at -3dB and -6dB, as well as the ones computed from the 
derivative used to compute signal edges can be used. The model can be generalized as follows, where 
coefficients bi are found during the training phase and ε denotes an unbiased Gaussian error. 

𝑓𝑓𝑓𝑓𝑓𝑓 =  � 𝑏𝑏𝑖𝑖 × 𝑓𝑓𝑓𝑓𝑓𝑓𝑖𝑖
𝑖𝑖∈{−3𝑑𝑑𝑑𝑑,−6𝑑𝑑𝑑𝑑,𝛿𝛿}

+ 𝑏𝑏0 + 𝜀𝜀~𝒩𝒩(0,𝜎𝜎2) (1) 

Even though the pre-processing phase of this method becomes a bit more sophisticated compared to the 
Direct Features one due to the need for the training dataset and large number of required inputs from the FeX 
module, it performs much better and solves the OSA resolution dependency of the previous method, as it will be 
shown in Section 4. 

B. Residual-based Signal Tracking 
In the residual-based tracking approach, we tackle the problem from another perspective. Our proposal relies 

on computing an expected version of the signal and compare it against the one acquired by the OSA. 

The expected signal is a synthetically generated version of the signal that is expected to be detected by an 
ideal receiver and it should leave all the noise-related characteristics aside. Although the expected signal could 
be generated using analytical formulae considering the specifics of every lightpath, i.e., baud rate, shaping-filter 
in the transmitter, etc. [12], we used the following approach: i) we start by a square pulse of width equal to the 3-
dB bandwidth of the corresponding optical spectrum; ii) we apply a root-raised-cosine (RRC) shaping filter to 
emulate the shaping filter of the transmitter; iii) in the case the signal traverses some WSSs (as signal 1 in Fig. 
1), a 2nd order Gaussian filter was applied in the generation of the expected signal before injecting it into the line, 
which also affects the shape of the spectrum.  

The residual is computed by subtracting expected and acquired signals, and it is used as baseline to track the 
signal under study. Fig. 5 presents the optical spectra for PAM-4 and QPSK, when they are not affected by fLD 
(Fig. 5a) and with fLD (Fig. 5b). In particular, the carrier in the optical spectrum of PAM-4 signal can be 
observed [23]. In addition, the residual signal is represented, where its inherent sensitivity to fLD is clearly 
observed. In consequence, the fLD estimation module requires as inputs the expected shape and the location of 
every signal in the spectrum.  

Let us describe the residual signal procedure, which is similar for QPSK or PAM-4 signals. The measured 
spectrum and their corresponding expected ones are shown in Fig. 5, where a 1.2-GHz resolution OSA was 
emulated by averaging power values on windows of such width. The next step is to subtract the expected signal 
from the acquired one to produce a third signal, named residual. If the measured and expected signal are on the 
same CF, the residual signal oscillates around 0 (Fig. 5a); conversely, a positive or negative slope, depending on 
the direction of the drift, is observed (Fig. 5b). For modeling the fLD estimator, portions of left and right edges 
were considered as features (only the left portion is highlighted in blue Fig. 5 for the sake of clarity); those 
portions are expected to be the most affected due to the fLD. The final step is to apply multiple linear regression 
on these features to obtain a model for fLD estimation. 



For PAM-4 signals, we consider portions of 2.4 GHz width, as the maximum expected fLD is small compared 
to the spectral occupation of the signal, whereas 20.4 GHz portions width can be considered for QPSK signal, as 
larger fLD can be tolerated. This means that, in the particular case of Fig. 5, where the traces were acquired by a 
1.2-GHz resolution OSA, such portions contain just 3 <f, p> pairs for PAM-4 signals and 18 pairs for QPSK 
ones. Then, the residual r for each pair can be defined as <f, pr=p-pes>, where pes is the expected signal at 
frequency f. We denote the pairs in the considered left and right portions as Rleft and Rright, respectively, and R = 
Rleft U Rright. Then, the multiple linear regression model for this approach is: 

𝑓𝑓𝑓𝑓𝑓𝑓 =  �𝑏𝑏𝑖𝑖 × 𝑟𝑟𝑖𝑖 .𝑝𝑝𝑟𝑟
𝑟𝑟𝑖𝑖∈R

+ 𝑏𝑏0 + 𝜀𝜀~𝒩𝒩(0,𝜎𝜎2) (2) 
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Fig. 5. PAM-4 and QPSK optical spectra captured by a 1.2-GHz resolution OSA, w/o (a) and w/ (b) fLD. 

Although the residual-based approach works well when fLD affects one signal but no overlap is caused, it 
might fail otherwise. An example of this can be seen in Fig. 1, where it would find fLD in signal 3, which is 
actually a normal signal. To avoid the effects of spectrum overlap, the fLD estimation procedure analyzes the 
spectrum forward from left to right and considers contextual information, i.e., once it detects fLD in one signal 
(e.g., in signal 2), it analyzes the following one (e.g., signal 3) considering the actual position of the previous. 

The pre-processing phase of this approach is a bit more sophisticated than the previous ones as it requires an 
additional module to calculate the expected signal for every lightpath, and additionally, it requires a dataset of 
optical spectra for the multiple linear regression modeling. 

4 PERFORMANCE EVALUATION 
In this section, we first present the setup used to evaluate the performance of the proposed optical signal 

tracking approaches for both PAM-4 and QPSK signals. Next, we focus on studying the accuracy of the optical 
signal tracking approaches for individual PAM-4 and QPSK optical signals and finally, the tracking of all the 
signals in an optical link. 

A. Setup description and motivation 
For our experiments, we considered 12.5 GBaud (25 Gb/s) PAM-4 and 30 GBaud polarization multiplexed 

(PM) QPSK signals. To generate a PAM-4 signal (see the setup in Fig. 6a), the electrical shaping filter of the 
transmitter is modeled as a 12.5 GHz RRC shaping with mild roll-off factor of 1, driving a Mach-Zehnder 
Intensity Modulator with 30 dB extinction ratio. At the receiver, the desired channel is extracted through a 25 
GHz optical filter modeled as in [25]. Optical power at the receiver is -10 dBm and a post-detection RRC filter 
with roll- off 1 and 10 GHz bandwidth is applied on the photo-detected signal; thermal noise from 
photodetectors is also included. BER measurements are performed by means of symbol-by-symbol hard 



threshold detection; no processing is performed on the acquired waveforms prior to BER measures, except 
timing recovery to find the optimum decision point within the symbol time, as well as the optimum decision 
thresholds. 

QPSK signals were generated with an experimental setup (Fig. 6b), where two neighboring 100 Gb/s signals 
(emulating signals 2 and 3 in Fig. 1) were launched (Fig. 7a). Signal 3 was generated by a commercial system, 
whereas signal 2 was generated using an experimental system based on Nyquist wavelength division 
multiplexing, derived from the lab implementation in [26], where a RRC shaping filter with a roll-off of 0.2 and 
a bandwidth of 15 GHz was used. 
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Fig. 6. Setup for PAM-4 (a) and QPSK (b) signals. 
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Fig. 7. Two QPSK optical signals under normal conditions (a) and when fLD causes overlap (b). 

The first experiments that we carried out on such setups focused on quantifying the performance penalty 
introduced by misalignments and overlaps, specifically the impact of fLD on the BER. To this end, signals were 
generated and one of them simulated to drift to the right step by step to evaluate the degradation. In the case of 
PAM-4, we assumed steps of 200 MHz up to 5 GHz to introduce detuning with respect to the receiver optical 
filter, whereas for the QPSK case we used steps of 1 GHz up to 25 GHz, emulating channel spacing reduction 
and producing signal overlapping (Fig. 7b). The obtained results are reported in Fig. 8a for PAM-4 systems and 
in Fig. 8b for QPSK systems. In view of the results, it is clear that misalignments and overlaps introduce 
significant performance penalty for both PAM-4 and QPSK signals. Specifically, noticeable BER increment is 
observed when fLD is above 3.6 GHz in the case of PAM-4 and when channel spacing is reduced more than 10 
GHz in the case of QPSK signals. 
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Fig. 8. BER degradation vs fLD and/or channel spacing for PAM-4 (a) and QPSK (b) systems. 

Note that a different conclusion can be drawn in view of the results in Fig. 8; channel spacing can be reduced 
in about 3 GHz for PAM-4 and 7 GHz for QPSK signals without significantly affecting BER. However, such 
channel spacing reduction entails that fLD must be detected as soon as possible to avoid BER degradation of the 
channels. The next section evaluates the proposed optical signal tracking. 

B. Tracking individual optical signals 
Let us now focus on analyzing the optical signal tracking approaches in terms of tracking accuracy when they 

are applied to one single signal in an optical link, i.e., there are no neighbors nearby in the spectrum, like signal 4 
in Fig. 1. 

Firstly, we focus on the residual-based approach. We generated the expected signal following the procedure 
described in Section 3.B, assuming the characteristics of PAM-4 and QPSK signals. To make sure that the 
obtained spectra correspond to the measured PAM-4 and QPSK signals, we carried out several tests and 
calculate the residual signals in the case of signals without any fLD to investigate whether the residual signal 
oscillate with low magnitude around zero. Our criteria to choose a suitable expected signal was to make sure that 
in the proper operation regime, they look very much like the acquired spectra by OSAs. 

Let us now focus on the selection of features for fLD estimation. For illustrative purposes, Fig. 9a plots the 
residual signals computed for PAM-4 signals when fLD varies from 0 to +4.8 GHz with 600 MHz step size. As 
introduced in Section 3.B, we focus on the data points within the portion of the spectrum highlighted in blue color. 
Fig. 9b plots the evolution of these points (3 data points when 1.2-GHz resolution OSAs are used) with respect to 
the magnitude of fLD. It is clear that as the simulated amount of fLD in the case of PAM-4 signals is small, a 
small width of the spectrum region is sufficient to be considered for the analysis. 
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Fig. 9. Residuals for different fLD magnitudes for PAM-4 signals for optical spectra captured by a 1.2-GHz resolution OSA. 

Fig. 10 shows the evolution of the considered data points for QPSK signals (18 data points when 1.2-GHz 
resolution OSAs are used), where larger amounts of fLD are measured; the residual traces are illustrated for 
magnitudes ranging from 0 to 24 GHz with step size of 2 GHz. As shown, the residual signals at lower 
frequencies seem to be saturated and do not contain useful information for the fLD estimation of high 
magnitude. Therefore, in such scenarios, regions as wide as 20.4 GHz are considered, where such region was 
partitioned into two bands to increase the estimation accuracy, resulting into two sets of features for estimation 
of small/medium (below 10 GHz) and large (up to 25 GHz) fLD magnitudes. The evolution of the features in 
both sets are plotted in Fig. 11. 
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Fig. 10. Residuals for different fLD magnitudes for QPSK signals for optical spectra captured by a 1.2-GHz resolution OSA. 
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Fig. 11. Evolution of residuals with respect to the magnitude of fLD for QPSK signals using set 1 (a) and set 2 (b). 

Once the selection of the features for the residual-based approach has been reviewed, let us investigate whether 
the two approaches for fLD estimation work well with acquisitions of OSAs of different resolutions. To this end, 
we emulated PAM-4 signal spectra acquired with 100-MHz resolution, whereas, for the experimental QPSK 
setup, a sequence of C- band spectra was acquired using a commercial OSA with the same resolution. Then, to 
analyze the impact of the resolution on the accuracy of the proposed approaches, a number of captures with 
coarser resolution, from 300 MHz to 1.8 GHz, were generated by averaging powers from the original capture. The 
results are plotted in Fig. 12 for PAM-4 and QPSK signals; plots present the results for the Direct and the 
Estimated Features methods proposed for the feature-based approach, as well as for the Residual-based approach. 
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Fig. 12. Tracking accuracy for PAM-4 and QPSK signals for different OSA resolution. 

As shown, the estimation accuracy of the Estimated Features method and the residual for both PAM-4 and 
QPSK signals is perfect regardless of the OSA resolution, while the accuracy of the Direct Features method 
degrades (notice the step-like behavior) as OSA of coarser resolution is considered. In order to numerically 
quantify the estimation accuracy of different approaches, Fig. 13 reports the mean relative estimation error of all 
three approaches for both PAM-4 and QPSK signals as a function of OSA’s resolution. 
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Fig. 13. Error against OSA’s resolution for PAM-4 (a) and QPSK (b). 

C. Tracking multiple signals  
In this subsection, we consider a group of three neighboring signals, where the signal in the middle was 

affected by an fLD failure, similarly as signals 1, 2, and 3 in Fig. 1.  

In the case of PAM-4, signals were spaced 25 GHz and signal 2 was detuned towards signal 3 with steps of 
200 MHz down to the point where their spacing becomes 20 GHz. In the case of QPSK signals, the signals were 
spaced 50 GHz and signal 2 was forced to move with steps of 1 GHz down to the point where their spacing 
becomes 25 GHz. We are interested in evaluating whether the proposed approach enables reducing the channel 
spacing to reduce channel spacing, while monitoring the signals to detect overlapping. 

The results for fLD estimation for signal 2 assuming PAM-4 signals showed the same accuracy as in the 
previous experiment for signal 4. However, when the procedure is applied to analyze signal 3, we observed that 
the accuracy was poor; the results are presented in Fig. 14a, where the estimation error is plotted as a function of 
the spacing between the two signals. These results are because of signal 2 partially overlaps signal 3, which for 
coarse-granular OSA produces a significant loss of accuracy. 
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Fig. 14. Tracking accuracy vs. channel spacing for different OSA resolution with individual and contextual analysis for 

PAM-4 (a-b) and QPSK signals (c-d). 

It is clear, in the view of these results that some contextual information needs to be added to the individual 
signal analysis, to take into account the detected fLD in a neighboring signal. Fig. 14b presents the results 
obtained when such contextual analysis is applied. The contextual expected signal generates residuals that 
counteract the effects of signal overlapping after finding that signal 2 presents some amount of fLD; this allows 
to preserve the accuracy observed in the first set of experiments. In fact, is that remarkable accuracy what 
enables reducing channel spacing, as any slight fLD can be detected and actions for laser retuning triggered. 



The same procedure was carried out for QPSK signals and the results are presented in Fig. 14c-d. As shown in 
Fig. 14c, when we apply the individual analysis approach, the estimation error increases and it falsely reports 
that signal 3 is moving, as soon as the overlap caused by the fLD in signal 2 becomes evident. Such estimation 
error vanishes when the contextual analysis approach is applied, as illustrated in Fig. 14d. 

5 CONCLUDING REMARKS 
The shorter distances of the metro segment enable for simpler and more cost-effective solutions, as compared 

to the core network. Here, FONs and direct-detection complementing coherent-detection transmission systems 
have been proposed as feasible solutions to extend the optical network toward the edges. To create FONs that are 
efficient in terms of spectrum resource utilization, optical channels should be placed very close to each other, 
which, in case of fLD, increases the risk of signal overlapping, as well as BER degradation in the case of direct-
detection transmission systems. For these reasons, a data analytics-based surveillance system has been proposed 
in this paper to detect anomalies and failures; it exploits the optical spectra of the lightpaths in a FON. The 
proposed surveillance system comprises of signal identification, classification, and tracking modules. 

The main purpose of signal identification and classification modules is to check whether all the allocated 
lightpaths are placed in their expected spectral ranges; otherwise, the controller is notified. As for the optical 
signal tracking module, it is in charge of detecting and monitoring any fLD on those lightpaths found within their 
frequency ranges.  

Two different approaches have been proposed: i) the features-based tracking approach that includes two 
different methods: direct features uses directly the features extracted from the optical signal, while the estimated 
features elaborates on the features and solves some of the issues of the direct approach; and ii) the residual-
based approach, which uses a set of residual signals. The results showed that the residual-based approach 
provides accurate estimation of the CF of the signals using OSAs with resolution as coarse as 1.2 GHz. Such 
results proved the usefulness of the optical signal tracking module: i) to avoid misalignments of a transmitter 
with the optical filter of its corresponding receiver in direct-detection systems, and ii) to predict whether two 
neighboring lightpaths may overlap, disregarding their transmission technology. The latter greatly contributes to 
reduce channel spacing in about 3 GHz for PAM-4 and 7 GHz for QPSK signals without significantly affecting 
BER. Note that such channel spacing reduction entails notably increasing the capacity of the FON (21 additional 
optical channels in the case of PAM-4 and 13 in the case of QPSK signals). 

Table 1. Comparison of different optical signal tracking methods 

 Pre-
processing 

Training 
required 

Accuracy 

Individual Contextual 

Direct Features Low No Low - 

Estimated Features Medium Yes High - 

Residual High Yes High Very High 
 

Table 1 summarizes the key differences of the proposed approaches. It can be concluded that the residual-
based approach with its outstanding performance can be used to perform individual, as well as contextual optical 
signal tracking on direct-detection and coherent-detection systems. Note that those results complement those in 
[11] and [12] for SSON and clearly motivate the availability of OSAs in the data plane for accurate signal 
monitoring. 
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