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INTRODUCTION

This project is the study, analysis and comparative analysis of key programs including CE3X 
and CERMA. This explains why all the material that I have used to reach the conclusions of this 
work is attached in this chapter. In this section we will present part of the analysis, a photogra-
phic report, explain in detail the program MEs used and finally, the energy certificate.

ANNEXES
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ANALYSIS CASA MONTORNÉS

HOUSE DESIGNED BY BUNYESC ARQUITECTES

Location plan of the casa Bunyesc
Montornés del Vallés
From the data collected from the ICC

SETTING/LOCATION OF THE BUILDING

The study house is located in the town of Montornés del Vallés, belonging to the Vallés Occi-
dental county.

Montornés del Vallés has around 16 288 residents. The house is situated on the outskirts of the 
town centre and reaching the coastal mountain range of Catalonia.

The house is located on Mariana de la Pineda Street. There is good access by foot and car. It is 
on this street heading East-West.

ENVIRONMENT DATA

Montornés del Vallés is located between Montmeló, Granollers, Vilanova del Vallés, Vallroma-
nes, Santa Maria de Martorellas de Arriba and Martorellas. According to planning regulations, 
Valldoreix mostly belongs to 14b, which is a management area for single-family isolated buil-
dings. It is located in a place where it has little unevenness and few irregularities. This explains 
in part why the town grew so rapidly.
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CASA MONTORNÉS

Planning map 
Montornés del Vallés
From the data collected from http://ptop.gencat.net/

According to town planning regulations, the plot where the house is located belongs to zone 
14b. This area is residential, specifically an isolated building area.

REGULATIONS

The following regulations have been applied for the design and construction of this house:

CÓDIGO TÉCNICO DE LA EDIFICACIÓN (CTE )

This regulation specifies the parameters necessary to be able to fulfil with current Spanish regu-
lations. Following these criteria, the house has obtained the best energy rating: A. It means that 
this house consumes less than ol 55%, that is, it has a low energy consumption.

CLIMATE

The town of Montornés del Vallés has an area of 10.20 km2 and is at an average height of 413 
meters above sea level.

The central pre-coastal Mediterranean climate is a temperate climate, the annual average tem-
perature is 16.1C; Throughout the year, the temperature varies by 14.7 C. Average rainfall is 621 
mm, the month with the most rainfall is in October with an average of 86 mm.

The wind in this area come from south to north most of the year. The position and direction of 
the house is located following the draught that will be beneficial for natural and cross ventilation.

For this project, the weather was an important factor since the house has an inner courtyard, the 
court works as a passive cooling alternative and allows draught through the interior generating 
natural ventilation. Inside the courtyard, a comfortable micro-climate is generated, thus allowing 
the climate to be regulated naturally.
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CASA MONTORNÉS

BUILDING DESCRIPTION

The plot where the house is located has 702 m2 and adjoin east and west with two plots of sin-
gle-family homes, in the north is the access street and in the south we find a plot for agricultural 
use.

The project was planned in 2014. It is located parallel to Mariana Pineda Street, respecting the 
5 meters away from the street. The house is set up around a courtyard located in the center. 
The house is surrounded by a garden with a pool in the south side of the plot, in the north side 
coinciding with the entrance to the house there is an organic garden.

The dwelling has three levels, the lower one is where the garage is located, all the rooms are dis-
tributed on the second floor and finally on the third floor, which is a loft, it has been transformed 
into a studio with views of nature.

CHARACTERISTIC USE OF THE BUILDING

This house has all its layout around a central courtyard of 2,80x2,30m. 
This glazed property provides a great panoramic view to the entire interior, 
allowing to visually connect all the rooms. On the side of this courtyard there 
is a staircase that connects the garage, situated on the ground floor to the 
loft that is on the roof.

The house is mainly distributed on the ground floor, the entire south façade 
is for the living space that the residents share including the living room, di-
ning room and kitchen. The latter is connected to the laundry and pantry. In 
the centre of the façade there is a setback towards the interior turning this 
space into a porch that connects to the dining room.

On the east and west façades we find the bedrooms and bathrooms. In 
the graph that we show on the left hand side, we can see that on the west 
façade (dark green) it is an en suite bedroom comprising a bedroom, a ba-
throom and a dressing room.
On the east façade (light green), we find three single rooms and a bathroom.

A study / office space has been created in the loft. It is an area that receives 
natural light from three façades (north, south and west). This will create a 
place with natural light throughout the day.

On the ground floor we find the garage and a machine room. This plant 
has access through the indoor stairs or on the north façade that leads to a 
walkway that connects to the street almost at the same height.
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DESCRIPTION OF THE GEOMETRY OF THE BUILDING AND ITS RELATION TO 
THE   ENVIRONMENT
As mentioned earlier, the geometry of the building is defined around a courtyard and located pa-
rallel to the axes of the plot. The house fulfils with all the parameters of habitability, functionality, 
town planning regulations and criterion to obtain the energy certificate.

CASA MONTORNÉS

PROJECT SURFACES

The following table shows the surfaces of the house following the regulations of article 56 where 
they explain the minimum PROGRAMS for the correct purpose of the house. The habitability 
decree has also been taken into account.

The bird’s-eye view geometry is a formation of overlapping cubes. 
The position of the house is central to the plot, leaving two large 
green spaces in the north and south.

Since the plot of land has a slope of 3,5 meters, the architect had to 
do a previously study of earthworks. In order to be opt for a leveled 
area with a swimming pool, the terrain had to be adapted. In the 
south side there is a land almost leveled with a difference of half 
a meter, while in the north side everything is unevenness trying to 
reach the street level.

ACCESSES

Since it is a plot of land with a large unevenness, we find access 
to the house at height 2,66, with the street at height 0,00. The road 
access is in the northern side of the plot that connects to the garage 
that is on the same level. For pedestrian access, although the en-
trance to the plot is in the same area, in order to access the interior 
of the house, people need to go upstairs to reach the ground floor 
((2,66).
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East facade elevation

CASA  MONTORNÉS

CONSTRUCTION SYSTEM

FOUNDATION SYSTEM

Based on the geotechnical study and earthworks, the concrete slab surrounded by retaining 
walls was decided as a foundation, since it is a terrain with a large unevenness, there is part of a 
wall that will have to support land.

There is an area of the house that does not require retaining walls and uses isolated footings on 
treated ground. This only happens in the southern part of the house.

In order to study properly the components of the hou-
se, I have used the CERMA program to clearly di-
fferenciate the composition of each façade, ground, 
roof ... The façade is ventilated and the layers from 
outside to inside are as follows: the outdoor finish are 
pine wood vertical slats. These slats are fastened by 
an internal wooden structure; between this structure, 
there is a 10 cm air chamber, a polypropylene sheet, 
a woo- den panel that holds a 26 cm thick layer of 
MW mi- neral wool. Behind this insulation layer is a 
polypro- pylene sheet and an OSB panel or a Fer-
macell interior finish. This façade has a U-value: 0,22 
W / m2K.
The carpentry is made of wood, the frame is made of
low medium density wood with a U-value: 2,00W / 
m2K, the glass is double and low emission 4-15-
661a with a U ^ 1,40W / m2K. In all the façades, ex-
cept for the north, the glazed openings have a sun-
blinds box with adjustable horizontal slats. This is to 
have a better control of the sun radiation in summer.

FACADES
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CASA  MONTORNÉS

ROOF

In this house there are two types of roofs, the roof of the loft and the roof of the ground floor. The 
first one is leaning, the exterior finish is made of metal sheet fastened by wooden joists, leaving 
the space of the thickness of the joist (15cm) as an air chamber. A felt-back sheet passes over 
a pine wood panel and just underneath is a 26 cm thick layer of thermal insulation. Under the 
insulation is a felt-back sheet and an OSB panel. Thermal transmittance is 0,14 W / m2K. The 
roof of the ground floor is plain, it is composed of the same layers as the plain roof, it has a slope 
of 3%. It is an impassable metal sheet roof.

AIR CONDITIONING SYSTEM

The house has two air conditioning systems that help to achieve comfort inside the house. The 
heating system is produced by a biomass boiler, using wood pellets as fuel energy sources. The 
boiler burns the fuel and the heat generated during this combustion is transmitted to the water 
circuit in the exchanger incorporated in the boiler, with this process hot water is obtained for the 
heating system. For the ACS, is used the electric boiler to extract the energy from the solar pa-
nels on the south façade. This boiler has a nominal heat output of 1,5 Kw and is located on the 
same floor as the garage.
The cold air is produced by a single zone. It is a device that releases cold air directly onto the 
space, in this case it is the air conditioning located in the living room. This system will generate 
cold air inside that will go throughout the house.

COMPARTMENTALISATION SYSTEM

The non-structural internal divisions have been made using plasterboard or coated wood pa-
nels.
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CASA  MONTORNÉS

NATURAL LIGHTING/SHADOW STUDY

The inner courtyard provides ceThtral lightiThg that helps to illumiThate circulation areas such 
as stairs and hallways. The courtyard guarantees that all the rooms of the house receive natural 
li- ghting. Artificial lighting is produced thanks to the solar panels that are in the south facade and 
that provide electrical energy.

VENTILATION

This project works with natural ventilation, there are some small intake and exhaust openings in 
the rooms to guarantee ventilation. In the transition spaces, cross ventilation is generated, which 
in summer can be optimal for the house as a whole.

Furthermore, this project provides ventilation through the inner courtyard. The courtyard can 
generate a micro-climate that allows passive cooling of the building. Normally, the indoor tem-
perature of a patio is lower than outside due to the micro-climate it generates. In summer the ge-
nerated currents are introduced inside the house refreshing it. The bio-climate of the courtyard 
intervenes indirectly in the conditioning of the interior of the house. The evaporation generated 
by the plants inside the courtyard causes the temperature to drop, creating a high pressure 
area that sucks the air above it. In order to complete this ventilation path, windows are opened 
allowing air flow into the house. The opposite situation exists in winter, the outside temperature 
is lower than the inside of the courtyard.
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Josep Bunyesc. North and East facades perspective
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc. View from the entrance of the house
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

PHOTOGRAPHIC REPORT

CASA MONTORNÉS

The photographs provided by Bunyesc Arquitectes show the different areas of the house and 
the main phases of construction. In the photographs, we can see the different layers of a façade 
and the structural elements of the house.
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Josep Bunyesc. Construction phase
 Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc.Stairwell.
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc. Retaining walls
tMontornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/
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Josep Bunyesc. South facade under construction.
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc. Interior view.
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc. Top view under construction.
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/
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Josep Bunyesc. Inside view from the courtyard
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc. Solar panels
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc. Living-Dining room under construction
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/
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Josep Bunyesc. Main facade of Casa Montornés.
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc. Inside view from the stairs. 
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/

Josep Bunyesc. Rear facade under construction.
Montornés del Vallés. 2014
Picture taken from the Bunyesc arquitectes home page: http://www.bunyesc.com/
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PROGRAMS USED 

CASA MONTORNÉS

PROGRAMS 

AUTOCAD

This is a program used in conducting a study, using this 2D drawing tool the house blue- prints 
and construction details have been made. The reason why this program has been chosen for 
drawing is for its wide use in the world of design and computer drawing. AutoCad is a program 
that in the Architecture degree is used as the main working tool. That is why due to its closeness 
to this program, I have used it for the drawing.

SKETCHUP

Through the modeling and drawing tool Sketchup, 3D models of the building have been fulfilled, 
as well as the study of shadows.
Its easy accessibility coupled with easy control along with a wide variety of complementary tools 
have been the main reasons for our choice.
In Sketchup not only we have been able to make a study of shadows, but also an improvement 
plan that sun protection.

CERMA

This program is Cerma version v 4.2.5. It is a recognized program for the certification of energy 
efficiency by which the basic procedure for the energy certification of new buildings is approved. 
The energy efficiency rating on newly constructed residential buildings can be obtained by offe-
ring a detailed study to improve the rating obtained.
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CASA  MONTORNÉS

PROGRAMS 

CERMA

Through this program, the house has been studied and analyzed so that the operation of this 
project has been understood. CERMA’s structure is made up of the following series of tabs:

GLOBAL

ENVIRONMENT

CERTIFICATE
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CASA  MONTORNÉS

WALLS

ROOF

LAND
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CASA  MONTORNÉS

SHAFT
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CASA  MONTORNÉS

THERMAL BRIDGES

HEATING

ACS

COOLING
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CASA  MONTORNÉS

RESULTS
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CASA  MONTORNÉS

ENERGY DEMAND

COMPLIANCE
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ENERGY CERTIFICATE 

CASA MONTORNÉS

TEMPERATURE



54

CADASTRAL INFORMATION

CASA MONTORNÉS



55

GRAPHIC DOCUMENTION SUMMARY

CASA MONTORNÉS
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ANALYSIS CASA PALAU

HOUSE DESIGNED BY ARQUITIR

SETTING/LOCATION OF THE BUILDING

The study is located in the village of Palau-Solità i Plegamans, belonging to Vallés Occidental 
county, near the city of Barcelona.

Sant Cugat has around 14 711 residents. The house is situated on the outskirts of the centre 
near the Caldes brook. The neighborhood where it is located is within a residential complex of 
single-family houses.

The house is located on Pineda street. Acces to the house, both pedestrian and vehicle, is on 
this street heading North-South.

Location plan of the Casa Palau
Palau-solità i Plegamans
From the data collected from the ICC

ENVIRONMENT DATA

 Palau-solità de Plegamans is located between Caldes de Montbui, Lliçà de Munt, Lliçà de Vall, 
Montcada, Mollet del Vallés, Santa Perpetua de Mogoda, Polinya and Sentmenat. According 
to planning regulations, Valldoreix mostly belongs to 20a/10, which is a buildings management 
area for single-family isolated. It is located in a place where it has little unevenness and few irre-
gularities. This was an advantage that explains why the town experienced such a growth.
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CASA PALAU

Accroding to urban regulations, the plot where the study house is located belongs to 
zone 6c2. This is a residential area.

REGULATIONS

To carry out the study, the following regulations have been applied: 

CÓDIGO TÉCNICO DE LA EDIFICACIÓN (CTE )

This regulation has been applied to get the necessary parameters and terms to be able to define 
the house fulfiling the Spanish government regulations.

PASSIVHAUS STANDARD

The certification criterion for residential buildings according the standard has been used to 
achieve all the factors necessary to obtain the Passivhaus certificate. It will take into account 
the values that must meet in the heating and cooling demand and demand for primary energy.

CLIMATE

The town of Palau-Solità i Plegamans has an area of 15.06 km2 and is at an average height of 
140 meters above sea level.

The central pre-coastal Mediterranean climate is a temperate climate, the annual average tem-
perature is 15.8ºC; in winter the temperature tends to vary between 10 and 0ºC and in summer 
between 35 and 20 degrees. As we can see, throughout the year temperatures vary between 
0 and 35 degrees, so the design of the house must have taken temperature variability into ac-
count.

The wind in this town come from south to north, coinciding with the directions of the stream that 
is in front of the house. A stream is always accompanied by a deciduous grove that generates 
drafts in summer that extends around it.
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CASA PALAU

PB                                                           

PB                                                           

PB                                                           

PB                                                           

BUILDING DESCRIPTION

The plot where the house is located has 485 m2 and adjoin north, east and west with three plots 
of single-family homes and the south with the street. From the entrance you can see the shore 
that is only fifteen meters away.

The project began in late 2012. It is located parallel to Pineda Street observing the 5 meter away 
from the street. The house is structured in two L-shape modules. On one hand, the one with the 
most south-facing façade is intended for rooms that all occupants share in common, such as the 
living room, dining room and kitchen. On the other hand, in the other block there are bathroom 
and bedrooms. The house is surrounded by a garden with flower arrangements and trees like 
pine trees that create shade in summer due to its widest canopy. One of the façades has a per-
gola with floral creeper plants that generate shade at some periods of the year.

CHARACTERISTIC USE OF THE BUILDING

The house is completely distributed on the ground floor. The rooms are lo-
cated according to their function. The first L is located to have its largest 
façade facing South, where we find the living room and dining room, althou-
gh both have a façade facing South and North. In this module there is also 
the kitchen with an opening to the west. Arquitir thought about the possibility 
of cross ventilation although due to the Passivhaus design, natural ventila-
tion is in the background since everything is automated with heat recovery 
system.

The second part of the house is located to the east and contains a master 
bedroom and a single bedroom with openings to the south and west. It also 
has a bathroom and a washbasin with small openings on the east façade. 
The laundry and pantry is located next to the washbasin with access to the 
back garden of the house.

It also has a small porch that protects the car and a small module for stora-
ge.

DESCRIPTION OF THE GEOMETRY OF THE BUILDING AND ITS RELATION TO 
THE   ENVIRONMENT

The geometry of the building is defined by the rooms needed 
in the project and the sun orientation. The house fulfils all the 
parameters of habitability functionality, town planning regula-
tions and Passivhaus criterion in the Mediterranean climate.

The house follows the same axes marked by the rectangular 
geometry of the plot being incorporated in the center of it. Ar- 
quitir followed these axes and located the house in L-shape 
to Southwest and South side giving a view of green space in 
front of the main façade. The L-shape geometry generates 
three open spaces around the house.
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CASA PALAU

SURFACES PROJECT

The following table shows the surfaces following the regulations of article 56 where they explain 
the minimum PROGRAMS for the correct purpose of the house. The habitability decree has also 
been taken into account.

CONSTRUCTION SYSTEM

FOUNDATION SYSTEM

The most optimal foundation system was defined for the geotechnical study. The foundation slab 
is a type of shallow foundation that has been used for this project. It is a platform that transmits 
loads from the house to the ground, distributing the efforts evenly.

ACCESSES

Access to housing for both cars and pedestrian occurs through Pineda Street. Both the fencing 
and the entrance gates follow a wooden structure accompanied by slats in the same style as 
the house.
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CASA PALAU

The dwelling has a wooden structural system with pine pi- 
llars and beams. The façade is ventilated and has the fo- 
llowing layers starting with the inside to the outside: it has 
a double plate PPF, it is a plate of laminated plaster that 
has characteristics such as thermal insulation, acoustic in-
sulation and high fire resistance. Followed by these layers 
we have an OSB panel, a thermal insulation layer of re-
cycled material such as regenerated cotton agglomerated 
with polyester low melting fiber with a thickness of 14.5 cm 
from the company Neopor and has a thermal conductivity 
of 0.039 w / mK. This layer of insulation is among a woo-
den structure. Continuing with the layers we find an OSB 
panel with a waterproof membrane on its outer side. The 
façade finish is wooden slats placed over other slats and 
are positioned vertically and horizontally for a more aes-
thetic purpose. The façade has a U-value: 0.116w / m2k
The carpentry comes from the Luis Ortiz company. Win-
dows are pine laminated wood and have a 1.25 W / m2K 
Uframe with double glazing. Inside there is Argon gas that 
will give it a thermal transmittance of U 1.1 W / m2K achie-
ving a 53% sun factor. In addition, to avoid thermal brid- 
ges, he has used the Thermix, which are rubber separa-
tors that improve the thermal separation of windows and 
doors. It has excellent thermal insulation. These separa-
tors are from the EThsigTher braThd, oThe of the leading 
specialists in high performance plastics.

ROOF

It is a conventional non-ventilated roof with a wooden structure. Its setting has a U-value of 
0.116w / m2K. This has been achieved thanks to the 140mm Neopor thermal insulation that has 
a thermal conductivity of 0.032w / mk.

FACADES
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CASA PALAU

It also has under a wooden 
structure, a 185mm cellu-
lose layer with a thermal 
conductivity of 0.039w / 
mk. Beneath this there is an 
OSB panel that holds it and 
is held in place by wooden 
joists. These are seen in the 
living room, kitchen, dining 
room. The tile finish is fired 
ceramic.

COMPARTMENTALISATION SYSTEM

The non-structural internal divisions have been made using a wooden room separator and plas-
terboard. Natural and synthetic parquet have been used for the bathroom finish.

THERMAL INSULATION

Following the standard, a passivhaus dwelling must have 
good thermal insulation against cold and heat. In order 
to ensure interior comfort, it must have a high thermal re- 
sistance. The isolation has to be a layer that wraps all the 
house up, both in the vertical elements and horizontal ele- 
ments. Insulation is one of the basic principles, that is why 
this house is thicker than conventional houses. A good 
house insulation will prevent temperature losses.

HIGH-PERFORMANCE WIDNOWS AND DOORS

The gaps are the weakest point of the enveloping. That 
is why, it is an element that must have a study and analy-
sis prior to construction. The carpentry must have a low 
thermal transmittance and the glass must be double or 
in some cases triple glasing with an injected gas or air 
chamber.
The Elegance 88 model of the Ortal company has been
used for this project. The windows have a U-value 1.20 W 
/ m2K.
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CASA PALAU

M. Wassouf. Prueba Blower Door
Palau-Solità de Plegamans. 2013
Imagen tomada del proyecto documentada por Eva Jordan y Micheel Wassouf

ABSENCE OF THERMAL BRIDGES

Power transmission occurs everywhere, including corners and joints. It is in these places that 
undesired gains or losses occur and surface temperatures tend to be different in these areas. 
To ensure this does not occur, the thermal insulation of the entire enveloping must be prevented 
and take care of the joints among the constructive elements. The dwelling guarantees good 
thermal comfort that generates the wellbeing and health of its inhabitants.

AIR-TIGHTNESS

In a conventional house, draught that is produced through windows, gaps or even cracks is very 
common. In addition to this, it produces condensations; in a passivhaus dwelling, this cannot ha-
ppen, that is why the joints are taken care of to the maximum. In order to obtain the Passivhaus 
certificate, you must be able to pass the pressure test (Blower Door).
This test consists of creating a pressure difference between the exterior and the interior through 
a fan placed on the front door. This test must be rated less than 0.6 air changes per hour on a 50 
Pa pressure differential. The inner envelope layer is an OSB panel on the floor, walls and ceiling. 
The panels are sealed with special tapes to ensure tightness. The sealing must be in the mee-
tings between slab, facades and roof.
The Blower Door test gave n50 = 0,24 1 / h as a result

MECHANICAL VENTILATION WITH HEAT RECOVERY

In order to classed as a Passivhaus building, one of the requirements is to have mechanic ven-
tilation. Controlled mechanical ventilation is a device integrated into the home that works with a 
central ventilation that forces the extraction of air to renew it and thus, guarantee the quality of 
the indoor air. Dual-flow ventilation draws stale air from the room and renews it with fresh air. The 
new air is propelled at a temperature close to the indoor temperature of the room. This allows 
energy savings. This whole system happens with a heat recovery system that renews the air, 
weatherize and con- sequently, generates energy savings.

Dual-flow VMCs have been used in this project. In winter, the new air recovers the calories from 
the stale air we extract from the home, helping to maintain the temperature in the home.
In summer, the new air that penetrates the house is cooled thanks to the stale air that we extract 
from the house, avoiding overheating of the house.
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Heat recovery diagram
Picture taken from the website Siber: https://www.siberzone.es/

CASA PALAU

CERTIFICATE

Casa Palau has been published in several platforms and passive architecture magazines. It was 
the first passive house in the Mediterranean climate.
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Arquitir. Indoor view of the bedroom
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

The photographs provided by Bunyesc Arquitectes show the different areas of the house and 
the different phases of construction. In the photographs, we can see the different layers of a 
façade and the structural elements of the house.

Arquitir. Kitchen view
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

PHOTOGRAPHIC REPORT

CASA PALAU
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Arquitir. Main facade of Casa Palau
Palau-solità i Plegamans. 2013
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Inside of Casa Palau
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Hose entrance. Casa Palau
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/
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Arquitir. House perspective
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. South elevation
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Back view
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/
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Arquitir. Under construction
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Envelope of the house
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Placement of facades
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/
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Arquitir. Under construction.
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Insulation layer
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Envelope under construction
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/
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Arquitir. Roof under construction
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Blower door test
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/

Arquitir. Blower door test
Palau-solità i Plegamans. 2014
Picture taken from the main page of Arquitir: http://www.arquitir.com/
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ENERGY CERTIFICATE 

CASA PALAU
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CADASTRAL INFORMATION

CASA PALAU
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GRAPHIC DOCUMENTION SUMMARY

CASA PALAU
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ANALYSIS CASA 1101

HOUSE DESIGNED BY H ARQUITECTES

SETTING/ LOCATION OF THE BUILDING

The study house is located in Sant Cugat, near Barcelona, situated in the county of Vallés Oc-
cidental.

Sant Cugat has around 91,000 residents. It is a town divided into five neighbourhoods, Sant Cu-
gat center, Mirasol, Valldoreix, La Floresta and Las Planas. The house is located in Valldoreix, a 
neighbourhood where single-family houses dominate since it is a residential development.

More specifically, between Irun and Havana streets. Acces to the house is possible both pedes-
trian and by vehicle, and located on Irun Street, Northeast-Southeast direction.

Location plan of the Casa 1101
Sant Cugat del Vallés
From the data collected from the ICC
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ENVIRONMENT DATA

Valldoreix is linked to Mira-Sol and La Floresta. The population emerged in 1916-1918 with the 
aim of being a garden city and residential development. According to town planning regulation, 
Valldoreix mostly belongs to 20a/10, which is a management area for single-family isolated 
buildings. t is located in a place where it has little

Mapa urbánistico Valldoreix
Sant Cugat del Vallés
From the data collected from  http://ptop.gencat.net/

According to town planning regulations, the plot where the house is located belongs to 
zone VII (20a/10). This area corresponds to single-family homes. The terms for building 
this house must comply.
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REGULATIONS

To carry out the study, the following regulations have been applied: 

CÓDIGO TÉCNICO DE LA EDIFICACIÓN (CTE )

This regulation has been used to obtain the necessary parameters and terms to be able to 
define the house and subsequently calculate the energy demand. Part of this study will involve 
finding improvement points to obtain a better qualification in the energy certificate.

The regulation will also take into account the values that must comply in demand for heating, 
cooling and demand for primary energy.

CASA 1101

CLIMATE

The town of Sant Cugat has an area of 48.2 km2 and is at an average elevation of 124 meters 
above sea level. It is located between two mountain ranges, the Collserola range and the Galli- 
ners range. The population is adjacent to Barcelona, Molins de Rey, El Papiol, Rubí, Sant Quirze 
del Vallés and Cerdanyola.

As mentioned in the analysis section, the climate which belongs to is the central pre-coas- tal 
Mediterranean. It is a temperate climate where the average temperature is 24ºC; in summer tem-
peratures are high and in winter tend to have mild temperatures but ocasionally some snowfalls.

Looking into the annual temperatures in more detail, we notice that in the hottest months, such 
as summer, the maximum temperatures are around 35ºC; in winter the coldest months, January 
and February, the minimum temperatures vary between 0ºC and 3ºC. Therefore the surrounding 
design of the house must be able to withstand these temperatures, taking into account that in-
doors it must always be kept steady in both winter and summer.

In the project, the climate obtained great importance when it was designed since in order to 
obtain good energy efficiency, sun radiation must be looked into, the hours of sunshine both in 
winter and summer, and if there is the possibility of obtaining energy through sun.

Throughout the calendar year we will get the same number of sunny days according to me- teo-
blue, a website where we can check the weather in each town. There are a large number of days 
in the month where we will find the sky partly cloudy. This will be useful in order to obtain more 
empirical evidence according to the relation with sun radiation.

The sunshine hours in Sant Cugat del Vallés on December 21 will be from 8 to 17, 8 hours of sun 
(later we will see that the sun radiation that affects the interior of the house is fewer hours). On 
June 21 the hours of the sun will be from 6 to 21 (later we will see that the total of these hours 
will affect the interior of the house in three out of four façades).

The wind in this town occurs mostly from south to north, this can be used as an opportunity to 
design the project in such a way that the wind currents act in favour of the project in ventilation.
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BUILDING DESCRIPTION

The study building was projected in 2012 and the construction was completed in 2013. The 
house is positioned parallel to Irun Street, respecting the 5-meter distance from the street. It is 
divided into three modules joined by porches with folding windows, it works as a transition ele-
ment be- tween the interior and the exterior of the house. The house is surrounded by a garden 
with swim- ming pool located in the western part of the plot and a vegetable patch located in the 
same place. The garden has some deciduous trees that will create shade in summer in some 
areas of the house. All the modules except for the central module are made up of ground floor 
and first floor and are organised for bedrooms. The central module is the common area, where 
the kitchen and dining room are located. In the connection elements (porches), we can find the 
living room and the entrance to the house.

The dwelling is located on a 928 m2 plot. The plot borders Irun and Havana streets, on the nor-
th side adjoins another single-family home and on the south side adjoins a fence with another 
building. Between both houses that adjoin the main house there is a garden that separates them 
both.
CHARACTERISTIC USE OF THE BUILDING

The ground floor and first floor have a use of dwellings as the main idea

This isa diagram of the plants (PB and P1) we can understand the distribution that H arquitectes 
wanted to give, dividing the house into three misaligned boxes. In the first box, it is intented as 
the main bedroom. On the ground floor we find the main bedroom with a window to the west 
so it will receive natural lighting at dusk, more specifically the summer dusk. A dressing room 
is located in the center of the box and connects the bedroom with bathroom. The bathroom will 
receive natural northern light. The access staircase to the top floor is located along the entire 
north façade. On the top floor, we find the study of the couple. It is naturally lit by all the façades. 
Also on the east façade there is a small terrace.

In the central box, there is only one floor where we can find the areas that all the resident share in 
common, on the south façade, we have a room for the kitchen and dining room. The north façade 
is divided into two rooms, the laundry and the engine room.

PB                                                                   P1

PB                                                                   P1

PB                                                                   P1
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The third box is intended for the family’s children. The box is made up of two storeys, the ground 
floor is divided into three rooms. On the south façade there is a game room and tables for stud-
ying, by far, the most versatile area of the house. On the north façade, we find a large room that 
is intented for equipment. On this floor, there is also a bathroom and stairs that connect the 
ground floor with the first floor. The first floor has four rooms. The staircase divides the floor into 
two parts. On the south façade, there are three bedrooms and on the north side a bathroom and 
a small machine room. Finally, on the west façade there is a small terrace.

The house complies with all the parameters relating to habitability and functionality as well as 
town planning ordinances. The house has been adapted to the shape of the plot, it has a trape-
zodial shape and is part of the corner of a triangular block. The architects make the most of the 
entire land.

The relation between the house and the garden is very close since there are elements of the 
house that help to have this connection to nature.

At the attachment points of the three cubes, two environments are generated that are able to 
transform according to the climate outside. These spaces have folding windows as vertical ele-
ments, so they can open completely and take part of the garden, functioning as a porch. Also, 
when the weather is cold, the windows are completely closed, thus causes the union of the three 
modules, turning it into a single building.

ACCESSES

Access to the house is through the rear façade with a northwest orientation that façades Irun 
Street. The house has two of the four boundaries that have contact with two streets. Access for 
vehicles is via Irun Street. There is a space inside the plot that can be used to park the car.

PB                                                                   P1

DESCRIPTION OF THE GEOME-
TRY OF THE BUILDING AND ITS 
RELATION TO THE   ENVIRON-
MENT

The geometry of the building as we have 
beenn able to see in the diagrams are 
subes almost aligned to Irun street. One 
of the strenghts that were taken into ac-
count when they thought about the pla-
cement of the house was the solar orien-
tation. 



78

CASA 1101

PROJECT SURFACES

The surface tables of the house are summarised hereunder following the regulations of article 
56 where they explain the minimum programs for the correct functionality of the house. The ha-
bitability decree has also been taken into account.

CONSTRUCTION SYSTEM

FOUNDATION SYSTEM

The foundation system is made up of continuous footings designed to support the load-bearing 
walls. In the central part of the construction, we find that at the junctions of the continuous foo-
tings there are foundation pits for reinforcement purposes.

FACADES

The structural system of the building is made up of load-bearing walls. These walls are on the 
perimeter of each module. The façades are part of the structural system consisting of coats 
set of brick “Gero”, isolation and brick “Gero”. This kind of brick is seen and made in Castilian 
format with the measures 240 x 120 x 90 mm, damp-proof insulation of the GUTEX brand, 
Multithern model. This company has received positive reviews from ÖKO-TEST, a consumer 
magazine for organic products.

All the façades have the brick “Gero” with an isodome rig, thus generating a traditional and 
uniform aesthetic.

SOLERA FOUNDATION PITS



79

CASA 1101

The entire perimeter of the house is protected with 8 cm thermal insulation, thereby avoiding 
thermal bridges.
The carpentry is from the ROI brand, a company specialized in carpentry in solid chestnut 
wood. The double glass with air cell and low emission, with a thermal transmittance of 1.4 W/ 
m2·K. The air permeability is class 4, the water tightness is E750 and the resistance of the wind 
load is class.

FORGED

Regarding the horizontal structure, the 22+5 uni-
directional forged is used throughout the project 
accompanied by semi-resistant joists with a 60 
cm inter-axis covered with a concrete vault.
In the construction section we can see part of 
the forged. Above the unidirectional forged there 
are the radiant floor of the Schütz Ibérica brand 
throughout the house, with the exception of the 
machine room. This company works with a panel 
system of plugs that adapts to any space, suita-
ble for all covering mortars and offers comfort, 
quality, flexibility. This heating system will work 
thanks to geothermal energy. As a finish touch, 
there is a layer of smooth concrete with quartz 
powder.

FORGED ONE WAY
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COMPARTMENTALISATION SYSTEMS

The indoor compartmentalisation of the house is made of ceramic brick partitions painted on 
some occasions.
These partitions divide and form the different rooms of the house. Through these partitions, the 
facilities are integrated.

ROOFS

There are two types of roofs, on the porches that are the transition elements, the roofs are pas-
sable. In the other buildings the roof is non-passable, not ventilated. This roof is formed from 
interior to exterior by the unidirectional slab, on this is placed the formation layer of aerated 
concrete slope by a 144 g / m2 polystyrene separating sheet, followed by a waterproof sheet, 
a waterproofing membrane made LBM modified bitumen with a density of 3,8 Kg / m2 and a 
self-protected waterproof sheet. Over these layers, a separating sheet is placed, a 10cm thick 
layer of extruded polystyrene insulation, a separating layer and a layer of river stones with dia-
meters between 16 and 32 mm, have a minimum thickness of 10 cm.

BUILDING ROOF DETAIL PORCH ROOF DETAIL

The roof of the connection spaces between the different modules is a plain passable roof and 
is made up of the unidirectional floor, a separating layer, a polystyrene insulation layer, on top 
of which is a waterproofing membrane and a separating layer under a platform of posts made 
of heat-treated.



81

CASA 1101



82

CASA 1101

AIR CONDITIONING SYSTEM

The whole house has the same air conditioning system. It is a heating system by means of 
underfloor heating throughout the ground, which is fed by geothermal energy. The machinery 
is located in the engine room located behind the laundry. It uses a NIBE brand F-1145-15 geo-
thermal pump with a performance coefficient of 4,25.
It does not have an air conditioning system since it does not need because the design of the 
house
and the energy study is analysed to avoid unnecessary energy consumption.

VENTILATION

This project works with natural ventilation, there are some small intake and exhaust openings in 
the rooms to guarantee the ventilation. In the transition spaces, cross ventilation is generated, 
which in summer can be optimal for the house as a whole.

WINTER AIR CONDITIONING

SUMMER AIR CONDITIONING
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NATURAL LIGHTING/SHADOW STUDY

The study of shadows aims to analyze the incidence of solar radiation on the building envelope 
(opaque part and bones) from the creation of shadows. To carry out this study, we start from a 
three-dimensional model of the building. This design uses the generation of shadows to be able 
to see the solar radiation for hours.

Through this study, it has been possible to observe how the house’s own design and orientation 
prevents solar radiation from affecting during peak hours.

In the shadow study scheme, we can conclude that in winter the radiation influence the closed 
porches many hours a day creating the greenhouse effect at these points. In summer, these 
porches have an eaves that protects against solar radiation.

SOLAR RADIATION IN SUMMER

SOLAR RADIATION IN WINTER
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The photographs provided by Bunyesc Arquitectes show the different areas of the house and 
the different phases of construction. In the photographs we can see the different layers of a fa-
cade and the structural elements of the house.

Adrià Goula. West facade
Sant Cugat del Vallés. 2013
Picture taken from the main page H arquitectes:http://www.harquitectes.com/

Adrià Goula. South facade illuminated
Sant Cugat del Vallés. 2013
Picture taken from the main page H arquitectes: http://www.harquitectes.com/

PHOTOGRAPHIC REPORT

CASA 1101
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Adrià Goula. Main facade of the Casa 1101
Sant Cugat del Vallés. 2013
Picture taken from the main page H arquitectes: http://www.harquitectes.com/

Adrià Goula. Indoor the porche of the Casa 1101
Sant Cugat del Vallés. 2013
Picture taken from the main page H arquitectes: http://www.harquitectes.com/

Adrià Goula. View of the Casa 1101 from the garden
Sant Cugat del Vallés. 2013
Picture taken from the main page H arquitectes: http://www.harquitectes.com/
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Adrià Goula. Indoor of the studio
Sant Cugat del Vallés. 2013
Picture taken from the main page H arquitectes: http://www.harquitectes.com/

Adrià Goula. Kitchen view
Sant Cugat del Vallés. 2013
Picture taken from the main page H arquitectes: http://www.harquitectes.com/

Adrià Goula. Kitchen view
Sant Cugat del Vallés. 2013
Picture taken from the main page H arquitectes: http://www.harquitectes.com/
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Under construction
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://www.http://hicarquitectura.com/

Detail of the facade
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://www.hicarquitectura.com/

Detail of the carpentry
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://wwwhicarquitectura.com/
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Connection elements under construction
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://www.http://hicarquitectura.com/

Inside forged finish
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://www.hicarquitectura.com/

Underfloor heating under construction
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://wwwhicarquitectura.com/
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Shaft construction detail
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://www.http://hicarquitectura.com/

Inside view from outside
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://www.hicarquitectura.com/

Bond
Sant Cugat del Vallés. 2013
Picture taken from the main page HIC>: http://wwwhicarquitectura.com/
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PROGRAMS 

AUTOCAD

This is a program used in conducting a study, using this 2D drawing tool the house blue- prints 
and construction details have been made. The reason why this program has been chosen for 
drawing is for its wide use in the world of design and computer drawing. AutoCad is a program 
that in the architecture degree is used as the main working tool. That is why due to its closeness 
to this program, I have used it for the drawing.

SKETCHUP

Through the modeling and drawing tool Sketchup, 3D models of the building have been fulfilled, 
as well as the study of shadows.
Its easy accessibility coupled with easy control along with a wide variety of complementary tools 
have been the main reasons for our choice.
In Sketchup we have not only been able to make a study of shadows, but also an improvement 
plan that sun protection.

CE3X

This program is Cerma version v 4.2.5. It is a recognized program for the certification of energy 
efficiency by which the basic procedure for the energy certification of new buildings is approved. 
The energy efficiency rating on newly constructed residential buildings can be obtained by offe-
ring a detailed study to improve the rating obtained.

PROGRAMS USED 

CASA 1101
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PROGRAMS 

CE3X

Through this program it has been possible to analyze and study Casa 1101 and it has been 
possible to project a possible improvement for a better energy rating.

GENERAL DATA

HEATING AND ACS

ADMINISTRATIVE DATA
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