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The advent of the internet, marked by pivotal developments such as the launch
of Arpanet and the standardization of HTTP, has irrevocably changed the fabric of
modern society. Centralized platforms like Microsoft, Google, Apple, and Amazon
have dominated this digital landscape, offering many services ranging from cloud
computing to online storage. However, the centralized nature of these services has
raised significant concerns regarding user privacy, data integrity, and the potential
for censorship. In response to these issues, the open-source community has explored
peer-to-peer alternatives, notably in the realm of distributed file systems, ledgers,
and blockchain technology. Blockchains, popularized by the emergence of Bitcoin,
promote a democratized service model that challenges the centralized status quo.
Yet, they are not without their own challenges, including decentralization, security,
privacy, and performance.

This thesis delves into the nuances of blockchain technology, focusing on Ethereum’s
transition from Proof of Work (PoW) to Proof of Stake (PoS) and its implications
on network hardware requirements, topology, and overall performance. The de-
velopment of Ethereum serves as a small-scale reflection of the broader ambitions
and challenges in transitioning to Decentralized Finance (DeFi) platforms. Despite
significant theoretical advancements in consensus mechanisms and scalability solu-
tions, real-world implementations and experimental validations remain sparse. This
work aims to bridge this gap by comprehensively analysing Ethereum’s PoS tran-
sition by examining the interlaced relationships between software logic, hardware
configurations, and network dynamics. Through novel measurement models and
tools, this thesis contributes to a deeper understanding of how Ethereum’s architec-
tural changes impact its ecosystem and its participants” behaviours.

Lastly, the research presented in this thesis illustrates the technical and opera-
tional challenges facing Ethereum and similar blockchain platforms and proposes
a series of contributions that advance the field. This work empirically analyses the
future enhancements in blockchain technology by exploring the implications of the
network and its topology, to the viability of decentralized validation processes, and
the potential for scaling solutions like Data Availability Sampling. The open-source
tools and methodologies developed within the thesis scope represent the commit-
ment to transparency and collaboration, which follows the spirit of the decentralized
communities it seeks to serve. Through a mix of theoretical exploration and empir-
ical research, this thesis aims to provide a deeper and more detailed understanding
of Ethereum PoS’ design choices, its capabilities and the limitations this one repre-
sents in future steps and upgrades, leading the way for more resilient, scalable, and
decentralized digital infrastructures. ...
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Chapter 1

Introduction

The internet has considerably evolved over the past six decades since the rst ap-
parition of Arpanet [200] and the standardization of the HTTP protocol with the
publication of the rst website, as shown in gure 1.1. In a centralized landscape
where business models and e-commerce platforms [159] have consolidated as a rele-
vant sector in today's economy, not everything that comes with the accessibility and
low costs of services provided by large centralized entities such as Amazon, Apple,
Google, or Microsoft, is as shiny as it looks. The mass adoption of such services, such
as cloud computing, storage, online shopping, and even human interaction, has not
only changed our day-to-day lives making it easier. But it has also negatively af-
fected our freedom to many degrees. These companies collect enormous amounts of
information from all these user interactions, jeopardizing the identity and privacy
integrity of the users [54]. Reaching, as some past experiences have shown [81], to
alter or manipulate our behaviours or interactions with our equals. Moreover, the
centralization degree that our society is reaching, where more and more citizens rely
on these entities for daily or business tasks, can be turned around and positioned
against these same users if access to these services is revoked. Let's remember that
these private companies legally have the right to stop providing service to any user
not following the so popular Terms of ServiceThis, ultimately, could lead to some
censorship or ban of any user or content from their platforms.

Under the premise of democratizing such relevant services that these centralized
entities offer, the open-sourced community has put a lot of effort over the last two
decades into proposing and improving a range of peer-to-peer alternatives. Many
use cases and examples exist for these distributed or decentralized applications.
The rst and most popular are distributed storage networks, where users without

FIGURE 1.1: Most remarkable hits in the history of the Internet.
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any central organization share and download content les using direct connections.
In the scope of this thesis, we will dig into the recently popularized different ap-
proaches, distributed ledgers or blockchains.

Blockchains, heavily popularized by Satoshi Nakamoto and the rst implemen-
tation of Bitcoin [131], have precisely tried to achieve that democratization of ser-
vices. After the big economic crash of 2008, Bitcoin was presented as a permission-
less and decentralized alternative that could prevent, to some degree, the lack of
judgment that central banks offered. As community-driven platforms, blockchains
generally require a high degree of decision acceptance (we could see a 51% accep-
tance for Bitcoin or a 67% for Ethereum) to apply any measures or changes in the
protocol.

However, as with most of the peer-to-peer networks, blockchains also have big
drawbacks: distributing these services across multiple users who now become ser-
vice providers isn't an easy task. In fact, there are signi cant compromises that gen-
erally need to be made.

The rst one is related to the decentralization of the services. Building a decen-
tralized and distributed alternative nance platform undoubtedly attracts investors.
This undoubtedly helps translate the wealth distribution of the canonical economy
to the alternative one. Despite early adopter individuals, it is a matter of time before
large investors arrive or will arrive in the ecosystem, becoming a signi cant share of
the service providers. This isn't strictly bad, as the network and platform are com-
mon and shared across multiple large actors. However, it could certainly become a
problem if the targeted decentralization is not accomplished.

The second relates to thesecurity and privacy aspects of participating in public
blockchains. Despite the identity of users being “hidden" under public keys, this
“pseudo-anonymity" is, to some point, exposed as these transactions can expose the
IP from which it was sent. Furthermore, the transparency and immutability pro-
moted by these ledgers might expose data from non-careful users. On the security
aspect, the democratic factor of these networks can potentially turn around and go
against the network itself if an entity or a malicious user reaches control over the
majority of the network. Furthermore, the human factor in the automation of critical
code and the lack of existing regulations that these networks currently have led to
possible code vulnerabilities or the exposition of users to social engineering attacks.

The third most common one is related to the performance of these networks.
They are generally known for their scalability issues while maintaining security and
decentralization. This known trilemma often limits the throughput these networks
can offer the end users as they try to prioritize the other two factors. Since the net-
work's security highly relies on the redundancy factor of the network, i.e., all the
validators need to compute and validate individual events, and all of them keep a
local copy of the chain, these platforms are highly inef cient. Especially on the rst
iterations, such as Bitcoin and its Proof of Work consensus mechanism, well known
for its heavy energy hungry network and its sustainability issues.

1.1 Motivation

The apparition of the internet and the mass adoption of this one has become one of
the most relevant changes in human history [108, 72]. Humans have always had a
collaborative nature [86, 24, 191], since the early beginnings of our existence, we've
united efforts to ensure not only the survival of the kind but to improve our living
conditions [192]. This cooperation, over centuries, has led us to the current modern
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FIGURE 1.2: Evolution of users of the internet over time.

era, where, with the help of the internet, not only knowledge but freedom of speech
and multiple tools have been granted to the biggest part of the world population [42,
161].

This signi cant technological advance, together with the mass adoption of it
through the world population shown in gure 1.2, led to globalization and the
compilation of a whole new modern era for communication between humans, the
world's economy, and the fastest growth in technological advances in our history.
Blockchains have come to stay in such a preexisting atmosphere, promoting an open-
sourced and decentralized alternative to the current economic system, which pre-
cisely relies on the collaborative nature of humans.

Although blockchain faces all the previously introduced three main challenges,
there have been massive research improvements over these last 12 to 15 years. Most
of those improvements were made with the expected nal goal of making blockchain
a real competitor to the canonical nancial system. Among these improvements,
we could highlight the heavy theoretical research on the consensus mechanisms,
which haven't only made it possible to separate from the heavy carbon footprint of
PoW. Some chains, including Ethereum, have signi cantly contributed to achieving
more sophisticated while optimising consensus algorithms over distributed valida-
tors without compromising the public ledger's decentralisation and security.

Despite having multiple viable solutions, at least on paper, there aren't many real
implementations that have gone beyond the theory and the simulations. Ethereum
stands as a leading platform and community in that regard, not only proposing a
novel Proof of Stake (PoS) theoretical approach but also consolidating the idea with
many major tweaks to make a whole PoW to PoS transition viable. This transition
didn't only imply a vast reduction in the overall energy consumption of the network
by 99%, but it expanded the horizons of scalability solutions.

Regardless of all the improvements gathered in Ethereum's extensive roadmap,
the PoW to PoS transition still means a radical change in the network that has not
yet been fully understood. Theory and simulations are hard to fully extrapolate
to real implementations, especially on hard-to-measure networks like peer-to-peer
ones. Thus, there is still a huge lack of experimental work on understanding, pro-
ling, and modelling all the changes and limitations these new blockchain solutions
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offer.

This thesis focuses on addressing those particular experimental gaps in Ethereum's
narrative. The thesis presents novel measurement models to better understand how
this transition to a more sustainable platform has impacted the network hardware
requirements of participating in the network and the impact that this one has on the
network's topology. Furthermore, it explores how the existing networking protocols
and solutions react to these more complex consensus solutions and the bottleneck
or limiting factor for the performance of validators and future proposed upgrades
towards accessible and scalable upgrades.

The thesis presents the missing steps in understanding the direct link between
these protocol upgrades and their heavy usage on the underlying and more modern
networking layer. We provide directives, open-source tools, and detailed analysis
of how and how much the current leading peer-to-peer networking literature and
state-of-the-art impacts relevant aspects of upper applications such as centralization
of nodes and pro tability of validators.

1.2 Challenges

The research of peer-to-peer networks in the blockchain and web3 landscapes presents
a series of evolving challenges that directly impact the development, deployment,
and optimization of decentralized services. This section explores the complex chal-
lenges faced in this ever-changing eld, highlighting the importance of a nuanced
approach to the natural development of these technologies.

One of the primary challenges comes from the rapid evolution of the Web3 space
and blockchain technologies. This fast growth rate of development often surpasses
the ability of developers, users, and regulatory frameworks to keep up, leading to a
gap between technological capabilities and practical applications.

Furthermore, the emergence of various edge protocols, applications, and plat-
forms supporting decentralization introduces complexity in choosing the optimal
solutions for speci ¢ use cases. While this diversi cation fosters innovation, it also
complicates the landscape, making it challenging for newcomers or technology adopters.

A notable concern within this ecosystem is the predominant focus on the devel-
opment of new protocols or the upgrading of existing ones, generally relying on
simulations rather than real-world applications. This trend overshadows the criti-
cal need to monitor the performance and identify bottlenecks of current protocols,
thereby impeding their organic evolution. The absence of experimental measure-
ments on actual implementations poses a signi cant obstacle. In many instances,
the lack of established methodologies and open-source tools for this purpose exac-
erbates the challenge, making it dif cult to assess and enhance the protocols' perfor-
mance genuinely.

Another intricate issue is the dif culty of bridging the gap between the network-
ing layer of peer-to-peer (P2P) applications and the applications' performance. This
complexity arises from the decentralized nature of these applications, where per-
formance metrics and optimization strategies are not as straightforward as in tradi-
tional centralized systems.

Lastly, the absence of a validated or homogeneous methodology for evaluating
and improving the decentralized web compounds these challenges. Without a stan-
dard approach, efforts to optimize and evolve the decentralized web can be dis-
jointed and less effective.
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In conclusion, addressing these challenges necessitates a concerted effort from
the community to prioritize the evaluation and optimization of existing technologies
alongside the exploration of new ones. Establishing standardized methodologies
for performance assessment and fostering an environment that encourages the open
sharing of tools and data can signi cantly contribute to the organic evolution of the
Web3 and blockchain ecosystems.

1.3 Objectives

The constant evolution of Ethereum's platform is a complex community endeavour
to generate a leading decentralized nance (DeFi) platform that offers robust tech-
nology, a secure and decentralized governance model, and a rich ecosystem of appli-
cations. The fast and constantly evolving platform proposes and aggregates many
new changes and upgrades on its journey, making it hard to correlate network and
protocol behaviours with the causes that so many upgrades could have originated.
The objectives are two-fold. On the one hand, the objective is to study the software
logic, hardware, and network topology updates that the PoW to PoS transition orig-
inated; on the other hand, it is to correlate how these three aspects interact with each
other, and understand how these interactions interfere and limit in some cases the
performance and future upgrades of the protocol. Below, we discuss the objectives
in detail.

The rst objective of the thesis is to provide a profound overview of the changes
that the PoS upgrade of the platform has meant at three primary levels. The transi-
tion promised a vast reduction in the hardware requirements, banishing block min-
ing, which considerably reduces the carbon footprint of the platform and allows the
participation of a more extensive set of users in the network. Thus, the objective is
to measure the actual requirement changes, the impact on the network'’s topology,
and the new proposed incentive system. We aim to provide novel and previously
nonexistent methodologies and tools that can provide this information in real-time,
which could indicate the health of local nodes and the overall network.

The second objective is to empirically identify how these apparently distinct lay-
ers depend on and interact with each other. Characterizing network and hardware
interdependencies, network and performance direct links, or hardware with perfor-
mance correlations could be crucial to spot or monitor the protocols' current limita-
tions or their implementations. Furthermore, a deep understanding of these inter-
connected layers and their effects on the network and its participants can help us
predict or reduce important implications such as hidden centralization incentives or
possible attack vectors. The third objective is to explore how the current PoS spec-
i cations and the peer-to-peer state-of-the-art literature might somehow limit the
platform's resilience and scalability. As data sharding was targeted as the scalability-
enabler solution in Ethereum's roadmap, the objective is to explore how it could be
successfully implemented using existing, mature enough, and battle-tested tools and
protocols. Through validated simulations, we explore how well a Data Availability
Sampling (DAS) scheme could be implemented in Ethereum'’s PoS.

1.4 Contributions

In this section, we offer an overview of the principal contributions within this thesis.
The contributions are delineated across ve distinct and sustained chapters, each
corresponding to one or a set of papers published in peer-reviewed journals and
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conferences. Combined, these chapters deliver some novel methodologies and stud-
ies to measure each of the three main layers: software logic, hardware, and the p2p
network, as well as the challenges and solutions in the convergence of the same ones.

Chapter 2 gives a background of peer-to-peer networks and the main existing
protocols, the main components of blockchains, and a survey of Ethereum and its
transition towards a PoS-powered consensus. This chapter is essential as it presents
and digs deep into the fundamental concepts required to understand the following
thesis chapters, allowing the document to be self-explanatory. The chapter presents
some prior related work, which is extended further in the following chapters.

Chapter 3 presents the network topology and the network insights of Ethereum’s
consensus layer. The chapter introduces the rst network crawler for the network
and digs into the healthiness of the peer discovery Distributed Hash Table (DHT)
and the overall active and contacted nodes over time. It includes a discussion of the
different identi ed distributions, such as the geographical concentration of nodes or
the client diversity adoption of users in the network. In the analysis, we introduce
the network's main communication channels and the centralization vector that these
ones can imply.

Chapter 4 presents the hardware resource requirements reduction that imple-
menting PoS meant for Ethereum. We rst list and introduce the software infrastruc-
ture needed to participate in the network along with the six main available software
to participate in the chain's consensus. We then present the multiple end-users that
choose to run a node in the network and the ideal hardware target to do so. We thor-
oughly analyse the main hardware usage differences across the different software
and hardware platforms. Furthermore, we provide some observations that help cur-
rent and future users estimate the infrastructure more accurately according to their
needs.

Chapter 5 presents a deep background on the consensus speci cation and pro-
posed reward or incentive system in Ethereum after the merge of the consensus
and the execution layers. We present the direct link between the validator's du-
ties and the pro tability of the same ones, modelling a performance indicator that
compares the reward of a validator on a given epoch with the theoretically Maxi-
mum Extractable Reward (MER) it could have gotten. This performance indicator is
presented and used to compare the performance across validators or any set of val-
idators. The chapter nishes by analyzing how we used this methodology, bench-
marking the performance of some staking entities before and after the merge.

Chapter 6 is the core of this thesis and provides the link between the previously
presented chapters. The chapter rstintroduces the strict slot time organization that
Ethereum's PoS speci cation de nes. It introduces how this narrow window of ac-
tion can actually impact the performance of validators, where the difference of a
second could de ne the difference between successfully performing the validator's
duties and getting rewarded, or missing that chance and getting penalized. The
chapter presents two main studies where the time restriction could play an impor-
tant role. The rst one introduces how network latency can put a node that is not
that close to the core of the network in an unfavourable position because messages
take more time to reach. The second one measures and explores the viability of DVT
as a staking software alternative that brings deployment resilience, where the ex-
tra time of aggregating validator signatures could exceed the strictly de ned time
windows.

Chapter 7 is the last contribution chapter of the thesis, and it is the most ex-
ploratory of the previous four. The chapter presents the scaling roadmap of Ethereum,
introducing one of the major limitations of the proposed data-sharding schema,
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DAS. The chapter explores the aggregation of a Kademlia-based DHT to ful | the
existing DAS challenge through the usage of a simulator. We present the existing
limitations of these networks, validating our results and the overall simulator re-
sults with one of the most popular DHTSs, the IPFS one. The chapter describes why
these DHTs are not entirely suitable for solving the puzzle and describes the pros
and cons of the currently available solutions.

In Chapter 8, we summarize the main contributions of this thesis and delve into
the background efforts that culminated in this work. Additionally, we outline po-
tential directions for future research. All the tools developed and introduced in this
thesis are open-source and freely accessible to the research community. This ac-
cessibility represents another signi cant contribution of this thesis, promoting and
following the collaborative spirit of distributed networks, web3, and blockchains.






Chapter 2

Background

In this chapter, we present a detailed background of the evolution of peer-to-peer
networks, the impact of Ethereum in the web3 ecosystem, and the insights of some
of the core components around the topic that are relevant to understanding the re-
mainder of this thesis.

2.1 Peer-to-Peer Networks

Peer-to-peer (P2P) networks represent a decentralized paradigm in computer net-
working [67, 150], revolutionizing how digital interactions occur and information

is disseminated. Emerging from the fundamental human desire for collaboration
and sharing [102], P2P networks eliminate the need for centralized servers, allow-
ing direct communication and resource sharing among interconnected nodes. Since
the inception of P2P networks, exempli ed by early applications like Napster [28],
they have evolved into versatile infrastructures supporting various functionalities
such as le sharing, content distribution, and distributed computing. Despite their
widespread adoption, P2P networks pose unique challenges in scalability, robust-
ness, and security due to their decentralized nature [10]. Understanding the under-
lying principles and dynamics of P2P networks is crucial for unlocking their full
potential and addressing these challenges effectively.

2.1.1 Journey of Distributed Networks

The origins of peer-to-peer (P2P) networks relate to the late 1990s, with the appari-
tion of pioneering applications like Napster [18] and Gnutella [166]. Napster gained
immense popularity as one of the earliest le-sharing platforms, enabling users to
share music les directly with each other. Its centralized server maintained an in-
dex of available les, facilitating search and download operations. However, Nap-
ster's centralized architecture made it vulnerable to legal challenges, leading to its
eventual shutdown due to copyright infringement issues [28]. Following Napster's
demise, decentralized P2P networks emerged as a response to the limitations and
vulnerabilities of centralized systems [102]. Gnutella became the rst decentralized
network that enabled peer-to-peer le sharing without reliance on central servers.
It's architecture allowed users to connect directly with each other, forming a dis-
tributed network where search queries and le transfers occurred peer-to-peer [122].
As P2P technology continued to evolve, new generations of decentralized net-
works emerged, each addressing speci ¢ challenges and adapting to diverse use
cases. One notable example is BitTorrent [151], which introduced a protocol for dis-
tributed le sharing. It relied on a swarm-based approach, where users collaborated
to share les by downloading and uploading fragments of data simultaneously [209,
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107]. This decentralized approach not only improved ef ciency and scalability but
also mitigated the reliance on individual servers for le distribution.

In parallel with advancements in P2P le sharing, the concept of decentralized
computing gained traction, leading to the development of blockchain technology.
Bitcoin [21, 131] pioneered the use of blockchain as a distributed ledger to record
transactions securely and transparently. Blockchain's decentralized architecture, cou-
pled with cryptographic principles, ensured trust and integrity in peer-to-peer trans-
actions. This compiled a solid basis to support decentralized applications beyond
cryptocurrencies.

Today, P2P networks continue to evolve and diversify, with emerging technology
upgrades, the standardisation of protocols and libraries such as Libp2p, the appari-
tion of decentralized content addressing platforms as the InterPlanetary File System
(IPES) [17], and blockchain platforms that enable smart contracts and decentralized
applications (DApps) [27] like Ethereum [208]. These innovations underscore the
enduring signi cance of peer-to-peer networking principles in reshaping digital in-
teractions, information exchange, and collaborative computing in the modern era.

2.1.2 De nition and Characteristics of P2P Networks

P2P networks have several fundamental characteristics that differentiate them from
traditional client-server architectures. Firstly, these distributed networks promote a
decentralized architecture, where each peer has equal status and autonomy, enabling
direct communication and resource sharing between peers without intermediaries.
This decentralized nature fosters self-organization within the network, empowering
peers to manage and maintain the system's operation and integrity collectively [160].

Distributed networks heavily rely on peer and content discovery, as well as on
routing mechanisms, which play a vital role in optimizing resource allocation and
enhancing network ef ciency. Furthermore, these networks have promoted the ap-
parition of algorithms for locating resources, maintaining overlay structures, and
optimizing message routing, which are essential for minimizing latency and maxi-
mizing throughput in P2P networks [103, 66].

Due to their constantly evolving nature, peer-to-peer networks are resilient and
fault-tolerance systems [203], which dynamically adapt to sudden node failures or
departures [184]. To achieve such an operation level, they support strategies such as
data replication, redundancy, and distributed storage mechanisms, which ultimately
maintain data integrity and accessibility even in the presence of adverse conditions
or malicious activities.

In summary, P2P networks embody a decentralized and collaborative approach
to information exchange and resource sharing, characterized by self-organization,
reliability, security, content discovery, incentive mechanisms, and legal considera-
tions. Understanding these fundamental characteristics is essential for designing
and managing P2P systems effectively in various application domains.

2.1.3 Challenges to Overcome

Although P2P networks have many bene ts and advantages, as previously intro-
duced, not everything is that shiny. The operation of these ones must coordinate
multiple users and service providers without a central authority that has sovereign
control over the network, which undoubtedly complicates the process making it less
optimal than its direct counterpart.
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Given the distributed and open nature of the system, security and privacy are
critical concerns in P2P networks [145, 13]. Although distributed protocols heavily
rely on cryptographic techniques to ensure encrypted communications and peer au-
thentication protocols, these networks still publicly expose users to the Internet at
some point. Despite more modern networks and protocols trying to mitigate these
attack vectors, they could still be subdued to data tampering or malicious attacks
such as Sybil attacks or eclipse attacks [98, 202].

It is not new that distributed networks suffer from scalability issues, particularly
concerning accommodating many peers while maintaining performance and ef -
ciency [10]. The presented challenges include managing network topology to ensure
robustness and fault tolerance, optimizing data routing to minimize latency, and
mitigating issues related to network congestion and bandwidth limitations. Due to
the heavy usage of redundancy and replication techniques to overcome the network
dynamics [66, 174], the extra network overload of having to process and distribute
duplicated data considerably reduces the processing capabilities of unique events.

Although we won't dig deeper into this topic over the thesis, peer-to-peer net-
works also face legal and regulatory challenges [106], particularly concerning copy-
right infringement, intellectual property rights, and data protection. Network oper-
ators must navigate legal frameworks and comply with regulations governing con-
tent distribution, privacy, and liability to ensure lawful operation and mitigate legal
risks. This heavily impacts the network capabilities

There has been incredible work from the research community to provide mean-
ingful insights and improvements on distributed peer-to-peer networks. Especially
after the “boom" of these ones with the apparition of blockchain and cryptocurren-
cies, we've presented the sudden spike in measurements and protocol optimizations
over the existing literature. Although, from our understanding of these platforms,
they combine the evolution of p2p networks and the blockchain and consensus ad-
vances, most of the existing literature independently addresses the limitations of
both topics. In fact, there aren't many relevant works trying to match the state, the
healthiness and performance of the network with the healthiness and operation of
the application layer.

2.2 Blockchain

Over the past two decades, distributed applications have surged in popularity as an
alternative approach to providing decentralized web services [100], countering the
trend of mass centralization across internet services. In an era marked by ubiquitous
and low-cost internet access, distributed systems empower users to engage actively
as both consumers and providers of services. This proliferation of service hosts fos-
ters a resilient infrastructure less reliant on any single point of control compared to
purely centralized systems. By distributing the system among participant nodes, the
strength of decentralized applications hinges on the collective participation of each
peer, thereby decentralizing control away from any singular authority [67].

2.2.1 Prime on Blockchain Technology

Blockchain is a continuously growing public ledger, where using cryptographic tech-
niques, storage units or blocks are constantly concatenated to the blockchain [143].
Primarily employed in decentralized applications, this public ledger meticulously
records and monitors every network event, encapsulating them within those blocks.
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In such decentralised ecosystems, these networks rely on prede ned rules or
consensus mechanisms to determine the next block proposer [105, 14]. Block pro-
posers, typically under a certain degree of randomness, propose and append a new
block to the blockchain. However, their participation is often incentivised by the re-
wards that adhering blocks that follow the established rules generate. Regardless of
the proposer's intentions, each proposed block undergoes thorough validation and
veri cation by the entire network before being incorporated into local chains and,
consequently, the public ledger.

Active users within the network typically maintain a locally accessible copy of
the blockchain, which is crucial to validate the latest network events, especially for
those aspiring to become the next block proposer. This involves keeping up to
date with the newest blocks and network occurrences, commonly called tracking
the chain's canonical state or head of the chain, thereby ensuring synchronization
with the latest public block.

However, certain anomalies may arise during the life-cycle of a blockchain pro-
tocol, such as a sudden decrease in active validators or network inconsistencies,
leading to disagreements among participants. These discrepancies can result in a
temporary chain split, known as forks, where a secondary or side head of the chain
emerges [134, 180]. The lack of consensus on event veri cation often attracts a por-
tion of active users to these forks. Stability is restored when the network realigns,
with most participants consenting to follow a speci c¢ fork, disregarding the others.

2.2.2 Reaching Consensus

Permissionless blockchains achieve decentralization by adopting open-access poli-
cies, ensuring participants can operate without a central authority governing them [126,
145]. In the best-case scenario of a distributed network, all participants would adopt
an honest contributing behaviour. Nonetheless, in reality, the participants' anonymity
and the general economic value attached to the tokens generated in the protocols
originate from a non-trusted environment surrounding the protocol. In such a hos-
tile environment, the compiling components of the network and the protocol are
exposed to failure due to malicious actors, as these can spread imperfect or mislead-
ing information that can interfere with the correct operation of the network. The
described situation corresponds to a Byzantine Fault-Tolerance [55] situation and
showcases the need to establish rules to coordinate the block proposals and unan-
imous block validations in the network. This compilation of rules is recorded un-
der what is called a consensus mechanism [205]. The uni cation of these methods
together with the local copy of the chain that participants keep provides a homoge-
neous criterion for participants to judge or validate the occurring events, granting to
the network the capacity to achieve the following:

* Validity (Correctness): New proposed blocks, following protocols, must be ac-
cepted and stored by any honest node in the network.

» Agreement (Consistency): An honest node adopts a block header into its chain
view once con rmed by another node.

« Liveness (Termination): Transactions from honest participants are eventually
con rmed.

» Order: All nodes accept the same transactions as long as they align with their
local blockchain views.
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As a result of adopting the exact consensus mechanism at the de nition of blockchain
protocol speci cations, the network knows how to propose and validate blocks re-
garding the non-trusted original environment. lronically, the technology provides
certain trust levels in the chaof the internet, where anonymous network peers ac-
cept and follow the agreed consensus rules, contributing to the security and health
of the network.

In the case of blockchain technology, the consensus rules are applied over each
of the new proposed blocks. However, to ensure the immutability of content previ-
ously aggregated into the chain, as displayed in gure 2.1, these networks rely on
concatenating blocks linking the hash of the parent or previous block into the next
ones' content. Relieving the consensus mechanism to regulate which is the legit-
imate next block proposer and the criteria to de ne whether the block is valid or
not.

FIGURE 2.1: Block concatenation in blockchain technology.

It sounds awless on paper; however, as previously mentioned, the consensus
mechanism can not fully rely on the honesty of participants. Thus, each consensus
actor correctly following the rules is rewarded as part of the blockchain protocol
and the consensus mechanism. Generally interpreted as economic remuneration,
the received chain tokens incentivise the honest following of the rules [68]. This
token remuneration makes an honest performance more pro table than an attack on
the platform.

2.3 Ethereum

Ethereum [208, 62] has been a remarkable achievement on the road to ubiquitous
blockchain technology. It led to considerable growth in decentralized applications
and the Web3 space due to its pioneer multipurpose Ethereum Virtual Machine
(EVM) [80] and its dedicated programming language Solidity [207]. With its pro-
prietary programming language directly integrated into the platform, the platform
serves as the basis for users to create or de ne arbitrary custom rules for ownership
or to create transaction formats and state transaction functions. This way, Ethereum
was the rst decentralized platform to offer the freedom/possibility to write smart
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FIGURE 2.2: Ethereum transition from PoW to PoS.

contracts and decentralized applications. The smart contracts and decentralized ap-
plications are the Ethereum equivalence for Bitcoin transactions, with the difference
that they are the compilation of operations that can generate different functionalities.

With a consolidated peer-to-peer network and its capabilities to process Smart
Contracts it currently handles above 1 million transactions per day from 600.000
active accounts [138]. These characteristics have set the conditions for a solid com-
munity of developers and continuous advancements, as well as introducing new
technological possibilities. As the adoption of Ethereum increases, its usability is
being threatened by rising transaction volume and network clogging.

Following the highly tested consensus mechanism at the moment, initially, Ethereum
relied on Proof of Work (PoW) to reach consensus [190] among its participants. How-
ever, as the very rst blockchain ever presented to the world, Bitcoin [132], Ethereum
shared a similar set of limitations in terms of scalability and sustainability [76].

Until its recent transition to PoS introduced in the following section 2.3.1, it pro-
posed an alternative reward system for nodes in the network performing the block,
transactions, or smart contracts processing. It introduced the famous Gas term to
regulate and reward validators on the platform. Understanding Gas as the cost for
users for executing in the EVM, the cost of each running operation gets de ned by
the computational resources of the operation that the transaction and block valida-
tor have to dedicate. To display the amount of Gas that each process demands, the
platform describes Gas Priceand Gas Limitas terms to calculate and determine the
fees obtained by validators?.

« Gas Limit: The maximum number of Gas that the entire operation may con-
sume.

» Gas Price: The price that the operation requester is willing to pay per each Gas
unit wei, generally expressed in gwei (10°wei).

2.3.1 Ethereum's Transition to PoS

As long as the network proved to be resilient, powering the consensus through PoW
required massive and unnecessary power consumption. As one of the most signi -
cant upgrades in the platform's lifetime, Ethereum embraced a long journey to shift
its consensus mechanism from PoW to a more sustainable Proof of Stake (PoS) [172].
This transition re ects the hard work and dedication of the blockchain research com-
munity, which was consolidated with the deployment of Ethereum's Beacon Chain
in December 2020 [29] on itsPhase(146].

Following the initial plan of combining both, the gure 2.2 shows how the two
coexisting PoW chain and the young beacon chain fusion into a single blockchain

IThe following Gas division presents the initial reward system for processing transactions. After
London's hardfork and the application of EIP-1559 this changed; check section 5.3 for further details.
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FIGURE 2.3: Subdivision in layers of Ethereum after the merge.

with “The Merge". After this event, Ethereum’'s consensus was nally achieved
through PoS and the interaction between validators. However, the network remains
splitinto two separate layers that need each other, as gure 2.3 shows: the Execution
Layer (EL) and the Consensus Layer (CL). The rst one still tracks, validates, and ex-
ecutes the transactions that users share to the network, including the processing of
the Smart Contract§207] through the Ethereum Virtual Machine (EVM) [82]. On the
other hand, the second one, the CL, de nes, captures, and processes the interaction
between validators in their attempt to reach consensus through Gasper FFG for nal-
ization [26], LMD GHOST [129] as a fork-choice rule and RANDAO [64] as RNG to
assign the following duties. As gure 2.3, Ethereum now needs several software to
run; i) an Execution Client that operates in the Execution Layer and executes block
payloads (transactions, smart contracts, etc.), ii) a Beacon Client or Beacon Node
that operates in the Consensus Layer and decides which is the canonical chain with
the rest of the network, and iii) a Validator Client that only communicates with the
beacon client to sign the needed duties with the validator's private key.

The consensus layer of Ethereum is organized in epochs. Each epoch contains
32 time windows of 12 seconds called slotswhere a single validator elected from the
RANDAO Reveal algorithm has the chance to aggregate a new block to the beacon
chain. Since the rest of the existing active validators must reach a consensus over
each proposed block, splitting the epoch in 32 slots helps reduce the computational
load of processing the duties of 900.000+ (at the time of writing the Thesis) active
validators 2. Thus, the whole list of validators is divided into the 32 slots and then
into a maximum of 64 committees (check gure 2.4 for reference). This way, each
added block serves as the main unit of time where new historical data is added to
the beacon chain. Therefore, each block includes validators' attestations through
aggregations, which, due to the low frequency at which validators need to produce
them, are one of the primary performance and steadiness indicators for analyzing

2https://ethseer.io/
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FIGURE 2.4: Assignation of active validators into attestation commit-
tees.

and comparing the performance of a validator. This leaves us three primary duties
describing a validator's participation and pro tability in Ethereum's PoS.

Attestations Each validator in the CL is assigned to a speci ¢ slot and com-
mittee per epoch. Furthermore, it must contribute with votes that later on are col-
lectively aggregated before their inclusion in subsequent proposed blocks. This ag-
gregation process signi cantly decreases block size by ef ciently tracking validator
duties and streamlines the process for future block proposers, who only need to con-
sider the most recent aggregations from each slot. As these contributions or votes
create the immutable links between the blocks, the votes have three primary factors,
which also determine the 'quality’ of their attestation and, thus, the reward of the
validator:

» Source: This is the hash of the justi ed checkpoint when the proposed block
was proposed. In the context of the CL, checkpoints represent the Beacon State
root at the start of an epoch, encompassing the state transition outcomes from
the preceding epoch.

» Target: This refers to the hash of the epoch's initial block.
« Beacon Block Root: This is the block's hash being attested to.

Validators have 32 slots within which to produce these attestations. A second crucial
parameter in uencing the quality of an attestation is the ‘inclusion delay'. This delay
denotes the number of slots that pass before an attestation and are included in a
block after the one attested to. Optimal validator performance is achieved when a
vote is cast with all three ags correctly identi ed and included in the next block,
resulting in an inclusion delay of just one slot.

Block Proposals A designated active validator creates and submits a beacon
block in each slot. At this juncture, the validator integrates the necessary metadata
and incorporates the maximum number of aggregated attestations, subject to a cap
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of 128 per beacon block. The compensatory reward for the proposer is contingent
on both the quantity and quality of these attestations. Speci cally, for each attes-
tation ag not previously included, a portion of the generated reward is allocated
to the proposer of the block containing it. Consequently, incorporating more novel
attestations directly enhances the proposer's reward.

Similarly, the proposer bene ts from including sync committee duties, receiving
a share of the overall reward they produce. This arrangement motivates the block
proposer to include the maximum number of sync committee duties, maximizing
potential rewards.

Sync Committees Sync committees represent the consensus of a small group
of validators over the “Root" of the head Beacon State. This helps light clients vali-
date blocks without fully downloading and processing the beacon chain. Each sync
committee comprises 512 randomly selected validators who sign new block headers
every slot and rotate every 256 epochs (8192 slots). However, they typically aren't
classi ed as performance indicators due to the low frequency at which a validator
participates in a sync committee.

2.3.2 Protocol De ned Slot Time Ranges

We've already delved into the temporal segmentation of Ethereum CL's blockchain.
However, as gure 2.5 shows, the protocol still de nes smaller time subdivisions
inside each slot. These numbers are just guidelines. However, following them is
vital for an optimal network operation. The gure summarizes the tasks that need
to be performed in the following order:

1. First, the elected block proposers must create and broadcast a new block at
the beginning of the slot (second zero). This provides 4 entire seconds for the
message to propagate over the participants in the network. This means that the
block proposer had 4 seconds before the start of the slot to receive and group
aggregated attestations from the previous 32 slots.

2. After the rst 4 seconds of the slots, validators assigned to attest to it are ex-
pected to generate and broadcast their votes with their perception of the chain
(attesting to the sourcetarget and headthey see). They share this vote with the
corresponding beacon committee aggregators, and the spec assigns the same
time range of 4 seconds to broadcast the message.

3. Finally, committee aggregators must collect votes between seconds 4 to 8, pro-
ducing the aggregated attestations at the 8th second of the slot. In all com-
mittees, 16 validators are randomly selected to aggregate and broadcast the
attestations. After that 8th second, the network disposes of 4 extra seconds so
that the next block proposer has enough time to receive all the aggregations.

Keeping the correct timing between these tasks is crucial to avoid confusion in the
network. For example, if a block proposer extends the creation of its block for 10
seconds, the block could be received later than 12 seconds since the start of the slot,
risking being voted as a missed block. If a validator waits too long to generate and
send the attestation, the aggregators might not include that vote in the same slot,
increasing the inclusion delay and reducing the nal reward.
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FIGURE 2.5: Expected temporal division of a slot, including the time
each duty should be sent and propagated over the network.

2.3.3 Ethereum validators and testing networks

Protocols like Ethereum are complex in many aspects. They are hard to consolidate
at the technical and human levels; they have too many components and contrib-
utors. From that basis, organising the possible upgrades of the protocols is even
more complex, proposing changes that need to be done, reviewed and tested. Like
many other projects in the web3 ecosystem, Ethereum adopted a basic methodology
of splitting all the ideas into features or Ethereum Improvement Proposals 2 (EIPs).
When a group of proposals or EIPs are considered mature enough and align with
the public roadmap of the protocol, they are tested on development environments
such as testing networks or, as we refer to them, testnets.

Since Ethereum's launch in 2015, it has had many EIPs and testnets. This test-
ing environment represents an isolated environment where a few speci ¢ changes,
events, interactions, or transitions can be stress-tested. Although the testnet aims
to represent the reality of a main network as closely as possible, some aspects or
events, like a sudden peak in user interaction, can't be entirely replicated in these
environments. However, because these testnets justify their presence by testing the
limitations of the changes, it doesn't mean that their results are negligible. They are
stress-tested to nd the weak points of the protocol or the implementation. Figure
2.6 shows the road map of the main public testnets around the consensus layer's
hard-forks timeline, showcasing how each major upgrade on Ethereum was previ-
ously tested on a testnet and its prior test in the Goerli/Prater testnet. It is necessary
to notice that, since public testnets such as Goerl#*, participation is not monetarily
incentivised, participation tends to be lower than on the main networks. This might
not sound that critical if it stays above the 66%. However, this can slightly affect the
steadiness and pro tability results of validators participating in the network.

Shttps://eips.ethereum.org/
4https://goerli.net/
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FIGURE 2.6: Ethereum network's hard-forks organization, public
testnets in red, Goerli testnet at the bottom. Note that hardforks are
tested on testnets before they occur on mainnet.

2.4 Networking protocols

Due to the complexity of managing and coordinating distributed networks, peer-
to-peer networks lie on essential protocols that ensure ef cient, secure, and reliable
participant data exchange. Among the most signi cant “must" protocols of any p2p
network, we can nd discovery protocols responsible for locating peers within the
network and data transfer protocols, which facilitate the actual exchange of data.
Together, these protocols empower P2P networks to support various applications,
from le sharing and distributed computing to blockchain technologies and beyond,
providing a robust framework for decentralized communication and collaboration.

2.4.1 Libp2p

Libp2p is a modular network stack and framework for building peer-to-peer net-
work applications. It is designed to be language-agnostic, allowing developers to
use it in various community maintained programming languages such as Go °, Rust’,
Javd, JavaScrip€, or Nim °. It provides a set of protocols, libraries, and tools that en-
able decentralized communication, peer discovery, and secure data transfer among
nodes in a network. The main key features and components that Libp2p provide
are:

1. Modularity : It's built with a modular architecture, allowing developers to se-
lect and use only the necessary components for their speci c use cases. This
modular design promotes exibility, interoperability, and code reuse across
P2P applications.

2. Peer Discovery: It offers multiple peer discovery mechanisms, including mul-
ticast DNS (mDNS), peer routing protocols (such as Kademlia and distributed

Shttps://github.com/libp2p/go-libp2p
bhttps://github.com/libp2p/rust-libp2p
"https://github.com/libp2p/jvm-libp2p
8https://github.com/libp2pljs-libp2p
%https://github.com/status-im/nim-libp2p
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hash tables), and custom discovery mechanisms. These mechanisms enable
nodes to discover and connect to other peers in the network dynamically.

3. Transport Agnosticism : It abstracts the underlying transport layer, allowing
developers to choose from a variety of transport protocols (such as TCP/IP,
UDP, WebSockets, QUIC) based on their requirements and network conditions.
This transport agnosticism enhances interoperability and adaptability across
different network environments.

4. Security: It incorporates cryptographic primitives and protocols for secure
communication, including encryption, authentication, and message integrity.
It supports various cryptographic algorithms and key exchange mechanisms
to ensure the con dentiality, integrity, and authenticity of data exchanged be-
tween peers.

5. NAT Traversal : It includes built-in support for network address translation
(NAT) traversal techniques, such as hole punching and relay services, to facil-
itate peer-to-peer communication across rewalls, routers, and other network
obstacles.

6. Protocol Multiplexing : Libp2p enables concurrent communication over multi-
ple protocols by implementing protocol multiplexing. This allows applications
to use different communication protocols simultaneously without interfering
with each other, improving ef ciency and resource utilization.

Overall, Libp2p provides a robust foundation for building decentralized and re-
silient P2P networks, making it a popular choice among developers working on
distributed systems, blockchain platforms, decentralized applications (dApps), and
other peer-to-peer network applications.

2.4.2 GossipSub

To better understand GossipSub [198], we must introduce the PubSub protocol. Pub-
Sub is a P2P protocol implementation that obtains a rapid distribution and propaga-
tion of messages through a network using the publisher and subscriber method [15].

On a PubSub network, peers get organized in meshes, one for each of the mes-
sage topics, leaving every peer with as many peer meshes as message topics sub-
scribed. The name of the protocol is very descriptive; when a publisher peer (sender)
wants to propagate a message on a given topic, it sends the message to the peers that
subscribed to the same message topics, nished on its mesh. Later, when subscribers
receive the message from the peer mesh, they adopt the role of publishers and dis-
tribute the message to the peers from its topic mesh. This cascade effect provokes a
fast and total message propagation through the network, achieving the lowest possi-
ble latency on message transmission and making PubSub suitable for decentralized
applications.

GossipSub is a version of the PubSub protocol designed to distribute messages
ef ciently while conserving network resources. It introduces the concept of mesh
degrees, allowing peers to customize their connectivity in each topic meshes, re-
ducing bandwidth usage and the overall network load. GossipSub adds the peri-
oding gossip of seen messages. These exchanges of message metadata help spread
information through a "lazy push" method while increasing security against Sybil
attacks. The protocol dynamically manages peer connections and topic subscrip-
tions through graft and prune messages, adjusting the mesh network based on ac-
tivity. It also validates messages to optimize bandwidth and prevent spam, making
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it suitable for low-resource devices. GossipSub has been heavily adopted by mod-
ern decentralized networks such as Celestial®, Filecoin'!, Polkadot!?, or Ethereum's
Consensus Layer, highlighting the sustainability and optimization that the protocol
can achieve in such networks that focus on providing scalable solutions to the web3
ecosystem.

2.4.3 Ethereum Node Records (ENR)

Ethereum Node Records (ENR) [61] are crucial components of Ethereum's peer-to-
peer (P2P) networking protocol. ENRSs represent the unique identi ers for Ethereum
nodes within the network. Each node maintains its own ENR, which contains infor-
mation about its network address, capabilities, and other relevant metadata, such as
the capabilities and features supported by the Ethereum node.

They are crucial in bootstrapping new nodes into the Ethereum network and
facilitating peer discovery. New nodes can use ENRSs to identify and connect to ex-
isting nodes, thereby joining the network and participating in Ethereum's decentral-
ized consensus mechanism. These records include cryptographic signatures to en-
sure their authenticity and integrity. By signing their ENRs with their private keys,
Ethereum nodes can demonstrate ownership and authenticity, preventing spoo ng
and tampering attempts.

ENRs are designed to be dynamically updateable, allowing Ethereum nodes to
update their records in response to changes in their network con guration or capa-
bilities. This exibility enables nodes to adapt to evolving network conditions and
requirements, allowing peers to lter out peers based on their latest metadata.

2.4.4 DHTs

Distributed Hash Tables (DHT) are decentralized data management systems that
provide data storage and retrievability across a distributed network of nodes. These
systems are popular because of their capability to spread data across many different
nodes ef ciently. Hence, each node is responsible for storing a small portion of the
data without relying on a single location for data storage. DHTs achieved this decen-
tralization by using a hashing algorithm to assign each piece of data a unique key,
determining where the data should be stored within the network. The following key
components generally characterize them:

« Decentralization: with no central controlling node, all nodes cooperate to form
the network, making the system more resilient to failures and censorship.

« Scalability: DHTs can generally handle adding or removing nodes with mini-
mal disruption, making it easy to scale the system up or down.

» Ef ciency: Retrieving or storing data involves communicating with a portion
of the available nodes rather than the entire network, leading to ef cient use
of resources.

« Fault Tolerance: Data is often replicated across multiple nodes, ensuring that
if some nodes fail or leave the network, data is not lost and remains accessible.

LOhttps://celestia.org/
Uhttps:// lecoin.io/
12https:/ipolkadot.network/
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Kademlia DHT

Kademlia [123] is a speci ¢ type of DHT, popular for its simplicity and ef ciency in
peer-to-peer networks. It introduces several innovative features that optimize the
process of node lookup and data storage in a decentralized network. Kademlia uses
an XOR metric to de ne the distance between two nodes or between a nhode and a
key. This distance is not geographical but a logical distance that compares the hash
of the node identi ers (nodelDs) or between a node and a data key. This logical link
ensures that each node can ef ciently route queries to the node most likely to have
the desired information.

Nodes in a Kademlia network organize themselves in a structured overlay net-
work, where each node maintains a list of contacts sorted into "buckets" based on
their distance from the node. This structure enables ef cient routing of queries by
progressively forwarding a query to nodes closer to the target key.

The ef ciency of the protocol comes from parallelising the search process with
concurrent queries to multiple nodes, which signi cantly speeds up the lookup pro-
cess. A node looking for a speci ¢ key or another node will contact the closest nodes
it knows and iteratively re ne the search until it locates the target. This iterative
approach signi cantly reduces the number of hops needed to nd a node or data.

2.4.5 Discovery5

As a decentralized platform, Ethereum tries to avoid any point of centralization in-
side the proposed protocol. The networking area, speci cally the peer discovery,
iS no exception to this rule. The implemented GossipSub protocol, despite being
protocol-oriented to message propagation on decentralized applications, does not
offer any peer discovery service, at least not a fully functional one 3. Leaving that
task in charge of the application. To overcome the existing lack of such an important
service, the core developers designed a dedicated discovery protocol for Ethereum
nodes, Discovery 5[52] (discv5, currently on its 5.1 version [70].

Discv5focuses on the Ethereum Node Records (ENR) exchange along with the
peers. The ENRs of the nodes present in the network, which include the needed
information to establish a connection, are recorded in a DHT, a Kademlia DHT, to
be precise. This DTH offers the possibility to sample and search along with the
generated database, allowing it to easily update the node record of a speci ¢ peer
if modi cations are detected. As an entry point to the discv5protocol, the nodes
can search for others that publicly advertise themselves on particular topics. As an
alternative that improves the performance, the rst connection with boot-nodes 1#is
possible.

The peer discovery service is essential for the network in general. New peers
joining the network need connections from where to synchronize the chain. Peers
already on the network also need time to update their information source, ensuring
they correctly follow the chain's head. Furthermore, to increase the network'’s re-
silience to Sybil attacks, discv5serves as a record of nodes on the network that the
node could connect at any point.

13GossipSub offers a functionality that allows directly connected participants to exchange peers
when one of them drops the connection.

14Boot-Nodes are super light publicly available nodes whose purpose is to offer the rst list of par-
ticipant nodes to those new users in the network.
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2.4.6 The InterPlanetary File System (IPFS)

IPES [17] distributed platform for storing and retrieving content-addressable me-
dia objects. IPFS is a community-driven and open-source project, with signi cant
contributions from over 1185 code contributors across 400+ organizations, including
universities, startups, and large corporations [194]. ProtocolLabs!® plays a vital role
in supporting IPFS, contributing most of the codebase and funding most full-time
contributors. However, the project emphasizes community involvement in decision-
making through public voting. IPFS has achieved widespread adoption, with over

3 million web client accesses and over 300,000 unique nodes serving weekly con-
tent [12]. It supports various decentralized web applications, and its usage has been
extended to some popular browsers like Opera and Brave.

Key points of its success are: i) its content-based addressing, as it allows content
to be served and retrieved from any peer in the network, dynamically adjusting the
content routing to alterations in the network, ii) its decentralized object indexing,
IPFS uses a peer-to-peer overlay network for redundantly indexing all available ob-
ject locations, reducing dependency on any single point of failure, iii) its immutabil-
ity, objects in IPFS are self-certi ed through cryptographic hashing ensuring the ver-

i ability of the downloaded content, and iv) its open participation, as anyone can
join and contribute to the IPFS network without needing special permissions.

L5https:/iprotocol.ail
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Chapter 3

Fundamentals of Ethereum's P2P
Network

3.1 Introduction

The transition of Ethereum towards a PoS consensus brings signi cant changes to
the protocol at many levels: at the hardware level, at the networking level, and
obviously at the consensus level. On this major protocol update, Ethereum aims to
create a more sustainable protocol, enabling the foundations for the future scalability
of the same one simultaneously. The thesis has already presented the changes on the
rst and the second levels in the previous chapter 2. Thus, this chapter sets the basis
for addressing the changes at the networking level.

This transition had several effects on the networking side. The rst and clearer
one relates to the complexity of the underlying peer-to-peer network, as the new
approach compiles two coexisting networks. The PoS approach refers to them as
two separate layers: the Execution layer, which broadcasts and processes the inter-
action with the EVM, and the Consensus layer or Beacon Chain, which tracks all the
interactions between validators while they reach consensus. Each network keeps
its protocols, handshakes, and message types, requiring two separate clients to par-
ticipate, as shown in gure 2.3. Thus, each network has its nodes, topology, and
characteristics.

The second effect on the network is related to the size of this one. With lighter
hardware requirements to participate in the network, the community expects to see
a more signi cant number of nodes in the network. This increase in the number
of nodes impacts, at the same time, the main aspects of the peer-to-peer network,
such as the topology of the same one or the message broadcasting time within the
same one. A larger network brings more resilience [109] to the network, providing
a broader range of fault tolerance towards a sudden peak of peer disconnections.
However, everything comes at some cost, and larger networks mean more delays
upon message deliveries when broadcasting a new block or an attestation to the
network.

Under a constantly evolving protocol, as new EIPs and changes are continuously
implemented at each hardfork or protocol upgrade, there is wide uncertainty about
how this network is organized. With such a variety of software options to participate
on the network, it is still unknown which is the distribution of software usage or
the version update adoption over time. Furthermore, since the beacon chain has
adopted the Libp2p (refer to section 2.4.1) networking protocol stack, a proposed
standard of libraries and protocols for the distributed and peer-to-peer networks,
the networking conditions and the interoperability across clients remain unknown.
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3.2 Background

While Ethereum's network topology remains unknown after adopting PoS, the topol-
ogy, the characteristics, and the behaviour of peer-to-peer networks have been ex-
tensively researched over the last two decades. Since the apparition of the rst dis-
tributed network, Gnutella [166], some of those works [122, 177, 90] pointed out that
distributed networks, by nature, tend to self-organize through the usage of meth-
ods or protocols like DHT [31]. Such protocols help on important topics like peer
discovery [141] or service discovery [148]. This provides the network with unique
properties and layouts that can directly affect the performance, reliability, scalability,
and sometimes anonymity of the applications that rely on them. The common take
of these works focuses on the importance that the topology of the overlay network
has on the performance of the network. Thus, they propose an active approach of
participating in the network as a user for digging and mapping the topology of these
chaotic networks.

On the other hand, as discussed in [185], the size of these networks constantly
grows as the size of the information that gets shared, leaving the previous approaches
and methods outdated. Authors showcase that measuring the network from a sin-
gle actor's point of view lacks a better perspective of the network's total. Thus, they
propose a non-intrusive technique to track the available nodes over time passively,
the traf ¢ volume, and the host distribution in the network.

With the popularization of blockchain technology over the last decade, new dis-
tributed protocols based on blockchain technology have appeared, e.g., Bitcoin and
Ethereum. The impact of these decentralized protocols has augmented in the indus-
trial and academic elds as shown in [128], triggering back remarkable attention on
the peer-to-peer networks they rely on.

Due to the heavy reliance of these protocols on distributed peer-to-peer net-
works, previous works like [47, 49, 204] already provided compelling insights from
the networks of the most prominent Blockchain protocols, Bitcoin and the former
PoW Ethereum. In these works, the authors show methods to track the number of
nodes on the overlay, dig into the peer discovery over the network, and even some
light message exchange of information among the peers. Due to the recent network
update on Ethereum's network, this chapter of the Thesis analyses the Ethereum
main network performed with an open-sourced network crawler.

The proposed approach leverages some previous ideas from [16, 99, 20], such
as the use of network crawlers to exploit possible network weaknesses that might
be a hazard to the integrity of the protocol. As explained in those papers, the in-
formation about the connections between the network nodes is as important as the
information about the nodes them-self. Thus, we provide a study on the consensus
layer's network, including the analysis of:

» The discovered topology of the network overlay.

* The distribution between the client types available to participate in the net-
work.

» The distribution of nodes hosted on cloud providers.
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FIGURE 3.1: Diagram of the Armiarma crawler's internal structure
and its interaction with the network.

3.3 Methodology

As previously introduced, there has been a lot of research on nding the best ap-
proach for measuring a distributed network's topology and characteristics. The ex-
isting literature suggested that to achieve an optimal and realistic representation of
the network's overlay, the combination of active participation and passive measure-
ments is the best existing solution. This could be done through a network crawler
that participates on the network for a de ned period, which enables proactively
testing the connectivity of the discovered nodes while providing enough time to
receive passive connections for those peers behind rewalls or under Network Ad-
dress Translation (NAT) tables.

Due to the lack of existing network monitoring tools in the Libp2p and Ethereum
ecosystem, in aggregation to the “peakiness" of the Ethereum beacon chain's connec-
tivity, we developed a light Ethereum network node that can discover, interact, and
record metrics from the network.

3.3.1 Network Crawler

Armiarma [6], the Ethereum network crawler, is the software in charge of discov-
ering and connecting peers in the network. It replicates the essential networking
modules and protocols, behaving like a light networking node. The following para-

graphs present the main parts of the network crawler, which are also presented in
gure 3.1.

Discovery5 As introduced in section 2.4.5, Ethereum relies on a public Kademlia-
based DHT and a protocol called Discovery5, or discvb, for peer discovery. The
protocol allows nodes to advertise their ENRs 2.4.3 with the networking information
to establish a connection. Furthermore, the constant request of random nodes to the
network allows the discovery of newer peers. This protocol is vital to reach the
most signi cant part of the network. Thus, the crawler supports and contributes
actively to the peer discovery process of Ethereum. To increase the desirability of
being connected with the crawler when composing the crawler's ENR, the crawler
supports all the Ethereum consensus layer's metadata, including the advertisement
of the subscription of all the “attestation_subnets".
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Libp2p Host  Once multiple ENRs are discovered from discv5, the Ethereum spec-
i cation ! de nes that the communication between nodes needs to be done through
the Libp2p connections and streams. The crawler does create a Libp2p host to do so.
It composes a Libp2p “Peer Identicator", or “peerID", from a new Secp256k1 [19]-
EDCSA [89] private key pairs that Ethereum's speci cation require, which is also
the same private key pair used for the crawler's ENR.

Therefore, the network and the crawler try to keep connections open with nodes
to track any occurring events. These events are received through the message broad-
casting protocol GossipSub. As previously introduced in section 2.4.2, GossipSub is
a PubSub routing protocol that can ef ciently share information packages over a
peer-to-peer overlay. Since keeping track of the latest news (new blocks or valida-
tors' attestations) has a signi cant impact on the nodes' performance, the crawler
supports the GossipSub routing protocol, being able to contribute and track all the
relying traf ¢ on the network.

Geographical Location of Nodes  The crawler relies on a third-party API to locate
the operation placement of the nodes in the network. The crawler includes a module
that connects to the IP-API? free tier API, respecting the current limitation of 45
requests/second. This allows the crawler to extract vital and updated information
such as Internet Service Provider (ISP), the country, the city, whether the node is
hosted on a data centre, and much more metadata from the advertised IP.

Chain State We've already mentioned that Ethereum connectivity is tricky. Estab-
lishing connections requires speci ¢ patterns that can de ne whether the connection
is accepted. And some of those requirements are related to the node's perception
of the chain. As peers could belong to any of the existing different Ethereum net-
works (check section 2.3.3 as reference), not all the connections are “useful" for each
node. Thus, the speci cation requires a chain status exchange during the connection
handshake.

Although the remote peer is identi ed during the rst Libp2p handshake, Armi-
arma'’s ability to join and track GossipSub topics directly bene ts from its capabilities
of maintaining connections. Thus, the crawler must keep a local state of the network
to be accurately shared during Ethereum's handshake.

Exporting Metrics  The crawler's main objective is to extract and store information
from nodes in the network. This information is generally obtained over the discov-
ery of ENRs, the connection handshakes, or over the message broadcasting topics.
However, all the information has to be stored somewhere. The crawler has two sep-
arate metrics sharing points. The rst one is a PostgreSQL [130] database that keeps
the raw data per peerID, nodelD, and IP. It offers some extra relational tables for
storing the connection events, the arrival of GossipSub messages, or even a snap-
shot of the active peers under a de ned frequency. This could be understood as the
raw data the crawler generated while operating. The second one is a Prometheus 3
time-based database, which keeps all the aggregated metrics the crawler updates
and exposes every 15 seconds. Among these metrics, the crawler exposes internal
debugging metrics such as the number of ENRs discovered on the last day, the num-
ber of connections per GossipSub topic, the client distributions, and so on.

Lhttps://github.com/ethereum/consensus-specs/blob/dev/specs/phase0/p2p-interface.md
2https://ip-api.com/
Shttps://github.com/prometheus/prometheus
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Crawler's Con guration The crawler was developed with various con guration
properties to create a multipurpose crawler that crawls multiple networks. Among
these options, any user can con gure the networking details (IP and Port), the alias
that the crawler will use in the network, the endpoint of the database that will be
used, the port at which the debugging metrics will be exposed, the desired network
that wants to be crawled, etc... These con guration options ensure optimal inter-
action between the crawler and the network, keeping track of a single chain and a
single network.

3.4 Evaluation

The complete version of the crawler, version “v2.0.0", has been running on an OVH
cloud server with limited resources to replicate a low-computational power envi-
ronment. The machine hosting the crawler has 4 CPU cores and 8GB of memory,
and it has been up and running since March 17th, 2023. The following subsections
describe the data and the progression of the metrics gathered by the crawler about
Ethereum's network.

3.4.1 Ethereum's Public DHT

The network's security in blockchain protocols relies on keeping many nodes collab-
oratively working together. However, due to the distributed nature of the projects,
none can ensure a 100% uptime from all contributors. This makes resilience a key
component of the network. In the case of blockchains such as Ethereum's cur-
rent PoS implementation, the network needs to provide participants a safety mar-
gin so they can go of ine without necessarily leading to a protocol crash. In this
case, Ethereum needs at least 66% of the validators actively attesting blocks to nal-
ize [25]. We've already talked about the internal structure of how an Ethereum node
is run, where no consensus node maps to one validator. Each node in the consen-
sus layer can host from zero to thousands of validators without giving any evidence
of how many validators are hosting. However, since the network that helps broad-
cast or synchronize blocks and attestations is composed of beacon nodes, having an
overview of how many nodes participate on the network is relevant.

The default method to discover participants in the network is through the Dis-
covery5 protocol, which enables any node to nd new participants. Maintaining the
same connections over a long period can have its counterparts, as relying only on
steady connections increases the risk of Sybil attacks or eclipse attacks, which can
ultimately derive to leaving a node on a chain's fork [3].

For that reason, keeping an eye on Ethereum's public DHT is important to mon-
itor the total size of the network and its healthiness. Figure 3.2 shows the number of
unique ENRs actively shared with the crawler using the discv5 protocol over the last
six months before writing this chapter ( 16th of February 2024 ). The gure shows
that the crawler could discover a mean of 69.533 active ENRs on Ethereum'’s mainnet
daily.

However, receiving an ENR over the discv5 protocol doesn't mean the node is
online or connected. The discv5 protocol assigns a local Time To Live (TTL) of 24
hours to each node it interacts with, so the protocol contemplates the existence of
non-reachable nodes, or as they are described in the DHT literature, stale records in
the DHT [183]. Because the crawler tries to establish a direct connection with each
of the nodes it discovers through discv5 using a Libp2p connection, we were able
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FIGURE 3.2: Number of ENRs actively shared with the Crawler in the
last 24 hours. Snapshot from the 16th of February 2024.

FIGURE 3.3: Number of ENRSs that are not deprecated. Nodes with
ENRs were actively shared on the discv5 protocols, plus the nodes we
could connect with within the last three hours.
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FIGURE 3.4: Number of active nodes in the Ethereum Network.
Nodes that weren't deprecated at the snapshot time and that were
successfully connected and identi ed at least once.

to Iter out those nodes that are not reachable, or that could have already left the
network. Figure 3.3 shows the left peers we could connect over the last three hours
or those whose ENRs were seen in the last three hours. Every node that doesn't ful |
the following description is what we, the crawler, identify as “deprcated", denoting
that a peer is no longer eligible to be online. The lter shortens the mean of 69.533
discovered ENRs to the mean of 28.960 non-deprecated peers per day.

If the result of the Libp2p connections is successful, and the crawler can identify
the remote peer by its “user agent”, we can have the certainty that the peer is ac-
tively participating in the network. This aggregation of Iters allows us to compose
the graph of peers shown in gure 3.4. The gure shows the distribution of the re-
sulting daily active nodes, where we can appreciate that the number gets reduced
even more, reaching the daily 13.119 nodes.

We expected many peer dialling rejections or encounters hidden behind NAT or
no longer connected nodes. However, the reduction of 69.533 ENRs to 28.960 non-
deprecated peers to only 13.119 shows that the connectedness in Ethereum's peer-
to-peer network is not that great. Taking a deeper look at what could be the reason
behind this network behaviour, we identi ed that the result of each connection at-
tempt hides more information than we initially thought. Figure 3.5 describes the
distribution of errors that the non-deprecated nodes reported on the last connection
attempt, which at the date of 16th of February 2024 were 17.852 nodes. The gure
shows six main replies where the connection timeout leads on the most common re-
ply with 7.376 nodes reporting it. It is closely followed by the successful connection,
shown in the gure as a “none" error, with 5.193 peers connected without any issue.
The rest of the errors are what we categorize as occasional errors, which include the
failure to negotiate the security protocols, a failure on the dialling due to a taking too
long Libp2p identify protocol, a direct refuse of the connection by the remote peer,
or the sudden close of the stream opened with the remote peer.

As previous works [177, 31, 96] point out, the base of some p2p networks is likely
to rely on a small portion of peers from the entire network. These peers compound
the network’'s nucleus, often called “core-peers” or “super-peers”. These are peers
with whom it is easy to connect and transmit information reliably. The crawler iden-
ti ed 5.193 peers that were reachable without issues, sharing and exchanging data
easily. These peers could represent a good portion of that “nucleus" of Ethereum's
CL network. In this case, we can appreciate how validators' economic incentive to
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FIGURE 3.5: Error distribution of the individual connection attempts
to non-deprecated peers. Snapshot from the 16th of February 2024.

FIGURE 3.6: Geographical distribution of the Ethereum active nodes.
Snapshot from the 16th of February 2024.

stay online directly impacts the connectivity of peers at the network's core.

3.4.2 Network Metrics

The distributed nature of blockchain networks [113] has a noticeable impact on the
network's overlay [84]. These are geographically distributed worldwide, and dis-
persed clusters of nodes reduce the likelihood of being affected by the same type of
regional problems or events (e.g., national censorship). Figure 3.6 presents the geo-
graphical distribution of the nodes tracked by the crawler at 16th of February 2024.
The gure showcases that the network is spread around the six main continents,
with 92 different countries hosting at least one Ethereum node. However, the gure
also showcases a heavy concentration of nodes in just a few countries, as almost half
of the peer distribution concentrates in two countries, the US (37,52%) and Germany
(15,67%).

In a decentralized network, low latency connections are essential for tracking
every occurring event as fast as possible. In this case, on the beacon chain, every 12
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FIGURE 3.7: Distribution of Round Trip Time (RTT) between the ac-
tive nodes and the crawler. Snapshot from the 16th of February 2024.

second, a randomly chosen validator will have the chance to propose a block and
receive a generous reward. In gure 3.7, we can observe the Round Trip Time (RTT)
of the latest connections the crawler recorded while connected to the peers. The RTT
measures the time it takes from sending a request to the destination peer until we
receive a response. The latency between the destination peer and us is half the RTT
or lower. We can observe that 90% of the peers have an RTT below the 500ms, having
only a 3.4% of the nodes reporting an RTT over the second. Note that the crawling
process was done from a machine in Frankfurt and that the RTT includes the time
the requester took to process the request from Libp2p's Identify protocol.

The apparition of large staking entities and specialized companies in the opera-
tion of nodes has impacted the distribution of nodes over the peer-to-peer overlay.
Large operators must rely on multiple nodes to host all the validators, as it reduces
the risk factor of keeping validators of ine from a node malfunctioning. Thus, split-
ting the validators across multiple nodes in the setup is a common practice to min-
imise risks and increase resilience.

Figure 3.8 shows the clusterization of nodes per IP. The gure can be read as
follows, the X axis shows the number of nodes that an IP could host, while the Y
axis shows the number of IPs that host that many nodes. The gure shows how the
82.24% of the Ethereum nodes run on a single IP, which corresponds to the 91.95%
of the listed IPs. This has a counterpart, though. As each validator participates on a
given slot's committee every epoch, nodes generally advertise the attestation subnet
subscriptions on their ENRSs. This increases the capabilities of nodes to nd peers in
the GossipSub topic they need for optimal performance. Figure 3.9 shows that exact
distribution, showing the number of active nodes that advertise which number of
subnets. These numbers suggest that a large part of the active validators and, thus,
the network, is highly concentrated on a small set of nodes. The gure shows that
90% of the nodes concentrate on zero to two attestation subnet subscriptions. It
could look like only 16.6% of the nodes don't host any validators. However, since
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FicurE 3.8: Distribution of IPs shared across the active nodes in the
network. Snapshot from the 16th of February 2024.

the apparition of the “Deterministic Subnets" proposal 4, the vast majority of nodes
now subscribe to at least two subnets even if they don't host any validator. The
proposal aimed to use non-validating nodes bene cially to the network, sacri cing

a bit of bandwidth for a healthier GossipSub mesh.

However, the network doesn't only concentrate validators on a small set of nodes.
Scaling and managing the hardware might also become a problem for those large
entities, and not all of them might be willing to pay the extra cost of buying and
running it. Thus, the network has signi cant participation from data or cloud ser-
vices such as AWS, Hetzner, or OVH. Figure 3.10 shows the categorization of the IPs
that were identi ed by the crawler, where we can appreciate how only those three
cloud machine providers account for the 15.42%, 12.34%, and 8.9% of the nodes,
respectively.

3.4.3 Diversity

Despite the network seeming to be centralized, to some degree, geographically and
to the service of some data server providers, the network has many other aspects
where diversity can be a health indicator for the network. As chapter 4 will present
in further detail, there are ve to six of cial software ° to choose from when partici-
pating in the network.

Due to Libp2p's Identify protocol, when the crawler manages to establish a con-
nection with a node in the network, it can track down the “user agent" that the node
uses to identify itself in the network. Most clients expose their name on the client
together with some extra metadata such as the version and even, in some cases,
the architecture of the binary used or the OS that it was compiled for. Figure 3.11
shows the client distribution of the active nodes in the Ethereum network. The gure
shows a big improvement since the rst report done at [37], where Prysm alone was

4https://migalabs.io/blog/post/observing-deterministic-subnets-in-the-wild
5Some users only consider the ve open-sourced options as the main options, as Grandine, to the
date of writing this Thesis (16th of February 2024) remains close-sourced.



3.4. Evaluation

35

FIGURE 3.9: Distribution of the advertised number of attestation sub-
nets' subscriptions from active nodes in the network. Snapshot from
the 16th of February 2024.

FIGURE 3.10: Distribution of different ISPs for the active nodes in the
network. Snapshot from the 16th of February 2024.
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FIGURE 3.11: Distribution of client software used by active nodes in
the network over time.

reported to be almost the 83% of the network in 2021. After some community effort
and awareness, the distribution has become evener. The network still relies heavily
on Lighthouse and Prysm, which currently keep a 39.3% and 30.4%, respectively.
On the other hand, Teku and Nimbus follow up with 17.1% and 7.8% of the network
share. Unfortunately, we still see that some clients struggle to get acceptance from
the network, which leaves Lodestar and Grandine with the remaining 2.4% and the
0.9% of the nodes.

3.5 Conclusion And Future Work

This chapter of the Thesis presents the observed geographical and client distribution
of Ethereum's beacon chain. We found that although the platform incentivizes de-
centralization for security purposes, decentralization is not entirely achieved yet. We
have identi ed that almost 53.2% of the almost 11, 000 online nodes in the network
are located in the US and Germany, representing the opposite of a geographically
decentralized network. Previous works [97] have demonstrated that the networking
performance completely relies on the location of the node. This means that nodes
in regions far from the mentioned two countries could be at a disadvantage, which
could in turn lead to some level of geographical centralization.

In addition to the geographical distribution issue, the presented work shows that
the network has been able to react to a previous critical mono-client dependency. The
presented documents show that the biggest share of the network relies on the two
single clients, which reduces the chances of vulnerability due to a bug in a single par-
ticular client. This is one of the most critical points this crawler analysis highlights
because a bug impacted that speci c client on April 24th 2021 causing nalization
issues during multiple hours [57].

We've presented the evidence that a signi cant part of the network is running
on data centres. Furthermore, we could speculate on a big share of active validators
running a small part of the network. Despite the network has shown important
improvements in client diversity, increasing also the resilience of the network, there
are still many aspects to improve.
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Chapter 4

Evolution of Hardware
Requirements with Ethereum’'s PoS
Transition

4.1 Introduction

Ethereum's approach to updating its consensus mechanism starts from the major
shortcomings of the previous PoW. PoW is known for being a resource-intensive
consensus mechanism [48], where users need to invest signi cant amounts of money
on hardware to increase their chances of being a block proposer, thus being more
pro table. However, this also means that, as the hardware improves the mining
capabilities over time [121], the more obsolete the previous hardware becomes. This
highly incentivises the acquisition of newer mining devices, indirectly increasing the
network's overall energy consumption [110] over time.

Ethereum's transition to PoS has been highly motivated by this drawback. Al-
though you still need to invest money to be pro table (you need 32 Ether to activate
a validator), the hardware requirements to run multiple validators barely change
from the node's perspective, as a single beacon node can host up to thousands of
validators. The motivation of the community and the core developers is clear: try to
reduce the requirements to run a node so that it becomes more accessible, improving
the sustainability aspect and the resilience of the network, as having a full Ethereum
node at home became less restrictive (from an infrastructure point of view).

This chapter thoroughly introduces the hardware requirements that the main
beacon chain clients need over the different stages of their lifetime and over multi-
ple hardware combinations. We empirically demonstrate and quantify the minimum
resources needed to run a full Ethereum node after the merge, and we extensively
associate the relation of each event in the network with the speci ¢ hardware it re-
quires. By doing this, we present i) the impact of the different approaches each
client developer team made into the user's hardware, ii) the importance of these
measurements to spot bugs and misbehaving clients under speci ¢ network states,
iii) the possibility of understanding the healthiness of the chain in past periods only
by looking at the synchronization of the chain at that particular time range, iv) the
evolution of this requirements as the chain keeps operating. We want to mention
that this work has been carried out in close collaboration with the Ethereum Foun-
dation and the client core developer teams. Some of these teams have bene ted
from this collaboration by identifying bottlenecks and implementing some of the
improvements raised by this study. The contributions of this study have also been
considered attractive by the Ethereum Foundation, which has asked to perform it
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continuously, offering a real-time dashboard that can help future users understand
which client must be the best t for their needs.

4.2 Related Work

PoW's security comes with the aggregation of more hashing power to the network
since more people honestly participating means more resources an attacker must
invest to achieve 51% of the mining power [71]. However, this is a double-edged
sword, as the hardware requirements and the energy consumption increase as more
users participate in the PoOW consensus mining.

This was clear rst in Bitcoin and later in Ethereum, where the network's total
hashing power has constantly increased over time [140, 187, 201]. Many efforts in
the research and industrial communities were dedicated to optimising and speeding
up the process of hashing [182, 2]. Furthermore, the direct application of those hash-
ing methodologies on mining [83] de ned a rapid hardware evolution in the eld.
Starting from the usage of GPU accelerating techniques [50, 179], and reaching, in
some cases like Bitcoin, the development of custom ASICs [121].

However, as we have already pointed out, this has a signi cant drawback, as the
scalability remains the same while the network requires more resources. Ethereum's
PoW network's security and vulnerabilities have been highly tested in the past [34].
But the transition to PoS adds more complex logic to the existing protocols, as this
mechanism presents a few critical points that could potentially be exploited.

Prior research works have tried to consolidate blockchain technology in the In-
ternet of Things (IoT) eld [164, 178]. This showed that despite both elds having
common native synergies and popular applications such as distributed and trust-
less ledgers or identity veri cation. Authors showcase the computation limitations
of the 10T devices that could directly compromise the security or the consensus of
the network if the resources are not adequately handled, proposing in some occa-
sions to sacri ce in some degree the decentralization in favour of increasing the se-
curity [169].

Following the 10T line, Ethereum embraces the transition to PoS, proposing a
more complex but less hardware-demanding consensus mechanism, maintaining,
meanwhile, its previous security and decentralization. One major target is reducing
the hardware requirements for participating in the consensus. The more accessible
it is for users to contribute to the protocol, the more resilient it becomes. Previous
works have shown how the ranges of routable nodes participating on the Ethereum
network oscillate between the 11.000 for the PoW network [69] and 13.000 for the
young PoS beacon chain, as chapter 3 introduced. However, this can't ensure that
all those nodes actively contributed to the consensus.

The software industry has always identi ed diversity as a resilience enhancer
method that prevents single points of failure [115, 135]. The diversity concept has
been widely used in many industries like the military and the aerospace ones [114,
196], providing resilience even to computer networks [211]. In an effort to make
the network as resilient as possible, Ethereum understood that providing software
diversity could become a resilience game changer for the network upon future net-
work attacks [23]. Code diversity in the blockchain space has been previously an-
alyzed [163], showing a non-promising conclusion where a signi cant part of the
software is reused for further cryptocurrency projects. However, the study shows
that most code reuse generally happens from more mature projects such as Bitcoin
or Ethereum to less mature ones. In the Ethereum consensus layer's case, the main
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speci cations are implemented by ve main implementations (with an extra non-
open-source one), each written in a different programming language.

Finally, previous works have shown the importance and effectiveness of moni-
toring the hardware resource utilization to identify memory leaks, bugs, and edgy
case scenarios that can become a bottleneck for the correct performance [88]. Of
course, there is a direct link between the hardware utilization and the overall energy
consumption of the machine. Larger hardware needs come at a cost: more energy-
hungry hardware. Thus, monitoring these requirements can help understand the
overall energy consumption of the software and the network [137]. This is the case
of Ethereum, coming from a former PoW scenario, where monitoring the resources
of PaS clients can showcase the energy reduction that PoS means to the total carbon
ngerprint of the network.

As the network'’s resilience now relies upon the online and honest behaviour of
the validators, the software that runs the PoS logic and interacts with the rest of the
network becomes a more central piece in the equation. While the execution clients
were analyzed in the past [171], in this chapter, we study the resource utilization of
consensus clients. In particular, we aimto |l the existing lack of a hardware resource
analysis of the rst transition of consensus mechanism in a live network. The chapter
presents the evolution of the hardware requirements from the available software to
participate in Ethereum's PoS. We showcase the vast reduction of the requirements,
deny some myths around the minimal requirements to run an Ethereum node and
present the possibility of predicting what is going on in the chain just by checking
the allocated resources from the clients.

4.3 Methodology

To study differences in the behaviour of the Ethereum CL clients, we have monitored
the hardware resource utilization of the six main consensus clients, Teku 1, Nimbus 2,
Lighthouse 3, Prysm?, Lodestar®, and Grandine?®, in different machines with the most
common hardware combinations. Among the studies we have performed, we can
distinguish two main phases to monitor the run-time of a client: the synchronization
phase and the chain-head following phase. In the rst phase, the clients aim to reach
the latest state of the chain. Generally, by syncing and verifying each of the blocks
in the chain from the Genesis block, clients have to re-compose the chain by asking
peers in the network to share the blocks with them. To nally reach the point where
they are already up with the head. This process might be more stressful for the
machine, as most of the time, the client has to download, process, and verify as
many blocks as possible in the shortest possible time. In the second phase, clients
are less stressed, as the number of blocks to process happens once every 12 seconds.

By monitoring the hardware resources of consensus clients in different types of
machines, this chapter aims to track and understand the client's needs, limitations,
behaviours, and, thus, performance while participating in the Ethereum network.
To do so, the metrics that have been monitored are:

« CPU

Lhttps://github.com/consensys/teku
2https://github.com/status-im/nimbus-eth2
Shttps://github.com/sigp/lighthouse
“4https://github.com/prysmaticlabs/prysm
Shttps://github.com/ChainSafe/lodestar
6https://github.com/sifraitech/grandine
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Name CPU Memory Storage Network
Raspberry Pi4db  4c 8GB 256GB 100Mbit/s
Default node 4c. 15GB 100GB SSD  250Mbit/s
Default node 2 4c. 32GB 900GB SSD  250Mbit/s
Fat node 32c. 120GB  400GB SSD 10.000Mbit/s
Medalla node 1c. 6GB 34GB SSD 100Mbit/s

TABLE 4.1: Hardware con guration of the control machines.

* Memory Usage

Disk Usage
» Network outgoing traf c
» Network incoming traf ¢
* Syncing time

* Peer connections

4.3.1 Different Users, Different Hardware

To achieve a reasonable comparison of the different clients and, even more im-
portantly, to understand and highlight the minimum requirements for running an
Ethereum beacon node, we have selected three different sets of hardware combi-
nations that, from our perspective, summarize the different users that would run

a beacon node in Ethereum: “enthusiasts”, “solo stakers", “staking companies" or
“node operators".

» The rst category, “enthusiasts”, are individuals who follow the development
of the Ethereum protocol and want to actively support it by running a node
in low-power or energy-ef cient devices. They don't necessarily need to run a
validator but want to nd a productive task for their “dusty” Raspberry Pi

 “Solo stakers", on the other hand, are passionate individuals who want to con-
tribute to the chain's consensus and run one or a few validators at their own
place. They generally have a dedicated personal machine such as an “Intel
NUC" or a built PC with the standard components for the personal PC market.

* The nal target user is the most professional-oriented one, involving users like
“staking companies" or “node operators”. These network participants gener-
ally participate in the network with a lucrative interest. They generally run
hundreds to thousands of validators. Thus, they don't stay short on hardware
resources to run them.

The hardware resources chosen to test the clients are summarized in table 4.1.
Each of the six main clients ran independently (alone on a dedicated machine) but
concurrently on the three available platforms, except for the synchronization of the
Medalla testnet, which was done sequentially on a single machine. Of course, the
testing times highly depend on the synchronization speed of each client and plat-
form, and each of the three platforms has been monitored on separate dates between
2022 and 2023. Each respective performance phase and platform has its independent
subsection inside section 4.4, where the analysis of the results is extended.
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4.3.2 Client Con gurations

Ethereum has considerably emphasised on client diversity as a measure to increase
the network's resilience to human-generated bugs in code. Despite the wide range
of client options that users can choose from, nding the right combination of param-
eters becomes an essential step for node operators to ensure an optimal operation
of the nodes. Each client can easily exceed the 50 distinct parameters in a complex
consensus protocol like Ethereum's. To reduce the complexity of con guring those
parameters by hand without knowing which repercussions they could have on most
occasions, clients offer a wide set of pre-de ned con gurations. Among the most
important ones, we can nd the following ones:

« Default: The default con guration is the base on which each client could work
out of the box. It only requires the user to de ne essential parameters such
as the endpoint of the EL, the logging level, the destination of the database,
whether the user wants to save the logs on a le or if the user wants to serve
debugging metrics on a speci ¢ port (for internal monitoring dashboards).

e All topics: Using the base con guration as a reference, most clients provide
the possibility to subscribe to all the attestation subnet topics. This ensures an
optimal network presence of the node, ensuring that the attestation of a valida-
tor can easily propagate over the network. This mode is generally targeted for
node operators with multiple sets of validators. However, it has a few draw-
backs: i) as more messages arrive from an increased number of GossipSub[199]
topics, there is a noticeable increase in the CPU usage for validating those mes-
sages, and ii) as the number of messages that the node has to receive and then
propagate back to the network increase, so does the bandwidth usage of the
node (both in and out network traf c).

» Archival: The primary objective of the beacon chain is to nalize beacon states
as the chain grows, meaning that the status of all validators is immutable as the
chain keeps evolving. The consensus contemplates the possibility of not nal-
izing, as the network could be divided across forks and eventually would have
to converge on one of them as canonical. In such scenarios, clients save bea-
con states on disk as checkpoints in case they need to roll back or recompose
anything in the past. In their default con guration, clients have a frequency
at which these checkpoints are stored locally. This frequency, which tends to
be around the 8192 slots by default, can be adjusted at the client's parameter.
Reducing this parameter between 1 and 4 epochs (32 to 128 slots) is considered
spawning an archival node. This mode considerably improves the response
time of queries through the REST API, and it is generally the preferred mode
for researchers or chain indexers despite the larger storage usage.

Client developers ensure that their client works optimally on the default con g-
uration, i.e., setting a proper target of peer connections, a proper beacon state check-
pointing frequency, or an optimal cache size, even the simplest database schema that
could ful  most use cases. Thus, for most users, staying within the margins of these
default parameters is recommended, changing only those they know they need for
their particular needs.

4.3.3 Experiments Timing Setups

This chapter presents a large number of experiments, including multiple client con-
gurations, operational stages, and different stages or hardforks of the chain. The
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following paragraphs summarize all the information about when we ran these ex-
periments, for how long, and which hardware where they were running on.

Synchronization on Default and Fat Nodes The chain synchronisation from gen-
esis was performed using the available six clients on “default mode" in a “default
node" and “fat-node" from table 4.1. The data was collected between the 8th and the
18th of March, 2022, with the following client versions:

e Prysm: 2.0.6

Lighthouse: 2.1.4

Teku: 22.3.2

Nimbus: 1.6.0

Lodestar: 0.34.0

Grandine: 0.2.0

Regular Performance on a Regular Node The experiment included running an
Execution Client and the Consensus Client on the same machine. To promote a
fair comparison between the CL clients, we paired all of them with a Nethermind
node. The study was performed between the epochs 201699 and 202699, or in a
human-readable format, between the 17th of May 2023 and the 21st of May 2023.
The experiment was conducted in the Goerli network, running each of the clients'
pairs (listed below) on a “default node 2" from table 4.1, using the client versions
listed in the following list.

* Prysm: 4.0.3
* Lighthouse: 4.1.0

Teku: 23.4.0

Nimbus: 23.5.0

Lodestar: 1.8.0

Shynchronization of the Medalla Network The synchronization of clients in the
Medalla testnet was performed between the dates displayed in table 4.2 (prior even
to the of cial launch of the Beacon Chain). The clients were run sequentially in a
“Medalla node" from table 4.1 using the following list of versions:

» Teku: v0.12.14-dev-6883451c
e Prysm: v1.0.0-beta.1-4bc7ch6959aleabb

Lighthouse: v0.3.0-95c96ac5

Nimbus: 0.5.0-9255945f

* Lodestar: commit 40a561483119¢c14751
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TABLE 4.2: Running dates of each client during the synchronization
of the Medalla network.

Client Start Time End Time
Teku 2020-11-09 17:25:12 2020-11-10 17:34:45
Prysm 2020-11-04 18:34:12 2020-11-06 09:34:34
Lighthouse 2020-11-02 17:17:51 2020-11-04 02:57:38
Nimbus 2020-11-04 18:40:35 2020-11-06 10:23:04
Lodestar 2020-11-08 20:19:02 2020-11-09 08:54:04

4.3.4 Tooling

This chapter relied on sophisticated and well-tested tools to generate and measure
the data presented in evaluating the CL clients with precision and reliability.

Node Exporter

Each control machine we have used to perform the study has been entirely moni-
tored by the software tool Node Exportef[136], giving us access to the whole list of
metrics mentioned in the previous paragraphs. Combined with a central Prometheus
[153] time-based database service that scrapes each of the exported endpoints every
15 seconds, it can accurately provide the resources in use for an entire machine.

As calibration for the software tool, we have benchmarked the results obtained
from the node exporter with the ones taken from a Python scriptthat reads the same
metrics in run-time from the machine every second. The successful comparison be-
tween the values of each gathering tool demonstrated that the node exporter showed
a negligible overhead to the measurements while providing the con dence of using
a reliable, unbiased, and well-tested tool to monitor the resources of each machine.

AP| Workloader

It is essential to mention that running an Ethereum node doesn't only concern users
or entities that want to run validators on top of them. Accessing data from the
blockchain is as important as reaching a consensus on the chain. Thus, many com-
panies and researchers are actively participating in the network with the nal goal

of accessing, analyzing, or simply selling chain-related data.

Most users access on-chain data such as transaction status, chain status, and val-
idator performance through chain explorers such as Etherscan’, EthSeef or Beacon-
cha.in®. However, to support these web applications, they must interact with chain
data through the REST API that most clients offer. The clients are supposed to offer
a de ned standard number of endpoints [58, 59]. However, the performance and
reliability of retrieving that information from the API are not standard among the
clients.

Since quick access to this data might be essential for some users, as we de ne
the performance of an API, we developed an APl Benchmarker tool [5] that as-
sesses any given REST API endpoint's responsiveness and robustness under varying
conditions and workloads. Intending to make the fairest comparison across clients,

"https://etherscan.io/
8https://ethseer.io
%https://beaconcha.in/
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FIGURE 4.1: CPU utilization while syncing the chain from a default
node. Comparison across clients.

we benchmarked the response time of each client's APIs using their archival mode
(only for those who had it). The benchmark was implemented by performing mul-
tiple queries at the same endpoint for different clients. The selected query was
| eth/ v1/ beacohstateg [slof]/ validator_balance®d = [validator id], which forces
to recalculate a beacon state in the past, returning the balance of a given validator.
All the clients were asked the same queries in the same order, which were selected
at random to ensure the recalculation of the past beacon state.

4.4 Hardware Resources' Evaluation

To extend into a larger and more detailed analysis of how the Ethereum PoS tran-
sition has impacted the hardware requirements to participate in the network and
consensus, we have accumulated almost 30,000 CPU hours (3.4 CPU years) across
Ethereum's CL clients in different hardware and con gurations. The study includes
data from over a year, where we have collected over 735 million data points, from
which we extracted almost 150 million data points to plot about a thousand different
gures showing how the other CL clients perform.

The following section discusses our ndings, reviewing the most critical points
we identi ed in our journey into Ethereum's PoS transition. We have summarized
or compressed the graphs and plots to the minimum for time and space reasons.
However, following the transparency and open-source standards of the Ethereum
community, all the gures are accessible on the following GitHub repository [39].
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FIGURE 4.2: Memory utilization while syncing the chain from a de-
fault node. Comparison across clients.

4.4.1 Synchronization process

The entire chain synchronisation implies downloading and verifying the historical
blockchain from the genesis block to the head of the same one. It is a process that
only gets done at the beginning of the client's lifetime, and that could be repeated
on rare occasions, such as when this client is changed to a different one. Neverthe-
less, it is still essential for the network to ensure the existence of full nodes in the
network with all the historical data downloaded. Thus, the community needs to
monitor the chain synchronization from Genesis, as it can help users better estimate
the preparation time of each node before they can host any validator.

Full nodes ensure the blockchain is composable and veri able at any given time.
Therefore, it is essential to ensure that the process is not slow, long, and tedious if
users want to sync the entire chain from scratch. Mainly when the downtime of an
already activated validator might depend on the downtime of the Beacon Node. To
measure the different synchronization techniques proposed by the community, we
have monitored this process for the leading clients in the Ethereum CL ecosystem.

The following evaluation paragraphs refer to the gathered under the details de-
scribed in section 4.3.3. It is essential to mention that by the time we made this
measurement, it wasn't necessary to pair each CL client with an EL client to keep
the head of the chain correctly. Thus, all the metrics displayed in this section will
refer only and exclusively to the resources used by the CL clients.

CPU Utilization

The implementations of Ethereum's CL speci cations are written in different pro-
gramming languages, which can ultimately determine critical parameters such as
the level of concurrency the program can achieve or the optimization level for the
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validation and underlying processes. Figure 4.1 shows the CPU utilization degree
achieved by the CL clients using the chain slots as a reference; this helps to have a
fair comparison between clients, as some nished sooner than others. In the gure,
we can appreciate different CPU pro les, where Grandine follows a different recog-
nizable pattern, using around the 80% of the CPU while syncing. Teku follows the
lead on CPU utilization with a slightly increasing ratio reaching the 60% of the CPU.
The gure shows similar CPU pro les for Prysm, Lighthouse, and Nimbus, leaving
Lodestar as the client that requires less CPU to synchronize the chain.

There is a crucial point to highlight here; although we could associate a high CPU
utilization with a drawback to a CL client (we come from a premise where reaching
consensus in PoS requires very few resources), it isn't necessarily bad. Not at least
if the CPU cycles are optimized to sync the chain faster. Remember that the sooner
we can sync the chain from Genesis, the lower the downtime users could experience
on their validators. Thus, we support the idea of squashing the available resources
during the synchronization phase if it reduces the duration of the same one.

FIGURE 4.3: Disk read operations/s while syncing the chain from a
default node.

Memory Utilization

In terms of memory, all the clients were exposed to different behaviours. Figure 4.2
shows the memory allocation patterns from the CL clients. The gure shows that
most of them allocate more memaory throughout the synchronization process. This is
an expected pattern, as the beacon staté® grows as time passes, and more validators
tend to join the chain. Among all the recorded patterns, it is clear that Lighthouse
has an unusual, constantly increasing one. Reaching even the limits of the machine,

10The beacon state represents the state of the chain at a given slot. It includes the status, balance,
and information of each validator.
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FIGURE 4.4: Disk write operations/s while syncing the chain from a
default node.

what we can identify as a possible memory leak, leading to a crash and a forced
restart of the machine. Of course, the incident was shared and reported with the
Sigma Prime team!! (developer team of Lighthouse), and it is known to be xed in
the following version v2.2.0.

On the other hand, it wasn't the only client that reported some dif culties when
setting it up. Teku and its associated JVM are somehow tedious to con gure. The
JVM requires a minimum amount of memory to work, and it experiences sudden
crashes if not enough memory is provided. However, we could achieve a steady
performance by assigning 6GB of memory to the JVM. As represented in the g-
ure, Teku maintains reasonably constant memory utilization, never exceeding 7 GB.
The memory pro les get more stable with the rest of the clients, where only Prysm
reaches the same level as Teku, and Lodestar, Grandine, and Nimbus keep a lower
pro le at a lower limit of 4 GB. It is worth mentioning that Prysm is written in ~ Gaq,
which tends to allocate and keep the memory for the processes until the OS asks
it back. Thus, this makes the comparison a bit unfair for Prysm, as part of the
measurement might belong to unused but still allocated memory by Gao. In these
lower memory pro led clients, Nimbus has the lowest memory consumption, with
a steadily increasing pro le that keeps under 2 GB of memory allocation and shows
an incredible memory optimization for such an intense process.

Similarly to the CPU utilization pro le, we can identify where most clients start
to behave differently. Around slot number 2.4 million, this point refers to the tran-
sition to Altair's hard fork in the Beacon Chain. From Altair, the CL clients need to
track sync committees and other signi cant changes in slashing conditions, which
explains the difference in resource consumption. The overall block size also in-
creased, making it heavier to download and slower to process while keeping more

Uhttps://sigmaprime.io/
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FIGURE 4.5: Network inwards utilization while syncing the chain
from a default node.

bytes in memory.

Disk utilization

The differences are pretty impressive when comparing the distinct size it took to
keep the entire chain by the clients. Table 4.3 shows the average disk usage using
the slots as a reference. Although all the clients have run on their default con gura-
tion, the gure shows that there is an important difference in how much storage the
different clients require; for instance, Lighthouse takes over three times the storage
of Teku, which is the CL client that requires the least storage followed by Nimbus.
There is a catch: although all the clients are in charge of keeping the whole set of raw
blocks on disk (raw blocks databases barely change in size across clients), there are
differences in the frequency of maintaining beacon state checkpoints. We have al-
ready mentioned that the beacon state represents the chain snapshot at a given slot.
It changes over time as more blocks are added to the chain. Thus, there is no need
to keep it in disk with a super low frequency, as its size generally is much larger
than a single block. For this reason, beacon nodes keep track of beacon state check-
points, and when they need to access a speci ¢ state from the past, they can load the
closest state they have stored, applying the subsequent list of blocks until they can
regenerate the desired state.

All this said, we can deduce from table 4.3 that the default checkpointing in
Lighthouse has a higher frequency, keeping in disk more checkpoints for the same
range of slots, which ultimately helps access faster any state in the past. It is impor-
tant to note here that this parameter is adjustable in all the clients, and it might be
important to tune up based on the necessities and resources of each user.

The disk utilization has some other peculiarities, though. With a wider focus
on disk write operations in gure 4.4, most clients, and in particular Prysm, have
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FIGURE 4.6: Network outwards utilization while syncing the chain
from a default node.

Lighthouse Lodestar Nimbus Prysm Teku
64GB 105GB 81GB 46GB 62GB 34GB

TABLE 4.3: Total disk usage of the beacon node's database keeping
beacon blocks and states after syncing the chain on the default mode.

Lighthouse Lodestar Nimbus Prysm Teku
45 25 155-160  45-55 75

TABLE 4.4: Target of peer connections for each client during the chain
synchronization on a default con guration.
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a higher number of disk write operations per second at the beginning of the sync-
ing process, and this decreases gradually until it plateaus after Altair. This is ex-
plained by the fact that at the beginning of the Beacon chain, the number of val-
idators (21.063) was signi cantly lower than 3.2 million slots later (295.972), making
the whole slot processing of the blocks much faster. Both gures 4.4 and 4.3 are in-
versely correlated; the increase in disk reads is relatively low in the rst half and
accelerates in the second half, as the number of validators and attestations in the
network increases. The measurements in gure 4.3 show that disk read operations
increase dramatically for most CL clients, except Teku. This is not an issue because
it does not affect the performance. But it happens virtually simultaneously for most
clients around slot 900K, being Prysm client to more clearly expose this behaviour.

We attribute this pattern to some falling caching techniques that might force the
client to read the needed information from the internal client cache, producing more
read operations.

Network Bandwidth

Network connectivity in a distributed network is a parameter highly associated with
the number of concurrent connections the node keeps with others in the network.
Despite being in the synchronization phase, Ethereum is not different from other
networks in that aspect. Figures 4.5 and 4.6 show the aggregated received and sent
GB throughout the synchronization of the chain.

Figure 4.5 shows that most of the clients follow a similar ratio of total down-
loaded GBs to sync the chain around the total of 50GB. Grandine, on the other hand,
outstands its competitors, requiring ve times more bandwidth to perform the same
task. Handling more concurrent downloads to sync the chain faster seems to be a
not-that-optimized deduplication of downloading the same blocks multiple times.

Regarding sent GBs, gure 4.6 shows that only Lodestar and Lighthouse are
above the rest of the clients with around ve times more output bandwidth than the
“quieter” clients. As mentioned, bandwidth usage highly depends on each client's
simultaneous peers. Table 4.4 shows the target of peers each client got during the
syncing process. The table shows that by default, Nimbus looks for stable 150 peers
from where to fetch blocks. Followed by Teku with 75, Prysm with 50, and Light-
house and Grandine, which share a peer target of 45. To nish, Lodestar has shown
the lowest ratio of clients with a stable target of 25 concurrent peers.

Performance

We have presented many insights about how each client operated over this rst step
of connecting to Ethereum'’s network and synchronizing the chain. We have seen
many different design choices to perform this same task, like choosing to keep more
data in the cache to reduce the number of interactions with the disk (the slowest task
of a computer), increasing the number of concurrent processing tasks to minimize
the total time, or optimizing the process to make it as light and fast as possible.
Under our interpretation, we de ne “performance” as the ability of a client to sync
the chain in the shortest time possible without capping the hardware resources of
the matching running it.

Figure 4.7 shows each client's total duration of the synchronization process. The
gure shows that concurrency has clear bene ts in speeding up the process. Gran-
dine was the fastest client to catch up with the head of the chain in almost 50 hours.
The fastest clients are closely followed by Nimbus and Prysm, with around 90 hours,
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displaying that it is possible to achieve great timings if optimization, concurrent
downloads from multiple clients, and a mild level of CPU usage are achievable.
Lighthouse and Teku have also achieved similar results with around 135 to 150
hours-long process. It is not a fair comparison for Lighthouse, as it crushed for
an over-allocation of memory and had to be restarted. However, the gure clearly
shows that it might be the most trustless client of the set, investing in keeping more
states on disk more often in case a chain reorganization happens. Teku and Lodestar
are the least optimized clients catching up with the chain's head. Despite the highest
memory allocation, the second highest CPU utilization, and the second highest num-
ber of peers from Teku, it still got in fth place. In the last place, the measurements
show that Lodestar has one of the lowest pro les of the clients, perhaps aiming for
a light client that could run in the background.

4.4.2 The Bigger, the Better?

As anyone could expect, having a more capable machine has its bene ts. The ma-
jority of the tested clients take advantage of parallelization techniques to speed up
the entire synchronization process. However, some implement concurrency tech-
niques better than others, taking a huge advantage as they can sync up the historical
chain sooner. With that many parameters involved in the performance of a client,
increasing each of them individually can vary the bene ts differently:

« A faster CPU with more cores allows the client to process attestations at a
higher rate and, therefore, more blocks simultaneously. However, there is a
point that having many CPUs is not useful since many cores may stay idle if
there aren't that many events to process and validate.

« A bigger memory available while syncing increases the number of items the
client can keep without performing slow read and write operations to disk.

« A higher network bandwidth can allow us to keep more simultaneous connec-
tions with peers in the network, enabling the concurrent download of more
blocks from the chain.

« Afaster disk can reduce the bottleneck originated by writing such a long chain
as the Beacon Chain.

Sync Speed

Our measurements show that machines with superior hardware resources can syn-
chronize the chain faster. However, with the apparition of checkpoint syncing, the
whole operation of syncing the chain from Genesis can be reduced to almost zero
times. Some CL clients offer a back- lling sub-process to fetch the historical chain
backwards from the given checkpoint. However, this is not the case for all of them,
and if users want to have faster access to on-chain data, known as “archival node",
they might still be forced to perform a full synchronization from Genesis. This
“archival" mode increases the frequency at which the chain checkpoints are stored
in the database, making all the RPC queries generally faster as it takes less time to
recompose intermediary states. Making it ideal for those users who want to have
faster access to chain data. The whole concept of checkpoint syncing relies on the
node's single need to access the last beacon's nalized state to operate. This process
allows a node to fetch the last nalized Beacon State and Signed Beacon Block from
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FIGURE 4.7: Chain synchronization speed as the number of slots
downloaded and processed since the node on standard hardware was
run.

a trusted node, allowing it to process and validate incoming new blocks after the
process has been accomplished?. Nevertheless, although checkpoint-syncing is the
recommended operation to catch up with the chain's head, not all users can access
an already synced beacon node from where to fetch the last nalized checkpoint,
making the full synchronization speed still important.

Figure 4.8 shows that clients achieve a better synchronization speed with more
capable hardware. On average, our measurements show a speed improvement of
135.2%, with Lodestar showing a disappointing performance decrease of 10% and
Grandine syncing a remarkable 178.5% faster. All the measured slot processing ra-
tios per second are displayed in gure 4.9, where we can appreciate the average
performance of Teku, Nimbus, Prysm, and Lighthouse, and the outlying one from
Grandine and Lodestar.

Disk Utilization

Of course, having more and faster processing power implies more disk reading and
writing operations (if no disk bottleneck is hit). In the previous section 4.4.4, we ap-
preciated how, around slot 900.000, the disk reads spike until the end of the process.
Controlling the same metric on the fat nodes, gure 4.10 shows almost the same be-
haviour, but this time, the pattern started much later, around slot 2.000.000. The fact
that the phenomenon occurs later on in nodes with more memory makes us believe

12plthough the beacon node or the CL client can process new incoming blocks after a checkpoint
sync, its performance is still subjected to the synchronization of the paired EL client. EL clients, when
writing this chapter, can not sync from a checkpoint state. Thus, the time needed to have an operative
EL + CL client relies on how fast the EL can catch up with the head of the chain.
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FIGURE 4.8: Chain synchronization speed as number of slots down-
loaded and processed since the fat node was run.

FIGURE 4.9: Slot synchronization ratio per second for the different
clients.
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FIGURE 4.10: Disk read operations by the clients while running in a
“Fat" node.

that some memory caching process is originating or preventing these disk read oper-
ations. For this reason, when the client reaches its buffering limit, it starts generating
a signi cant amount of disk reads.

On the other hand, disk write operations remain on the same pattern as g¢-
ure 4.11 represents, increasing its offset with the faster synchronization speed. This
showcases that although we need a proper or fast enough disk to handle an Ethereum
CL node unless we want to set up an archival node, there is not much impact on disk
usage that originates from increasing the rest of the hardware components.

4.4.3 How Small Could We Go?

Despite the complexity increase that shifting from PoW to PoS means, the protocol
has bragged about requiring less computational power to reach consensus than its
PoW predecessor version. Going even to the limit of stating that a Beacon client
could run on a Raspberry Pi. We have tried syncing up the mainnet chain from
Genesis using the different clients, with the unanimous conclusion that it is impos-
sible to achieve, based on the large time it takes to nish it (exceeding the 15 days to
sync on the fastest client). The beacon chain at that point, March 2022, had around
3.400.000 slots, which presented a major problem to the restricted hardware of the
Pi. The chain at that time had around 550.000 validators, making the last steps of the
synchronization tedious because of the state processing duration. For timing rea-
sons, we've extended the section to explore the performance of the synchronization
process in the Kiln 12 testnet.

B3https:/igithub.com/eth-clients/merge-testnets/tree/main/kiln
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FIGURE 4.11: Disk write operations by the clients while running in a
“Fat" node.

Considering that the beacon state is append-only, we expect that the required
hardware resources will just increase over time. As a result, CPU and memory re-
quirements will increase with bigger state transitions to process. Even if the number
of validators decreases, which doesn't seem feasible, at least in the short term, new
updates to the protocol will always require more validations or tasks. Following this
trend, after the merge, each consensus client node needs to be paired up with an ex-
ecution client to follow up the head of the chain successfully. This ultimately means
the available resources must be duplicated to run both system parts together.

Although there is a tendency to require faster and more extensive resources, we
see a massive reduction when comparing it to the predecessor PoW consensus ver-
sion. It is not crazy to think about having a Raspberry Pi set up to participate in
the network. However, having to purchase a faster SSD and probably extending to
a secondary Raspberry Pi to run the execution layer client (with its dedicated faster
SSD) makes it, from our point of view, unattractive for most of the users. We sug-
gest opting for a still low-pro led and low-powered device such as an Intel NUC or
similar.

Beacon Chain Synchronization on a Raspberry Pi 4

We have run all the different clients from scratch in Raspberry Pis on the versions
displayed in table 6.1, testing if running a production node in such a low-powered
device is possible. Anticipating the slowest performance of the more limited re-
sources of the Raspberry Pis, the syncing measurement of the chain for the low-
powered devices was performed on the Kiln testnet on the same range of dates (18th
of March, 2022).
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FIGURE 4.12: CPU utilization while syncing the chain in a Raspberry
Pi 4.

CPU Utilization

Figure 4.12 shows the CPU utilization degree achieved by the CL clients, which
remains relatively similar to the one measured on the default node with a slight
overhead as each core is “slower" than its “default” version. The gure shows that
Grandine increases CPU utilization from 80% to a constant 90% CPU usage while
syncing. Teku follows the lead, increasing its CPU utilization up to the 80% as the
blocks keep getting bigger due to the aggregation of more validators. At the same
time, the rest of the clients also seem to register an increase of the 10% of the usage.

Memory Utilization

A similar pattern was observed in terms of memory. Figure 4.13 shows the mem-
ory allocation patterns from the CL clients in the Raspberry Pis. Teku keeps a steady
performance by assigning 6GB of memory to the JVM. Prysm keeps allocating mem-
ory as Godoes not free memory unless the OS asks for it, reaching 5GB of memory
in its latest synchronization stages. Lodestar, Grandine, and Nimbus remain with
the lower pro le at a lower limit of 3 GB, showing that not much memory is needed
to sync up the chain. Finally, Lighthouse shows the same memory leak pattern but
sooner this time, as the machine's total memory is reduced to 8 GB. We experienced
three client crashes as more memory than the available was asked. In this sense,
each sudden drop in gure 4.13 belongs to each of the restarts of the client after the
crash. As gure 4.14 shows, with the shorter access to memory resources, the disk
utilization remains steady from the beginning of the synchronization process as op-
posed to the previous hardware con gurations. However, not all the clients have
the same disk usage. In the gure, we can see that in synchrony with its memory



4.4. Hardware Resources' Evaluation 57

FIGURE 4.13: Memory utilization while syncing the chain in a Rasp-
berry Pi 4.

leak, Lighthouse highly relies on disk write operations compared to other clients,
multiplying by three times the usage of Teku and by more than eight times the rest.

Performance

In the opposite direction as the one measured with the “fat nodes", gure 4.15 shows
decreasing the hardware resource clearly impacts syncing the chain. Making it clear,
once again, that being slower while syncing the chain shouldn't be a determinant
factor, as syncing via checkpoints signi cantly reduces the overall duration of this
process. In any case, slower CPU cores, less memory, and slower reading and writ-
ing speeds from and to SD cards have drawbacks and impact performance.

4.4.4 Regular performance

Having the possibility to fully sync the chain from scratch and ensure that doing so

is viable is a nice feature of the community. However, as we have introduced pre-
viously, current node deployments can bene t from syncing the chain using chain
checkpoints. At any point, the resources taken from a client at a regular workload
(following the head of the chain) are considerably smaller than those they need to
sync up the chain. This subsection describes the resources that each client needs to
perform after the synchronization phase.

To study a fairly more accurate representation of the actual consumption of the
set of clients, we have also measured the resources each of them needs to participate
in the network while following the head of the chain. Further details on the study
dates and the setup con guration are de ned in section 4.3.3.
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FIGURE 4.14: Disk writing speeds while syncing the chain in a Rasp-
berry Pi 4.

FIGURE 4.15: Chain synchronization speed as the number of slots
downloaded and processed since the node on the Raspberry Pi 4 was
run.
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FIGURE 4.16: CPU usage by clients following the head of the chain.

CPU Utilization

Unlike the chain synchronization process, the regular operation of EL and CL clients
doesn't require much CPU. Figure 4.16 shows CPU usage by each of the combined
clients as the percentage from the total available in the machine. The rst slots in
the gure show that despite syncing from a trusted node's checkpoint, validating

it and taking it up with the head of the chain is way more demanding than just
following it up. The next epochs in the chart show that both CL and EL need less
than 40% of an eight-core machine to handle the propagation of blocks, attestations,
and aggregations, as well as the validation of the same ones and recomputing the
state. Bast reduction in contrast to its previous PoW consensus mechanics before the
merge.

There are a few more insights to take from the gure, though. Despite the dif-
ference being not much across the CL clients, some are more ef cient than others.
Nimbus, Prysm, and Lodestar are the most ef cient clients, taking between 11% to
13% of the CPU to perform all the consensus tasks. On the other hand, Teku and
Lighthouse are the ones requiring more CPU, with Lighthouse keeping an 18% of
average CPU usage and Teku being the most unstable client, uctuating its CPU
usage between 15% and 23%, sometimes reaching 30% of use.

We have to mention, though, that there were some infrastructure problems with
Teku, which crashed two times during the experiment due to a lack of space for the
machine. These interruptions are clearly visible in the gure, wherewith sudden
drops in Teku's CPU usage to a at and stable 3% to 7%, which we can attribute to
Nethermind. Spikes of 40% to 60% also follow these drops, which are related to the
client catching up on the blocked missed while it was down.

Memory Ultilization

More different memory usage patterns were measured on the machines during the
study. In contrast to CPU usage, memory usage increases once the client follows the
chain's head. Figure 4.17 shows that the client difference is more noticeable than the
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FIGURE 4.17: Memory usage by clients following the head of the
chain.

FIGURE 4.18: Disk reads by clients following the head of the chain.
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FIGURE 4.19: Disk writes by clients following the head of the chain.

FIGURE 4.20: Concurrent node connections by the clients while fol-
lowing the head of the chain.
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CPU one. Nimbus and Lighthouse are the most optimized clients with averages of
(remember this is the aggregation of memory between Nethermind and the clients)
15GB and 18GB, respectively. Lodestar follows them quite closely, with an average
of 19GB. Leaving Prysm and Teku as the highest memory-dependent clients with
20GB and 23GB of memory usage, respectively.

Please note here that Teku is the only client that requires less memory to follow
up the chain than to sync it up, and that part of the distribution shows the at mem-
ory usage of Nethermind of 11GBs. These more updated measurements show that
Lighthouse has xed the memory leak and that even though the CPU is heavily used
to sync up the chain, a bigger cache or more memory is used more by clients when
performing under a normal state of the chain while following it.

Disk Utilization

From the perspective of the interaction with the disk, there are signi cant differ-
ences between clients. In contrast to the disk usage displayed in section 4.4.1, where
clients could handle the persisting of blocks and states to DB in a more customized
or optimized way, neither gure 4.18 nor gure 4.19 show clear differences in the
number of bytes read or written into the disk. Figure 4.18 shows a general 2MB per
minute ratio of readings from the disk with some sporadic spikes from 4MB to 10
MB per minute. On the other hand, gure 4.19 shows that writings are below 1MBs
per minute, with more often spikes from 2MBs to 10MBs per minute. This clearly
shows that despite keeping more items and data in memory, the operation of a client
requires way more reads and validations than actual writings to disk.

Network Bandwidth

Previously, We've seen that the resources aren't anything out of the normal computer
standard, which means that the combo of EL and CL clients could ef ciently run on
modern pre-manufactured PCs or computers. However, can a regular router handle
all the communication involved?

The number of sent and received bytes over the network while following up the
chain is directly proportional to the number of connections opened with other nodes
in the network. The more nodes you connect to, the more messages or requests
you receive and share. It doesn't matter if they are duplicated messages during the
propagation of blocks or attestations; nodes will see an increase in network usage.

Table 4.5 shows each client's default target amount of peers. The measurements
show that most of them, including Nimbus, Prysm, and Lodestar, have a similar tar-
get of around 50 peers, which generally keep steady except for Nimbus, which sees
a small drop of connected peers at the nal epochs of the study. On the other hand,
Teku and Lighthouse stay uctuate more between the 30 to 40 concurrent connec-
tions. Comparing these values to the previous ones presented in table 4.4, there is
a noticeable decrease in the number of peer connections. The most representative
case is that of Nimbus, which went from 150 connections at the beginning of its jour-
ney to 50 nowadays. We interpret these adjustments as optimising a “too ambitious"
prior target that doesn't justify the extra bandwidth cost.

To observe the impact of these concurrent connections in the downlink, we can
use gure 4.21, which shows the amount of received MBs per minute for each client
combo. Leaving the rst synchronization from the checkpoint range, the gure
shows that most clients, Nimbus, Prysm, and Lodestar, remain constant under one
MB per minute. Clear contradiction to clients with more unstable peers (in terms
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FIGURE 4.21: Network incoming bandwidth for the clients while fol-
lowing the head of the chain.

FIGURE 4.22: Network incoming bandwidth for the clients while fol-
lowing the head of the chain.

Lighthouse Lodestar Nimbus Prysm Teku
30-40 50 50 50 30-40

TABLE 4.5: Target of peer connections for each client during its regu-
lar operation.
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of peer connections) like Teku and Lighthouse, which stay above the 1 MB mark,
touching the received 2MBs per minute. This may look like a contradiction since
fewer peers send more traf c. We attribute this phenomenon to the fact that estab-
lishing a connection, which involves making the handshake and sharing certi cates
to ensure encryption between both partners, can be more demanding than just shar-
ing messages. In this case, Teku is the chattiest client.

Figure 4.22 shows the impact in the uplink by providing the sent MBs per minute
by the CL plus EL combo. The gure shows how most clients share a similar pattern,
with Prysm being the chattiest client.

45 Hardware and network observations

The wide variety of data presented in the previous section 4.4 compiles the raw
resource utilization prints that different clients infer in different machine con gura-
tions. These studies provide a wide knowledge of the minimum requirements and
the optimal hardware needed to participate in Ethereum's network. However, many
other aspects can be directly linked to a speci c resource utilization pattern. As pre-
sented in the following subsections of the chapter, we analyse how the Ethereum
protocol, network instabilities, or the user's interaction impact the resource utiliza-
tion of the different clients.

45.1 CPU at Slot Time Utilization

We have previously introduced the overall resources needed by each client while
syncing and following the head of the chain. However, we haven't mentioned
which processes trigger such intense use of CPU during the performance of a client.
As mentioned, Ethereum's PoS de nes a new chain organized in slots and epochs,
where active validators split their duties across the epoch. This means that in ev-
ery slot, a subset of active validators is in charge of receiving and validating the
proposed block, having to submit the attestation votes then, and the aggregated at-
testations. Despite the new PoS' Gasper fork choice [25] de nes the propagation and
arrival of these duties as asynchronous, the rewards clearly incentive validators to
congest them in de ned periods (hot mandatory, but ideal for maximizing the re-
wards for each of them). A detailed description of the expected time windows for
each operation is described in section 2.3.2. In the section, and more in detail while
looking at gure 2.5, we can appreciate how each duty is followed by a 4 second
window to propagate each message over the network.

Of course, as beacon nodes host the beacon validators, the performance, valida-
tion, and broadcasting of these duties impact the CPU workload of the nodes. Thus,
we decided to measure the CPU workload of each machine with a bigger resolution,
pairing it with their respective time inside the slot. Figure 4.23 shows the CPU work-
load of each client over ve entire slots. Despite the workload of each client varies
from the rest, the gure clearly shows three main spikes at around 4 seconds from
each other. The pattern is very clear when checking the CPU utilization by Prysm,
Teku, and Lighthouse, where we can appreciate that:

» The rst spike corresponds to the arrival of the proposed beacon block. Af-
ter one of the client's neighbours sends the block, this one has to validate the
block's origin, compute all the aggregated BLS signatures of each attestation
aggregations on it, and update the existing beacon state with the new block. It
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FIGURE 4.23: CPU utilization at the slot range while following the
head of the chain.

is known that this process is generally CPU-intense since BLS signature aggre-
gations require complex operations like elliptic curve pairings.

« The second spike belongs to sending and receiving the corresponding attesta-
tions. Attestations or votes are small messages. However, there are many of
them, and the clients actively contribute to the validation and broadcasting of
the messages that they see. This explains why, on some occasions, the second
spike lasts longer than the rst one.

e The last spike is the least clear one. It belongs to receiving and validating the
aggregated attestations that will be included in the following beacon blocks.
Due to their small size and the fewer number of messages that are sent, the
last spike is the smallest one.

We've seen that the CPU utilization can be easily mapped to each of the op-
erations that the beacon node has to do. However, not all the nodes handle the
workload in the same way. Prysm, Lighthouse, and Teku's behaviour has the most
visual explanations of the three spikes. Nimbus and Lodestar show different pro-
les. They suffer smaller CPU pro les but for longer periods. It is interesting to
observe how Nimbus's spikes stay under 40% of CPU utilization, keeping it for less
than half a second compared with the three former clients. This smaller but longer
CPU utilization means that Nimbus can handle the block arrival more ef ciently,
reducing the risk of not being able to process a block “fast enough" if not enough
resources are available by the hosting machine. Conversely, the Lodestar behaviour
is the hardest to deduce from the charts. Its CPU is used more over a more extensive
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H.Fork CPU(%) Mem(GB) NetOut Netin
Lighthouse PO 45.77 4571 0.127  0.060
A 47.42 6.031 0.127  0.05(
Lodestar PO 28.83 1.878 0.088  0.004
A 28.78 3.724 0.088  0.004
NIMbUS PO 45.33 1.289 0.083  0.105
A 41.44 1.676 0.082  0.029
Prysm PO 49.96 4.636 0.043  0.010
A 49.87 6.974 0.043  0.009
Teku PO 62.43 6.854 0.025 0.104
A 65.15 6.909 0.026  0.036

TABLE 4.6: Mean resource utilization of the ve main clients dur-

ing their synchronization in default machines divided by Hardfork

(“H.Fork™). Note: “P0Q" is the abbreviation for “Phase0" and “A" for
“Altair", “NetIn" and “NetOut" are expressed in GBI/s.

period, showing that it is either not that optimized to process a new block arrival or
struggles when having to share the block with the rest of the network.

45.2 Hardware Resources Evolution over Hardforks

Setting up a requirements list to participate as a full Ethereum node is dif cult.
Previous sections 4.4.1 4.4.2 and 4.4.3 already introduced the increasing hardware
resource utilization tendency as the chain keeps evolving and more changes keep
happening with every hardfork. This isn't something wrong; the ecosystem heavily
bene ts from such changes. However, this makes advising hardware that won't be
obsolete in two years but without overestimating a bit more challenging, as these
changes generally imply requiring more computational power, more extensive and
faster disks, and heavier bandwidth usage.

Tables 4.6 and 4.7 show the mean resource utilization of each client on the dif-
ferent stages and hardforks of the chain. Table 4.6 focuses on the clients' resources
while syncing the chain from the Genesis block. We can appreciate two clear pat-
terns: i) the CPU pro le and the network incoming and out-coming bandwidth re-
main on the same ranges for the different clients, and ii) the memory allocated by
all the clients increased between 130% and 198% except for Teku that remained on
the same ranges of 6.8GB to 6.9GB due to the settings on the Java Virtual Machine
(JVM).

This memory-increasing pattern has many possible causes. On the one hand,
the blocks and states of the beacon chain get bigger and bigger as more validators
are activated in the beacon chain. This requires allocating larger items in memory
than previous slots in the chain. On the other hand, with the changes introduced
at Altair's hardfork, clients had to make extra computations concerning the “sync
committees”, computations that directly bene ted by keeping more chain state in-
formation in memory.

However, the most signi cant difference in resource utilization comes with the
change in the status of the beacon node. Once the node is synced to the head of the
chain, the number of blocks and attestations the node has to process is limited by
the slots, as introduced in section 4.5.1. This heavily reduces the CPU utilization.
Table 4.7 shows the mean resource utilization of the clients over ve days while
following the head of the chain. In the gure, we can appreciate how, in comparison
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H.Fork CPU(%) Mem(GB) NetOut Netin
Lighthouse | Cap. 15.00 16.784 0.608 0.419
Lodestar Cap. 11.54 17.493 0.532  0.399
Nimbus Cap. 10.10 15.754 0.566  0.436
Prysm Cap. 12.944 19.954 0.576  0.692
Teku Cap. 5.37 10.60 0.262  0.030

TABLE 4.7: Mean resource utilization of the ve main clients during

their regular operation in default machines, following the head of the

chain. Note: “Cap." is the abbreviation for “Capella”, “NetIn", and

“NetOut" are expressed in GB/s., and the extra overhead present in

the means generated from running Nethermind on each machine con-
currently.

to previous hard forks, the resources taken by the clients to run after Capella are
considerably higher:

the CPU utilization has reduced between 59.90% and 91.76% of the syncing
values (mean decrease of 73.94%).

the memory usage has increased between 153.42% and 939.98% (mean increase
of 425.52%).

the incoming network bandwidth utilization has increased between 478.74%
and 1339.53% (mean increase of 824.15%).

the outgoing network bandwidth utilization has increased between 838% and
9975% (mean increase of 4320%).

We must note that after “the merge", the execution and consensus clients needed
to be paired individually. Thus, the measurements in table 4.7 aggregate both re-
source utilisation. This explains the sudden increase in allocated Memory and net-
work bandwidth, as the execution client has a much larger chain state tracking the
balance of all addresses and smart contracts.

In summary, hardware resource utilization is somewhat unpredictable in the
long-term, as there are already new technology advances like the Distributed Val-
idator Technology (DVT) 1 to help increase the resilience of the network or further
protocol upgrades like ProtoDankSharding and DankSharding 1° that aim to help to
scale the network. However, we can expect that the incoming changes will increase
the hardware requirements, while still maintaining it substantially lower when com-
pared with the previous PoW hardware evolution.

4.5.3 Perceiving Network Instabilities from Chain Synchronization

Back to the rst stages of this study, when we were putting to test our methodology
with the Medalla testnet (as described in section 4.3.3), we identi ed that syncing
up the historical records of the chains could give more information than one would
imagine.

At the moment of syncing the testnet, the slot synchronization speed shown in
gure 4.24 didn't show anything relevant at rst: a similar synchronization speed
for most clients. At the same time, Lighthouse and Prysm were the fastest clients.

14https:/lethereum.org/en/staking/dvt
15https://ethereum.org/en/roadmap/danksharding
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FIGURE 4.24: Chain synchronization time by clients in the Medalla
testnet.

FIGURE 4.25: Zoomed slot synchronization speed of consensus
clients in the Medalla testnet.
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FIGURE 4.26: Disk usage of consensus clients during the Medalla test-
net synchronization.

But taking a closer look at the beginning of the syncing process, we could identify
a small spike of synced slots across all the clients. Zooming into the range of slots
70,000 and 120,000, gure 4.25 showed that, in fact, the spike was constant across all
the clients and not a singularity on only one of them.

Digging more into the anomaly, another metric suffered a similar distinction pat-
tern around the same range of slots. Figure 4.26 shows the disk usage measured by
each client. The gure shows two clear spikes in two of the controlled clients, Light-
house and Teku, around the 2nd and 7th hour of the synchronization process. In
our attempt to correlate both anomalies, gure 4.27 represents the disk usage using
the synchronization slot as a reference in the X-axis. In the gure, the pattern gets
more clear for all the clients except for Prysm, which barely notices any perturbance.
There are several points to remark here:

« The 70.000 to 120.000 slot period corresponds with a non- nality period of the
Medalla testnet which was caused by erroneous rough time responses wit-
nessed by Prysm clients [124].

« Figure 4.27 shows that the disk usage reaction of Teku, Lighthouse, and Nim-
bus is to spike the disk usage, while Lodestar offers the exact opposite reaction,
keeping the disk usage at.

Considering the relatively similar behaviour of Lighthouse and Teku, where the
sharp increase of disk usage ends with a sharp drop, it is interesting to notice how
Teku reduced the time of higher disk usage, while Lighthouse keeps running for sev-
eral hours with additional data before dumping it. This is due to the dual-database
system that Lighthouse and some other clients use: a “hot" database that stores un-

nalized beacon states, and a “cold" database that stores nalized beacon states. As
they sync through a large patch of non- nality, their hot databases grow large until
they reach nality and then migrate this state into the cold database.
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FIGURE 4.27: Disk Usage of Ethereum clients while syncing the
Medalla testnet using the slots as X axis.

On the other hand, Nimbus's rise in disk storage is not as sharp as Teku and
Lighthouse. However, it did not reduce its storage afterwards (unlike Teku and
Lighthouse). Oddly, we can notice that Lodestar's disk usage increases more rapidly
than any other client until the start of this non- nality period, when it stops grow-
ing. Prysm's disk usage continues its trend without any variations as if it was not
perturbed by the non- nality period. This is because Prysm clients only save nal-
ized states every 2048 slots. This keeps disk utilization to a minimum. During non-
nality, they do not save un nalized states to disk, which allows them to prevent the
database from unnecessarily growing. However, doing this comes at a cost, as they
now keep everything in memory, if they need to retrieve a particular (un nalized)
state and it's been a while since nality, they have to regenerate it. Doing this puts a
non-trivial amount of pressure on the CPU, making it harder to keep track of all the
different forks.

The steeper syncing curve around slot 100, 000 previously seen could imply that
during that time, there was little information to process (lots of missed blocks due
to a lack of consensus). Therefore, clients can move faster in the syncing process.
However, this does not seem to t with the accelerating disk usage observed during
the same period. To look deeper into this question, we used Lighthouse logs to
analyze the number of times a block was queued and/or processed for each slot
during the non- nality period. The results, depicted in gure 4.28, show that during
this period, there were almost no blocks queued, which seems to be consistent with
the accelerated syncing speed. However, we also noticed that at the beginning of the
non- nality period, at exactly slot 73, 248, 219, there were blocks being queued (note
the logarithmic Y axis), followed by a sudden drop of blocks to queue for more than
30, 000 slots. This clearly shows a considerable perturbation in the network.

We assume that the accelerating disk usage is related to an increase in the state
stored in the client's database, which might be linked to the dif culty of pruning
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FIGURE 4.28: Number of times a block is queued to be persisted while
syncing the Medalla chain on Lighthouse. Zoomed at the non- nality
period.

FIGURE 4.29: Events timeline for Lighthouse while syncing the
Medalla testnet. Zoomed at the non- nality period.
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Concurrent Queries Prysm Lighthouse Teku Nimbus
1 19% 100% 92% 98%
10 0% 93% 99% 0%

TABLE 4.8: Percentage of responses the Beacon node could success-
fully reply under different concurrent request workloads.

states during a non- nality period. Thus, to corroborate our hypothesis, we ana-
lyzed Lighthouse's detailed logs and plotted the frequency at which different events
get executed. Figure 4.29 lists 11 different types of events. We can see that dur-
ing the non- nality period, four types of events rarely get executed: Freezer migra-
tion started, Database pruning complete, Extra pruning information, and Starting
database pruning. This demonstrates that the client could not prune the database
during this period, which is consistent with the rapid disk usage increase.

Although multiple things remain to be understood about the behaviour of some
clients during a non- nality period, this chapter demonstrates that it is possible to
identify such a network disturbance by simply looking at the resource utilization of
the clients.

45.4 Beacon API Performance

Access to chain data or internal node information is crucial for most users. Thus, we
performed two sets of experiments that benchmark the REST APIs of the different
clients following the methodology described in 4.3.4. The rst one consisted of 1.000
sequential queries performed with an in-between delay of 10 seconds (to prevent the
exhaustion of the resources of the beacon node). Table 4.8 shows the success ratio of
each client supporting the archival mode, de ning the reliability of each client under
the same workload. The low success of Prysm catches our attention for having the
lowest percentage of successfully replied queries, a 19%. Digging into the possible
root of the problem for such a low success rate, we discover that Prysm synced until
the last slot we added to our query randomizer. However, by checking the response
times in gure 4.30, the successful calls didn't perform that well compared with the
rest of the clients. Prysm is known for being the only client that offers endpoints for
both gRPCs and HTTP REST API calls. They strongly believe that gRPCs are better
and faster. Even though this is a legitimate statement, at Prysm's beacon node level,
the REST API calls are translated into gRPC on their arrival and vice-versa when
returning the response, making the process slower than other clients. Given that the
rest of the beacon nodes communicate with their validator client through the REST
AP, it leaves Prysm in a lower step towards client interoperability. Checking the rest
of the time responses, we do remark that Teku managed to reply to all the queries in
under 10 seconds, with a median of 1.23 seconds.

In the second experiment, we increased the number of performed concurrent
gueries from one to ten, checking each client's limits. The second row of table 4.8
shows that only Teku and Lighthouse kept a similar reliability ratio at such a level
of demand, keeping a 90% of successful replies. In comparison, Prysm and Nimbus
stayed far behind with a 0%. Regarding the response times of the ten concurrent
gueries shown in gure 4.31, most of the response times distributions got higher
and larger. Lighthose's and Prysm's response times got more concentrated around
the prede ned “Timeout" of 20 seconds. As expected, Lighthouse's median moved
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FIGURE 4.30: Distribution of the Beacon node's response time under
a single concurrent request workload. Note that 20 seconds was the
timeout of the request.

from around 3.1 seconds to 13 seconds, while Teku's median response time increased
up to 4.2 seconds.

The clear difference between the client's throughput and response times is easily
attributable to the different end-user targets. While Prysm and Nimbus might be
performance-focused, Lighthouse and Teku have a larger business-research-oriented
focus, where Lighthouse offers a larger set of API endpoints for data accessibility,
and Teku was built with the idea of healing many requests coming from Infura 1.

4.6 Discussion

In our journey through this exhaustive evaluation, we found multiple strong points

as well as room for improvement in all Ethereum CL clients. Our objective with this
study was fourfold: i) introduce the different implementations available to partic-
ipate in the network, with their respective strong and weak points; ii) dissect the
necessary hardware resources on each of the stages of an Ethereum node (syncing
vs following the head) and provide an overview of how the network can affect the
available resources; and last but not least, iii) introduce how the network and the
ecosystem can directly bene t from individual choices such as choosing client or
home-staking.

Lhttps://www.infura.io/
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FIGURE 4.31: Distribution of the Beacon node's response time under
ten concurrent requests workload. Note that 20 seconds was the time-
out of the request.

4.6.1 Strengths and Weaknesses of the Clients

The evaluation presented above gives empirical data about how the Ethereum CL
clients perform under different hardware con gurations and network scenarios. How-
ever, many other aspects also play an important role when choosing the software
that will be deployed on an operational platform, such as documentation of the
clients' usage, functionalities of the exposed API (important if the client will be used
as an entry point to Ethereum's on-chain data). Although some of these aspects
might be subjective, we try to cover some of those aspects together with the empir-
ical data measured, discussing the strengths and points for improvements of each
Ethereum CL client.

Prysm has one of the best user experiences among its clients. It is easy to set up
and deploy on its default con guration. The Prysmatic Labs 7 team has done a re-
markable job simplifying the deployment for non-technical users. However, on the
other hand, it has room for optimization in several aspects. The documentation por-
tal could be improved; nding information on con guring certain parameters is not
intuitive. The API offered by the client could be highly improved. The API is gen-
erally used as a communication point between the validator and the beacon node
using gRPCs. Despite gRPC being a nice alternative to the standard HTTP endpoint
APIs, Prysm has to comply with the standard HTTP API that allows interoperability
with other validator clients. And because they rely on gRPC by default, the perfor-
mance of the HTTP endpoints gets massively impacted as each HTTP request has to
be translated to gRPCs. The result of this performance impact is a slower API that

L'https://prysmaticlabs.com/
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can't support multiple requests simultaneously. The synchronization of the client in
an archival mode (storing the beacon state checkpoints with a very low frequency
for faster access to them) is also slower when compared with other clients.

Lighthouse  from Sigma Prime '8 was the client with the most complete API. It has
all the CL Beacon node API standard implemented, and they have extended the
endpoints with others that we found interesting from a research or data analysis
point of view. On the other side, the client on the rst measurements had a memory
leak while syncing the chain from Genesis, it also has the highest disk requirements
among all clients and seems to be among the most chatty clients. As with Prysm, the
number of disk IO management should be reviewed, as other clients have shown
that it can be considerably reduced.

Teku seems to be one of the most stable clients with very complete documentation,
in which it is really easy to nd any execution option and command line ag. It
has a very competent archival node mode, as Consensys® uses it to provide all the
information through Infura 2. However, generally, its synchronization is pretty slow,
and when it comes to the archival node (which de nitely needs to be synced from
Genesis), it takes a lot more space than comparing it with others. On the other side,
its standard client has the lowest storage needs, and the archival mode has the fastest
API response time of all clients. It is also really important to note that setting up the
JVM correctly to avoid memory issues can be tricky at the beginning, so it might
take a few tries to properly set it up.

Nimbus from Status?! is the client with the lowest CPU and memory requirements
across all platforms and the fastest syncing open-source client. It is clearly the client
better suited to run on low-power devices, but it also performs well on more pow-
erful servers. On the other hand, its compilation and deployment are not as user-
friendly as other clients. Also, the fact that the Beacon node and Validator node run
on the same executable could be viewed as a feature but also as a disadvantage, as
sometimes it is useful to stop the Validator client while keeping the Beacon node
alive.

Lodestar from ChainSafe?? is one of the latest CL clients to join the race, and it is
commendable to see that the software supports most of the features that the other
clients offer. Also, it shows a fairly low resource consumption. However, Lodestar
is not always easy to compile and deploy (except when using Docker), there were
multiple outdated instructions in the documentation. It is also the slowest client to
sync from Genesis, and it does not offer archival mode.

Grandine was the fastest client to sync across all. It seems to have a great paral-
lelization strategy that outperforms other clients while syncing from Genesis. How-
ever, it is not sure how much this speed can impact the performance after syncing.
Despite there being still many features in beta, clearly, the biggest drawback of this
client is that it has not been open-sourced yet.

8hitps://sigmaprime.io/
nttps:/iconsensys.io/
20https://mww.infura.iof
2lhttps://status.im/
22https:/ichainsafe.io/
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4.6.2 Hardware Recommendations

We have shown that the running combo CL plus EL clients is way more memory-
demanding under standard conditions, which involves clients following up with
the canonical head of a nalizing chain. However, we do see that in the moments
of having to re-sync some part of the chain, either because there was a chain re-
organization when some blocks didn't get enough votes and had to be dropped, forc-
ing to resync the last nalized checkpoint or simply because the client went down,
the CPU spikes 3-4 times that usage.

Similar resource spikes are expected if the network is experiencing dif culties
in nalizing, where more uncertain states and blocks must be kept in the disk and
memory. So having that extra hardware, CPU, memory, and faster and bigger disks
can make the difference between recovering faster from this rare behaviour of the
chain or being penalized by it because the client struggles to recompute and sync
up the correct head of the chain because CPU, memory, or disk are at their 100%
capacity, but it is insuf cient.

This shouldn't be extrapolated to choose renting the “fattest” or “biggest" possi-
ble machine to run a node, as we support a middle ground where hardware should
be slightly overestimated to satisfy those sudden need spikes. However, we be-
lieve that the client's current requirements and performance exceed the hardware
of domestic low-performance hardware devices such as Raspberry Pi. Of course,
some tweaks and upgrades can be done in the hardware of Raspberry Pis, like ex-
tending the disk speeds with external SSDs, buying more powerful modi cations or
alternatives, upgrading it with extension packs, and so on, but compatibility and the
community easily troubleshoot complications might leave this option to enthusiasts.

At the time of writing this chapter, we found a sweet spot for the hardware on
machines with 8 CPU cores, preferably 32GB of memory, and a fast 2TB SSD disk.
This is a good result since many PCs can satisfy these requirements. There are solid
low-powered devices such as laptops, Inte-NUCS, Mac Minis, and so on that could
run an Ethereum node without any problems and the need to build a custom PC.
On the other hand, there are custom solutions like DappNode machines that can
help and guide less experienced or technical users to maintain their nodes, which
summarizes the con guration and maintenance of the node in a few clicks.

4.6.3 The Network can Bene t from your Client Choices

We have already presented and discussed the different requirements of the different
available CL clients. However, they all have shown to be reliable, and there isn't
much difference between them that makes any of them a clearer or better choice. We
believe each of them has its target users, but we have to encourage users to try them
all out and choose the one they feel more comfortable with. Client diversity is an
important aspect of the network's resilience and, ultimately, the chain. So exploring
the least popular client choices can not only help the community but also surprise
us with a better performance than the one we expected.

Following the same line of recommendations, we highly encourage users to lose
the fear of playing around with spawning their own nodes and to stake from home.
These are very good practices that help the decentralization and resilience of the
entire network. Furthermore, there is a broad literature, forums, communication
channels, and a friendly community willing to support setting up or troubleshooting
the spin-up of Ethereum nodes.
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4.7 Conclusion

In this chapter, we have shown multiple aspects of all Ethereum CL clients while
tested under different conditions. We have exposed their strengths as well as dis-
cussed some points for improvement. After all these experiments, it seems clear that
the different CL client teams have focused on different aspects, users, and use cases
and they excel in different points.

Perhaps the most important conclusion that should be highlighted, is that all
Ethereum CL clients run well on different hardware platforms and con gurations.
They showcase the strong software diversity that Ethereum has, and this is hard to
nd anywhere else in the blockchain ecosystem. Overall, our evaluation demon-
strates that the efforts of all CL client implementation teams and researchers in-
volved have pushed the Ethereum ecosystem one step closer to a more sustainable
and scalable blockchain technology.
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Chapter 5

Incentive Changes with Ethereum's
Merge

5.1 Introduction

Ethereum [208] has soundly consolidated in the Web3 and blockchain ecosystem for
its widely decentralized network with over 950.000 active validators. It currently
handles above 1 million daily transactions from 600 thousand active accounts [138].
However, the network hasn't been consolidated over an altruistic mindset where
participants in the consensus don't get any credit for doing so. As with any other
blockchain in the Web3 space, Ethereum relies on a well-studied incentive program
to reward honest behaviours between the participants.

Starting as an operative network in 2015, Ethereum chose Proof of Work (PoW)
as its consensus mechanism. In this PoW-powered platform, participating nodes
(commonly known as miners) competed to become the next block proposer. Nodes
in the network built block candidates by adding user transactions from the public
“Mem-pool" 1. Awarded with a generous tip in Ethereum's token Ether (ETH) for
the rst one publishing a valid block, miners would parallelly iterate over multiple
nonce values® until the hash value of the entire block satis es the target required by
the network.

Initially, as part of the block proposal's incentives until EIP1559 [170] was ap-
plied, block proposers were also granted with the fees coming from processing the
transactions included in the block plus a dynamically adjusting base reward. How-
ever, since the network transitioned to PoS, the consensus and, therefore, the nal-
ization of the chain was directly granted to validators. These ones now have to
perform a set of tasks at every epoch of the chain. Also known as duties, validators
are grouped by committees, which have the major task of voting on the correctness
of the proposed block (if proposed) from the slot they are assigned to. These votes
are also known as attestations and are included in the beacon blocks. Validators are
also grouped by sync committee, a small set of 512 validators that help sign headers
of blocks to prove their validity to light clients that won't need to sync the entire
chain. Based on the correctness of all these duties, validators get rewarded as an in-
centive to well-behave in the consensus, making honest actions in the network more
economically lucrative than dishonest ones.

Both parallel chains had co-existed since December 2020, when the beacon chain
was launched, until September 2022, when the chain in charge of processing transac-
tions became consensus-dependent from the beacon chain. In this event called “The

IMem-pool it Memory-pool refers to the local list of transactions that each node can keep after
listening to the public transaction broadcasts.

°Nonce values in PoW-based blockchains is a eld in the head of the block structure that miners
can indistinctly modify to satisfy the hash target requirements of the chain.
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Merge"®, active validators in the consensus layer will also be the ones proposing
blocks in the EVM chain, or the Execution Layer (EL). With the successfully accom-
plished transition from PoW to PoS, there are some signi cant changes in the new re-
ward mechanism of the multipurpose platform. Since validators now propose both
blocks, they get the CL and the EL rewards. However, from the EL rewards, valida-
tors only earn the part coming from the transaction fees, which means that there is
no base reward anymore. The fact that block proposers are chosen beforehand and
the mining process has been removed increases the time to include transactions in a
block. Which ultimately increases the chances of a proposer gaining more rewards
by Itering and ordering the transactions.

This chapter of the Thesis presents a previously unseen approach to measur-
ing the incentives transition that shifting from PoW to PoS had on a live-working
blockchain. The proposed approach uses both empirical and theoretical methods
to compare and score how well validators accomplish their duties. Moreover, we
present some use cases where the methodology could be directly used to compare
the performance of some staking entities based on their participation and rewards
in the consensus layer.

5.2 Related Work

Blockchain-based networks adopted the peer-to-peer philosophy to consolidate plat-
forms able to store a public ledger. Generally, these public ledgers use incentive sys-
tems to promote honest participation in the consensus. This way, for most users,
honest participation in the network is more rewarding than misbehaving. Ethereum
also uses the same system to promote the chain's nalization (reach a consensus on
which chain to follow).

The unknown nature of block rewards in Ethereum's execution layer has at-
tracted many experiments that tried to modelize it. Authors in [173] already in-
troduced the apparition of mining pools for the Bitcoin [131] network. Pools where
individual miners uni ed efforts to split rewards and costs, making them more sta-
ble over time. Other works like [181] presented an approach that, using linear and
polynomial regressions, could predict the mining reward of the next Ethereum block
to some degree. More focused on protocol optimizations, other works like [4] intro-
duced an intensive study highlighting the under-optimized storage patterns that
most smart contracts use. Furthermore, they propose a tool that helps optimize gas
usage when developing smart contracts.

Showing a clear interest in predicting and maximizing the rewards extracted by
each block, authors in [43] introduce the lack of fairness that decentralized exchanges
and arbitrage bots introduced to the platform by using the usage of sandwich attacks
[158] to front run users transactions. The authors present a novel idea of block-
building audition or bid, introducing a set of techniques that optimize the reward
extracted from each built block (also known as Miner-Extractable Value (MEV)), i.e.,
transaction ordering.

We have already presented in chapter 3, how the launch of the consensus layer
and the shift of Ethereum to PoS, resulted in a way more sustainable network with
over 900.000 validators distributed between 13.000 nodes in 90 different countries,
and in chapter 4 the existing six different software that can adjust to all kinds of
users' needs while increasing the overall resilience of the network to software bugs.
However, despite the community's efforts to endorse a fully decentralized blockchain

Shttps://ethereum.org/en/history/#paris
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FIGURE 5.1: Evolution of rewards for different layers in Ethereum.

platform, we've identi ed a certain degree of centralization regarding geographical
location and used software.

This chapter aims to complete the literature surrounding Ethereum's rewards
from the consensus layer perspective. We present a novel method to evaluate the
performance of validators by comparing their on-chain rewards with the maximum
theoretical one they could obtain, identifying which are the most rewarding duties of
the platform. We introduce the results of applying this method to Ethereum's tran-
sition from PoW to PoS during the merge. Furthermore, we present the decentral-
ization degree that the current Ethereum network has by analyzing the distribution
of validators among staking entities in the network.

5.3 Prime on Ethereum's Rewards

Economical remuneration is a highly used incentive to recompense honest behaviours
in blockchain scenarios. However, building a sustainable economic rewards system
with a solid game theory [116] requires considerable effort. This section explains
the different reward types that Ethereum miners (previously) and Ethereum valida-
tors can earn from their honest interaction with the network, describing in detail the
evolution of rewards displayed in gure 5.1.

5.3.1 Execution Layer's Block Proposal Rewards

To preserve a fair and controlled usage of the EVM, interacting with the Ethereum
EL requires paying for the needed resources. Following its close analogy to vehi-
cles needing gas to move, users pay Gas for their interaction with the EVM to the
network processing it. Thus, each interaction with the EVM requires paying Gas for
block space for the user's transactions. With the introduction of EIP 1559 [170] in the
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FIGURE 5.2: Rewards extracting schema followed by the state ana-
lyzer tool for Epoch n 1 (in red: actions of our indexer tool; in blue,
actions at the protocol).

London Hard Fork (see gure 5.1), the fees that a user pays to include a transaction
in a block are divided into three different values:

1. Gas Limit: Upper limit of Gas that the entire operation may consume, protec-
tion against malicious or broken smart contracts.

2. Base Fee per Gas: Minimum price per gas unit to allocate a transaction in a
block. Base Fee dynamically adjusts based on network congestion; the more
demand for block space, the higher the Base Fee.

3. Priority Fee per Gas: colloquially known as the tip users pay to prioritize their
transactions.

Leaving the total transaction as the product between the GasLimitand BaseFee+Tip

In this new Gas system, block proposers in the execution layer no longer receive
100% of the Gas paid by the user. Currently, the aggregation of base fees included in
each block is burned. As a result, since EL block proposals do not create new ETH in
a post-merge scenario, EL block proposers only get the aggregation of the Gas Tips
included in the block.

5.3.2 Characterization of Attestation Rewards

As part of each validator's duties in the network, once every epoch, all active valida-
tors are asked to participate in the consensus system by voting on whether a speci ¢
block is correct or not (understanding missing blocks as not correct ones). With this
method, the network agrees and validates the data in the chain ( nalization). As a
result of performing this task, validators earn attestation rewards.

The whole set of validators is divided into beacon committees in each epoch of
the beacon chain. However, each committee is assigned one slot per epoch. Thus,
each validator is randomly assigned to attest to a single committee at a single slot,

“4https://ethereum.org/en/history/#london
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having a total of 32 slots to do it. After each validator has shared its vote with its
respective beacon committee, all votes in that committee are then aggregated into a
single attestation. If some validators send their vote later, another attestation is cre-
ated with these votes, so no votes are left behind if they were sent inside a window
of 32 slots (one epoch) after the slot they are attesting to. Moreover, the attestation
or vote that each validator produces contains three main ags that determine the
“quality” of the attestation:

+ Source: the hash of the justi ed checkpoint ° at the moment the attested block
was proposed.

e Target: the hash of the rst block at the epoch the attested block was proposed.

* Beacon block root: hash of the attested block.

After the Altair's® hardfork, each ag has a respective weight, determining the
nal reward per ag. Ultimately, the summary of the product between these three

ags and their weights and a BaseRewar( represent the attestation reward a valida-
tor will receive for its attestation to a given block.

From Ethereum's Consensus specs [63], the rewards for each attestation are di-
rectly calculated using the following formulas. Please note that for the sake of clarity
in the chapter, we will summarize some of the aspects of the procedures to the basics
(in the code implementation, for a better resolution between calculus, the formulas
are calculated per units of the validator's effective balance).

Ef fectiy‘e Balance BaseRewardFactor

BaseReward p _ (5.1)
Total ActiveBalance
FlagWeight AttestingBalance
FlagReward= - - BaseReward . 5.2
grew WeightDenominator W TotActiveBalance (5-2)
AttestationReward= § FlagReward (5.3)

Where: EffectiveBalancis the effective balance of the attesting validator, BaseReward-
Factoris a constant of value 64, FlagWeightand WeightDenominatoare constants that
vary between ags, AttBalanceis the sum of effective balances of all attesting valida-
tors, and TotalActiveBalancés the sum of the effective balance of all active validators.

5.3.3 Characterization of Sync Committees Rewards

Since Altair's hard fork, the Ethereum network has introduced the idea of sync com-
mittees, a group of 512 randomly selected validators who sign new block headers
every slot. Light clients can use these headers to trust which blocks have been val-
idated without fully downloading and processing the beacon chain. For a total of
256 epochs (8192 slots), each validator participating in a sync committee receives an
extra reward: the sync committee reward. However, unlike attestation rewards, this
reward is added at the state transition & of every slot, not at the epoch processing.
After 256 epochs, the list of validators in the sync committee is refreshed.

5Checkpoints in the CL represent the Beacon State root of the epoch's rst slot, including the result
of the state transition from the previous epoch.

bhttps://ethereum.org/en/history/#altair

"Speci ¢ value that depends on the validator's effective balance and total active balance at a given
epoch.

8The state transition corresponds to the act of including all the duties in the beacon chain in the
parent Beacon State to produce the new Beacon State for the next slot. Includes balance modi cations,
slashing, etc.
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For every slot that a validator correctly participates in the sync committee (by
signing the new block headers and sharing this information with the other partici-
pants of the sync committee), its balance will be immediately updated at that slot.
However, if the validator does not participate correctly, it will suffer a penalty for
missing its duty. The sync committee rewards per block can be summarized as fol-
lows:

SyncRewardWeight
WeightDenominator

TotalSyncCommitteeReward TotalBaseReward (5.4)
TotSyncCommitteeReward

IndvSyncCommitteeReward .
VoY I W SlotsPerEpoch SyncComSize

(5.5)

Where: TotalSyncCommitteeRewalid the sync committee reward for the whole
committee per epoch, TotalBaseReward the sum of the BaseRewaradf all the ac-
tive validators, SyncRewardWeighand WeightDenominatorare constants related to
the sync committees, IndvSyncCommitteeRewaiid the individual reward per valida-
tor per slot, SlotsPerEpoclis a constant of 32 slots per epoch, and SyncComSize
constant of 512 validators per sync committee.

5.3.4 Characterization of Block Proposals

For every epoch, a total of 32 validators are randomly chosen to be block proposers.
Each block proposer will have the duty of proposing a block in one of the slots of the
epoch. In the opposite direction to the constant and stable attestation rewards, block
proposal rewards are way more sporadic due to the randomness of the block pro-
poser election. With a current total of over 900.000 active validators in the network,
the chances of being elected as a block proposer are around one every four months.
However, the rewards linked to proposing a beacon block are high. Those rewards
are coming from:

* Including the attestation aggregations from validator votes that are not yet
included in the beacon chain.

* Including sync aggregates. The block proposer is in charge of including the
sync aggregate from the 512 sync committee participants.

Similarly to sync committee rewards, proposer rewards are added to the validator's
balance when the slot (and, thus, the block) is processed, being the formulas to cal-
culate the proposer reward per each block the following:

4 BaseReward FlagWeight

(WeightDenominator ProposerWeight WeightDenominator
ProposerWeight

AttestationRewards

(5.6)

IndvSyncCommitteeRewardProposerWeight

SyncCommiteeRewards 3 . : :
y a (WeightDenominator ProposerWeight

(5.7)

ProposerRewards AttestationRewards SyncCommiteeRewards (5.8)

Where: BaseRewardorresponds to every validator whose vote was included in the
block, WeightDenominatorand ProposerWeighare constants related to the proposer
rewards, and IndvSyncCommitteeRewaiid the individual sync committee reward for
each sync committee attestation included in the block.
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5.3.5 Validators' Penalizations

As anincentive to nalize epochs, Ethereum PoS validators receive rewards for their
contributions when they are consistent with 66% [25] of the total validators (reaching
consensus). However, they can also be penalized when they don't comply with their
duties or when their duties don't match with the majority of validators. Penalties
are the only protection mechanism that the platform has to defend the nality of
the chain against bad actors or long time disconnections, ensuring that eventually,
the network will be able to nalize again because the balance of those actors ends
up below the minimum one needed to participate in the consensus. In terms of
quantifying the penalties, the PoS consensus mechanism penalizes validators when
they miss-perform critical duties summarized as follows:

« When a validator misses attestation ags, only the Sourceand Target ags will
penalize the validator's balance. The quantity of balance that will be deducted
equals the reward it would get for each ag but in negative. This ensures that
one day of correct attestations means more rewards than the deducted ones for
an inactivity day.

« Missing block proposals are bad enough for the validators as they represent a
high reward in a single slot. The rest of the network is in charge of attesting for
an empty slot. Thus, no extra penalty is applied to the validators that missed
a block proposal.

¢ The network doesn't have much mercy on validators when they miss a sync
committee duty. Because they are essential for light clients to verify the validity
of the latest epochs. The entire reward the validator could have had will be
deducted from its balance when sync committee duty is missed.

The previously introduced penalties refer to the duties of a validator that were, ac-
cording to the consensus, wrongly done or missed. However, there is a set of actions
a validator could easily do that could create con icts inside the network. For this
reason, the consensus protocol has a set of rules that, whenever any validator breaks
them, it is subject to slashing. The slashing can be triggered when a validator per-
forms the same duty two times, i.e., voting with two different attestations to the
same slot, as it can divide the network in different forks depending on which atten-
tion was received rst. The slashing of a validator presents the exit of the validator
from the list of active ones and three concurrent balance modi cations:

« The penalization of the validator whose balance gets decreased:

Ef fectiveBalance

- (5.9)

SlashingPenalty=

* The reward for the validator that proposed the block that includes the slashing,
whose balance increases:

Ef fectiveBalance ProposerWeight

512 WeightDenominator (5.10)

ProposerSlashRewarl

e The reward of the Whistleblowerthat reported the incident, whose balance in-
creases:
EffectiveBalance

WhistleBlowerReward 512 ProposerSlashReward(5.11)
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5.3.6 Maximum Extractable Reward (MER)

The presented formulas in the above sections describe Ethereum's current reward
system when writing this chapter (post-Paris Hard Fork °). As a reminder, for a
healthy performance of the beacon chain (keep nalizing states), only 66% of the
validators actively need to participate in the consensus on new blocks. This means
that even though the network achieves resilience to validator churn 1°the network is
still able to nalize states in the chain. We understand as participating validators, the
ones that are actively attesting in their committees; however, in the last instance, all
the rewards that are attesting validators, sync committee members, and block pro-
posers receive also depend on the quality of their duties (i.e., an attestation might
have 1/3 ags correct and still be considered as participation to the consensus).

This said, and as part of our contribution to this chapter, we identi ed that we
could theoretically qualify and compare the maximum reward each of the validators
could achieve at every given epoch with the one they actually achieved. From now
on, we will refer to this theoretical max reward as the Maximum Extractable Reward
(MER).

5.3.7 GotEth: Ethereum Chain Indexer

Despite all of Ethereum's consensus data being publicly available, interacting with
it is not trivial. As introduced in chapter 4, the only possible interaction with the
chain data is through the usage of the beacon nodes' REST API. As the number of
endpoints provided at the REST APl is limited 11, a restricted number of data can be
directly obtained from them. Thus, to obtain the consensus interaction of validators,
we must aggregate the raw data obtainable through the basic REST API endpoints.

As the Ethereum research ecosystem is still growing as more people join it, at the
moment of writing this chapter, there wasn't any chain indexer software except for
Chaind"?, which suffers from a few big drawbacks such as:

» Despite allowing the indexation of a speci ¢ range of chain slots, the index-
ing process is unstable and reasonably slow. Moreover, we encountered many
sudden crashes during the full chain indexation from Genesis.

» Despite allowing the selection of which speci ¢ metrics to index in the database,
the inability to aggregate metrics before persisting them to the database forces
the indexation of more raw metrics and tables than needed. This heavily in-
creases the storage size of the database.

» The inability to perform calculations or aggregations over metrics at the mo-
ment of indexation forces to generate extra software in a post-synchronization
stage.

» Even if all the metrics were indexed, ignoring the sudden crashes and large
storage requirements, the aggregation of metrics after combining multiple ta-
bles suffers from signi cant time delays in processing the SQL queries.

Due to this lack of existing chain metrics aggregator tools, we developed an
open-source tool called GotEth[125]. The tool aims to cover most of the drawbacks

%https://ethereum.org/en/history/#paris

10validators that go of ine for some time and return afterwards (due to client updates, internet
shortage, among others).

11Beacon API's standard: https://ethereum.github.io/beacon-APIs/

L2https://github.com/wealdtech/chaind
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presented by Chaind allowing the user to choose between the level of metrics it
wants to store, keeping only the aggregated or processed metrics. GotEth can index
the following information per epoch:

« Individual duties per validator and/or per set of validators (who had to do
what during the epoch)

The quality of these duties, i.e., if validators missed a block proposal, the num-
ber of ags successfully voted, etc.

The balance difference of each validator between epochs, composing the re-
ward they got through their duties. Furthermore, it splits the obtained reward
based on the duty that generated it.

A validator could get a maximum attestation and sync committee reward on
an epoch. Composing the MER.

Can also index the Execution's payload, including total gas used per block and
transaction, the paid fees by users, and the raw transactions.

FIGURE 5.3: Internal diagram of the Ethereum chain indexer tool.
In green, the internal structure of the tool showcasing the ve main
steps: 1) identify when each epoch and slot starts, 2) download of the
epoch duties, the beacon block on each slot (if it exists), the state at
the end of the epoch, and the execution receipts, 3) with the raw chain
data, compose the participation of each validator and the reward that
each one got, 4) based on the chain state, compose the MER of each
validator, and 5) persist of the metrics into the database.

Figure 5.3 shows the internal diagram of GotEth where we can also appreciate
the necessary deployment to run it. As previously mentioned, GotEthobtains chain
data from the interaction with a beacon node and an execution node. Due to the
heavy usage of the API and the delay that some endpoints, like fetching the beacon
state, could add to the process, we highly recommend running the beacon node in
“archival mode" 4.3.2.

The rst module of the tool is a slot and epoch tracker. The tool can either index
a range of slots or follow the canonical head of the chain. However, in both cases, a
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speci ¢ module is needed to de ne the slot we are trying to index. With each slot, the
tool triggers a set of queries to the consensus and execution nodes, fetching also the
entire Beacon Staté® when the slot de nes the end of an epoch. Once the tool knows
which duties each validator had to perform, it begins to process the accomplishment
of the same ones and, thus, the reward each one got in return.

Ethereum's consensus has a unique way of processing and applying rewards,
providing some time ranges for validators to submit or include attestations. The
consensus contemplates that attestations can be included in 31 slots after the block
they are referring to, and they are only applied to the balance of validators once the
state transitions have been applied when a new epoch starts. As a visual reference,
the schema displayed in gure 5.2 shows how GotEthtracks the rewards obtained by
validators on each epoch. The tool chronologically analyzes the states, tracking the
proposer and sync committee rewards applied during epoch n 1 at the last epoch
slot (slot 31 in the gure). Once it has already distinguished the rewards, it processes
the next state, the state of the last slot in epochn (slot 63 in the gure). From the sec-
ond state, it analyzes until the end of the given time range. In the last slot of epoch n,
the tool can already measure which are the duties that were accomplished concern-
ing epoch n 1 and which ones were not, which lets us rate how well each validator
performed and which would be its maximum reward for that particular attestation
(composing the MER for each validator on each epoch). Although it might be a bit
misleading, these attestation rewards we can already compute won't appear in the
validator's balance until the epoch transition is applied.

To nalize the processing of an epoch, the tool persists in a PostgreSQL database
with the corresponding metrics, indexing the metrics in distinct SQL tables. This
heavily eases the data's post-processing to analyse a validator's performance and
pro tability on a given epoch or period.

5.3.8 Validator to Staking Pools Mapping

FIGURE 5.4: Block proposal's distribution per mining and staking en-
tities for the two months of study.

We have already introduced the steps and requirements to become a validator in
Ethereum's PoS. However, collecting 32 ETH (for optimal performance) and running

13The Beacon State is the primary data structure that represents the beacon chain's status at every
slot, including the entire list of validators, their balances, and duties.
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the required software 24-7 at home is impossible for every user. Either the lack of
funds or technical knowledge to set up and maintain the validator online creates
a large opportunity for delegated staking and the generation of staking pools. As
it originally was for PoW with mining pools, the concept of staking pools consists
of aggregating multiple users' funds until you can activate a validator. This type of
service is generally driven by entities or organizations that are in charge of activating
the validator, setting up the clients, and maintaining it.

In the Ethereum ecosystem, there are many entities. There are centralized or-
ganizations such as Coinbasé*, Kraken', or Binance'®, and decentralized entities
like Lido Finance 17 or Rocket Pool8, which allow users to delegate their staking. To
differentiate the validator performance of the wide set of staking pools, we mapped
the whole set of validators to their respective staking pool (only for those linked to
a staking pool) based on the transaction that activated the validator using the PoS
smart contract'®. Since activating the validator in the Beaconchain requires interact-
ing with smart contracts from a “deposit address"”, we inspected the whole list of
PoS deposits, mapping (if possible) the “deposit addresses" to any of the Ethereum
addresses publicly identi ed from the entities. Figure 5.5 shows the result of clas-
sifying the entire list of validators based on the deposit addresses or the publicly
available data.

FIGURE 5.5: Distribution of active validators across the known stak-
ing entities at 16th of February 2024

https:/iww.coinbase.com/

Lohttps:/iwww.kraken.com/

Lhttps://www.binance.com/

https:/llido. /

8https://rocketpool.net/

%More about the methodology can be found in this GitHub repository:
https://github.com/migalabs/eth-pokhar
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FIGURE 5.6: Time distribution of missed ags percentage from the
total number of validators. Aggregating the total missed ags on the
top chart and distinct missed ags at the bottom.

5.4 Performance of Validators during “The Merge"

After identifying the main components of Ethereum's incentive systems and the con-
cept of MER, which can help us understand how well a validator performs, this
section introduces the insights of analyzing the performance of all active validators
between epochs 139.875 and 153.878. These dates represent precisely one month
before the merge and one month after, which helps us understand the impact of the
transition to PoS on validators' performance.

5.4.1 Descentralization of the Consensus

Combining efforts to support the healthy performance of the network is a key point
of the Web3 space. We have seen how individuals were uniting efforts to remain
competitive while supporting decentralization during PoW. PoS is not different in
that sense. We analyzed the level of decentralization pre- and post-merge to deter-
mine if the platform improved or got worse in the aspect of decentralization. For
that, we looked into the block proposal distribution for the ten largest entities: min-
ing pools for the pre-merge (determined by fee recipient and using Etherscan [65])
and staking pools and entities' validators for the post-merge. Figure 5.4 summarizes

20This chapter presents the main ndings of the study, focusing on a larger picture of the overall
rewards, and presenting the examples of the largest staking entities. However, all the data is publicly
available at https://pandametrics.xyz/
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FIGURE 5.7: Number of missed blocks pre- and post-merge.

FIGURE 5.8: Maximum Extractable Reward for validator network
over the 14k epochs.

that distribution, where overall, we observed a rather similar decentralization level.

For instance, pre-merge, we see that Ethermine, F2Pool, and Hiveon Pool proposed
28.5%, 14.7%, and 10.2% of the blocks, respectively. Post-merge, Lido, Coinbase, and
Kraken proposed 29.9%, 14.2%, and 8.4% of the blocks. Nonetheless, it is essential
to keep in mind that Lido consists of 28 operators 2! that are somewhat indepen-
dent, which adds another level of decentralization. In addition, we observe notably
more small-scale/solo staking (“Other” category) participation (36%) in compari-
son to small-scale/solo mining (20.9%), likely due to the reduced infrastructure and
energy requirements that PoS represents over PoW.

5.4.2 Validators Overall Performance

As previously introduced, achieving consensus and the nalization of the chain now
depends on the contributions of validators' duties. To rate the performance of val-
idators and ultimately monitor the chain's performance, we looked at the behaviour

21The Lido DAO governs Lido and provides guidelines to node operators, such as increasing client
diversity and using risk-management techniques; and a policy, such as how operators are expected to
use MEV-Boost.
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of the overall CL network (CL validators now propose EL blocks). Before making
speci ¢ comparisons between staking entities, we analyzed the total missed duties
of the active validators.

Missed Attestation Flags

Regarding the validator's attestations, gure 5.6 displays the distribution of missed
ags for the 14.000 measured epochs (note the red vertical line that marks the merge
epoch). The upper chart in the gure represents the aggregation of all the missed
ags normalized by total active validators per epoch. In contrast, the one at the
bottom represents the same normalized distribution but is split between each of the
ags present in the attestations.

We observe a slight increase in the total of missed attestation ags, going from
a 3.9% pre-merge to a 4.9% post-merge. Considering the different ags included in
the attestation, the numbers go from 0.5%, 0.5%, and 2.9% pre-merge to 0.8%, 0.8%,
and 3.3% post-merge for Source Target and Head respectively. In the upper graph of
gure 5.6, we can also observe two distinct patterns:

1. A signi cant spike of 27.17% of missed ags around epoch 145.000, which we
attribute to a large number of restarted clients that were updated to support
the merge.

2. Alonger time range of total missed ags between epochs 146.875 and 148.000
that we attribute to those validators underperforming or missing duties for not
having upgraded their software.

Moreover, we can appreciate a large difference in the number of missed ags
inside the attestations. In the chart at the bottom of the gure, we can appreciate
the validators tend to miss the Head ag more often than the Sourceand the Target
ones. The chart also shows that the numbers between the Sourceand the Targetof-
ten match. Meaning that if a peer is missing the Sourceof the attestation (the hash
of the justi ed checkpoint), it is quite likely to miss the Targetand the Headof the
attestation. In most cases, missing the three ags in the same attestation can also
be interpreted as a “not attested" sign, which a non-operative client or a non-fully
synchronized one might cause.

MER

The economic incentive promoted by most of the blockchain platforms directly bounds
performance and nancial rewards. Ethereum is not different in that aspect; valida-
tors are rewarded with ETH tokens for their successfully accomplished duties. Fig-
ure 5.8 displays the percentage of the MER obtained by the network at each epoch
(from attestations and sync committees rewards). We can observe in the gure that
the mean for the MER achieved oscillates between 95% and 99%, with some spo-
radic drops that can reach 68% of the MER at some epochs. However, it also means
that some validators miss the chance to earn more rewards in each epoch. As pre-
viously introduced in section 5.4.2, we attribute these drops to an of ine or syncing
CL client.

Missed Block Proposals

When comparing the number of missed blocks for 7 K epochs pre-merge to 7K epochs
post-merge, gure 5.7 shows an absolute value reduction of 36.40% in missed blocks.
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FIGURE 5.9: Empirical distribution of rewards from different sources.

We relate this reduction to the fact that missing a block post-merge has a double
economic penalty for not getting either CL proposal rewards or EL rewards. Thus,
one could expect validators to make every effort to avoid missing block proposals.
However, we have to remark that even in the pre-merge scenario, the number of
block proposals missed represents 1.13% of the total number of blocks. So, the actual
36.40% of reduction refers to a reduction from a 1.13% to a 0.72% ratio of missed
blocks.

5.4.3 Empirical Distribution of the Rewards in a post-Merge Scenario

From the advantage of indexing all the possible rewards, we have been able to track
and compute the different origins for all the validators in the network, and gure 5.9
displays all of them. The chart shows that 71.3% of the rewards for a validator are
generated through the new consensus layer. Digging a bit more into the CL rewards,
the gure showcases that 61.4% of those total rewards are coming attestations, which
coincidentally are the most stable rewards a validator can have. Leaving the block
proposals in second place with a 7.6% of the total generated rewards, 28.7% for the
EL block proposals coming from transaction fees or MEV 22, and 2.3% for the sync
committee rewards.

5.4.4 Concatenation of Multiple Block Proposals

As long as the beacon chain keeps nalizing, more validators keep joining the net-
work. With a continuous linear increase of 3.8% validators over the two months,
the chain went from 428.000 validators at the beginning of the pre-merge period to
444,000 validators at the end of the post-merge period. With this increase in the total
number of validators, the chances of being a block proposer decrease. However, the
randomness of the RANDAO algorithm still provides some luck to a few validators
that can propose multiple blocks in a time range of 2 months. Table 5.1 represents
the frequency at which individual validators propose blocks, where we can observe
that 90% of validators proposed either one or no blocks. However, a few lucky pro-
posers still proposed 6 or 7 blocks in the same short period. These ndings closely

22\iner-Extractable Value (MEV) is a new mechanism to compose EL blocks. Block builders compete
with each other to build the most rewarding block for the block proposers (maximizing the usage of
gas per block, organizing transactions prioritizing tips, or through private transaction channels.)



94 Chapter 5. Incentive Changes with Ethereum's Merge

TABLE 5.1: Table with the number of validators proposing blocks con-
secutively. (Pre-merge and Post-merge comparison)

0 1 2 3 4 5 6 7
Pre 255,983 131,192 34,145 6,088 805 90 5 1
Post 270,251 134,458 33,682 5,747 739 62 5 -

FIGURE 5.10: Maximum Extractable Reward for the eight biggest
staking entities.

align with the fairness rewards study [85] performed over different consensus in-
centive systems, where authors showcase the steady fairness that compounded PoS
incentive models, like Ethereum, provide among their participants.

We have already introduced the origination of staking entities in the space, ac-
cumulating thousands of validators. As we already saw, individual validators have
chances of proposing several blocks in a short period. Extrapolating those chances
to staking entities' validators, there isn't only a higher number of block proposals
in short periods but many consecutive block proposals for the entities. Table 5.2
shows the number of consecutive blocks proposed for the three biggest staking enti-
ties (starting from the 4th consecutive proposal for space reasons). The table shows
that Lido, with 27% of the validators, proposed four consecutive blocks 3686 times
in only two months. Achieving even ten consecutive block proposals (a third of the
epoch) on ve occasions. Despite each validator eventually gains the “same" reward
as the rest, the uneven token distribution in the network still allows a certain selected
group of individuals or entities to accumulate more validators. As works like [101]
present, Ethereum's ETH coin shares a Gini coef cient of 0.499 among the top 100
token holder addresses, outstanding all compared ERC20 token-based blockchains
(0.685-0.907) and remaining close to the BTC Gini coef cient (0.466).

Staking pools or entities have a legitimate place in the ecosystem; they allow
staking for users who would not participate otherwise. However, since the merge
happened, having this larger set of chances to propose consecutive blocks could
mean a hazard for the overall network. If a large staking entity had some dishonest
interests, it could be bene ted by allocating users' transactions not only in the order
that they want (i.e., performing a sandwich or similar attacks) but to allocate the
transactions in the block they want, giving them a higher time window analyze the
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TABLE 5.2: Table with the number of consecutive blocks proposed by
the larger staking entities.

Operator Merge-Stage 4 5 6 7 8 9 10

Lo Pre 1849 529 169 51 23 2 5
Post 1837 524 168 48 23 2 4
Coinbase Pre 145 18 4 - - - -
Post 144 17 4 - - - -
Pre 20 3 1 - - - -
Kraken Post 20 3 1 - - - -

public transactions' pool. In the ultimate instance, the only thing that prevents large
entities from adopting a dishonest position in the network is their public exposure
to the same one, as validators are publicly identi ed in most cases.

5.4.5 MER per Staking Entities

In previous sections, we have already analyzed the entire network's performance.
However, in a scenario where most users want to delegate their stake to others,
gure 5.10 displays the achieved MER percentage for the eight biggest pools in the
network. Considering that MER (max attestations and sync committee rewards)
represents 61.4% of the total rewards of the two months we analyzed, we observe
that some of the largest staking pools do not fully achieve a portion of the MER. From
a minimum of 94.2% for Dappnode to a maximum of 99.07% for Houbi, an average
loss of 1.77% of the MER shows a high level of commitment from the respective
entities. However, the absolute value of ETH tokens that 1.77% represents for those
entities is still relevant.

5.5 Conclusion and Future Work

This chapter presents the shift in the rewards system that “The Merge" implied for
the Ethereum platform. We have unveiled that in the new incentive program that
the platform proposes, the consensus layer's rewards represent 71.3% of the total
rewards, showcasing the importance of having well-behaved and active validators
that achieve 61.4% of their rewards from constant and stable attestations rewards.

The presented study analyzes the merge of both chains by tracking the missed
duties of validators during the process. Overall, the network keeps a healthy be-
haviour that maintains a low ratio of missed blocks and missed attestation ags of
0.72% and 4.9%, respectively. We have identi ed several drops when comparing the
obtained CL rewards with the MER during the merge, highlighting some instances
where the network miss-performed, achieving 68% of total possible rewards at some
point. Moreover, the chapter exposes that, currently, the platform faces a high ratio
of consecutive blocks being proposed by large staking entities. We introduced that
there were even several cases where a third of an epoch was proposed consecutively
by a single entity. We have identi ed the hazard this represents due to these entities'
control over which transactions get included and when.

Ultimately, the chapter introduces our rewards measuring methodology, which
can be used to monitor the performance and healthiness of any set of validators in
the network. We have observed that, even though big staking pools show a high



96 Chapter 5. Incentive Changes with Ethereum's Merge

commitment to the nalization of the network, they still miss 1,77% of the rewards
generally due to a non-optimal performance on their clients.

As future work to the presented methodology and study, we aim to extend the
methodology to include important protocol upgrades and protocol misbehaves. This
update includes the addition of an MEV tracking to measure the 100% of the Exe-
cution layer's rewards that a validator perceives and the adjustment of the MER to
the possibility of facing a missing block (which forces the committees of that slot to
fail the “head" ag). Furthermore, we would like to explore the different causes that
make validators miss the ags of their attestations and extrapolate the presented
rewards study to compare the different existing software.
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Chapter 6

Impact of the P2P Network on the
Ethereum's Decentralization

As introduced in chapter 3, any blockchain application is subjected to the state and
healthiness of its peer-to-peer network. The distributed nature of the protocol relies
on the network's capabilities to stay peered and its ability to quickly and ef ciently
propagate each of the validators' duties. Section 2.3.2 introduced the small time
margins that the transition from PoW to PoS has meant for the Ethereum consensus,
where a one-second delay can de ne the acceptance or rejection of a block proposal,
or the margin to de ne whether an attestation ag is correct or not.

Under such time-limited windows that Ethereum'’s consensus gives, it is still
unclear which role the network takes. The performance of a validator has to be
linked with the healthiness of its connectivity. However, to our knowledge, this topic
hasn't been researched, quanti ed, or modelized yet. There aren't any clear relations
between which parameters impact the performance and what actions can be taken to
overcome them. Moreover, it is still unclear how the protocols get affected by those
parameters, i.e., if the node's connectivity impacts the pro tability of a validator, is
there any hidden incentive from the network to cluster on low-latency connected
geographical regions?

The existing lack of literature linking network connectivity to blockchain's ap-
plication performance, beyond the model presented in this thesis' chapter 5, makes
it hard to judge whether the proposed protocol upgrades had any side effects that
could alter the nalization of the chain. As previously mentioned, the tight time
division of a slot is currently a limiting factor of what can be done to improve the
protocol, i.e., the extra delay of increasing the Execution Layer's rewards through
the usage of MEV is already messing up in some occasions the block proposals.

In the absence of answers to these questions in the existing literature, this chap-
ter, as the core of the thesis and the combination of all the previous chapters, presents
the direct impact or limitations that Ethereum's peer-to-peer network has with the
slot time division on the pro tability of validators and the on the resilience improve-
ments proposed by the Distribute Validator Technology (DVT).

6.1 Unveiling Ethereum's Hidden Centralization Incentives:
Does Connectivity Impact Performance?
6.1.1 Introduction

The successful transition from PoW to PoS of Ethereum [93] implies a radical change
in the consensus mechanism. Validators must actively participate in the consensus
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to keep nalizing previous epochs, assigning them periodical duties they must ac-
complish over their lifetime. However, to perceive the maximum remuneration that
PoS can grant to honest participating validators, the quality of their implication has
a signi cant weight on their reward. Each validator has the following duties to ful-

I: i) attest on a slot every epoch (de ned randomly on the state transition between
epochs), ii) sign sync-committee duties if the validator belongs to a sync-committee,
and iii) generate and propose blocks when they are chosen to do so. The validator is
now in charge of proposing blocks when they become block-proposers.

All these duties and their implication in the consensus are de ned in the Ethereum
speci cation [63]. However, although there is one single speci cation, Ethereum re-
lies on a wide variety of implementations to introduce the resilience of the protocol.
As chapter 4 introduced, six main clients are consolidated to participate in the net-
work: Lighthouse, Lodestar, Nimbus, Prysm, Teku, and Grandine (although the last
one remains closed-sourced). Each uses a different programming language to im-
plement the networking and consensus specs. Even though this multiple-spec im-
plementation signi cantly impacts the feature development time (extra complexity
making the implementations inter-operable between clients), it makes the protocol
fault-tolerant. Ensuring that with proper client diversity in the network, a bug on a
single client won't break the aggregation of new blocks to the chain.

Itis inevitable, however, that although all the implementations are spec-compliant,
the wide variety of conditions in the protocol makes some algorithms more opti-
mal than others under speci c circumstances, i.e., certain network instabilities or
the resulting latency delay derived from the geo-location of the node. The chosen
algorithm to aggregate attestations or any code optimization that prepares some re-
sources before a given event occurs might imply better participation in the consen-
sus. As chapter 5 introduced, having a faster or wiser algorithm might get mirrored
in a more accurate duty performance, which could directly impact the rewards of
the validators.

Although the ecosystem is aware of software differences and the networking
conditions, the impact of these parameters on the performance and pro tability of
a validator has only been tested on a private enterprise level. Due to the lack of
transparency on the setups, the methodology, the results, and external parameters
such as technical preferences towards a speci ¢ programming language, there is a
research and community interest in addressing and quantifying the impact of the
setup on the validators' performance. Thus, this chapter of the Thesis focuses on
identifying and quantifying the performance differences between geographical re-
gions from a CL client perspective, with the nal intention of spotting any existing
relevant performance difference that could compromise the client diversity in the
network.

From the premise that a better accomplishment of duties generally means more
reward for validators, the chapter analyzes the direct implications of the network-
ing conditions on the stability and performance of the ve main CL clients. We
present a study that measures the duties completion of multiple clients across multi-
ple locations in live networks, which has not been previously done to the best of our
knowledge. The contribution of this chapter was to identify any missed performance
between different geographical locations that could compromise the network's de-
centralization while proving that client diversity in the network is mature enough to
be achieved in production without signi cant sacri ces.
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6.1.2 Related Work

Distributed ledgers are an interesting phenomenon in the internet space. In such a
critical environment where users trust the network to track their economic balances,
participants must agree on a set of rules to reach a consensus over the interaction
with the ledger for personal and shared interests.

From the nature of distributed networks, peers can join, leave, and disconnect
the network as they please [87, 99], i.e., users turning off their nodes to upgrade
their version. This shows that peer-to-peer networks dynamically adjust and react to
events over time. Changes in jurisdictions or local regulations can make the network
pivot from one region to another. An example of this was the radical legislation of
the Chinese government over Bitcoin mining [91, 165], which forced a big part of the
Bitcoin network to migrate to operate from other parts of the world.

Chapter 5 introduced the incentives validators have for actively participating
in consensus. As the network is deployed to keep these validators running, PoS
blockchain networks are more stable in general. Nonetheless, they still represent
Byzantine fault tolerance systems [30], where the system can overcome at some de-
gree the sudden decrease of the honest participants, ensuring a unanimous consen-
sus over the state of the chain.

On the operational side, PoS provides an easier migration of the operating lo-
cation. It is more effortless with cloud service providers, which makes spawning
another machine in a different region as easy as a click [95]. However, on an exist-
ing network highly congregated in a relatively short list of countries whose popu-
lation can afford activating a validator, the impact of this network clustering on the
performance of validators and, thus, on the better viability of nodes in an already
populated network still remains unknown.

The previous chapter 3 showed Ethereum CL's network topology, introducing
some concerns about this topology, identifying a concerning client centralization on
two software (Lighthouse and Prysm) and geographical centralization in two coun-
tries (US and Germany). Although we perceive a healthy network behaviour, some
previous studies like [97] have demonstrated that the node's location directly affects
the networking performance and, inevitably, the performance of PoW-based appli-
cation's nodes.

Message distribution is essential in PoS systems such as Ethereum. Although
each slot gives a time window of 12 seconds to propose a block, commit the attes-
tations, and aggregate them, receiving half a second sooner or later the block can
directly impact the attestation of validators, as their attestation could shift from the
block valid, to there wasn't a block at all. This means nodes in regions far from
the network's core could be disadvantaged. Placing a client in a poorer connected
region can incentivize other validators to keep concentrating on the exact geograph-
ical locations. Suppose a latency increase can risk a validator's performance (and
the economic stimulus attached to it). In that case, the short window of action that
the protocol suggests would incentivize the centralization of clients in regions with
the counterpart, increasing the exposure to local authorities' censorship.

This chapter will present the Ethereum CL performance comparison results based
on network latency in different locations. In the study, we empirically analyze the
stability of the clients under the fundamental network behaviours of Ethereum's
mainnet and the Goerli testnet. We analyze the performance of the different imple-
mentations by comparing the quality of the accomplished validator duties compatr-
ing the pro tability of the blocks generated by the other implementations. Further-
more, we reproduced the experiments in different geographical locations to explore
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the impact of the message propagation latencies on the ability to perform consensus
duties.

6.1.3 Methodology

Two big pillars of public blockchains are the transparency and immutability of the
public ledgers they compose. This means that as data gets added to the chain, the
information is publicly available when there is a trusted connection with a synced
node. Since the apparition of the beacon chain, the chain doesn't only keep balances
of addresses, smart contracts, or transactions that interact with both. The beacon
chain also stores the validator's aggregated attestations, their ags, the balance in-
crease between epochs and slots, etc.

Chapter 5 presented how the chain state can be reconstructed by accessing the
stored data in an Ethereum full node as long as it was proposed and accepted by
the network. However, this methodology doesn't contemplate that some occurring
events might not arrive on time to the 66% of the network, therefore, not getting
accepted. This is easier to represent by taking Ethereum's public “Mem-pool" as an
example, the local list of transactions that each execution node keeps in memory for
when it has to compose an execution payload for a new block. Although a given
transaction has been broadcasted to the network, thus being present on many local
“Mem-pools”, it isn't accepted until it has been included on a block and then ac-
cepted by the network. There is ho guarantee of getting the transaction included in
the coming blocks [9], which means we could be missing the track of non-included
transactions if we don't monitor the “Mem-pool" with a short frequency. Due to
the lack of inclusion guarantees of the system, this one is prone to malicious users
that could potentially generate censorship attacks over transactions [111] or even the
consensus [210].

For the case study of this Chapter, where we want to empirically measure the
impact of different locations on the latency with the core of the network (previously
presented in chapter 3) on the validators' stability and performance. To measure
those, we collected two types of software and metrics. One relates to the publicly
available data on the blockchain, while the second requires measuring the arrival
time of messages and events to each tested node.

Scoring Ethereum CL's Duties

Shifting Ethereum's consensus mechanism to PoS unarguably increased the com-
plexity of the protocol. As chapter 5 described, due to the economic incentive PoS de-
nes for honest active validators, the pro tability of the validators is directly linked

to the steadiness and the correctness of their duties. Using the proposed methodol-
ogy in section 5.3, the studies performed in this chapter required indexing and com-
puting the performance of a validator using the stored data in the public ledger. We
relied on the previously introduced open-sourced software GotEthin section 5.3.7 to
index each of the duties that the control set of validators for the study performed
over the de ned period of epochs. The tool provides detailed data on which at-
testation ags were missed, the balance difference between epochs, a clear division
of what duty generated which share of the reward, and even the MER each could
have obtained per epoch. Thus, all these metrics become an ideal and homogeneous
methodology for comparing the different validators.
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FIGURE 6.1: Internal diagram of the Ethereum's block scorer tool.
In green, the internal structure of the tool showcasing the ve main
steps: 1) identify when each epoch and slot starts, 2) download the
epoch duties, the beacon block on each slot (if it exists), the state at
the end of the epoch, and the execution receipts, 3) with the raw chain
data, compose the participation of each validator and the reward that
each one got, 4) based on the chain state, compose the MER of each
validator, and 5) persist of the metrics into the database.

StreamEth: a Consensus Beacon Nodes Monitorer We've already presented that
not all the events occurring on a public network like Ethereum are publicly available.
Some of this temporary data, like the arrival time of new blocks, the list of transac-
tions available at the “Mem-pool”, or the aggregated attestations locally available to
compose a new block.

Such temporary data requires a real-time monitoring system to track and persist
all the related metrics. In the context of identifying any existing differences originat-
ing from the extra delay in the location of nodes in different regions, we developed
a second open-sourced tool called StreamEth[127]. The tool is based on the beacon
node multiplexer Vouch[8], which allows the connection of a single validator client
to multiple beacon nodes to provide some resilience at the development level.

StreamEthshares that same idea. However, it has a higher orientation towards
monitoring, analysing, and persisting time-related events from each connected node.
The tool can remain connected to the REST API of any number of beacon nodes, as

gure 6.1 shows. It has an internal slot clock, which, based on the Genesis time of the
network that it is con gured for, can trigger the creation of a beacon block through
the REST API right at the beginning of the same one (check gure 2.5 as reference).
While the request has been generated and the tool waits for the beacon block reply
from each connected node, it measures the time it takes each node to reply.

On the third phase of the operation ow in the diagram displayed in gure 6.1,
the tool implements a speci cation-compliant block scoring algorithm. This block
scoring aggregates the number of the included new votes, sync aggregates, attester
slashing, and proposer slashing, generating a synthetic scoring system that later on
will be used to compare them. The score is derived directly from the beacon chain
rewards formulas presented in section 5.3.4, removing the BaseRewarfilom the equa-
tion to make the score calculation faster.

As the idea is to measure the impact of the delay on the performance of validators
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TABLE 6.1: Table with the versions used during the studies.

Short Client \ersion
LH Lighthouse v3.1.2-01e84b7
L Lodestar v1.2.1/5813d39
N Nimbus v22.9.1-ad7541-stateofus
P Prysm v3.1.1
T Teku 22.9.1

and nodes, the tool subscribes to some streaming endpoints of the node's API. This
way, the tool can track and timestamp every time it gets noti ed when a new block
message is received. This allows us to compare the arrival time of messages such as
new blocks.

Finally, as the tool's idea is to gather all those metrics for a later study of the same
ones, the tool persists all these metrics from each node and the live network into a
PostgreSQL database.

Deployment of the nodes

The study presented in this chapter is divided into two experiments. The rst one
is oriented to the impact of the pro tability of validators based on their attestation
capabilities, while the second one is related to measuring the effect that latency has
on block arrivals and the capacity of nodes to compose better blocks.

We generated control groups of the ve open-source clients for both studies to
compare the locations and the clients. The list of clients and their respective versions
are summarized in Table 6.1. Furthermore, as pairing each consensus client with an
EL client became mandatory after the merge, we spawned the ve CL clients with a
matching Nethermind [133] instance.

Deployment for the Validators' Rewards Experiment Most cloud service providers
cannot offer the same hardware resources in all the regions we wanted to test. There-
fore, we used multiple cloud providers with different capabilities. To ensure that all
clients had roughly the same hardware resources and due to the noticeable hardware
limitations outside the EU and the US, we had to break the client deployment of lo-
cations such as Sydney, Singapore, and Toronto into two different machines (check
table 6.2).

For this rst study, since activating a validator in the mainnet requires a deposit
of 32 ETH, we relied on Ethereum's Goerli testnet to activate 3.000 validators with
the help of the Ethereum Foundation (EF) [60]. The division of these 3.000 validators
was evenly distributed across the six locations, giving a total of 100 validators per
client per location.

Deployment for the Block Scoring Study We experienced similar problems to the
ones deploying the validator rewards study; tting ve CL clients with their respec-

tive ve Nethermind clients under the same or similar machines was unmanageable.
Thus, the clients and the machines were organized and deployed as table 6.3 sum-
marizes. The data displayed and analyzed in the following sections belongs to the
range of slots 5.760.722 to 5.888.722, which belongs to the range from February 9th,
2023, to February 27th, 2023.
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TABLE 6.2: Hardware setup per location for the rewards study.

City Hardware CPU Memory Storage Clients
Frankfurt Baremetal 16c. 64GB 1.9TB NVMe All
London Baremetal 16c. 64GB 1.9TB NVMe All
Warsaw Baremetal 16c. 64GB 1.9TB NVMe All

Sydneyl VM 16c¢. 32GB 850GB SSD  LH,L,P
Sydney2 VM 8c. 16GB 700GB SSD N, T
Singaporel VM 16¢. 16GB 900GB SSD  LH,L,P

Singapore2 VM 4c. 16GB 700GB SSD N,T
Torontol VM 16c¢. 32GB 910GB SSD  LH,L,P
Toronto2 VM 4c. 16GB 660GB SSD N, T

TABLE 6.3: Hardware type on each tested location of the block score
study.

City Hardware CPU Memory Disk Clients
Helsinki Baremetal 32c. 128GB 10TB NVMe All
London VM 32c. 128GB 7TB SSD All
Warsaw VM 32c. 128GB 7TB SSD All
Sydneyl VM 4c. 32GB 25TBNVMe LH,L,P
Sydney?2 VM 4c. 32GB 1TB NVMe N
Sydney3 VM 4c. 32GB 1TB NVMe T

6.1.4 Validator Consensus Performance

The study of the validator's performance based on the geographical location starts
by measuring the correctness of the attestation ags, as these ones signi cantly im-
pact validators' rewards. To investigate why a single location would achieve fewer
rewards than the rest, gure 6.2 shows the ratio of missed ags aggregated by loca-
tion.

The current PoS consensus mechanism drastically changed the reward system in
Ethereum. The protocol prioritizes rewarding validators' stability and continuous
duty compliance. The reward retrieved through attestations represents the 61% of
the gross reward a single validator can achieve. Thus, this rst experiment compares
the stability of performing attestations. To replicate the study and measure the im-
pact of running clients in what we consider regions with more signi cant latency,
table 6.2 includes the con guration of nodes we designed to perform the study.

Reward Comparison Based on Goerli Validators

The rst part of the study compares the aggregated validator rewards per location
between epochs 157.835 and 158.835, or in a human-readable format, between dates
February 23rd 2023, and February 27th 2023. Intending to discover any hints of a
possible under-performance of any speci c region, gure 6.3 shows the achieved
reward by the aggregated validators per location out of their respective MER.
Considering the aggregation of the validators per location as our validator con-
trol pools, we observe that most nodes achieved a similar reward when comparing
it with their MER. It is expected to see drops in the achieved rewards when we com-
pare validators in testnets with validators in mainnet. In this case, the Goerli testnet
is publicly open for participants to collaborate without needing at collateral to en-
sure their participation. Thus, there is a higher ratio of participating nodes that are
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FIGURE 6.2: Average missed attestation ags.

not properly maintained, wrongly con gured, or directly disconnected. This ulti-
mately impacts the stability of the network, experiencing more missed blocks, more
reorganizations, more missed ags, and thus bigger inclusion delays, lowering the
MER compared with validators in mainnet.

With all these said, in gure 6.3, we still nd a slight variation around an average
reward of 80.2% for most locations. The most signi cant exceptions are recorded in
Sydney and Warsaw, which fall to 74.3% and 76.8%, respectively. As explained be-
fore, the instance deployment differs in some locations. Nodes located in Frankfurt,
London, and Warsaw share a similar infrastructure setup, in which the achieved re-
ward is similar, varying between 76% and 82%. Nodes located in Singapore, Sydney,
and Toronto also share a similar infrastructure setup between each other. However,
Sydney achieved 10% less MER than the other two locations (84%). Since Sydney
is the most remote location of the chosen setup, as most nodes concentrate in Eu-
rope and North America, a message is expected to have a slightly higher latency to
reach nodes in such remote locations. Thus, this could show that network latency
signi cantly impacts performance. It is remarkable that validators hosted in nodes
with apparently “worst" connections, i.e., nodes in Singapore, extract more rewards
than “better" connected ones, such as nodes in Frankfurt. This indicates that hard-
ware also plays a vital role in achieving a more signi cant share of the achievable
rewards.

Missed Heads The head ag inside the attestation points to the head slot in the
canonical chain. To send a correct head attestation, the validator must point to the
head root and provide this attestation with an inclusion delay of 1 block. Otherwise,
the head attestation is given as wrong. This explains why it is the most commonly
failed ag among validators in the network. Failing the head attestation ag could
mean that the node falls more into reorgs or that the attestation is not sent in time
and, thus, not included in the next block (inclusion delay=1). Figure 6.2 shows the
average ag failure per location, where we can see that the average head attesta-
tion ags' failure rate is 27.4%. The gure shows that nodes in London, Sydney,
and Warsaw failed over that average 28.7%, 29.9%, and 30.8% missed head ags,
respectively.
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FIGURE 6.3: Average achieved reward per location.

Missed Targets Conversely, the target attestation ag is the least failed ag and
the one that brings the most rewards out of all three ags. This is why we de ne
that if the target ag is failed, the node is most likely out of sync and has been like
this for a while. Figure 6.2 shows a similar pattern for the target ags, with nodes

in Frankfurt, Toronto, and Singapore missing them 5% and 6.3% of the time. On the
other hand, London, Warsaw, and Sydney nodes stay beyond that average, reaching
the missed ratio of 8% 8.9% and 10.2%, respectively. It is clear, then, by analyzing
the aggregation between the number of missed head and target ags, that despite
Sydney sharing the same hardware with Toronto and Singapore, it falls out of sync
almost double the times.

Proposer Duties Validators also earn rewards from proposing blocks when they
are randomly chosen. Block rewards are sporadic but very high, so it is frustrat-
ing for validator owners to miss the chance of gaining such a high reward with a
straightforward duty. When proposing a new block, the node must be fully synced
with the network and follow the chain head without delays. Not doing so could
cause the validator to miss the block proposal (or do it very late), missing out on the
substantial block rewards it generates.

As block proposers are randomly chosen at every epoch, gure 6.4 shows the
aggregated ratio of missed proposer duties between locations. The gure shows
that pool nodes on each location failed an average of 1.66% of block proposal duties,
with Sydney nodes failing up to 4% of the block proposal duties. At the same time,
Frankfurt, Toronto, and Singapore didn't miss any of the proposals. Once again, it
is most likely that Sydney nodes tend to fall more into the out-of-sync state and,
therefore, can not perform their duties in time.

Chain Reorganizations on Clients ~ Nodes have different behaviours depending on
the hardware they are running on and the location where they are placed. However,
validators' achieved rewards or the ratio of missed duties are not the only methods
to measure the performance of a node. When attesting, the high ratio of missed
target ags is the rst indicator of a stability problem on a particular node, or in
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FIGURE 6.4: Aggregated missed blocks per location.

this case, in a location. It is hard for a validator to perform its duties correctly when
the underneath node is not fully synced with the chain. Thus, we can interpret
that nodes in Sydney, as a representation of less well-connected nodes, tend to lose
synchronization more often. We have chosen reorgs (chain reorganizations) as a
way of measuring the stability of a node. A chain reorg represents having to drop
several blocks (with their states) and sync the canonical version of them because
the node was in a non-valid chain variation. As the late arrival of messages can
generate those minor forks, gure 6.5 shows the aggregation of reorgs registered in
each location. The graph shows that Sydney has the biggest reorg average of the six
different places, with eight more registered events than the average of 102 for all the
locations. Without being an extremely large number, we can attribute the differences
between duties accomplishment to the fact that the reorgs can also be de ned by the
number of blocks you had to drop and resynchronize. Unfortunately, the node does
not offer us this information. We will discuss this step in detail in the following
section.

6.1.5 Block Scores

With the signi cant differences we spotted between the arrival times of the different
instances deployed in mainnet (the most stable network in the Ethereum ecosystem),
we wanted to study the impact of this arrival latency on the clients' capabilities to
compose blocks.

Following in order the rewards quantities that a validator received over time in
the Consensus Layer, the resulting rewards of block proposals follow attestations
with a 7, 6% of the total reward. Thus, with a synthetic block score (check section
6.1.3 for a more detailed overview), we decided to benchmark the differences that
each client and each location produce.
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FIGURE 6.5: Number of chain reorganizations per location.

Beacon Block Generation Differences

Figure 6.6 shows the aggregated score of each block across the clients of each loca-
tion, where we appreciate insigni cant differences. Once again, there is a clear dom-
inance of nodes located in Helsinki, outstanding over nodes in Sydney, London, and
Warsaw that achieved 1.37%, 4.29%, and 5.16% less score, respectively. Although
each of the locations should have enough time to get the same attestation aggrega-
tions in the course of the last 4 seconds of a slot, different factors could produce this
difference in the average score of the blocks:

Message Propagation Latency Higher latencies when receiving messages clearly
limit the number of aggregations that you can include in a block. Figure 6.7 displays
the Cumulative Distribution Function (CDF) of the message arrival time in each lo-
cation, where the Y axis represents the normalized percentiles between ranges 0 and
1, and the X axis the arrival time in seconds. We can read the gure as the 50th per-
centile of blocks (0.5 on the Y axis) in Helsinki arrived in 1.44 seconds or less. We
can see that, despite London having the second-best median of arrival times, 2.18
seconds, it has one of the worst 90th percentiles of 4.15 seconds. The large tail of
block arrivals beyond 4 seconds represents 10% of the total tracked messages and it
partially explains the block score differences between locations.

The Aggregation of More New Votes in a Block Receiving messages later means
adding fewer votes in a new block, which are the ones producing the rewards for
the block proposer. Figure 6.8 displays the average number of new votes included
at each location, including the average of their correctness. The gure clearly shows
the dominance of nodes in Helsinki that not only aggregate more new votes but also
have, on average, more correct attestation ags.
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FIGURE 6.6: Average block score per location.

FIGURE 6.7: Average arrival latency of block messages inside slot
time per location.



6.1. Unveiling Ethereum's Hidden Centralization Incentives: Does Connectivity 109
Impact Performance?

FIGURE 6.8: Number of new votes and their correct ags on each
location.

Desynchronization of Beacon Nodes  Desynchronization is, even if we put endless
effort into avoiding it, one of the major drawbacks we found to explain the differ-
ence in average score between locations. Of course, a beacon node can not process
new messages and generate new blocks if it gets out of sync with the head of the
chain. Several events could cause this to happen, such as big local reorgs caused
by higher latencies or by hardware limitations (slow disk where to prune states or
insuf cient CPU available to validate messages on time). Figure 6.9 displays the per-
centage of slots each node was down versus the number of slots we measured. In
the picture, we can appreciate that Helsinki was barely unsynchronized. We can also
appreciate how Lodestar in London affected the previous averages, with a 37, 74%
of the measured slots out of sync. The results are more puzzling when we compare
it with Warsaw, concluding that despite having similar hardware, it was stable and

in harmony with the rest of the clients at around 5, 25% downtime, and despite this,

it performs worse than London both in correct ags and block score.

Latencies on Block Arrival ~ We have already introduced the importance of mes-
sage broadcasting latencies within the slot time range. Shorter notice of messages
such as blocks or aggregations might be critical to ensure that validator duties are
correctly achieved. As we would imagine, different locations with different con-
nections with the rest of the network could generate different network perspec-
tives. This way, if the de ned 4 seconds to distribute a message weren't enough,
we could expect that those regions with higher latencies would perform poorer than
the better-connected ones. To corroborate our hypothesis, we tracked the arrival of
block messages to each client in the four different mainnet instances. The tool would
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FIGURE 6.9: Percentage of slots each beacon node was out of sync in
each location.

rst subscribe to the beacon node's API to stream the arrival of new blocks, index-
ing the event with the noti cation timestamp. From the difference between the local

timestamp and the time the slot started (second “0” of the slot, when block proposers
should publish the block), we have aggregated the arrival times, distinguishing the
distribution from the following gure.

Figure 6.10 shows how clients in Helsinki received the block messages signi -
cantly sooner. We would expect from previous experiences that the European area
has better connectivity in general terms, and this graph proves it: on average, hodes
in Helsinki received blocks 1.06 seconds sooner than nodes in Sydney. However,
even though we are not making any distinction across clients (all clients were ag-
gregated) to have a fair comparison between the locations, the differences between
London, Sydney, and Warsaw are not as remarkable as the arrival times in Helsinki.
With an average block arrival time of 2.60, 2.68, and 2.53 for each, the gure shows
that the major differences between the instances could originate from the distinct
machines chosen per location.

Although we tried to have the most similar machines in each location, Cloud
Service providers couldn't offer the same hardware tier across the four locations.
With a clearer dominance of resources from the machine in Helsinki, even though
it had to share the disk among ten different clients (ve CL + ve EL), it still had
a powerful bare metal machine with 32 CPU cores and 128GB of memory. Limited
CPU resources could become a bottleneck when a client receives and validates a
block message, as they generate computational spikes every 4 seconds. Thus, to
some degree, this CPU bottleneck can increase the measured latency of processing
blocks, including the time our tool got noti ed. Of course, different clients mean
differentimplementations. The heat map in gure 6.10 breaks down the block arrival
times per client and location, showing some differences across the clients. Without
being highly dispersed among the clients, it is clear that some clients received and
processed the block faster than others during our study. Despite showing the same
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FIGURE 6.10: Average block arrival time per client and location.

distribution as the previous gure 6.9 among the different locations, Lodestar is in
the order of 300ms slower in receiving and processing new blocks.

There are many reasons that could cause a later message arrival. On the one
hand, we have the number of connected peers, where Lodestar and Prysm stay at
50 to 55 number of simultaneously connected peers, Lighthouse and Teku stay with
an average of 80 to 100 connections, and Nimbus out-stands the rest with 160 direct
peers. However, on the other hand, clients must allocate more computational power
at the arrival of messages to process and validate the messages or to update the local
beacon state. For this reason, the bigger the number of simultaneous connections
the node has, the more messages you need to process. Thus, this typically generates
CPU usage peaks every 4 seconds, and as it happens with higher latencies, both
directly impact the client's performance.

6.1.6 Conclusion

This section of the chapter presents a distinct methodology that can be used to ana-
lyze the impact of latency on the performance of Ethereum CL nodes located around
different geographical locations. In the presented results, we have identi ed that
Ethereum CL's default 4 seconds for broadcasting gives enough margin to propa-
gate and receive all the necessary messages (i.e., sync committee attestations and
block proposals) in most geographical locations, at least if the clients are running in
instances with minimum hardware speci cations.

We have empirically demonstrated that some regions, such as Oceania and South-
east Asia, have higher latency distributions when receiving block messages for the
rst time; with some locations receiving 10% of the messages beyond the 4 second
mark. This makes nodes more likely to lose the correct head of the chain, lead-
ing more often to reorg their local chain and ultimately failing or performing duties
more poorly because the node is not fully operational. This gets mirrored when com-
paring the rewards achieved between the available locations, where Sydney nodes
earned 10% fewer rewards from the MER than the rest. We have demonstrated that



112 Chapter 6. Impact of the P2P Network on the Ethereum's Decentralization

even though the hardware requirements to participate in a Post-Merge Ethereum are
substantially smaller than its predecessor PoW consensus, there are some minimum
requirements to run both EL and CL clients without a hardware bottleneck.

Furthermore, the section compares the networking performance of the different
available Ethereum CL clients. The study presents that under optimal networking
and hardware conditions (i.e., the instance in Helsinki), there are barely any differ-
ences between clients, i.e., a similar downtime or out-of-sync time. We have iden-
ti ed that hardware limitations directly increase the latency (mostly from message
validation). Thus, nodes face more downtime as they might get out of sync, or could
potentially add fewer new votes to their blocks.

We can conclude the section by stating that there is indeed a performance impact
related to the connectivity of a node. Still, it is only signi cant when the hardware
is not properly dimensioned. With the presented clear difference in block arrival
latencies across locations, nodes further away from the core of the network can see
their stability and performance reduced. Reaching even critical stability problems if
the hardware is not slightly over-dimensioned. In future work, we aim to explore
a real-time model able to aggregate and compare all the presented parameters to
monitor and alert the performance of a client with or without a validator.

6.2 DVT in Ethereum's PoS: Gains and Loses

6.2.1 introduction

Resilience is vital for any application that prevents service outrages from failure in
critical infrastructure [162]. With multiple available methods to achieve it [40], re-
silience has been present in the modern era since humans were aware of the system's
likelihood of failure [197], offering a backup plan to overcome the disruption.

As systems tend to grow in size and complexity, so does the error and risk
rate [120]. The concept of “resilience" also reached the software engineering eld,
which greatly bene ted from it as single-core hardware and programs evolved to
bigger and more complex multi-threaded or even distributed clusters of nodes at
High-Performance Computing (HPC) [53]. Then, the idea of “fault tolerance" was
introduced, aiming to provide solvency to systems, preventing them from critical
failures [156] or at least de ne the recovery process to do so.

Following the same philosophy, Ethereum's Proof of Stake (PoS) includes sev-
eral resilience techniques that ensure the protocol can tolerate certain failure rates or
recover from a vital disruption. The consensus is designed to nalize beacon states *
as long as the network achieves a 66% of honest participation on the consensus by
attesting the corresponding blocks [7].

On a separate level of resilience, at the software level, the Ethereum community
supported ve teams to develop and maintain ve open-source clients to partici-
pate in the network. This variety of software reduces the chances of a "single point
of failure" at consensus from a software level. At the network level, based on the
distributed nature of the project, each node relies on a set of nodes per GossipbSub
topic [199] to receive chain noti cations such as blocks, attestations, or sync commit-
tees. A rotation of these connections, with a fast node discovery and the aggregation
of more advanced techniques like message gossiping, considerably reduces network
attack vectors like Eclipse or Sybil attacks.

1Beacon State refers to the global state of the entire network, including the status and balances of
all validators, while providing a snapshot of the consensus among validators.
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We've seen how the network considers several layers of resilience at the con-
sensus level, at the software level, and at the network layer. However, it doesn't
provide any resilience that could be applied at the validator or deployment level. In
fact, the consensus somehow prevents such techniques, as sharing different duties
at the same slot signed with the same key leads to an imperative penalty, a “slash-
ing" [77]. This consensus design showcases the thin action line that validator agents
work in, where their retribution for participating in consensus might stop if any-
thing happens to the machine hosting the software. Some projects like Vouch [8]
have emerged, allowing the reduction of this single client failure. In this case, Vouch
is a multiplexer client placed as a middleware between the validator and the beacon
node. Based on different strategies, it decides which node is chosen to participate
in the network, either the fastest replier node or the node that produces the highest
reward. This schema guarantees that as long as one of the nodes in the cluster stays
up, the validator will still be able to submit its duties. However, as the penalty re-
ports a signi cant risk for complex developments that ensure a 100% uptime, there
is still a huge gap for a validator multiplexer with high-security guarantees.

It is at this step that new technologies like Distributed Validator Technology
(DVT) have emerged to Il the missing chapters in distributed staking software.
Based on the idea of signature aggregations using private BLS key shares [22] from
a Distributed Key Generation (DKG) protocol/ceremony [74], this technology pro-
vides a speci ¢ degree of fault tolerance based on the number of participants in the
cluster. The bigger the cluster, the higher the fault-tolerance degree in terms of nodes
that can still produce the validator duties.

Despite the idea sounding good on paper, there is a side effect problem with this
DVT technology: it adds an extra step before validators broadcast their duties to the
network, which is the aggregation of partial signatures. Gasper's fork choice [149]
contemplates the idea of asynchronously arriving commits. However, to prevent
some attack vectors, the PoS protocol of Ethereum sets economic incentives to avoid
them. The protocol sets limited time ranges to compose and broadcast each of the
duties, ensuring that the duties need to be pseudo-synchronous for an optimal re-
ward.

In other words, to simplify and ease the chain's fork choice and consensus, Ethereum's
PoS reduces the consensus rewards as validators take longer to accomplish and
broadcast their duties. While DVT offers a novel, more resilient way of staking,
it is unclear whether it can match the performance of classic (non-distributed) val-
idators. This opens a legitimate question of how this tight time sensitivity on the
protocol side can interfere with the pro tability of a DVT validator cluster. In par-
ticular, for setups that include clusters of nodes distributed worldwide and from
different cloud providers, it is necessary to demonstrate that despite their latency,
DVT can still provide the same level of performance as classic validators. This is the
objective of this study.

In this section, we present a thorough analysis of the performance and pro tabil-
ity of DVT validator clusters (the approach of Obol Labs, to be precise) compared to
the classical validator approach. We present a clear comparison of the rewards ob-
tained using both approaches, showcasing the latency restrictions that could affect
them and detailed insights into the internal metrics of a DVT cluster.

6.2.2 Distributed Validator Technology: How Does It Work?

Distributed validator technology, or DVT, is a critical security primitive that allows
a single Ethereum validator to be run on a cluster of nodes working together as a
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FIGURE 6.11: Internal communication between the beacon node,
Charon, and the validator client when performing a consensus duty
of a DVT validator.

distributed validator. The concept of “splitting" the validator into a cluster removes
the single point of failure for validators, creating an active-active redundancy with

a failure threshold. However, the network is agnostic to this sub-division and per-
ceives the cluster as a single validator. DVT provides some safe margins where if one
or several cluster nodes fail to send their partial signatures, the distributed validator
can keep performing its duties as long as enough nodes (over the threshold) submit
their partial duties.

In this section, we will closely examine the DVT approach of Obol Labs 2, moni-
toring and analyzing the performance of a few DVT validator clusters using Charon [32].
Charon is a middleware client that sits between the beacon client and the validator
client of each node within a distributed validator cluster. It provides the logic for
communicating with the beacon node and the cluster, scheduling and deciding what
to sign and when to sign.

Obol's approach to DVT starts from a Distributed Key Generation (DKG) [94,
112, 176, 73] ceremony, where the cluster participants generate their private BLS [11]
key shares and then sign the validator deposit. Once the deposit is processed, the
cluster starts contributing to Ethereum's consensus in a collaborative effort. As
each DVT cluster participant runs its Charon client, check gure 6.11 as a reference,
which, in collaboration with the beacon node, tracks and schedules the duties that
the given activated validator or validators need to accomplish. However, the cluster
must still sync and decide what to sing before aggregating their partial signatures.

Obol relies on a private network between the users participating in the cluster.
The network, besides being used to propagate the partial signatures, creates the
space to play a Quorum Byzantine Fault Tolerance (QBFT) [1] consensus game to
help the cluster agree on which duty the sign as a single validator. Thus, when a new
duty is planned for a validator, the validator client retrieves the duty to be signed
and sends it to the Charon client. The Charon client is then waiting for enough par-
tial signatures from the rest of the nodes. After receiving enough partial signatures
to meet the threshold, Charon broadcasts the signed duty to the beacon node, which
broadcasts it to the network. The threshold of each cluster (minimum number of

Zhttps://obol.tech/
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partial signatures to perform duties) depends on the number of nodes in the clus-
ter. A cluster can stay active as long as more than 66% of its participants send their
partial signatures. For a more in-depth explanation of the DVT, please refer here.

6.2.3 Methodology

Comparing the consensus performance between DVT and canonical validators re-
quired multiple hardware and software resources. This section will summarize
all the used requirements, providing a detailed description in case the experiment
wants to be replicated with further versions as the DVT technology keeps polishing
implementation details.

Software services

Participating on Ethereum's network in a post-merge scenario requires a wide set of
software as introduced before with gure 2.3. Making the whole software setup a
bit more complex, participating in an Obol DVT cluster implies relying on a fourth
extra software, Charon. The whole client setup includes the following layers:

Execution Layer Nodes Since “The Merge" happened in September 2022, to follow
up with the canonical state of the chain, the beacon node needs to validate the EVM
interaction from users to accept or propose a new block. Thus, it needs to be paired
one to one with an execution layer client. There are quite a few options to choose
from; however, we relied on Nethermind 2 on its versions v1.17.1 andv1.17.3 for all
our cluster deployments to support the client diversity in the network.

Beacon Nodes and Validator Clients  On the consensus layer, as chapter 4 pre-
sented, the ecosystem has ve main open-sourced software to keep track of the
chain's head and track the fork choices of the consensus. However, as described
in section 6.2.2, not all beacon nodes support the necessary endpoints at the REST
API when writing this section. Obol's DVT client needs some speci ¢ endpoints:

* POST eth v1/ validator beaconcommitteeselections
« POST/ eth v1/ validator/ sync committeeselections

For this reason, since only two out of the ve available clients had a reliable API,
we relied on those two available options for the study: Lighthouse 4 on its versions
v3.5.1 andv4.0.1, and Teku® on its versions v23.3.0 andv23.3.1.

To maintain consistency between the validator clients and the beacon nodes and
ensure optimal interoperability, we decided to pair them with their respective val-
idator clients on identical versions.

Charon As previously mentioned, deploying a cluster of DVT validators requires
some extra complexity between the beacon chain's client and the duty signer valida-
tor client. In this study, we will be taking a closer look at Obol's implementation,
measuring their DVT software, Charon, on its versions v0.14.0 andv0.15.0.

Shttps://github.com/NethermindEth/nethermind
4https://github.com/sigp/lighthouse
Shttps://github.com/ConsenSys/teku
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Setup replication  To ease the deployment of all these clients, ensuring the same
con guration in all of them, we relied on a  docker-composetup  which is based on
the of cial con guration provided by the Obol team 7.

This setup includes:

» Nethermind con guration for Teku and Lighthouse.

» Teku con guration (beacon node and validator client).

Lighthouse con guration (beacon node and validator client).
» Charon as DVT client.

» Prometheus for metrics gathering.

6.2.4 Performance Indexes

Comparing the steadiness and pro tability of a validator in Ethereum's consensus
is not such an easy task; it involves many parameters that are hard to quantify and
compare across multiple validators. To do so, we used a set of pre-de ned and tested
indexes that aggregate distinct metrics to help understand the performance of a node
or a validator.

Maximum Extractable Reward (MER)  We calculated both validator sets' rewards
at a given epoch using the reward models proposed by chapter 5, the Maximum
Extractable Reward (MER). The MER indicator assessed the maximum attestation
and sync committee rewards a validator could get at each epoch if all the duties
were performed correctly and within the optimal time window. The concept of MER
allows for calculating the ratio of achieved rewards out of the MER. This allowed
us to compare the pro tability impact of running a distributed validator versus its
canonical option.

Node Score To compare the distributed validator technology with its counterpart,
a standard validator, we must quantify how much overhead each node of the DVT
cluster adds to the overall performance of the cluster. Measuring a single client's
uptime and steadiness is generally easy, as we could only track the signature ag-
gregation time. However, this metric is not that easy to track on a distributed clus-
ter of validators that need to share messages across multiple nodes. In this case,
we adopted Obol's Beacon Node Score to measure the performance of each cluster
node. This score represents the individual score of a single node from the rest of the
cluster's perspective.

The score represents a synthetic parameter sensible to the error rate of the beacon
node's REST API and to the latency between the rest of the nodes participating in
the DVT cluster, which is summarized in the following equation:

APlerrors

APETYIS WY+
Score= 0.5 (1 (10 APIIatenCY))

0.5 (1 max per@9(P2pDVTlatency)
(6.1)

Bhttps://github.com/tdahar/charon-distributed-validator-cluster
"https://github.com/ObolNetwork/charon-distributed-validator-cluster
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Provider CPU Memory Storage I/0 Speed
Digital Ocean '”tels);gg”4§'at' 32GB  600GB VF\;:: 32’_43'\,3:%//58
Hertzner A'\ggsgizggxg 128GB  10.5TB V'T/ gﬁmg’;

TABLE 6.4: Hardware specications of different cloud service
providers.

Data Collection Tools

Generating a comparison of this magnitude requires a reliable generation and col-
lection of all the involved metrics. With this purpose, we've selected a small variety
of software that helps us identify the performance of the validators and monitor
internal DVT operational metrics.

GotEth We employed the GotEth software previously presented at section 5.3.7 to
index each controlled validator's duties accomplishment and their respective MER
over the study time range.

Prometheus Most software nowadays produces internal metrics for debugging
and monitoring purposes. Following the industry's tendency, the Ethereum ecosys-
tem relies on such techniques to provide real-time information using top-leading
tools such as Prometheus’. Prometheus is a time-based database service that cap-
tures all the metrics each tracked endpoint offers on a specic HTTP path. It allows
the con guration of multiple targets, scraping their metrics at the desired frequency,
which can be accessed later through evaluation and ruling expressions.

Node Cluster Deployment  The experiment aimed to analyse the DVT performance
over different cluster sizes, geographical locations and two cloud providers to give
the experiment more robustness. Furthermore, this wide variety of hardware providers
and software combinations helps stress-test the DVT cluster aggregation times for
extreme cases. We decided to test three of the most relevant DVT clusters, the ones
that add one extra node of threshold to the signature aggregations:

1. A DVT cluster of four nodes has a signature aggregation threshold of three
nodes. The node deployment is displayed in table 6.5.

2. A DVT cluster of seven nodes has a signature aggregation threshold of ve
nodes. The node deployment is displayed in table 6.6.

3. A DVT cluster of ten nodes has a signature aggregation threshold of seven
nodes. The node deployment is displayed in table 6.7.

For a fair comparison across the different node deployments, we've activated a
total of 6.000 validators in Ethereum's Goerli testnet ° (check Section 2.3.3 for further
details about the network organization on Ethereum). 3.000 of those validators were

8https://github.com/prometheus/prometheus
9Entire list of validators is available at https:/migalabs.io/reports/MigalLabs-Obol-Annexe.pdf
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Services

Provider Location (Beacon Node + Validator) Node Name
OVH Frankfurt Lighthouse + Lighthouse happy-body
OVH Strasbourg Teku + Teku precious-food
OVH Warsaw Teku + Teku expensive-mountain

Digital Ocean London Lighthouse + Lighthouse mindful-movie

TABLE 6.5: Cloud provider hosting the four-node DVT cluster.

. . Services
Provider Location (Beacon Node + Validator) Node Name

OVH Frankfurt Teku + Teku unusual-state

OVH Strasbourg Teku + Teku sel sh-rule

OVH Warsaw Teku + Teku determined-party
Digital Ocean Bangalore Lighthouse + Lighthouse enthusiastic-area
Digital Ocean  Frankfurt Lighthouse + Lighthouse affectionate-day
Digital Ocean London Lighthouse + Lighthouse jolly-life
Digital Ocean Singapore Lighthouse + Lighthouse cloudy- owers

TABLE 6.6: Cloud provider hosting the seven-node DVT cluster.

. . Services
Provider Location (Beacon Node + Validator) Node Name

Digital Ocean = Bangalore Lighthouse + Lighthouse dangerous-mobile
Digital Ocean Toronto Lighthouse + Lighthouse clear- sh
Digital Ocean  Frankfurt Teku + Teku beautiful-word
Digital Ocean London Lighthouse + Lighthouse amazing-tea
Digital Ocean  Singapore Lighthouse + Lighthouse plain-news
Digital Ocean  New York Lighthouse + Lighthouse tough-city

OVH Beauharnois Teku + Teku ne-adult

OVH Frankfurt Teku + Teku alert-waterfall

OVH Strasbourg Teku + Teku delightful-dates

OVH Warsaw Teku + Teku powerful-road

TABLE 6.7: Cloud provider hosting the ten-node DVT cluster.
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split evenly, rstin sets of 1.000 validators, one for each of the described DVT clus-
ters, and second, each validator was split in the respective private key-shares for the
cluster size.

6.2.5 DVT Cluster VS Canonical Validator Setup Comparison

To evaluate Obol DVT, we performed a long multi-phased experiment that lasted
for 10.000 epochs, about a month and a half of continuous execution. The purpose
of running for such an extended period was to provide robust statistical analysis, as
a shorter time range could subject the measurements to network perturbations, non-
nality periods, or bias the pro tability of a set of validators based on being “lucky"
more often and provide an unusual number of blocks. The experiment was per-
formed on Ethereum's Goerli/Prater network, and it was run between the epochs
163000 (Mar-18-2023 00:40:00 UTC) and 173000 (May-01-2023 11:20:00 UTC). The
Ethereum Prater network is a testnet, and as such, it may have dangling valida-
tors that may not be running. This means there are more missed blocks than in
the Ethereum Mainnet network, resulting in delayed attestation inclusion and more
chain reorgs. These conditions are harder than Mainnet, which stresses the software
even further. The experiment ran three clusters described in tables 6.5 6.6 and 6.7
with 1.000 validators attached to each. Therefore, the experiment involved running
a total of 3.000 distributed validators. The following sections present the results of
comparing the performance of the DVT validators with the canonical validator setup
counterparts.

Steadyness of the Validator

In such complex protocols, software performance depends on multiple conditions:
hardware resources, network connectivity, software optimizations, etc. However, in
Ethereum's case, speci cally on its PoS version, this performance can be re ected in
two main aspects: the accomplishment of validators' duties and the timing and cor-
rectness. The following sections will analyse these aspects individually, comparing
the results of the different instances deployed worldwide.

The coming-up analysis was performed between epochs 163.000 (Mar-18-2023
00:40:00 UTC) and 173.000 (May-01-2023 11:20:00 UTC) on Ethereum's Goerli/Prater
network. As signi cant upgrades were performed on Charon's software, we up-
graded the versions of all software (EL client, Beacon node, Charon, Validator client)
at the middle of the run in epoch 168511 (April-11-2023 14:30:24 UTC). This system
setup upgrade enabled the software's performance progression to be benchmarked,
speci cally Charon's DVT implementation.

Missed Attestations At every epoch, validators are assigned to attest to one of
the 32 slots, having the obligation of always submitting one attestation per epoch.
These attestations, as section 2.3.1 introduced, create the link across blocks, enabling
the chain to nalize previous states. To do so, each validator needs to provide three
ags: one that links to the last epoch (source), one for the current epoch (target), and
a third one that references the last available block (head).

A wide range of things could go wrong with the attestation's ags. Due to the
sensitivity of the head slot, it requires having the same perspective as the majority
honest part of the validators, and it would only be counted as correct if the attesta-
tion with the correct head ag has an inclusion delay of 1 slot (it must be included on
the right next proposed block). This means that there could be three major reasons
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to miss the ag: i) the beacon node had a wrong vision of the chain, i.e., the block on
that slot somehow arrived late to the beacon node, causing a fork from the canon-
ical chain, ii) the there was a missed block right after our attesting slot; thus, the
attestation couldn't be registered to the beacon chain on time, and iii) the attestation
was broadcasted late to the network, and it wasn't included in the next block. The
many reasons for missing the head ag make it the most missed ag in an attesta-
tion. Especially in testing networks like Goerli/Prater, which generally have lower
participation.

On the other hand, the source and the target ags are harder to miss. The wrong
perception of the previous and the current epoch could only mean that the beacon
node was unavailable or that the head of the chain was lost. For this reason, these
two ags generally fail together and represent the steadiness of a validator. How-
ever, there is a slight difference between them: the source ag has a maximum in-
clusion delay of ve slots, which is generally the reason why it is missed more than
the target that has 32.

Figure 6.12 shows the ratio of missed attestation ags per cluster of validators
(non-DVT vs DVT clusters), where we can appreciate that there is a clear miss pat-
tern across the three ags: the head ag gets missed 4.66 more times than the source
ag, which then is missed 4.54 times more than the target ag. The bottom part
of the gure also shows that, although not that different from each other, the DVT
validators failed 0.7% more of head ags, 0.6% of source ags, and 0.4% of target
ags. These differences generally come from the largest clusters of seven and ten
DVT nodes, which, as expected, could add a larger delay to the rst consensus and
then the signature aggregation of the duties.

On the other hand, gure 6.13 shows the same missed attestations split by ags
but for the later Charon version v0.15.0. The gure shows a similar pattern of missed
ags as with v0.14.0. However, we do appreciate a slightly lower difference between
the non-DVT validators and the DVT clusters. In this newer version, the differences
get reduced to 0.5% of missed head ags, 0.6% missed source ags and 0.4% missed
targets, which means no major or very few upgrades were applied to the cluster
attestation duties during the upgrade.

Inclusion Delays As previously mentioned, the inclusion delay clearly has
a signi cant presence on the validator's performance, as it can draw the line on
whether the ag is correct or not, regardless of the value itself. In that regard, g-
ure 6.14 shows the cumulative distribution function (CDF) of the inclusion delay of
the attestations produced by the DVT validators (aggregated by version, as there was
no sign of signi cant improvements over the version upgrade). The gure show-
cases that over 72% of the attestations had an inclusion delay of one slot, which is
the ideal scenario. However, the gure also shows that there is a 20% of attestations
that stay with an inclusion delay between two and ve slots, and the resting 8%
beyond the ve slots mark. We can observe that the three clusters show the same
behaviour and percentiles. Although the matching of the CDFs across DVT clusters
is not appreciated in the gure, the three CDFs are displayed in the gure, showing
an overall similar performance.

Block Proposals At every slot of the chain, a single random validator is chosen
to propose a new block, which includes all the “non-tracked-yet" attestations and
sync committees broadcasted over the previous slots. As shown in gure 2.5, the
block proposal is the rst event that should occur inside a new slot. The protocol
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FIGURE 6.12: Percentage of missed attestation ags for the rst part

of the experiment with Charon on its version v0.14.0. The upper g-

ure shows the missed ags across the different validator sets. In the

bottom one, the missed ags are aggregated by types of clusters (non-
DVT vs DVT/Obol).
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