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Abstract� This paper discusses an image processing archi-
tecture and tools to address the problem of ship detection in
synthetic-aperture radar images. The detection strategy relies
on a tree-based representation of images, here a Maxtree, and
graph signal processing tools. Radiometric as well as geometric
attributes are evaluated and associated with the Maxtree nodes.
They form graph attribute signals which are processed with
graph �lters. The goal of this �ltering step is to exploit the
correlation existing between attribute values on neighboring tree
nodes. Considering that trees are speci�c graphs where the con-
nectivity toward ancestors and descendants may have a different
meaning, we analyze several linear, nonlinear, and morphological
�ltering strategies. Beside graph filters, two new �ltering notions
emerge from this analysis: tree and branch filters. Finally,
we discuss a ship detection architecture that involves graph signal
�lters and machine learning tools. This architecture demonstrates
the interest of applying graph signal processing tools on the tree-
based representation of images and of going beyond classical
graph �lters. The resulting approach signi�cantly outperforms
state-of-the-art algorithms. Finally, a MATLAB toolbox allowing
users to experiment with the tools discussed in this paper on
Maxtree or Mintree has been created and made public.

Index Terms� Branch �lter, graph �lter, graph signal process-
ing, machine learning, Maxtree, ship detection, support vector
machine (SVM), synthetic-aperture radar (SAR), tree �lter.

I. INTRODUCTION

OCEAN and sea monitoring by means of Earth observa-
tion data include many activities and applications sup-

porting different needs: sustainable �shing, marine ecosystems
protection, natural resources extraction, commerce and trade,
and so on. Undoubtedly, they are related as, for instance,
marine �sheries around the world remain seriously threatened
from �shing overcapacity. Marine ecosystems are polluted by
activities related to the increase of maritime traf�c. In the
latest report of the state of the world�s �sheries and aqua-
culture, the Food and Agriculture Organization of the United
Nations reported that 87% of the world �shing stocks, for
which assessment information is available, is either fully
exploited (57%) or overexploited (30%), and only 13% is
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not fully exploited. In many occasions, overexploitation is
conducted by illegal �shing involving small to medium size
boats. Regarding maritime traf�c, the world �eet of cargo-
carrying vessels has increased from 77.500 vessels in 2008 to
some 100.000 vessels in 2018 comprising a total capacity of
more than 2.100 million deadweight tonnage. Consequently,
maritime traf�c governance, pollution control of maritime
environments, monitoring of ef�cient, and sustainable �sh-
ing or of illegal �shing activities require reliable ship mon-
itoring tools.

Synthetic Aperture Radar (SAR) has largely demonstrated
in the past its capability to provide all-time all-weather data
over large areas with a high spatial resolution. In the context of
electronic systems, the high level of sophistication and auton-
omy of SAR systems is such that radar-based machine vision
with SAR imaging heavily relies on machine intelligence.
Nowadays, SAR capabilities are enhanced by a decrease in the
revisit time from the SAR sensor constellations. As a result,
ship detection tools based on SAR data have multiplied in
the last decade. The importance of this type of applications
is also supported by the commercial sector, as according
to [1], the commercial remote sensing data market is dom-
inated by optical data which represents 84% of that market.
In recent years, SAR data has not experienced the same growth
as optical data except for maritime surveillance including
ship monitoring. Finally, maritime surveillance is expected to
undergo a signi�cant increase in the forthcoming years. For
example, in the framework of the Copernicus program [2],
maritime surveillance is expected to undergo an average annual
growth rate of Copernicus bene�ts of 43% up to 2020.

Concerning the speci�c ship detection application based on
SAR data, it has to be mentioned that as images refer to the
radar return, they exhibit a very large dynamic range, often up
to 60 dB and are moreover corrupted by the so-called speckle
noise. As a result, many classical image processing techniques
have limited performances in this context.

Generally, SAR ship detection algorithms are based on
a constant false alarm rate (CFAR) approach. Nevertheless,
the performances of a traditional CFAR technique decrease
with high spatial resolution SAR data, as the clutter probability
density function (pdf) presents a large variability and ships
may have complex forms. This results in a high probabil-
ity of a false alarm. In order to improve the detection of
ships, many researchers have developed CFAR approaches
that locally adapt to the intensity pdf considering Gaussian,
Gamma, or more complex distributions. In [3], a lognormal
mixture model is proposed to tackle the sea clutter pdf
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variability. Nevertheless, more recently, techniques trying to
take into account the data spatial correlation have been pro-
posed. Leng et al. [4] propose a bilateral �lter to include
the spatial distribution of the SAR data. In [5], the data
correlation is exploited, and in [6], the concept of superpixel is
considered to assure a local homogeneous clutter. Among the
CFAR techniques, the SUMO technique [7] is a pixel-based
approach developed during the past 15 years under the aegis
of the European Commission. Other approaches have also
pursued a better characterization of the ship signal considering
different ship features [8] or Haar-like features [9]. More
recently, some authors have explored the idea to represent
ships by ellipses [10]. Other approaches have also exploited
the synthesis of independent lower resolution SAR images or
look [11], [12], as only the ship signal maintains the correla-
tion between the different looks. With respect to the evaluation
of the detection performances, in some cases, the automatic
identi�cation system is considered, when available, as ground
truth [13]. In this paper, we conclude that the detection
performances depend on the SAR system, being the Radarsat-2
system in ScanSAR mode the one providing the best results.
The technique proposed in this paper, based on the Maxtree
representation, presents the advantage of avoiding the explicit
need to de�ne a given pdf for the sea clutter. Moreover,
it also takes into account the data spatial relations and the
ship geometrical characteristics. In this sense, this technique
is able to combine different detection approaches considered
separately in the past. Furthermore, as will be explained in
the sequel, the approach avoids the use of any speckle �lter
and is, therefore, able to preserve the spatial resolution of the
data. Finally, it also involves the use of a machine learning
algorithm and therefore combines arti�cial intelligence ideas
with SAR imaging systems.

As previously mentioned, we are interested in processing
strategies that rely on tree-based representations of images.
These representations provide a hierarchical description where
nodes represent regions. As a result, they allow the detection
to be based on both radiometric and geometric attributes.
We believe that this feature together with the hierarchical
aspect of the representation is important for many object
detection tasks and in particular for ship detection. Most of the
time, the �rst step of these strategies is to create a tree such
as a Maxtree or Mintree [14], [15] (also known as Component
Tree [16]), a Tree of Shapes [17] (also known as the Inclusion
Tree [18]), a Binary Partition Tree [19] or an �-Tree [20].
In the past, they have been used in numerous applica-
tions such as object detection [21]�[23], attribute �ltering
[15], [24], [25], segmentation [19], [26], [27], texture analysis
and image content retrieval [28], remote sensing [29]�[31],
and visualization [32]. In the context of object detection,
once the tree is constructed, most classical approaches com-
pute radiometric and/or geometric attributes for each region
represented by tree nodes and assign the resulting attribute
values to these nodes. Then, the nodes and attribute values
are individually analyzed and a statement about the presence
of the object of interest is made. Instead of analyzing these
attribute values individually, one contribution of this paper is
to highlight that attribute values on neighboring nodes are

correlated and that there is a potential interest in exploiting
this correlation. The reason for this correlation is that the
tree structure represents an inclusion relationship between
regions: the region corresponding to a child node is included
in the region corresponding to a parent node. As a result,
the attribute values for child and parent nodes are related.
To our knowledge, no studies have been reported on how to
deal with this correlation.

A proper framework to deal with this attribute correlation
in a tree is what has been recently called graph signal
processing. Graph signals [33]�[35] are collections of data
that live on a graph structure. In this paper, the data are
radiometric or geometric attributes that have been evaluated
on regions represented by the tree nodes and that are assigned
to their respective nodes. They form a particular graph signal
that we call graph attribute signal. A natural choice to deal
with the attribute correlation could be to use graph signal
processing tools such as linear graph �lters as those de�ned
in [36]�[38] or morphological graph �lters [39]. However,
these tools were de�ned for arbitrary graphs. In this paper,
we are interested in trees which are speci�c graphs essentially
representing hierarchies. In particular, the notion of connec-
tivity toward ancestors and descendants may have a different
meaning. We therefore propose processing tools that may take
advantage of this distinction. As a result, the notions of tree
filter and branch filter will be de�ned and discussed and
their difference with graph filter highlighted. Linear, nonlinear
(median �lter), and morphological (erosion, dilation, opening,
closing, and reconstruction) �lters will be de�ned in both the
tree and branch �ltering contexts. Concerning tree attribute
signal processing, an interesting proposal related to our work
is made in [40]. It consists of processing a tree-based repre-
sentation of images, a Maxtree, with a connected operator [25]
that also relies on a Maxtree. However, the interest in [40] is
essentially to extract the attribute extrema and not to study
nor to propose processing strategies to deal with the attribute
correlation in the tree structure.

Finally, we will present an architecture able to detect ships
in SAR images relying on Maxtree representation and graph
signal processing adapted to these representations. Several
graph, tree, and branch �lters will be evaluated in this context.
Tree opening and branch mean �lters will be shown to be
particularly attractive. The experimental evaluation will also
highlight the interest of going beyond graph �ltering in the
context of trees. Beside tree opening and branch mean �lters,
the detection scheme also involves a morphological Tophat
relying on a tree reconstruction process and an extinction
�lter to process the node likelihood values. Finally, the result-
ing ship detection will be compared to four state-of-the-art
techniques providing a signi�cant improvement in detection
performances.

This paper is organized as follows. Section II highlights
the main processing architecture proposed for ship detec-
tion. Section III discusses how the Maxtree representation
can be processed and how the results can be visualized.
Many of these tools are used in Section IV for ship
detection in SAR images. Finally, conclusions are reported
in Section V.
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Fig. 1. Processing strategy for object detection.

II. OBJECT DETECTION ON TREE-BASED
REPRESENTATION OF IMAGES

The tree-based object detection scheme we consider in this
paper is illustrated in Fig. 1. It is a fairly generic scheme
that can be used for many detection tasks but we will focus
here on ship detection. The �rst step consists of computing
a tree representation of the image, here a Maxtree [14]�[16].
A Maxtree describes the entire set of connected components
resulting from the threshold decomposition of upper level sets.
The resulting connected components are ordered by inclusion
and structured in a tree. The tree leaves represent the image
maxima and the root node the entire image support. A Maxtree
can then be viewed as a multiscale description of the image
maxima. This property makes them very attractive for ship
detection given that ships appear as bright areas in SAR
images. Note that the Maxtree is used here purely as an
image representation which describes the original SAR image
without any preprocessing. In this representation, the ship
detection task is formulated as the search for tree nodes that
correspond to ship instances.

To perform this search once the tree is computed, several
attributes are extracted from the image. They can deal with
radiometric as well as geometric information. This access to
the geometric information is the second main motivation to use
the Maxtree representation. The attributes are measured on the
sets of pixels represented by the tree nodes and are assigned
to their corresponding nodes creating graph attribute signals.
Most object detection algorithms for tree-based representation
of images analyze these attribute values individually for each
node and make a prediction on the presence of the object
of interest on the region of support corresponding to a tree
node [22], [41]. However, as the tree represents inclusion
relationships between regions, the attribute values between
consecutive nodes along the tree branches are correlated.
Taking advantage of this correlation is a key point of the
strategy presented here and motivates the development of
tools that consider the attributes populating the tree as graph
attribute signals and process them to increase the detection
robustness.

The scheme illustrated in Fig. 1 involves an aggregation
step that takes into account the complete set of attributes and
estimates the likelihood of each node to represent an instance
of the object of interest, a ship. Several strategies can be
used for this aggregation, and as suggested in [22], [41], one
of the most ef�cient approaches relies on machine learning
techniques. For example, if one has access to a training data
set, a supervised classi�er can be trained to estimate the object
class probability. For the �nal decision, a straightforward

Fig. 2. Maxtree representation of images. (a) Original image. (b) Correspond-
ing Maxtree. (c) 2-D branch representation. (d) 3-D branch representation.

approach can consider this likelihood as the �nal output and
simply binarize it. However, as this likelihood populates the
tree, it can itself be considered as a graph attribute signal which
exhibits some correlation between consecutive nodes. As a
result, the graph likelihood signal can be further processed to
increase the robustness of the �nal decision.

Section III discusses the Maxtree representation, the cre-
ation of graph attribute signals for ship detection and the graph
�ltering tools needed to process these signals.

III. MAXTREE REPRESENTATION AND PROCESSING

A. Maxtree Representation and Visualization
A Maxtree represents all the binary connected components

that can be extracted from an image by thresholding at all
possible gray level values and it structures them by inclu-
sion. More precisely, each tree node represents a connected
component of the space that is extracted by the following
thresholding process: for a given threshold T , consider the set
of pixels XT that have a gray-level value larger than or equal
to T and the set of pixels YT that have a gray-level value
equal to T . The tree nodes represent the connected components
C of XT such that C � Y �= �. Note that a connected
component obtained at a given threshold is included in another
one obtained at a lower threshold. The links between the
tree nodes represent this inclusion relationship between the
connected components of XT . Many algorithms have been
proposed to compute Maxtrees. A review can be found in [42].

Fig. 2 illustrates the tree creation with a simple 8 × 8
image. The leaves of the Maxtree represent the image maxima.
As the original image [Fig. 2(a)] has eight local maxima
(assuming four connectivity), the corresponding Maxtree has
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eight leaves [Fig. 2(b)]. The root node represents the entire
image support (that is the connected component correspond-
ing to the lowest possible threshold). The remaining nodes
represent different connected components obtained at different
thresholds. Finally, in Fig. 2(b), the gray levels used to
display the nodes correspond to the threshold values that have
generated the connected components.

The graphical representation of the tree, as shown
in Fig. 2(b), is useful to visualize the structure of small trees.
However, it is impractical to represent trees corresponding
to images of reasonable size nor to analyze the evolution
of graph attribute signals. An alternative representation that
we have found useful in many situations is what we call
branch representation shown in Fig. 2(c). It is a gray-level
image in which the horizontal axis indexes the individual tree
branches and the vertical axis corresponds to the distance of
each node from the root. In the example of Fig. 2, the Maxtree
has eight leaves, therefore eight branches, and the longest
branch has length 6. Therefore, the branch representation is an
8 ×6 image. The gray-level value of pixel (i, j) in the branch
representation corresponds to the attribute value (here the gray
level) of the node that belongs to branch i and is at distance
j from the root. Note that, as many nodes belong to multiple
branches, they are duplicated in the branch representation. For
example, the root node belongs to all branches. This is the
reason why the gray level value associated with the bottom
line of the branch representation is the same for all pixels.
As the attribute values may drastically change between one
branch to the next one, it is often useful to visualize the branch
representation as a 3-D surface, as shown in Fig. 2(d).

Fig. 3(a) shows a typical image (3701 × 1651 pixels)
which was obtained with the Radarsat-2 system over the
Gulf of Guinea, western Africa. For visualization purpose,
the logarithm of the actual gray-level values is shown. A small
excerpt (200 × 200 pixels) of this image with three ships is
presented in Fig. 3(b). This excerpt will be used for many illus-
trations in the following sections. The ships appear as areas
of high mean gray-level values, with an elongated shape that
could be approximated by an ellipse. The presence of speckle
noise, inherent to SAR images, may hinder the detection. The
Maxtree of this small excerpt involves 17.601 nodes distributed
among 3.831 branches. As a result, a graphical representation
as the one shown in Fig. 2(b) is not appropriate. Fig. 3(c)
shows an alternative graphical representation of the tree with a
scalable force directed placement (sfdp) algorithm [43] which
ef�ciently deals with large graphs and which is available in the
Graphviz software package [44]. The node gray-level values
correspond to the gray levels of the image on the left. Note
that many nodes and branches overlap in the drawing. The
root node is in the center and an approximate idea of the tree
structure can be inferred from this representation. However,
the evolution of attribute signals is rather dif�cult to analyze.
Therefore, the branch representation [Fig. 2(c) and (d)] will
be used to visualize attribute signals in the sequel.

Once created, the Maxtree is populated with attributes that
may indicate the presence of ships. We will use three attributes
to characterize the binary connected components C associated
with the Maxtree nodes: 1) the mean gray-level value of the

Fig. 3. Example of (a) original image (logarithm of gray levels) of the Gulf of
Guinea, (b) 200×200 excerpt with three ships, and (c) Maxtree representation
of the excerpt (Graphviz sfdp layout).

Fig. 4. Mean gray-level attribute (branch representation) for the Maxtree
corresponding to the image of Fig. 3(b).

pixels belonging to C; 2) the eccentricity of the ellipse E that
has the same second moments as C1; and 3) the area ratio
which is the relation between the area of C and that of E . The
intuition behind these attributes is that ships are represented by
elongated ellipses of high mean gray-level values. Therefore,
we are looking for bright areas with a high eccentricity and
high area ratio (so that the shape of C is similar to an ellipse).

Fig. 4 presents the mean gray level attribute on the Maxtree
of Fig. 3(b) (branch representation). The Maxtree involves
3831 different branches and the longest branch length is 1063.
The branch representation is therefore an image of size
3831 × 1063. The presence of three branches on which the

1The eccentricity is de�ned here as the ratio of the distance between the
two foci of the ellipse and its major axis length.
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Fig. 5. Eccentricity attribute (branch representation) for the Maxtree
corresponding to the image of Fig. 3(b).

mean gray levels reach extremely high values close to the
leaves can be observed in Fig. 4. The mean gray-level attribute
does not exhibit random variations and probably does not
require any further processing. However, many attributes are
not so clean and smooth. Let us consider the eccentricity
attribute shown in Fig. 5. We can clearly observe the cor-
relation in the attribute signal as values on neighboring nodes
is most of the time related. However, we can also see random
�uctuations along the tree branches in particular for sections
close to the leaves. Random �uctuations that only affect
locally very few nodes represent a challenge for the detection
algorithm. They should be considered as noise and removed
to increase the robustness of the detection. This kind of graph
attribute signals motivates the creation of �ltering tools as the
one presented in the following section.

B. Maxtree Filtering
1) Graph Filter: Graph signal �ltering [39], [45]�[47] is

generally considered as an extension of signal or image
�ltering. A popular approach to de�ne them relies on the
notion of graph shift [45] which can be considered as the
equivalent of the classical time shift or delay. In the graph
setting, it consists of replacing the signal values at a given node
by a linear combination of values at its one-hop neighbors,
which are speci�ed by the adjacency matrix. Linear translation
invariant �lters are polynomials in the adjacency matrix. As a
result, elementary linear graph �lters replace the signal value
at a node with a weighted linear combination of values of
its K-hop neighboring nodes. A similar approach is used for
morphological �lter: a �at erosion (dilation) replaces the signal
value at a node with the minimum (maximum) of values
of its K-hop neighboring nodes. As usual in mathematical
morphology, opening and closing are de�ned as combinations
of erosion and dilation.

As an illustration, consider the example of Fig. 6(a).
It corresponds to the Maxtree of the image of Fig. 2(a).
It has been populated with attribute values chosen to illustrate
various �ltering approaches. Note that the attribute values are
represented here by the gray levels used to display the nodes.
Dark nodes represent low attribute values whereas bright nodes
correspond to high attribute values. Assume that we want to
apply a graph median �lter [47] of size 2 to remove small

Fig. 6. Example of (a) attribute and the three types of �ltering (b) graph,
(c) tree, and (d) branch. In all cases, a median �lter of size 2 is used.

�uctuations of the graph signal. The size of the median �lter
speci�es which neighbors have to be included in the median
computation. Here, size 2 means that all 2-hop neighbors,
i.e., all nodes that are at a distance lower or equal to 2 from
the current node have to be taken into account.2 This is the
classical graph filter illustrated in Fig. 6(b). Isolated attribute
variations as the ones observed on nodes 3, 12, and 17 are
then removed by the �ltering.

For arbitrary graphs, beside the values of the adjacency
matrix, no strong distinction among neighbors is generally
made. However, trees are speci�c graphs representing hier-
archies. Tree nodes have descendants and ancestors and the
connectivity toward each one of them may play different roles,
particularly in the context of object detection.

2) Tree Filter: Let us analyze node 10. In the context of
the longest branch composed of nodes 1, 2, 10, 15, 19, and
20, the bright attribute value of node 10 can be considered as
a small size �uctuation that should be removed by the median
�lter. However, with the graph median �lter, the �ltered value
is determined by the values of node 10 itself, its descendant at
distance 2: nodes 15, 16, and 19, its ancestors: nodes 2 and 1
and also the descendants of node 2, that are nodes 4, 8, and 9.

2In order to interpret the results of Fig. 6, note that when the median �lter
involves an even number of samples, the output is computed as the average
of the two middle values.
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In total, we have nine values, �ve bright values, and four dark
ones. As a result, the �lter output is bright. Note that many
bright values come from nodes that do not belong to the same
branch as node 10. If we want the �ltering process to be more
guided by the branch structure of the tree, we may prevent
descendant nodes of the ancestors to in�uence the computation
of the output value. This is the idea of the tree filter in
which the neighborhood of a node is exclusively composed
of all its descendants and all its ancestors that are at distance
lower or equal to a given value. By comparison with graph
�lters, the K-hop neighborhood in tree �lters is not de�ned by
iteration of the adjacency matrix. The �ltering process relies
on two different shift operations: one shift toward ancestors
and one toward descendants. Once the set of K-hop neighbors
are de�ned by the two shift operations, linear �lters, median
�lters, erosion, and dilation can be de�ned with rules similar
to the ones used for graph �lters. As usual, tree opening
(tree closing) is de�ned as the composition of tree erosion
(dilation) followed by tree dilation (erosion). They possess
the algebraic properties of any opening (closing): increasing,
idempotent, and antiextensive (extensive).

In the illustration of Fig. 6, consider the case of the tree
median of size 2 applied on node 10, the neighborhood is
de�ned by node 10, its descendants 15, 16, and 19 and
ancestors 2, and 1. In particular, nodes 4, 8, and 9 which
were involved in the 2-hop graph neighborhood are not con-
sidered anymore. The corresponding �ltering results are shown
in Fig. 6(c). As can be seen, the �ltered value of node 10 is
strongly in�uenced by this change of strategy.

3) Branch Filter: The third �ltering approach deals with
effects related to the disparity of node numbers in the different
branches. A typical example can be seen in the root (1).
Three main sets of branches are emanating from the root.
Two of them (the one passing through nodes 3 and 6)
involve mainly dark nodes. However, the �ltered value of
node 1 is largely dominated by node 2 and its descendants
(nodes 10, 4, 8, and 9). Here, the key point is that the
descendants of node 2 are much more numerous than the
descendants of nodes 3 and 6. A possible way to deal with
this issue is to use a branch filter.

It is a two steps �ltering approach. In the �rst step, called
estimation step, all branches passing through the current node
to be �ltered are extracted. Considering node 1 as an example,
if a �lter of size 2 has to be used, six individual branches
are involved: they all start at node 1 and, respectively, ends
at nodes 10, 4, 8, 9, 5, and 12. Note that if the node to be
�ltered is not the root node, the individual branches would
also involve its ancestors. Once the branches are extracted, 1-D
�lters are individually applied on each of them. This estimation
step produces several values that have to be aggregated in
the second step. This �ltering strategy has some similarity
to the decomposition of 2-D separable �lters into two 1-D
�ltering steps. This �ltering framework is rich and many com-
binations of estimation and aggregation steps can be done. The
corresponding study goes beyond the scope of this paper. Here,
we have focused on four basic �lters described in Table I.
Moreover, we have de�ned the branch opening (closing) as
the composition of a branch erosion (dilation) followed by

TABLE I
DEFINITION OF THE ESTIMATION AND THE AGGREGATION

STEPS FOR ELEMENTARY BRANCH FILTERS

a branch dilation (erosion). Note that an interesting �ltering
strategy may consist of using 1-D opening or 1-D closing as
estimation step and then an aggregation step based on mean,
median, min, or max (note that not all combinations produce
opening or closing in the algebraic sense). We leave this study
for future work.

As an illustration of the branch median �lter, the �ltering
results can be observed in Fig. 6(d) and compared to the graph
and tree �lters results. Note that how the value at node 1 is
less dominated by the high number of descendants of node 2.

In general, the three �ltering approaches are different, but
in some cases, the distinction disappears. Let us mention two
examples as follows.

1) The graph and tree �lters are equivalent for all �lters
of size one. The distinction appears for �lters involving
neighbors that are beyond 1-hop neighbors.

2) If branch erosion and dilation are de�ned as in Table I,
in the case of �at structuring elements, they consist of
computing, respectively, the minimum and the maximum
of the input samples in a given neighborhood. As the
neighborhood is the same for tree and branch �lters,
branch erosion (dilation) and tree erosion (dilation) are
equivalent. This equivalence translates to their compo-
sition such as branch/tree opening and closing.

Fig. 7 illustrates the median �lter of size 25 applied on
the eccentricity attribute of Fig. 5. It can be observed how
the �lter has smoothed some of the attribute variations. The
difference between the three �ltering approaches is clearly
noticeable for nodes that are at distance between 400 and 600
from the root node. In particular, in the cases of the graph
and the tree �ltering approaches, it can be observed that the
eccentricity attribute values remain very high for these nodes
although they were not so high in the un�ltered data. This
phenomenon is caused by the disparity of node numbers in the
different branches in particular for sections close to the leaves.
By contrast, the branch �ltering approach produces a smooth
version of the signal with much less bias for the nodes at
distance 400�600 from the root node. In Section IV-B, several
graph, branch, and tree �lters will be objectively compared in
the context of the ship detection application.

C. Morphological Reconstruction on Maxtree
Morphological reconstruction is a classical image process-

ing tool used to reconstruct extrema and create connected
operators (See [25] and the references herein). It can also
be applied on graph signals and de�ned through conditional
dilations. The connectivity of the reconstruction is de�ned
through an elementary structuring element CG of size one.
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Fig. 7. Eccentricity attribute �ltering with the three types of median �lters
(branch representation). (Top) Graph median �lter. (Center) Tree median �lter.
(Bottom) Branch median �lter.

This structuring element includes all nodes that are at distance
one from the current node. If f and g are graph signals
(respectively, called the �reference� and �marker� signal),
the antiextensive graph reconstruction ��

G(g| f ) of g under f
is given by

gk = �CG(gk�1)
�

f

and ��(g| f ) = lim
k��

gk (1)

where g0 = g � f and �CG is the graph dilation with CG .
By duality, an extensive graph reconstruction �	

G(g| f ) of g
above f is given by

gk = �CG(gk�1)
�

f

and �	(g| f ) = lim
k��

gk (2)

where g0 = g 
 f and �CG is the graph erosion with CG .

Fig. 8. Filtering of the area ratio attribute with a reconstruction from the
root and a Tophat (branch representation). (Top) Original area ratio attribute.
(Center) Reconstruction from the root. (Bottom) Tophat (after branch median
�ltering).

Note that, as mentioned in Section III-B, erosion and
dilation of size 1 are equivalent in the graph, tree, or branch
approaches. Therefore, no distinction has to be made for
the graph reconstruction. However, in practice, it may be
useful to treat differently the connectivities toward descendants
and ancestors. To this end, two new elementary structuring
elements can be created: CTC and CTP . These structuring
elements include the current node and, respectively, all its
children or its parent. Substituting CG into 1 and 2 by either
CTC or CTP creates two tree reconstructions. The reconstruc-
tion is from root to leaves with CTC and from leaves to root
with CTP . Depending on how the marker signal is de�ned,
these two reconstructions can produce very different results.
As classically done in mathematical morphology, reconstruc-
tion can be used to create a connected opening or closing [25].
Let us show an example.




















